
PAW887B                   40-860 MHz.
28 dB.               CATV Ultra-linear Amplifier

Specifications @Tcase = 30°C  (Referenced to 75 ohms)

Maximum Ratings
  Storage Temperature ....... -40°C to +100°C
  DC Voltage ................................. +28 volts
  RF Input voltage .........................40dBmV.
  Operating BaseTemperature .......... +100°C

Outline Drawings

Features: (typical values)
Ultra High Linearity
Low Noise Figure
Rugged Construction
Operation over a wide voltage range
Usable for 50 ohm operation

100 Emlen Way     Telford, Pa.   18969
Tel. (215) 723-6011        Fax.  (215) 723-6015Specifications subject to change without notice

retemaraP
lacipyT

snoitidnoC
.niM
eulaV

.xaM
eulaV

stinU

egnaRycneuqerF 04 068 .zHM

*niaGrewoP .zHM05=f 82 03 .Bd

epolstnelaviuqEelbaC .zHM068ot.zHM04=f 0 0.3 .Bd

)yellavotkaep(ssentalFniaG .zHM068ot04=f 5.1-/+ .Bd

ssoLnruteRtuptuO/tupnI .zHM003ot04=f 71 .Bd

ssoLnruteRtuptuO/tupnI .zHM068ot003=f 21 .Bd

)BTC(taeBelpirTetisopmoC
.VmBd04=oVtalfslennahc011

87lennahc@derusaem
75- .Bd

)DOMX(noitaludoMssorC
.VmBd04=oVtalfslennahc011

2lennahc@derusaem
75- .Bd

)OSC(redrO.dn2etisopmoC
.VmBd04=oVtalfslennahc011

87lennahc@derusaem
55- .Bd

2PI/3PI enot2 25/23 .mBd

)FN(erugiFesioN .zHM057=f@ 5.8 .Bd

I(tnerruClatoT
TOT
) .v42+foegatloV@ 043 .Bd

Pin Configuration
   Pin #                                      Description
   1 ...................................................... Input
   2,3,7,8 ......................................... Ground
   5 ........................................................  +V
   4,6 ............................................. not used
   9 ................................................... Output
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 * Note: +/- 2.0 gain from 5 to 40 Mhz


