
Product Data Sheet

LED Lamp UV MT5375-UV

Maximum Ratings
Tamb= 25°C, unless otherwise specified

Tamb  -30 to +80

Tstg     -30 to +85

Tslg   260

Optical and Electrical Characteristics

Tamb= 25°C, unless otherwise specified

We reserve the right to make changes to improve technical design and may do so without further notice. Parameters can vary in different applications. All 
operating parameters must be validated for each customer application by the customer.

IR 85 mA

°C

°C

°C

deg.Viewing angle φ IF= 20mA    15

nm

Spectral bandwidth at 
50%

∆λ0,5 IF= 20mA    15 nm

Peak wavelength λp IF= 20mA    375 380

mWRadiant Power Φe IF= 20mA    14

typ max Unit
Forward voltage VF IF= 20mA    3.0 3.6 4.2 V

Parameter Symbol Conditions Min

mW

Operating temp. range

Storage temp. range

Lead soldering temp. < 5s, 3mm from case

Reverse voltage IR= 100 µA           

Power dissipation PD    100

Forward Current IF 25 mA

Peak forward current (d. c.<1/10, p. width<0.1msec) IFM 100 mA

Description:

Dimension in mm                             
High power, high-speed, narrow 
beam angle, high reliablitiy

Parameter Test Conditions Symbol Value Unit

Radiation Type Case

Ultra violet resin mold packaged 5mm plastic lens

3Northway Lane North Latham,New York 12110. 
Tollfree:1.800.984.5337 
Phone:1.518.956.2980 
Fax:1.518.785.4725 
Http://www.marktechopto.com 


