
C 16-3

Shell size 1
Male cable connectors

Description Drawing No. of
cont.

Contacts 2) Part No.
Cable outlet 3)

PG 11 PG 13,5

Male cable connector, long,
style I with internal strain relief,
without contacts 1)

8 + PE

14 + PE

17 + PE

.N 01 016 00...

11 x
.N 01 015 00...
4 x
.N 01 025 00...

.N 01 015 00...

C016 10I008 002 1

C016 10I014 002 1

C016 10I017 002 1

C016 10I008 003 1

C016 10I014 003 1

C016 10I017 003 1

8 + PE .N 01 016 00... C016 10H008 002 1 C016 10H008 003 1

14 + PE 11 x
.N 01 015 00...
4 x
.N 01 025 00...

C016 10H014 002 1 C016 10H014 003 1

17 + PE .N 01 015 00... C016 10H017 002 1 C016 10H17 003 1

8 + PE .N 01 016 00... C016 10K008 002 1 C016 10K008 003 1

14 + PE 11 x
.N 01 015 00...
4 x
.N 01 025 00...

C016 10K014 002 1 C016 10K014 003 1

17 + PE .N 01 015 00... C016 10K017 002 1 C016 10K017 003 1

Male cable connector, short,
style H with clamping ring,
without contacts 1)

Male cable connector, 
style K with clamping ring,
without contacts 1)

24 Amphenol

1) Please order crimp contacts separatly, see page 30/31.
2) Part No system for crimp contacts, see page 32.

2) Cable outlet in mm, see page 32.
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