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SK...

SK 5-11 Z2.803.0228.0 10

SK 9,5-13,5 Z2.803.0328.0 10

SK 12,5-16,5 Z2.803.0428.0 10

SK 15,5-20,5 Z2.803.2228.0 10

SK 19-27 Z2.803.2328.0 10

SK 26-34 Z2.803.2428.0 10

98.400.0000.0 1

B L Hmax

SK5-11 14-24 N 17 mm 32 mm 49 mm

SK9,5-13,5 20-35 N 22 mm 32 mm 54 mm

SK12,5-16,5 28-47 N 26 mm 32 mm 58,5 mm

SK15,5-20,5 70-95 N 32 mm 32 mm 66,5 mm

SK19-27 85-107 N 39 mm 32 mm 73 mm

SK26-34 105-130 N 48 mm 32 mm 84 mm

Shielded cable terminals, type SK

Type Part no. Std. pack Type Part no. Std. pack

Shielded cable terminals

Accessories

1. Mounting rail (galvanized steel) L = 2 m

2. Mounting feet Color: light gray

3. Ground terminal

Type Clamping 

(shielded cable diameter) Force

System advantages
❐ Easy and safe contacting without

damage to the braided shield
❐ Stainless Steel pressure spring ensures

excellent contact
❐ Corrosion resistant due to anticorodal

contact material
❐ spring terminal available in three

different sizes (5 – 34 mm diameter)
❐ Potential commoning via the mounting

rail
❐ Insulated mounting of the rail via the

plastic (duroplast) mounting feet
Material: Anticorodal
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9700/10E/1 Z2.302.1321.0 10

Z1.980.0040.0 10

Type Part no. Std. pack Type Part no. Std. pack

Base: Duroplast, light gray
Female part: brass
Thread: M4

Rated cross section: 16 mm2

rated wire guage
stranded: 10 – 16 mm2 / 6 – 4 AWG
fine stranded: 1.5 – 16 mm2 / 18 – 4 AWG

Wire strip length: 11 mm
Width: 8.4 mm

Ground terminal for mounting rail.  
Clamping body: nickel plated copper alloy


