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F e a t u r e s A p p l i c a t i o n

C l a s s i f i c a t i o n
LF U 1 0 1 4 V 2 - 0 1 3 0 0

I n d u c t a n c e ° ¶° ¶° ¶° ¶( stand for 30.0mH )
Rated current° ¶° ¶° ¶( stand for 0.1A )
S e c t i o n ° ¶° ¶° ¶° ¶° ¶° ¶( section )
Ty p e ° ¶° ¶° ¶° ¶° ¶° ¶° ¶( V-vertical type, H-horizontal type )
Core size
Product code

Custom made coils with different inductance and rated current available on request.

Standard Ty p e s

Compact size, high inductance
Excellent frequency characteristics
Low magnetic flux leakage

For line filters of switching power supplies
Eliminates incoming leaking noise of TVs,
V C R ’s and Audio equipment
For OA equipment, communications
equipment and other electronic devices
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M o d e l
Rated Vo l t a g e R a t e d I n d u c t n c e DC Resistance Wire Size Te m p . R i s e

Ty p e(V AC/DC) C u r r e n t ( A ) M i n . ( m H ) M a x . ( / l i n e ) ( ) Max. (deg.)
LFU1014V2-01300 250 0.1 30.0 9.00 0.12 45 A
LFU1014V2-02120 250 0.2 12.0 3.00 0.18 45 A
LFU1014V2-03060 250 0.3 6.0 1.30 0.20 45 A
LFU1014V2-04035 250 0.4 3.5 0.80 0.25 45 A
LFU1014V2-05025 250 0.5 2.5 0.60 0.28 45 A
LFU1014V2-06015 250 0.6 1.5 0.30 0.30 45 A
LFU1014V2-07010 250 0.7 1.0 0.23 0.32 45 A
LFU1014V2-08008 250 0.8 0.8 0.18 0.35 45 A
LFU1014V2-09007 250 0.9 0.7 0.15 0.37 45 A
LFU1014V2-10005 250 1.0 0.5 0.10 0.40 45 A

LFU1014H2-01300 250 0.1 30.0 9.00 0.12 45 B
LFU1014H2-02120 250 0.2 12.0 3.00 0.18 45 B
LFU1014H2-03060 250 0.3 6.0 1.30 0.20 45 B
LFU1014H2-04035 250 0.4 3.5 0.80 0.25 45 B
LFU1014H2-05025 250 0.5 2.5 0.60 0.28 45 B
LFU1014H2-06015 250 0.6 1.5 0.30 0.30 45 B
LFU1014H2-07010 250 0.7 1.0 0.23 0.32 45 B
LFU1014H2-08008 250 0.8 0.8 0.18 0.35 45 B
LFU1014H2-09007 250 0.9 0.7 0.15 0.37 45 B
LFU1014H2-10005 250 1.0 0.5 0.10 0.40 45 B

LFU1116V2-04220 250 0.4 22.0 2.00 0.25 45 C
LFU1116V2-07100 250 0.7 10.0 1.00 0.32 45 C
LFU1116V2-10050 250 1.0 5.0 0.50 0.40 45 C
LFU1116V2-15020 250 1.5 2.0 0.20 0.45 45 C
LFU1116V2-19015 250 1.9 1.5 0.15 0.50 45 C

LFU1116V4-03100 250 0.3 10.0 1.50 0.22 45 D
LFU1116V4-05050 250 0.5 5.0 0.65 0.28 45 D
LFU1116V4-08030 250 0.8 3.0 0.35 0.35 45 D
LFU1116V4-10020 250 1.0 2.0 0.23 0.37 45 D
LFU1116V4-15010 250 1.5 1.0 0.13 0.45 45 D

LFU1620V2-05200 250 0.5 20.0 1.70 0.28 45 E
LFU1620V2-08100 250 0.8 10.0 0.75 0.35 45 E
LFU1620V2-10050 250 1.0 5.0 0.45 0.37 45 E
LFU1620V2-10030 250 1.5 3.0 0.25 0.45 45 E
LFU1620V2-20010 250 2.0 1.0 0.12 0.55 45 E

LFU1620V4-05200 250 0.5 20.0 1.70 0.28 45 F
LFU1620V4-08100 250 0.8 10.0 0.75 0.35 45 F
LFU1620V4-10050 250 1.0 5.0 0.45 0.37 45 F
LFU1620V4-10030 250 1.5 3.0 0.25 0.45 45 F
LFU1620V4-15010 250 2.0 1.0 0.12 0.55 45 F
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M o d e l
Rated Vo l t a g e R a t e d I n d u c t n c e DC Resistance Wire Size Te m p . R i s e

Ty p e(V AC/DC) C u r r e n t ( A ) M i n . ( m H ) M a x . ( / l i n e ) ( ) Max. (deg.)
LFS2014V4-03330 250 0.3 33.0 3.00 0.20 45 G
LFS2014V4-04220 250 0.4 22.0 2.00 0.24 45 G
LFS2014V4-05180 250 0.5 18.0 1.50 0.28 45 G
LFS2014V4-10039 250 1.0 3.9 0.50 0.37 45 G
LFS2014V4-15018 250 1.5 1.8 0.30 0.45 45 G

LFS2424V4-05350 250 0.5 35.0 1.50 0.28 45 H
LFS2424V4-08150 250 0.8 15.0 0.65 0.35 45 H
LFS2424V4-10100 250 1.0 10.0 0.45 0.37 45 H
LFS2424V4-15050 250 1.5 5.0 0.22 0.45 45 H
LFS2424V4-20025 250 2.0 2.5 0.15 0.55 45 H

LFS2424H4-05350 250 0.5 35.0 1.50 0.28 45 I
LFS2424H4-08150 250 0.8 15.0 0.65 0.35 45 I
LFS2424H4-10100 250 1.0 10.0 0.45 0.37 45 I
LFS2424H4-15050 250 1.5 5.0 0.22 0.45 45 I
LFS2424H4-20025 250 2.0 2.5 0.15 0.55 45 I

LFS2828V4-08350 250 0.8 35.0 0.95 0.35 45 J
LFS2828V4-10250 250 1.0 25.0 0.65 0.37 45 J
LFS2828V4-15150 250 1.5 15.0 0.40 0.45 45 J
LFS2828V4-20080 250 2.0 8.0 0.22 0.55 45 J
LFS2828V4-25050 250 2.5 5.0 0.18 0.60 45 J

LFS2828H4-08350 250 0.8 35.0 0.95 0.35 45 K
LFS2828H4-10250 250 1.0 25.0 0.65 0.37 45 K
LFS2828H4-15150 250 1.5 15.0 0.40 0.45 45 K
LFS2828H4-20080 250 2.0 8.0 0.22 0.55 45 K
LFS2828H4-25050 250 2.5 5.0 0.18 0.60 45 K

LFS3535V4-15300 250 1.5 30.0 0.50 0.45 45 L
LFS3535V4-20180 250 2.0 18.0 0.30 0.55 45 L
LFS3535V4-25120 250 2.5 12.0 0.20 0.60 45 L
LFS3535V4-30082 250 3.0 8.2 0.15 0.65 45 L
LFS3535V4-35050 250 3.5 5.0 0.10 0.70 45 L

LFS3535H4-15300 250 1.5 30.0 0.50 0.45 45 M
LFS3535H4-20180 250 2.0 18.0 0.30 0.55 45 M
LFS3535H4-25120 250 2.5 12.0 0.20 0.60 45 M
LFS3535H4-30082 250 3.0 8.2 0.15 0.65 45 M
LFS3535H4-35050 250 3.5 5.0 0.10 0.70 45 M


