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5HW Double Tuned
5HT Triple Tuned
Frequency Range: 5HW, 5HT 350~1500MHz

5HRW, 5HRT 350~1500MHz

(Unit: mm)

5HW

Test circuits  測定回路

Typical characteristics  特性曲線
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Radial Type Helical Filters
ラジアルタイプヘリカルフィルタ

Features
• Compact low-profile helicalfolters, ideal for mobile

communications equipment.
• RoHS compliant

特　　長
• 移動体通信に最適な小型薄形のヘルカルフィルタ

• RoHS 指令対応
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Helical Filters   ヘリカルフィルタ
TYPE
5HW
5HT

5HW-35045A-365 365 6.0 25(50) 20(50) 1.0 4.5
5HW-36535A-380 380 7.0 25(50) 20(50) 1.0 4.5
5HW-39545A-425 425 7.0 25(50) 20(50) 1.0 4.5
5HW-40545A-430 430 7.0 25(50) 20(50) 1.0 4.5
5HW-44545A-475 475 8.0 22(50) 18(50) 1.0 4.5

TYPE 5HW (Double tuned)
東光品番 中心周波数 帯域幅 選択度 リップル 挿入損失

TOKO
Part

Number

Center
Frequency

(MHz)

Bandwidth
(-1dB)

(MHz) Min.

Selectivity
Ripple

(dB) Max.
Fo - (  )MHz
(dB) Min.

Fo + (  )MHz
(dB) Min.

Insertion
Loss

(dB) Max.

5HW-47535A-505 505 10.0 20(50) 16(50) 1.0 4.5
5HW-51035A-530 530 10.0 20(50) 16(50) 1.0 4.5
5HW-52535A-545 545 10.0 20(50) 16(50) 1.0 4.5
5HW-58080A-625 625 10.0 18(50) 15(50) 1.0 4.5
5HW-65535A-670 670 14.0 26(100) 23(100) 1.0 3.5

5HW-94555A-959 959 18.0 20(100) 17(100) 1.0 3.5
5HW-100090A-1010 1010 16.0 18(100) 14(100) 1.0 3.5
5HW-109060A-1130 1130 18.0 16(100) 14(100) 1.0 3.5
5HW-115045F-1195 1195 24.0 20(100) 18(100) 1.0 3.5
5HW-120050F-1225 1225 18.0 24(100) 20(100) 1.0 3.5

5HW-125055F-1305 1305 25.0 20(100) 18(100) 1.0 3.5

5HT-36020AS-360 360 16.0 33 25 1.0 4.0
5HT-38020AS-380 380 16.0 28 24 1.0 4.0
5HT-40020AS-400 400 11.0 34 31 1.0 4.0
5HT-42020AS-420 420 13.0 32 27 1.0 4.0
5HT-44020AS-440 440 14.0 28 25 1.0 4.0

TYPE 5HT (Triple tuned)
東光品番 中心周波数 帯域幅 選択度 リップル 挿入損失

TOKO
Part

Number

Center
Frequency

(MHz)

Bandwidth
(-1dB)

(MHz) Min.

Selectivity
Ripple

(dB) Max.
Fo - 50MHz
(dB) Min.

Fo + 50MHz
(dB) Min.

Insertion
Loss

(dB) Max.

5HT-46020AS-460 460 14.0 28 23 1.0 4.0
5HT-48030AS-480 480 14.0 26 22 1.0 4.0
5HT-49520AS-495 495 15.0 26 22 1.0 4.0
5HT-51535AS-515 515 16.0 25 20 1.0 4.0
5HT-52070AS-520 520 9.0 25 22 1.0 4.0

5HT-59065F-590 590 12.0 34 25 1.0 4.5
5HT-63540F-635 635 12.0 30 26 1.0 4.0
5HT-65550F-655 655 12.0 30 26 1.0 4.0
5HT-70530F-705 705 15.0 30 26 1.0 4.0
5HT-73565F-735 735 15.0 28 24 1.0 4.0

5HT-80030F-800 800 15.0 28 24 1.0 4.0
5HT-83050F-830 830 15.0 26 22 1.0 4.0
5HT-88065F-880 880 15.0 24 20 1.0 4.0
5HT-94535F-945 945 15.0 22 18 1.0 4.0
5HT-98030F-980 980 15.0 22 18 1.0 4.0

5HT-101045F-1010 1010 15.0 18 14 1.0 4.0
5HT-105535F-1055 1055 15.0 18 14 1.0 4.0
5HT-109065F-1090 1090 15.0 17 15 1.0 4.0
5HT-112570C-1125 1125 15.0 20 18 1.0 4.5
5HT-123080C-1230 1230 15.0 20 16 1.0 4.5

SELECTION GUIDE FOR STANDARD FILTERS
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