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NOTES:
1) MATERIALS AND FINISHES

INSULATOR: GLASS-FILLED POLYESTER, UL 94V-0. COLOR: BLUE.
POWER CONTACTS: HIGH CONDUCTIVITY COPPER ALLOY WITH GOLD FLASH OVER NICKEL.
SIGNAL CONTACTS: PRECISION MACHINED COPPER ALLOY WITH GOLD OVER NICKEL PLATE.
PUSH-ON FASTENERS: BRASS WITH TIN PLATE.

12x Ø2.90 [Ø0.114]

 35.80 [1.409]
24x Ø1.14 [Ø0.045] 8.44 [0.332]

5x  2.70 [0.106]

2x 63.57 [2.503]

 5.85 [0.230]

7X 5.90
 [0.232]

 55.13 [2.170]

DRAWING
NO.

ASK21816-1

ASK21816-2

PART NUMBER REMARKS

RoHS COMPLIANT PER
RoHS DIRECTIVE
2002/95/EC OF 27 JAN 2003

-SP2YGN2TN2AN3B48F0N9

SP2YGN2TN2AN3B48F0N9/AA

CONTACT HOLES PATTERN

2x Ø2.00±0.08
 [Ø0.079±0.003]

78.98 [3.109]

14.60
 [0.575]

74.78 [2.944]

47x 3.80
 [0.150]

3x Ø1.60±0.08
 [0.063±0.003]

12x Ø2.29±0.08
 [0.090±0.003]

24x Ø0.71±0.08
 [0.028±0.003]

2x 2.80
 [0.110]

21.70
 [0.854]

19.50
 [0.768]

4.82 [0.190]
8.42 [0.331]

12.02 [0.473] 4.37
 [0.172]

7.72 [0.304]

13.72 [0.540]

3x 2.70 [0.106]

3x Ø2.11 [Ø0.083]

68.95 [2.715]

33.57
 [1.321]
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5x 13.72 [0.540]
5x 7.72 [0.304]

SIZE 12 CONTACTS SIZE 22 CONTACTS

6x 12.47 [0.491]
6x 9.77 [0.385]
6x 7.07 [0.278]

6x 4.37 [0.172]

SIZE 16 CONTACTS

8.42 [0.331]

SIZE 16 CONTACTS

12.02 [0.473]
4.82 [0.190]

23 Dec 08 A PA ECO 08282 LP EH NK


