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SIP Adapters

inch/(mm)

SIP Adapters
Molded and Peel-A-Way

®
Insulators

HSA replaces RSA and SA, RNA replaces NA and HNA.

How To Order

KSA

Body Type

Terminal Type
See options on next page

Number of Pins
KSA: 2-100 pos.
HSA: 20, 30 or 32 pos.
RNA: 3-20, 30 or 32 pos.


Terminal Plating
RoHS Compliant:
G - Gold
M - Matte Tin
T - Tin/Lead

RoHS Compliant:
KSA - Peel-A-Way
RNA - Molded Solid   
HSA* - Molded Snap

032 -79 M



Features:

• Available in three body types:
Peel-A-Way® Removable Terminal
Carriers, molded Solid Strips, and
molded Snap Strips [breakable at
.100/(2.54mm)].

• Board to board applications.

• Peel-A-Way® Removable Terminal
Carrier can be easily removed to
allow inspection of solder joints
on both sides of PC board, or left
in place for added stability.

• Custom designs available.

Specifications:

Terminals:

Brass - Copper Alloy
(C36000) ASTM-B-16

Plating:
G - Gold over Nickel
M - Matte Tin over Nickel
T - Tin/Lead over Nickel

Gold per ASTM-B-488
Matte Tin per ASTM545-97
Tin/Lead per MIL-P-81728
Nickel per QQ-N-290

Dimensional Information
.100 Typ.

(2.54)
.100

(2.54)

A

A Dimension = number of pins X .100/(2.54)
.095 

.100 Typ.
(2.54)

A

A Dimension = [number of pins X .100/(2.54)] + .200/(5.08)

.100
(2.54)

Molded
Body Types

Peel-A-Way®

Body Types

Table of Models

Description: Peel-A-Way® Strips (KSA)
Material: Polyimide Film
Index: -269°C to 400°C (-452°F to 752°F) .005 Typ.

(.13)

Description: Molded Snap Strips (HSA)
Mat’l: Glass Filled Thermoplastic (PPS)
Index: -60°C to 220°C (-76°F to 428°F)

Description: Molded Solid Strips (RNA)
Mat’l: High Temp. Liquid Crystal Polymer (LCP)
Index: -40°C to 260°C (-40°F to 500°F)

.095
(2.41)

.095
(2.41)

*PSS Insulators (HSA) are not suitable for high temperature, lead-free (RoHS) solder profiles.



Available Online:

• RoHS Qualification Test Report

• CAD Drawings
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SIP Adapters
Molded and Peel-A-Way

®
Insulators

.125
(3.18)

.125
(3.18)

.100
(2.54)

.335
(8.51)

.018 Dia.
(.46)

.018 Dia.
(.46)

Type -43

.072 Dia.
(1.83)

.125
(3.18)

.125
(3.18)

.085
(2.16)

.018 Dia.
     (.46) Typ. 2

.018 Dia.
(.46)

.166
(4.22)

.103
(2.62)

.052
(1.32)

.156
(3.96)

.018 Dia.
(.46)

.025 Dia.
(.64)

.166
(4.22)

.103
(2.62)

.052
(1.32)

.156
(3.96)

.018 Dia.
(.46)

Standard Terminals
Type -79 Type -81 Type -574

.072 Dia.
(1.83)

.125
(3.18)

.125
(3.18)

.030
(.76)

.018 Dia.
     (.46) Typ. 2

.125
(3.18)

.125
(3.18)

.100
(2.54)

.210
(5.33)

.018 Dia.
(.46)

.018 Dia.
(.46)

.072 Dia.
(1.83)

.125
(3.18)

.125
(3.18)

.070
(1.78)

.018 Dia.
     (.46) Typ. 2

.052 Dia.
(1.32)

.018 Dia.
(.46)

.144
(3.66)

.031
(.79)

Type -08 Type -09 Type -68

Additional standard and custom terminals available.
See Terminals section or consult factory.

Peel-A-Way® only Peel-A-Way® only

Molded onlyMolded onlyMolded onlyMolded only

Peel-A-Way® onlyPeel-A-Way® only

.125
(3.18)

.125
(3.18)

.100
(2.54)

.585
(14.86)

.018 Dia.
(.46)

.018 Dia.
(.46)

.125
(3.18)

.125
(3.18)

.100
(2.54)

.500
(12.70)

.018 Dia.
(.46)

.018 Dia.
(.46)

.125
(3.18)

.125
(3.18)

.100
(2.54)

.835
(21.21)

.018 Dia.
(.46)

.018 Dia.
(.46)

Type -185 Type -42 Type -71

Molded onlyMolded onlyMolded only

Type -80

EXPRESS Delivery
Terminals shown with the new EXPRESS

symbol are available in most insulator

body types with fast lead time. Some

quantity and plating restrictions apply.

Search our Distributor inventory online

at www.advanced.com, or check with

customer service for availability.


