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			AM29LV400B -    4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory FEEDTHRU CAPACITOR, 47PF 3A 100VFEEDTHRU CAPACITOR, 47PF 3A 100V; Capacitance:0.047nF; Voltage rating, DC:100V; Capacitor dielectric type:Ceramic Multi-Layer; Tolerance,  :50%; Tolerance, -:20%; Temp, op. max:125(degree C); Temp, op. Ceramic Multilayer Capacitor; Capacitance:470pF; Capacitance Tolerance: 50, -20 %; Working Voltage, DC:50V; Dielectric Characteristic:X7R; Package/Case:1206; Series:W3F; Leaded Process Compatible:Yes Am29LV400B KGD (Known Good Die Supplement) INNOLINE: High Voltage Input Series - For Telecom DSM, XDSL, Aplication- Internal Pi Filter- Multi-Outputs- Overcurrent Protection- High Efficiency to 80% 4兆位12亩x 8-Bit/256亩x 16位）.0伏的CMOS只引导扇区闪 4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory 4兆位12亩x 8-Bit/256亩x 16位）.0伏的CMOS只引导扇区闪 4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory 256K X 16 FLASH 3V PROM, 120 ns, PBGA48 4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory 256K X 16 FLASH 3V PROM, 120 ns, PDSO48 4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory 4兆位12x 8-Bit/256x 16位）.0伏的CMOS只引导扇区闪 CAP CERM 2.2UF 4V X7R 0612 20% 4兆位12亩x 8-Bit/256亩x 16位）.0伏的CMOS只引导扇区闪 4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory 512K X 8 FLASH 3V PROM, 70 ns, PDSO48 
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	Part No.	AM29LV400B AM29LV400BB120EC AM29LV400BB120ECB AM29LV400BT120EC AM29LV400BT120ECB AM29LV400BT120EE AM29LV400BT120EEB AM29LV400BT120EI AM29LV400BT120EIB AM29LV400BT120FC AM29LV400BT120FCB AM29LV400BT120FE AM29LV400BT120FEB AM29LV400BT120FI AM29LV400BT120FIB AM29LV400BT120SC AM29LV400BT120SCB AM29LV400BT120SE AM29LV400BT120SEB AM29LV400BT120SI AM29LV400BT120SIB AM29LV400BT120WAC AM29LV400BT120WACB AM29LV400BT120WAE AM29LV400BT120WAEB AM29LV400BT120WAI AM29LV400BT120WAIB AM29LV400BT90FC AM29LV400BT90FCB AM29LV400BT90FE AM29LV400BT90FEB  

	Description	   4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory 
 FEEDTHRU CAPACITOR, 47PF 3A 100VFEEDTHRU CAPACITOR, 47PF 3A 100V; Capacitance:0.047nF; Voltage rating, DC:100V; Capacitor dielectric type:Ceramic Multi-Layer; Tolerance,  :50%; Tolerance, -:20%; Temp, op. max:125(degree C); Temp, op.
Ceramic Multilayer Capacitor; Capacitance:470pF; Capacitance Tolerance: 50, -20 %; Working Voltage, DC:50V; Dielectric Characteristic:X7R; Package/Case:1206; Series:W3F; Leaded Process Compatible:Yes
Am29LV400B KGD (Known Good Die Supplement)
INNOLINE: High Voltage Input Series - For Telecom DSM, XDSL, Aplication- Internal Pi Filter- Multi-Outputs- Overcurrent Protection- High Efficiency to 80% 4兆位12亩x 8-Bit/256亩x 16位）.0伏的CMOS只引导扇区闪
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory 4兆位12亩x 8-Bit/256亩x 16位）.0伏的CMOS只引导扇区闪
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory 256K X 16 FLASH 3V PROM, 120 ns, PBGA48
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory 256K X 16 FLASH 3V PROM, 120 ns, PDSO48
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory 4兆位12x 8-Bit/256x 16位）.0伏的CMOS只引导扇区闪
CAP CERM 2.2UF 4V X7R 0612 20% 4兆位12亩x 8-Bit/256亩x 16位）.0伏的CMOS只引导扇区闪
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory 512K X 8 FLASH 3V PROM, 70 ns, PDSO48
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 			 Full text search :    4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory FEEDTHRU CAPACITOR, 47PF 3A 100VFEEDTHRU CAPACITOR, 47PF 3A 100V; Capacitance:0.047nF; Voltage rating, DC:100V; Capacitor dielectric type:Ceramic Multi-Layer; Tolerance,  :50%; Tolerance, -:20%; Temp, op. max:125(degree C); Temp, op. Ceramic Multilayer Capacitor; Capacitance:470pF; Capacitance Tolerance: 50, -20 %; Working Voltage, DC:50V; Dielectric Characteristic:X7R; Package/Case:1206; Series:W3F; Leaded Process Compatible:Yes Am29LV400B KGD (Known Good Die Supplement) INNOLINE: High Voltage Input Series - For Telecom DSM, XDSL, Aplication- Internal Pi Filter- Multi-Outputs- Overcurrent Protection- High Efficiency to 80% 4兆位12亩x 8-Bit/256亩x 16位）.0伏的CMOS只引导扇区闪 4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory 4兆位12亩x 8-Bit/256亩x 16位）.0伏的CMOS只引导扇区闪 4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory 256K X 16 FLASH 3V PROM, 120 ns, PBGA48 4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory 256K X 16 FLASH 3V PROM, 120 ns, PDSO48 4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory 4兆位12x 8-Bit/256x 16位）.0伏的CMOS只引导扇区闪 CAP CERM 2.2UF 4V X7R 0612 20% 4兆位12亩x 8-Bit/256亩x 16位）.0伏的CMOS只引导扇区闪 4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory 512K X 8 FLASH 3V PROM, 70 ns, PDSO48   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	S25FL001D0FNAI013 S25FL001D0FNFI001 S25FL001D0FNFI	2 Megabit, 1 Megabit CMOS 3.0 Volt Flash Memory with 25 MHz SPI Bus Interface
	SPANSION[SPANSION]

	AT49LW080 AT49LW040 AT49LW040-33JC AT49LW040-33TC 	8-megabit and 4-megabit Firmware Hub Flash Memory
	Atmel Corp.

	28C011TRT1FS 28C011TRPFS 28C011TRPFS-20 28C011TRPF	1 Megabit (128K x 8-Bit) EEPROM 1兆位128K的8位）的EEPROM
1 Megabit (128K x 8-Bit) EEPROM 1兆位28K的8位）的EEPROM
1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 5V, 200 ns, DFP32
1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 5V, 120 ns, DFP32
CONNECTOR ACCESSORY
POT 100K OHM THUMBWHEEL CERM ST
	http://
NXP Semiconductors N.V.
Maxwell Technologies, Inc

	ACT-F1288N ACT-F1288N-150P7T ACT-F1288N-150P7Q ACT	High speed 1 Megabit monolithic FLASH. Speed 150ns.
High speed 1 Megabit monolithic FLASH. Speed 90ns.
High speed 1 Megabit monolithic FLASH. Speed 70ns.
ACT-F128K8 High Speed 1 Megabit Monolithic FLASH
High speed 1 Megabit monolithic FLASH. Speed 60ns.
High speed 1 Megabit monolithic FLASH. Speed 120ns.
	AEROFLEX[Aeroflex Circuit Technology]

	S29GL01GP S29GL-P12 S29GL01GP11TFIR20 S29GL256P90T	1 Gigabit, 512 Megabit, 256 Megabit and 128 Megabit 3.0 Volt-only Page Mode Flash Memory featuring 90 nm MirrorBit Process Technology
MirrorBit? Flash Family
   MirrorBit? Flash Family
	SPANSION

	S29CD016G0JQFA212 S29CD032G0MFAA102 S29CD016G0MQAI	32 Megabit (1M x 32-Bit), 16 Megabit (512K x 32-Bit) 2.5 Volt-only Burst Mode, Dual Boot, Simultaneous Read/ Write Flash Memory with VersatileI/O
	SPANSION

	S29GL064N11BAIV10 S29GL064N11FAIV12 S29GL064N11BFI	64 Megabit, 32 Megabit 3.0-Volt only Page Mode Flash Memory Featuring 110 nm MirrorBit Process Technology 64兆，32兆位3.0伏只页面模式闪存具有110纳米MirrorBit工艺技
64 Megabit, 32 Megabit 3.0-Volt only Page Mode Flash Memory Featuring 110 nm MirrorBit Process Technology 4M X 16 FLASH 3V PROM, 90 ns, PDSO48
	Spansion Inc.
PROM
Spansion, Inc.
SPANSION LLC

	AT49BV001A AT49BV001A-55JI AT49BV001A-55TI AT49BV0	128K x 8 (1M bit), 2.7-Volt Read and Write, Top or Bottom Boot Parametric Block Flash.
1-megabit (128K x 8) Single 2.7-volt Battery-Voltage⑩ Flash Memory
1-MEGABIT (128K X 8) SINGLE 2.7-VOLT BATTERY-VOLTAGE⒙ FLASH MEMORY
1-megabit (128K x 8) Single 2.7-volt Battery-Voltage Flash Memory
AC 12C 12#12 SKT RECP
JT 100C 100#22D SKT RECP
AT49BV001A(N)(T) [Updated 9/03. 18 Pages] 128K x 8 (1M bit). 2.7-Volt Read and Write. Top or Bottom Boot Parametric Block Flash.
AC 6C 3#16 3#4 SKT RECP
Circular Connector; No. of Contacts:55; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No
1-megabit (128K x 8) Single 2.7-volt Battery-VoltageFlash Memory 1兆位128K的8）单2.7伏电池电压⑩闪存
1-megabit (128K x 8) Single 2.7-volt Battery-VoltageFlash Memory 128K X 8 FLASH 2.7V PROM, 55 ns, PQCC32
1-megabit (128K x 8) Single 2.7-volt Battery-Voltage??Flash Memory
	ATMEL[ATMEL Corporation]
Atmel Corp.
Atmel, Corp.

	EN71NS128C0 EN71NS128C0-7DCWP 	Stacked Multi-Chip Product (MCP) Flash Memory and RAM 128 Megabit (8M x 16-bit) CMOS 1.8 Volt-only Simultaneous Operation Burst Mode Flash Memory and 64 Megabit (4M x 16-bit) Pseudo Static RAM
	Eon Silicon Solution Inc.

	AT45CS1282 	128 Megabit Code Shadow Flash
128-megabit 2.7-volt Dual-interface Code Shadow DataFlash
	ATMEL[ATMEL Corporation]

	AM29LV002 AM29LV002B-90RECB AM29LV002B-120FCB AM29	2 Megabit (256 K x 8-Bit) CMOS 3.0 Volt-only/ Boot Sector Flash Memory
Half Bridge Driver, LO Out of Phase with RT, Programmable Oscillating Frequency, 1.2us Deadtime in a 8-pin DIP package
2 Megabit (256 K x 8-Bit) CMOS 3.0 Volt-only, Boot Sector Flash Memory 2兆位56亩8位）.0伏的CMOS只，引导扇区闪存
Connector 连接
2 Megabit (256 K x 8-Bit) CMOS 3.0 Volt-only, Boot Sector Flash Memory 256K X 8 FLASH 3V PROM, 100 ns, PDSO40
2 Megabit (256 K x 8-Bit) CMOS 3.0 Volt-only, Boot Sector Flash Memory 256K X 8 FLASH 3V PROM, 120 ns, PDSO40
MB 18C 18#20 PIN RECP 256K X 8 FLASH 3V PROM, 120 ns, PDSO40
2 Megabit (256 K x 8-Bit) CMOS 3.0 Volt-only, Boot Sector Flash Memory 2兆位256亩8位）.0伏的CMOS只，引导扇区闪存
256K X 8 FLASH 3V PROM, 90 ns, PDSO40
	AMD
Advanced Micro Devices, Inc.
SPANSION LLC
ADVANCED MICRO DEVICES INC
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