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			 Related Part Number
	
					PART	Description	Maker
	MAX494 MAX494CPD MAX494CSD MAX494EPD MAX494ESD MAX	High-Output RS-485 Transceiver 8-SOIC -40 to 85
Single/Dual/Quad, Micropower, Single-Supply Rail-to-Rail Op Amps
Single/Dual/Quad / Micropower / Single-Supply Rail-to-Rail Op Amps
Single/Dual/Quad, Micropower, Single-Supply, Rail-to-Rail Op Amps
	MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.
MAXIM - Dallas Semiconductor

	AM27C010-150EI AM27C010-200EI AM27C010-255EI AM27C	x8 EPROM
Single 1.8V, 13µA Precision Rail-to-Rail Op Amp; Package: DFN; No of Pins: 6; Temperature Range: 0°C to  70°C
Micropower, 400mV Reference with Rail-to-Rail Buffer Amplifier in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C
Single 1.8V, 13µA Precision Rail-to-Rail Op Amp; Package: DFN; No of Pins: 8; Temperature Range: 0°C to  70°C
Micropower, Low Voltage, Dual Comparator with 400mV Reference; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
3.3V Single Supply Video Difference Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
	差分放大

	LT2078AIS8 LT2078ACS8 	Micropower/ Dual and Quad/ Single Supply/ Precision Op Amps
Micropower, Dual and Quad, Single Supply, Precision Op Amps DUAL OP-AMP, 330 uV OFFSET-MAX, 0.2 MHz BAND WIDTH, PDSO8
	Linear Technology, Corp.

	LTC1982 LTC1981ES5 LTC1982ES6 LTC1981 	Dual Micropower High Side Switch Converter in SOT-23
Single and Dual Micropower High Side Switch Controllers in SOT-23
	LINEAR TECHNOLOGY CORP
LINER[Linear Technology]

	LT1078 LT1078AC LT1078ACH LT1078ACN8 LT1078AM LT10	Micropower/ Dual and Quad/ Single Supply/ Precision Op Amps
Micropower, Dual and Quad, Single Supply, Precision Op Amps
Micropower Dual and Quad Single Supply Precision Op Amps
From old datasheet system
	LINER[Linear Technology]

	MAX4163EBL-T MAX4163 MAX416209 MAX4162EUK-T MAX416	UCSP, Micropower, Single-Supply, 10V, Rail-to-Rail I/O Op Amps
SOT23, Micropower, Single-Supply, Rail-to-Rail I/O Op Amps
	Maxim Integrated Products
MAXIM INTEGRATED PRODUCTS INC

	OP191GSZ-REEL OP191GSZ-REEL7 OP491GRUZ-REEL OP191G	Micropower Single-Supply Rail-to-Rail Input/Output Op Amps; Package: SOIC; No of Pins: 8; Temperature Range: Industrial OP-AMP, 1000 uV OFFSET-MAX, 3 MHz BAND WIDTH, PDSO8
Micropower Single-Supply Rail-to-Rail Input/Output Op Amps QUAD OP-AMP, 1250 uV OFFSET-MAX, 3 MHz BAND WIDTH, PDSO14
Micropower Single-Supply Rail-to-Rail Input/Output Op Amps DUAL OP-AMP, 1250 uV OFFSET-MAX, 3 MHz BAND WIDTH, PDSO8
	Analog Devices, Inc.

	TC1035ECH TC1034 TC1034ECT TC1035 TC1035ECHTR 	(TC1035) Single Operational Amplifiers in SOT Packages
Linear Building Block . Single Operational Amplifiers in SOT Packages
The TC1035 is a single CMOS operational amplifier for low-power applications. It has a typical operating supply current of 6 µA, ...
	MICROCHIP[Microchip Technology]

	LT1078IS8PBF LT1078ISWTRPBF LT1079ISWTRPBF LT1079I	Micropower, Dual, Single Supply, Precision Op Amps
Micropower, Dual and Quad, Single Supply, Precision Op Amps
	Linear Technology

	AM27128A-20JC AM2764A-30DC AM27128ALE AM27128ALEB 	20mA, 3V to 80V Low Dropout Micropower Linear Regulator; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  125&deg;C
8-Bit OTPROM Family
100mA, Low Voltage, Very Low Dropout Linear Regulators; Package: MSOP; No of Pins: 8; Temperature Range: -40°C to  125°C
High Voltage 1.5A, 200kHz Step-Down Switching Regulators; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Micropower SOT-23 Low Dropout Reference Family; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C
High Voltage 3A, 200kHz Step-Down Switching Regulator with 100µA Quiescent Current; Package: TSSOP; No of Pins: 16; Temperature Range: -40°C to  125°C
1.3 MHz/650kHz Step-Up DC/DC Converter in SC70 and ThinSOT; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  125°C
Cap-Free, NMOS, 150mA Low Dropout Regulator with Reverse Current Protection
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C
Micropower, Single Supply Rail-to-Rail Output Instrumentation Amplifier; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: MSOP; No of Pins: 10; Temperature Range: -40°C to  85°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Micropower, Single Supply Rail-to-Rail Output Instrumentation Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Noise Step-Down Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
1.25MHz, Over-The-Top Micropower, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
Precision, High Side Current Sense Amplifiers; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual 500mA/50MHz Current Feedback Line Driver Amplifier; Package: SO; No of Pins: 20; Temperature Range: 0°C to  70°C
Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
400MHz, 2500V/µs, 9mA Single/Dual Operational Amplifiers; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C
Dual/Quad 3mA, 100MHz, 750V/µs Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Overvoltage Fault Protected CAN Transceiver; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
10MHz, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C
Single Resistor Gain Programmable, Precision Instrumentation Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SSOP; No of Pins: 16; Temperature Range: 0°C to  70°C
400MHz, 2500V/µs, 9mA Single/Dual Operational Amplifiers; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C
Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Overvoltage Fault Protected CAN Transceiver; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
80MHz, 25V/µs Low Power Rail-to-Rail Input and Output Precision Op Amp; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C
Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Dual 500mA, 200MHz xDSL Line Driver Amplifier; Package: TSSOP; No of Pins: 20; Temperature Range: -40°C to  85°C
80MHz, 25V/µs Low Power Rail-to-Rail Input and Output Precision Op Amp; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C
3A, Fast Transient Response, Low Noise, LDO Regulators; Package: TO-220; No of Pins: 5; Temperature Range: -40°C to  125°C
3µA IQ, 20mA Low Dropout Linear Regulators; Package: DFN; No of Pins: 6; Temperature Range: -40°C to  85°C
10MHz, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C
Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Slew Rate Controlled Ultralow Noise 1A Isolated DC/DC Transformer Driver; Package: TSSOP; No of Pins: 16; Temperature Range: -40°C to  125°C
Dual 100mA, Low Dropout, Low Noise, Micropower Regulator with Independent Inputs; Package: DFN; No of Pins: 10; Temperature Range: -40°C to  85°C
Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 14; Temperature Range: 0°C to  70°C
Dual Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Inverting 1.2MHz/2.7MHz DC/DC Converters with Integrated Schottky in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  85°C
60V Fault Protected RS485/RS422 Transceivers; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Wide Input Range, High Efficiency, Step-Down Switching Regulator; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Low Noise Step-Down Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
Precision, High Side Current Sense Amplifiers; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
x8 EPROM x8存储
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 射频放大
Precision, High Side Current Sense Amplifiers; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x8存储
Inverting 1.2MHz/2.7MHz DC/DC Converters with Integrated Schottky in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40&deg;C to  125&deg;C
	Advanced Micro Devices
电流感应放大
Welwyn Components, Ltd.
Amphenol, Corp.
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Microchip Technology, Inc.
Vicor, Corp.
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	LT1077IN8PBF 	Micropower, Single Supply, Precision Op Amp
	Linear Technology

	NJM2741 	Single Supply / SC88A / SOT-23(MTP5)
	JRC
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