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			 Related Part Number
	
					PART	Description	Maker
	ATV02W8V5-HF ATV02W8V5B-HF ATV02W8V0-HF ATV02W8V0B	Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=8.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=8V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=9V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=7V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=7.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=70V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=75V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=78V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=15V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=12V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=33V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=36V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=30V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=16V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=160V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=36V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=58V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=45V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=12V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=120V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=54V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=19V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=190V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=26V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=80V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=33V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=11V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=110V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=10V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=100V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=15V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=150V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=13V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=140V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=14V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=17V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=170V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=6.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=60V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=180V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=90V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=85V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=6V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=9V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=64V, Tolerance=5%
	Comchip Technology

	CHF2525CNT500LW CHF2525CNT500LX 	RESISTOR, 50 OHM  40W DC-9GHZ; Series:CHF2525; Resistance:50R; Tolerance,  resistance: /-5%; Power rating:40W; Resistor element type:Thick Film; Case style:2525; Length / Height, external:6.35mm; Tolerance,  :5%; Tolerance, -:5%; RoHS Compliant: Yes
9 GHz 40 W Termination Chip
	BOURNS INC
Bourns Electronic Solutions

	D2525P D2525P40 D2525P41 D2525P42 D2525P60 D2525P4	Wavelength-selected isolated DFB laser module with PMF. ITU frequency 190.4. Wavelength 1574.54. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 192.5. Wavelength 1557.36. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 192.4. Wavelength 1558.17. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 191.3. Wavelength 1567.13. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 193.1. Wavelength 1552.52. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 191.8. Wavelength 1563.05. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.7. Wavelength 1597.19. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 186.3. Wavelength 1609.19. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.3. Wavelength 1600.60. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.3. Wavelength 1592.10. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 186.5. Wavelength 1607.47. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 186.4. Wavelength 1608.33. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.7. Wavelength 1588.72. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 189.9. Wavelength 1578.69. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 189.0. Wavelength 1586.20. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.5. Wavelength 1598.89. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 190.3. Wavelength 1575.37. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 193.8. Wavelength 1546.92. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.0. Wavelength 1594.64. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 193.5. Wavelength 1549.32. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 186.9. Wavelength 1604.33. Tolerance  -0.4nm.
ATM/SONET/SDH SUPPORT CIRCUIT, DFO14
Wavelength-Selected D2525P Isolated DFB Laser Module with PMF 波长选择D2525P隔离DFB激光器模块观会
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 191.6. Wavelength 1564.68. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.9. Wavelength 1595.49. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 186.7. Wavelength 1605.74. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 193.9. Wavelength 1546.12. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 189.4. Wavelength 1582.85. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.6. Wavelength 1589.57. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 189.1. Wavelength 1585.36. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.9. Wavelength 1587.04. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.2. Wavelength 1592.95. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.8. Wavelength 1587.88. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 186.8. Wavelength 1604.88. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.8. Wavelength 1596.34. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.5. Wavelength 1590.41. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.2. Wavelength 1601.45. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.1. Wavelength 1602.31. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 193.6. Wavelength 1548.51. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 192.6. Wavelength 1556.55. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 192.7. Wavelength 1555.75. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 191.5. Wavelength 1565.50. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 192.2. Wavelength 1559.79. Tolerance  -0.4nm.
   Wavelength-Selected D2525P Isolated DFB Laser Module with PMF
	TRIQUINT SEMICONDUCTOR INC
TE Connectivity, Ltd.
AGERE[Agere Systems]

	ATV30C100J-HF ATV30C100JB-HF ATV30C101J-HF ATV30C1	Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=10V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=100V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=11V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=110V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=12V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=120V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=13V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=130V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=7.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=7V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=6V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=6.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=64V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=75V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=70V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=48V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=400V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=45V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=20V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=9V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=85V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=8V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=8.5V, Tolerance=5%
	Comchip Technology

	3EZ12D5 3EZ4.3D5 3EZ10D5 3EZ5.6D5 3EZ100D5 3EZ110D	3 W, silicon zener diode. Nominal voltage 200 V, current 3.7 mA,  -1% tolerance.
3 W, silicon zener diode. Nominal voltage 200 V, current 3.7 mA,  -4% tolerance.
3 W, silicon zener diode. Nominal voltage 200 V, current 3.7 mA,  -20% tolerance.
3 W, silicon zener diode. Nominal voltage 130 V, current 5.8 mA,  -3% tolerance.
3 W, silicon zener diode. Nominal voltage 130 V, current 5.8 mA,  -1% tolerance.
3 W, silicon zener diode. Nominal voltage 130 V, current 5.8 mA,  -2% tolerance.
3 W, silicon zener diode. Nominal voltage 190 V, current 4.0 mA,  -10% tolerance.
3 W, silicon zener diode. Nominal voltage 190 V, current 4.0 mA,  -4% tolerance.
3 W, silicon zener diode. Nominal voltage 190 V, current 4.0 mA,  -20% tolerance.
3 W, silicon zener diode. Nominal voltage 120 V, current 6.3 mA,  -1% tolerance.
3 W, silicon zener diode. Nominal voltage 120 V, current 6.3 mA,  -3% tolerance.
3 W, silicon zener diode. Nominal voltage 140 V, current 5.3 mA,  -1% tolerance.
3 W, silicon zener diode. Nominal voltage 140 V, current 5.3 mA,  -2% tolerance.
3 W, silicon zener diode. Nominal voltage 180 V, current 4.2 mA,  -3% tolerance.
3 W, silicon zener diode. Nominal voltage 180 V, current 4.2 mA,  -4% tolerance.
3 W, silicon zener diode. Nominal voltage 180 V, current 4.2 mA,  -1% tolerance.
3 W, silicon zener diode. Nominal voltage 180 V, current 4.2 mA,  -20% tolerance.
surface mount silicon Zener diodes 硅表面贴装齐纳二极管
3 W, silicon zener diode. Nominal voltage 160 V, current 4.7 mA,  -20% tolerance.
3 W, silicon zener diode. Nominal voltage 160 V, current 4.7 mA,  -1% tolerance.
3 W, silicon zener diode. Nominal voltage 160 V, current 4.7 mA,  -10% tolerance.
3 W, silicon zener diode. Nominal voltage 180 V, current 4.2 mA,  -10% tolerance.
3 W, silicon zener diode. Nominal voltage 180 V, current 4.2 mA,  -2% tolerance.
3 W, silicon zener diode. Nominal voltage 140 V, current 5.3 mA,  -4% tolerance.
3 W, silicon zener diode. Nominal voltage 140 V, current 5.3 mA,  -3% tolerance.
3 W, silicon zener diode. Nominal voltage 140 V, current 5.3 mA,  -10% tolerance.
3 W, silicon zener diode. Nominal voltage 120 V, current 6.3 mA,  -4% tolerance.
3 W, silicon zener diode. Nominal voltage 120 V, current 6.3 mA,  -2% tolerance.
3 W, silicon zener diode. Nominal voltage 190 V, current 4.0 mA,  -3% tolerance.
3 W, silicon zener diode. Nominal voltage 130 V, current 5.8 mA,  -20% tolerance.
3 W, silicon zener diode. Nominal voltage 130 V, current 5.8 mA,  -10% tolerance.
3 W, silicon zener diode. Nominal voltage 130 V, current 5.8 mA,  -4% tolerance.
3 W, silicon zener diode. Nominal voltage 200 V, current 3.7 mA,  -2% tolerance.
3 W, silicon zener diode. Nominal voltage 200 V, current 3.7 mA,  -3% tolerance.
3 W, silicon zener diode. Nominal voltage 200 V, current 3.7 mA,  -10% tolerance.
   3W SILICON ZENER DIODE
	JGD[Jinan Gude Electronic Device]
济南固锝电子器件有限公司
Jinan Gude Electronic Device Co., Ltd.
娴???洪??靛??ㄤ欢??????
http://
Jinan Gude Electronic D...

	1008CS-152XKLC 1008CS-681XKLC 1008CS-471XKLB 1008C	OBSOLETE when inventory is depleted. 10% tolerance no longer offered. Change &apos;K&apos; to &apos;J&apos; for 5% tolerance. 1 ELEMENT, 1.5 uH, GENERAL PURPOSE INDUCTOR, SMD
OBSOLETE when inventory is depleted. 10% tolerance no longer offered. Change &apos;K&apos; to &apos;J&apos; for 5% tolerance. 1 ELEMENT, 0.68 uH, GENERAL PURPOSE INDUCTOR, SMD
OBSOLETE when inventory is depleted. 10% tolerance no longer offered. Change &apos;K&apos; to &apos;J&apos; for 5% tolerance. 1 ELEMENT, 0.47 uH, GENERAL PURPOSE INDUCTOR, SMD
RF inductor, ceramic core, 5% tol, SMT, RoHS 1 ELEMENT, 3.3 uH, GENERAL PURPOSE INDUCTOR, SMD
OBSOLETE when inventory is depleted. 10% tolerance no longer offered. Change &apos;K&apos; to &apos;J&apos; for 5% tolerance. 1 ELEMENT, 0.15 uH, GENERAL PURPOSE INDUCTOR, SMD
OBSOLETE when inventory is depleted. 10% tolerance no longer offered. Change &apos;K&apos; to &apos;J&apos; for 5% tolerance. 1 ELEMENT, 0.1 uH, GENERAL PURPOSE INDUCTOR, SMD
OBSOLETE when inventory is depleted. 10% tolerance no longer offered. Change &apos;K&apos; to &apos;J&apos; for 5% tolerance. 1 ELEMENT, 2.2 uH, GENERAL PURPOSE INDUCTOR, SMD
	Coilcraft, Inc.

	RF3375 RF337XPCBA-41X 	CAPACITOR, 100UF 16VCAPACITOR, 100UF 16V; Capacitance:100uF; Voltage rating, DC:16V; Capacitor dielectric type:; Series:SVP; Temp, op. max:105(degree C); Temp, op. min:-55(degree C); Tolerance,  :20%; Tolerance, -:20%; Current,
GENERAL PURPOSE AMPLIFIER
	RF Micro Devices, Inc.

	28LV010RPDE-25 28LV010RT1DE-25 28LV010RT2DE-25 28L	   3.3V 1 Megabit (128K x 8-Bit) EEPROM
3.3V 1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 3V, 200 ns, DFP32
3.3V 1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 3V, 200 ns, DIP32
3.3V 1 Megabit (128K x 8-Bit) EEPROM 3.3V兆位28K的8位）的EEPROM
CAP-ARR 200PF X4 100V 10% NP0(C0G) SMD-0508 PLATED-NI/SN TR-7 1K/REEL
CAP ARRAY, 2 X 10NF 50V 0508X7RCAP ARRAY, 2 X 10NF 50V 0508X7R; Capacitance:10nF; Voltage rating, DC:50V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W2A; Tolerance,  :10%; Tolerance, -:10%; Temp, op. max:125(degree C);
CAP ARRAY, 2 X 22NF 16V 0405X5RCAP ARRAY, 2 X 22NF 16V 0405X5R; Capacitance:22nF; Voltage rating, DC:16V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W1A; Tolerance,  :20%; Tolerance, -:20%; Temp, op. max:85(degree C);
CAP ARRAY, 2 X 15PF 50V 0405NPOCAP ARRAY, 2 X 15PF 50V 0405NPO; Capacitance:0.015nF; Voltage rating, DC:50V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W1A; Tolerance,  :10%; Tolerance, -:10%; Temp, op. max:125(degree C);
CAP ARRAY, 2 X 680PF 50V 0405NPOCAP ARRAY, 2 X 680PF 50V 0405NPO; Capacitance:0.68nF; Voltage rating, DC:50V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W1A; Tolerance,  :10%; Tolerance, -:10%; Temp, op. max:125(degree C);
CAP ARRAY, 4 X 100PF 50V 0508NPOCAP ARRAY, 4 X 100PF 50V 0508NPO; Capacitance:0.1nF; Voltage rating, DC:50V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W2A; Tolerance,  :10%; Tolerance, -:10%; Temp, op. max:125(degree C);
CAP ARRAY, 2 X 10NF 16V 0405X7RCAP ARRAY, 2 X 10NF 16V 0405X7R; Capacitance:10nF; Voltage rating, DC:16V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W1A; Tolerance,  :20%; Tolerance, -:20%; Temp, op. max:125(degree C);
Ceramic Capacitor Array; Capacitor Type:Chip Array; Capacitance:22pF; Capacitance Tolerance: /- 10%; Voltage Rating:50VDC; Capacitor Dielectric Material:Multilayer Ceramic; Package/Case:0405; Termination:SMD RoHS Compliant: Yes
CAP ARRAY, 2 X 1000PF 50V 0405X7RCAP ARRAY, 2 X 1000PF 50V 0405X7R; Capacitance:1nF; Voltage rating, DC:50V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W1A; Tolerance,  :10%; Tolerance, -:10%; Temp, op. max:125(degree C);
	Maxwell Technologies, Inc

	IHLP-2525CZ-06 	10 % DCR Tolerance, Low Profile, IHLP? Power Inductor
10 % DCR Tolerance, Low Profile, IHLP庐 Power Inductor
10 % DCR Tolerance, Low Profile, IHLP㈢ Power Inductor
	Vishay Siliconix
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