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			GL39931 - SCREWDRIVER SET, DUOSUPSLIM 5 PCSCREWDRIVER SET, DUOSUPSLIM 5 PC; Handle type:SHATTERPROOF POLYPROPYLENE; Kit contents:2.5, 3, 4mm Slot, Philips N0 0, Philips N0 00 RIVETER PLIERSRIVETER PLIERS; Rivet Diameter: 单相模压桥梁0,8放大,5放大 SINGLE PHASE MOULDED BRIDGES 0,8 AMP TO 1,5 AMP 单相模压桥梁0,8放大,5放大 ECONOLINE: RM & RL - Single Output Rail- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- High Efficiency for Low Power Applications- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Efficiency to 80% ER 14C 14#16 SKT PLUG Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 1000uF; Voltage: 63V; Case Size: 16x40 mm; Packaging: Bulk SINGLE PHASE MOULDED BRIDGES 0.8 AMP TO 1.5 AMP Single Phase Moulded Bridges 0.8 Amp ro 1.5 Amp    SINGLE PHASE MOULDED BRIDGES 0,8 AMP TO 1,5 AMP 
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	Part No.	GL39931 BB40931 BA36931 BA36933 BD40931 BF37931E BF37933 FBD08 BH41931 BB39931 BF39931 BD37933 BD39933 BA37933 BD36931 BF38931 BF38933 BF39933 BA40931 BA37931E BB37931E BB37933 BA39931 BA39933 GD40931 BD36933 BD39931 BD37931E GL37931 BA38931 BA38933  

	Description	SCREWDRIVER SET, DUOSUPSLIM 5 PCSCREWDRIVER SET, DUOSUPSLIM 5 PC; Handle type:SHATTERPROOF POLYPROPYLENE; Kit contents:2.5, 3, 4mm Slot, Philips N0 0, Philips N0 00 
 RIVETER PLIERSRIVETER PLIERS; Rivet Diameter: 单相模压桥梁0,8放大,5放大
SINGLE PHASE MOULDED BRIDGES 0,8 AMP TO 1,5 AMP 单相模压桥梁0,8放大,5放大
ECONOLINE: RM & RL - Single Output Rail- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- High Efficiency for Low Power Applications- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Efficiency to 80%
ER 14C 14#16 SKT PLUG
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 1000uF; Voltage: 63V; Case Size: 16x40 mm; Packaging: Bulk
SINGLE PHASE MOULDED BRIDGES 0.8 AMP TO 1.5 AMP
Single Phase Moulded Bridges 0.8 Amp ro 1.5 Amp
   SINGLE PHASE MOULDED BRIDGES 0,8 AMP TO 1,5 AMP
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	Part: GL3120
	Maker: GS
	Pack: DIP
	Stock: 56
	Unit price 
									for :
	    
									50: $0.96
	  
									100: $0.91
	1000: 
									$0.86
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 			 Full text search : SCREWDRIVER SET, DUOSUPSLIM 5 PCSCREWDRIVER SET, DUOSUPSLIM 5 PC; Handle type:SHATTERPROOF POLYPROPYLENE; Kit contents:2.5, 3, 4mm Slot, Philips N0 0, Philips N0 00 RIVETER PLIERSRIVETER PLIERS; Rivet Diameter: 单相模压桥梁0,8放大,5放大 SINGLE PHASE MOULDED BRIDGES 0,8 AMP TO 1,5 AMP 单相模压桥梁0,8放大,5放大 ECONOLINE: RM & RL - Single Output Rail- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- High Efficiency for Low Power Applications- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Efficiency to 80% ER 14C 14#16 SKT PLUG Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 1000uF; Voltage: 63V; Case Size: 16x40 mm; Packaging: Bulk SINGLE PHASE MOULDED BRIDGES 0.8 AMP TO 1.5 AMP Single Phase Moulded Bridges 0.8 Amp ro 1.5 Amp    SINGLE PHASE MOULDED BRIDGES 0,8 AMP TO 1,5 AMP   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	13915 	Item 13915, Size No. 1 Phillips Screwdriver
	List of Unclassifed Manufacturers

	SF-TX-8X80-VDE 	Screwdriver, Torx?, VDE-insulated, TX 8 x 80, two-component handle
	PHOENIX CONTACT

	IRF7807APBF IRF7807PBF IRF7807TRPBF 	N Channel Application Specific MOSFETs
HEXFET㈢ Chip-Set for DC-DC Converters
HEXFET? Chip-Set for DC-DC Converters
	International Rectifier

	TSD-02-SAC 	Torque screwdriver, with preset torque of 0.2 Nm and 4 mm hexagonal drive for M8 connectors
	PHOENIX CONTACT

	SF-THEX-8-200 	T-handle screwdriver, for Allen screws, hexagon (with chamfer), size: Hex 8 x 200 mm, ergonomically shaped handle, matt chrome-plated
	PHOENIX CONTACT

	SF-THEX-4-150 	T-handle screwdriver, for Allen screws, hexagon (with chamfer), size: Hex 4 x 150 mm, ergonomically shaped handle, matt chrome-plated
	PHOENIX CONTACT

	HFE4835-023 	Plug case for D-sub connectors, Accessory; HRS No: 211-0161-0 50; No. of Positions: 37; Operating Temperature Range (degrees C): -25 to 70; Generic Name: D-SUB; General Description: Cover; Locked with a screwdriver 光纤变送器
	Laird Technologies, Inc.

	SK10EL31W SK100EL31W 	D Filp-Flop with Set and Reset(10K系列,带设置和复位的D触发属高速ECL逻辑系列))
D Filp-Flop with Set and Reset(100K系列,带设置和复位的D触发属高速ECL逻辑系列)) 吸顶-翻牌的设置和复位00K的系列，带设置和复位触发器（属高速ECL逻辑系列））
	Semtech Corporation
Semtech, Corp.

	ACTS74HMSR ACTS74MS 5962F9671301VCC 5962F9671301VX	ACT SERIES, DUAL POSITIVE EDGE TRIGGERED D FLIP-FLOP, COMPLEMENTARY OUTPUT, CDIP14
Radiation Hardened Dual D Flip Flop with Set and Reset
D-Flip Flop, Dual, with Set and Reset, TTL Inputs, Rad-Hard, Advanced Logic, CMOS
	INTERSIL[Intersil Corporation]

	74HC74DR2 74HC74DR2G 74HC74D 74HC74 74HC74DTR2G 74	   Dual D Flip−Flop with Set and Reset High−Performance Silicon−Gate CMOS
Dual D Flip-Flop with Set and Reset(带设置和复位的双D触发 双D触发器的设置和复位（带设置和复位的双触发器）
	ONSEMI[ON Semiconductor]

	MCM44256B MCM44D256B MCM44A256B MCM44B256B MCM44C2	4MB R4000 Secondary Cache Fast Static RAM Module Set
OSC 5V SMT 7X5 CMOS PROGRM
256K X 36 CACHE TAG SRAM MODULE, 17 ns, SMA80
4MB R4000 secondary cache fast static RAM  module set
	MOTOROLA[Motorola, Inc]
Motorola, Inc.
MOTOROLA INC

	AD9879-EB AD9879 AD9879BS 	AD9879:  Mixed Signal Front End Set Top Box. Cable Modem  Data Sheet (Rev. 0. 10/02)
Mixed Signal Front End Set Top Box, Cable Modem
	Analog Devices
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