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			MAX6439 -    Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated uP Reset I2C&#174; Real Time Clock/Calendar, Low Power RTC with Battery Backed SRAM; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 14-Channel Programmable Switchable I2C TFT-LCD Reference Voltage Generator with Integrated 4-Channel Static Gamma Drivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 38-QFN T&amp;R Low Power Ringing SLIC for Home Gateways; Temperature Range: 0&degC to 70&deg;C; Package: 28-PLCC Single Sync Buck PWM Controller for Broadband Gateway Applications; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 3.3V, Half Duplex, 30Mbps, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Multi-Channel Buffers Plus VCOM Driver; Temperature Range: -40&deg;C to 85&deg;C; Package: 44-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 High Voltage ORing MOSFET Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Negative Voltage Hot Plug Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 10-bit,  3.3V, 260 MSPS, High Speed D/AConverter; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 14-Bit,  3.3V, 210MSPS, CommLink&#153; High Speed D/A Converter (TSSOP); Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 True Single Supply Video Driver; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Triple Differential Receiver/Equalizer; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 400MHz Multiplexing Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 8-Digit, Microprocessor-Compatible, LED Display Decoder Driver; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 8-Digit, Microprocessor-Compatible, LED Display Decoder Driver; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 14-Bit,  3.3V, 260 MSPS, High Speed D/A Converter; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 14-Bit,  3.3V, 210MSPS, CommLink&#153; High Speed D/A Converter (TSSOP); Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70&deg;C; Package: 14-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single Synchronous Buck Pulse-Width Modulation (PWM) controller ISL6520A; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 12-Bit,  3.3V, 130MSPS, CommLinkTM High Speed D/A Converter (TSSOP); Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Dual 8-bit,  3.3V, 130/210 MSPS, CommLink&#153; High Speed D/A Converter; Temperature Range: -40&deg;C to 85&deg;C; Package: 48-MQFP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 10-Bit,  3.3V, 130MSPS, CommLink&#153; High Speed D/A Converter (TSSOP); Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 High Voltage Input Precision, Low Noise FGA&#153; Voltage References; Temperature Range: Full-Range Ind; Package: 8-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Multiple Linear Power Controller with ACPI Control Interface; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-TSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Li-ion/Li Polymer Battery Charger; Temperature Range: 0&degC to 70&deg;C; Package: 16-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Low Power Op Amp; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-DFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Buck and Synchronous Rectifier Pulse-Width Modulator (PWM) Controller; Temperature Range: 0&degC to 70&deg;C; Package: 14-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 3.3 Volt Ringing SLIC Family for Voice Over Broadband (VOB); Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PLCC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Single-Phase Buck PWM Controller with Integrated MOSFET Drivers for Intel VR11 and AMD Applications; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 CommLink&#153; Direct Digital Synthesizer; Temperature Range: -40&deg;C to 85&deg;C; Package: 48-MQFP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Power Distribution Controllers; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 5V, Full Duplex, 250kbps Slew Rate Limited With Enable, &#177;15kV ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Low Voltage, Dual SPDT, USB/CVBS/Audio Switches, with Negative Signal Capability; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Multiple Voltage Supervisory ICs; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Multiple Voltage Supervisory ICs; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Power Sequencing Controllers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Power Sequencing Controllers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single Supply Integrated Current Limiting Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Power Distribution Controllers; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 USB Dual Port Power Supply Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 VR11.1, 4-Phase PWM Controller with Light Load Efficiency Enhancement and Load Current Monitoring Features; Temperature Range: -40&deg;C to 85&deg;C; Package: 40-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Li-ion/Li Polymer Linear Battery Charger; Temperature Range: 0&degC to 70&deg;C; Package: 16-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Low-Voltage, Single and Dual Supply, Quad SPST, High Performance Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Ultra Low ON-Resistance,  1.1V to  4.5V Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOT-23 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 QFN Packaged, &#177;15kV ESD Protected,  2.7V to  5.5V, 10nA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Ultra Low ON-Resistance, Low Voltage, Single Supply, DPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Low-Power Single-/Dual-Level Battery Monitors with Hysteresis and Integrated &#181.P Reset 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Precision Low Power FGA&#153; Voltage References; Temperature Range: -40&deg;C to 85&deg;C; Package: 3-SOT-23 T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Precision Low Power FGA&#153; Voltage References; Temperature Range: -40&deg;C to 85&deg;C; Package: 3-SOT-23 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 5.0 AMP POSITIVE VOLTAGE REGULATOR 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 PWM Controller with Wide VIN, Start-Up into Pre-Bias Load; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-QSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 39&#181;A Micropower Single and Dual Precision Rail-to-Rail Input-Output (RRIO) Low Input Bias Current Op Amps; Temperature Range: Full-Range; Package: 8-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Low-Voltage, Single Supply, SPST, High Performance Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Enhanced Product (EP) Advanced Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -55&deg;C to 125&deg;C; Package: 20-QSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Auto-Adjusting Sync Separator for HD and SD Video; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 QFN Packaged, &#177;15kV ESD Protected,  2.7V to  5.5V, 150nA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Light-to-Digital Sensor; Temperature Range: -40&deg;C to 85&deg;C; Package: 6-DFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 PWM Controller, IMVP License Required, CPU Power for Centrino; Temperature Range: 0&degC to 70&deg;C; Package: 38-TSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Multiple Linear Power Controller with ACPI Control Interface; Temperature Range: 0&degC to 70&deg;C; Package: 8-EPSOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single Sync Buck PWM Controller for Broadband Gateway Applications; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single Output LNB Supply and Control Voltage Regulator with I2C Interface for Advanced Satellite Set-Top Box Designs; Temperature Range: Extended Comm; Package: 28-EPTSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Low-Power Single-/Dual-Level Battery Monitors with Hysteresis and Integrated &#181.P Reset 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated &#181;P Reset 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated &#181;P Reset 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Low Power Op Amp; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOT-23 T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Real Time Clock/Calendar with I2C Bus&#153; and EEPROM; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Ultra Low ON-Resistance,  1.1V to  4.5V Single Supply, SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 6-SC-70 T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Ultra Low ON-Resistance,  1.1V to  4.5V Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 High Voltage Synchronous Rectified Buck MOSFET Driver; Temperature Range: 0&degC to 70&deg;C; Package: 8-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 High Voltage Synchronous Rectified Buck MOSFET Driver; Temperature Range: 0&degC to 70&deg;C; Package: 8-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single Supply Ultra-Low Noise, Ultra-Low Distortion, Rail-to-Rail Output, Op Amp; Temperature Range: Full-Range Ind; Package: 6-SOT-23 T&amp;R Light-to-Digital I2C Sensor; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-DFN T&amp;R High Voltage Synchronous Rectified Buck MOSFET Driver; Temperature Range: 0&degC to 70°C; Package: 8-QFN T&R 1GHz, 4x1 Multiplexing Amplifier; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R 14-Channel Programmable Switchable I2C TFT-LCD Reference Voltage Generator with Integrated 4-Channel Static Gamma Drivers; Temperature Range: -40°C to 85°C; Package: 38-QFN T&R 1GHz, 4 x 1 Video Crosspoint Switch with Synchronous Controls; Temperature Range: -40°C to 85°C; Package: 16-SOIC T&R 500MHz Triple 4:1 Gain-of-2, Multiplexing Amplifier; Temperature Range: -40°C to 85°C; Package: 32-QFN T&R Multiple Linear Power Controller with ACPI Control Interface; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R 500MHz Triple 2:1 Gain-of-2, Multiplexing Amplifier; Temperature Range: -40°C to 85°C; Package: 24-QSOP T&R Quad Digitally Controlled Potentiometers (XDCP™); Low Noise, Low Power I2C® Bus, 128 Taps; Temperature Range: Full-Range Ind; Package: 20-TSSOP 14-Bit,  3.3V, 260 MSPS, High Speed D/A Converter; Temperature Range: -40°C to 85°C; Package: 28-SOIC 14-Bit,  3.3V, 210MSPS, CommLink™ High Speed D/A Converter (TSSOP); Temperature Range: -40°C to 85°C; Package: 28-SOIC 14-Bit,  3.3V, 210MSPS, CommLink™ High Speed D/A Converter (TSSOP); Temperature Range: -40°C to 85°C; Package: 28-TSSOP Advanced Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -40°C to 85°C; Package: 20-QSOP T&R Single Synchronous Buck Regulator with Integrated FET for WLAN Chipsets; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R Single Synchronous Buck Regulator with Integrated FET for WLAN Chipsets; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R Li-ion/Li Polymer Battery Charger; Temperature Range: 0&degC to 70°C; Package: 10-DFN Li-ion/Li Polymer Linear Battery Charger; Temperature Range: 0&degC to 70°C; Package: 16-QFN T&R Li-ion/Li Polymer Battery Charger; Temperature Range: See Datasheet; Package: 10-DFN T&R Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70°C; Package: 16-QFN T&R VRM8.5 PWM and Triple Linear Power System Controller; Temperature Range: 0&degC to 70°C; Package: 28-SOIC T&R YC (S-video) to Composite Video Driver with LPF; Temperature Range: -40°C to 85°C; Package: 10-uTQFN T&R High-Performance Notebook PWM Controller; Temperature Range: Hi-Temp Comm; Package: 16-QSOP T&R High-Performance Notebook PWM Controller; Temperature Range: 0&degC to 70°C; Package: 16-QFN T&R 40MHz Rail-to-Rail Video Buffer; Temperature Range: -40°C to 85°C; Package: 6-SC-70 T&R Quad Digitally Controlled Potentiometers (XDCP™), Low Noise, Low Power I2C® Bus, 128 Taps; Temperature Range: -55°C to 125°C; Package: 20-TSSOP T&R Triple Channel Video Driver with LPF; Temperature Range: -40°C to 85°C; Package: 10-uTQFN T&R 400MHz Multiplexing Amplifier; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R 1GHz Triple Multiplexing Amplifiers; Temperature Range: -40°C to 85°C; Package: 24-QFN T&R PWM Buck DC/DC and Triple Linear Power Controller; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R 1.4MHz Dual, 180° Out-of-Phase, Step-Down PWM Controller; Temperature Range: -40°C to 85°C; Package: 24-QSOP T&R Multiphase PWM Controller; Temperature Range: 0&degC to 70°C; Package: 32-QFN T&R Low Cost Multi-Chemistry Battery Charger Controller; Temperature Range: Hi-Temp Comm; Package: 28-QFN T&R Low Cost Multi-Chemistry Battery Charger Controller; Temperature Range: Hi-Temp Comm; Package: 24-QSOP T&R High-Efficiency, Quad-Output, Main Power Supply Controllers for Notebook Computers; Temperature Range: -40°C to 85°C; Package: 32-QFN T&R PWM Buck DC/DC and Triple Linear Power Controller; Temperature Range: -40°C to 85°C; Package: 16-SOIC T&R Dual Mobile-Friendly PWM Controller with DDR Memory Option; Temperature Range: 0&degC to 70°C; Package: 28-QSOP T&R High Voltage Synchronous Rectified Buck MOSFET Driver with Programmable Deadtime; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R Negative Voltage Hot Plug Controller; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Negative Voltage Hot Plug Controller; Temperature Range: 0&degC to 70°C; Package: 14-SOIC T&R 12-bit,  3.3V, 260 MSPS, High Speed D/A Converter; Temperature Range: -40°C to 85°C; Package: 28-SOIC 12-Bit,  3.3V, 130MSPS, CommLinkTM High Speed D/A Converter (TSSOP); Temperature Range: -40°C to 85°C; Package: 28-TSSOP Multiple Linear Power Controller with ACPI Control Interface; Temperature Range: 0&degC to 70°C; Package: 20-QFN 400MHz Multiplexing Amplifier; Temperature Range: -40°C to 85°C; Package: 16-QSOP T&R Enhanced 6-Phase PWM Controller with 8-Bit VID Code and Differential Inductor DCR or Resistor Current Sensing; Temperature Range: -40°C to 85°C; Package: 48-QFN T&R Enhanced 6-Phase PWM Controller with 8-Bit VID Code and Differential Inductor DCR or Resistor Current Sensing; Temperature Range: 0&degC to 70°C; Package: 48-QFN T&R Integrated XScale Regulator; Temperature Range: 0&degC to 70°C; Package: 20-QFN T&R PWM Controller with Wide VIN, Start-Up into Pre-Bias Load; Temperature Range: -40°C to 85°C; Package: 20-QSOP T&R VRM8.5 Dual PWM and Dual Linear Power System Controller; Temperature Range: 0&degC to 70°C; Package: 28-SOIC T&R 5V Half Duplex, 115kbps Slew Rate Limited, IEC61000 ESD Protected with 2.4V Vod RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-MSOP 5V Half Duplex, 115kbps Slew Rate Limited, IEC61000 ESD Protected with 2.4V Vod RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-SOIC 5V Full Duplex, 115kbps Slew Rate Limited, IEC61000 ESD Protected with 2.4V Vod RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 10-MSOP Low Power Ringing SLIC for Home Gateways; Temperature Range: -40°C to 85°C; Package: 28-PLCC 5V Full Duplex, 115kbps Slew Rate Limited, IEC61000 ESD Protected with 2.4V Vod RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 14-SOIC 6-Phase VR11 PWM Controller with 8-Bit VID Code Capable of Precision RDS(ON) or DCR Differential Current Sensing for Applications in Which Supply Voltage is Higher than 5V; Temperature Range: -40°C to 85°C; Package: 48-QFN 6-Phase VR11 PWM Controller with 8-Bit VID Code Capable of Precision RDS(ON) or DCR Differential Current Sensing for Applications in Which Supply Voltage is Higher than 5V; Temperature Range: 0&degC to 70°C; Package: 48-QFN 4-Phase PWM Controller with 8-Bit DAC Code Capable of Precision DCR Differential Current Sensing; Temperature Range: -40°C to 85°C; Package: 40-QFN T&R Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Rail-to-Rail, Low Power Op Amp; Temperature Range: -40°C to 85°C; Package: 8-DFN USB 2.0 High/Full Speed Multiplexer; Temperature Range: -40°C to 85°C; Package: 10-TDFN T&R USB 2.0 High/Full Speed Multiplexer; Temperature Range: -40°C to 85°C; Package: 10-uTQFN T&R Light-to-Digital Output Sensor with High Sensitivity, Gain Selection, Interrupt Function and I2C Interface; Temperature Range: -40°C to 85°C; Package: 6-ODFN T&R Low Voltage, Dual SPDT, USB/CVBS/Audio Switches with Negative Signal Capability; Temperature Range: -40°C to 85°C; Package: 10-QFN T&R Low Voltage, Dual SPDT, USB/Audio Switches with Negative Signal Capability; Temperature Range: -40°C to 85°C; Package: 10-QFN T&R MP3/USB 2.0 High Speed Switch with Negative Signal Handling; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R 3.3 Volt Ringing SLIC Family for Voice Over Broadband (VOB); Temperature Range: 0&degC to 70°C; Package: 32-QFN High Supply Voltage 200MHz Unity-Gain Stable Operational Amplifier; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R High Supply Voltage 220MHz Unity-Gain Stable Operational Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R MP3/USB 2.0 High Speed Switch with Negative Signal Handling and Low Power Shutdown; Temperature Range: -40°C to 85°C; Package: 10-uTQFN T&R MP3/USB 2.0 High Speed Switch with Negative Signal Handling and Low Power Shutdown; Temperature Range: -40°C to 85°C; Package: 10-TDFN T&R Low Voltage, Dual SPDT, USB/CVBS/Audio Switches, with Negative Signal Capability; Temperature Range: -40°C to 85°C; Package: 10-TDFN T&R Wideband, Low Distortion, Differential Amplifier; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R High Supply Voltage 200MHz Unity-Gain Stable Operational Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Quad 18V Pin Electronics Driver/Window Comparator; Temperature Range: -40°C to 85°C; Package: 72-QFN MMIC Silicon Bipolar Broadband Amplifier; Temperature Range: -40°C to 85°C; Package: 6-SC-70 T&R Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Rail-to-Rail, Low Power Op Amp; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R Ultra Low ON-Resistance, Low-Voltage, Single Supply, Dual 4 to 1 Analog Multiplexer; Temperature Range: -40°C to 85°C; Package: 16-uTQFN T&R Ultra Low ON-Resistance, Low Voltage, Single Supply, Single SPST Analog Switches; Temperature Range: -40°C to 85°C; Package: 6-uTDFN T&R Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40°C to 85°C; Package: 10-uTQFN T&R Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-SOT-23 T&R Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R Low-Voltage, Single Supply, Single SPDT Analog Switch; Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R Ultra Low ON-Resistance, Single Supply, Dual SPST Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-TDFN T&R Low-Voltage, Single Supply, 4 to 1 Multiplexer, High Performance Analog Switch; Temperature Range: -40°C to 85°C; Package: 16-QFN Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated P Reset DC-Restored Video Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R ±15kV ESD Protected, 5V, Two Port, Dual Protocol (RS-232/RS-485) Transceivers; Temperature Range: -40°C to 85°C; Package: 40-QFN T&R Single Digitally Controlled Potentiometer (XDCP™), Low Noise, Low Power I2C® Bus, 128 Taps; Temperature Range: -55°C to 125°C; Package: 10-MSOP T&R QFN Packaged, ±15kV ESD Protected,  2.7V to  5.5V, 150nA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R Ultra Low ON-Resistance, Single Supply, Dual SPST Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R Dual Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Precision Op Amp; Temperature Range: -40°C to 85°C; Package: 16-QSOP T&R Single and Dual Ultra-Low Noise, Rail-to-Rail, Op Amp; Temperature Range: Full-Range Ind; Package: 10-MSOP T&R Dual Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Op-Amp; Temperature Range: Full-Range Ind; Package: 16-QSOP T&R Dual Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Precision Op Amp; Temperature Range: Full-Range Ind; Package: 10-MSOP T&R Dual and Quad Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Op Amp; Temperature Range: Full-Range Ind; Package: 10-MSOP T&R Single and Dual Ultra-Low Noise, Rail-to-Rail, Op Amp; Temperature Range: Full-Range Ind; Package: 10-uTQFN T&R Micropower, Single Supply, Rail-to-Rail Input-Output Instrumentation Amplifier and Precision Operational Amplifier; Temperature Range: Full-Range Ind; Package: 16-QSOP T&R Quad Channel Micro-power, Single Supply, Rail-to-Rail Input and Output (RRIO) Instrumentation Amplifier; Temperature Range: Full-Range Ind; Package: 28-QSOP T&R Micropower, Single Supply, Rail-to-Rail Input-Output Instrumentation Amplifier and Precision Operational Amplifier; Temperature Range: Full-Range; Package: 24-QSOP T&R Quad Precision Micropower Single Supply Rail-to-Rail Input and Output Precision Op Amps; Temperature Range: Full-Range Ind; Package: 16-QSOP T&R Quad Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Op-Amp; Temperature Range: Full-Range Ind; Package: 16-QSOP T&R Quad Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Precision Op Amp; Temperature Range: Full-Range Ind; Package: 16-QSOP T&R Ambient Light Photo Detect IC; Temperature Range: -40°C to 85°C; Package: 5-DFN T&R Single Sync Buck PWM Controller for Broadband Gateway Applications; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R 1.4MHz Dual, 180° Out-of-Phase, Step-Down PWM and Single Linear Controller; Temperature Range: -40°C to 85°C; Package: 28-QFN T&R 300kHz Dual, 180° Out-of-Phase, Step-Down PWM Controller; Temperature Range: -40°C to 85°C; Package: 24-QSOP T&R 3.3V Full Duplex, 250kbps Slew Rate Limited, IEC61000 ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-SOIC 900MHz Multiplexing Amplifiers; Temperature Range: -40°C to 85°C; Package: 16-QSOP T&R 8MHz Rail-to-Rail Composite Video Driver; Temperature Range: -40°C to 85°C; Package: 6-SC-70 T&R Single Event Hardened High Speed, Current Mode PWM; Temperature Range: -55°C to 125°C; Package: 18-FlatPack 3.3V Full Duplex, 250kbps Slew Rate Limited, IEC61000 ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-MSOP 865MHz Multiplexing Amplifier; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R 5V Half Duplex, 1Mbps Slew Rate Limited, IEC61000 ESD Protected with 2.4V Vod RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-MSOP General Purpose Timers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R 3.3V Full Duplex, 20Mbps, IEC61000 ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-MSOP Automatic Battery Back-Up Switch; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R USB Dual Port Power Supply Controller; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R 1GHz Triple Multiplexing Amplifiers; Temperature Range: -40°C to 85°C; Package: 32-QFN T&R Single Event Hardened High-Speed, Dual Output PWM; Temperature Range: -55°C to 125°C; Package: 20-FlatPack Real Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Precision Low Power FGA™ Voltage References; Temperature Range: -40°C to 85°C; Package: 3-SOT-23 T&R CMOS Priority Interrupt Controller; Temperature Range: -40°C to 85°C; Package: 28-PLCC T&R Dual Output LNB Supply and Control Voltage Regulator with I2C Interface for Advanced Satellite Set-Top Box Designs; Temperature Range: Extended Comm; Package: 38-EPTSSOP T&R Super Voltage Converter; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R 3.3V Full Duplex, 250kbps Slew Rate Limited With Enable, IEC61000 ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 10-MSOP Real-Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Dual, 500MHz Triple, Multiplexing Amplifiers; Temperature Range: -40°C to 85°C; Package: 48-QFN T&R Real Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 8-TSSOP T&R General Purpose Timers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R Real Time Clock/Calendar with EEPROM; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R 3.3V Full Duplex, 250kbps Slew Rate Limited With Enable, IEC61000 ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 14-SOIC Dual Output LNB Supply and Control Voltage Regulator with I2C Interface for Advanced Satellite Set-Top Box Designs; Temperature Range: Extended Comm; Package: 32-QFN T&R 5V Half Duplex, 1Mbps Slew Rate Limited, IEC61000 ESD Protected with 2.4V Vod RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-SOIC Dual Output LNB Supply and Control Voltage Regulator with I2C Interface for Advanced Satellite Set-Top Box Designs; Temperature Range: Extended Comm; Package: 40-QFN T&R Dual Low Voltage Hot Swap Controller; Temperature Range: See Datasheet; Package: 28-QFN T&R Negative Voltage Hot Plug Controller; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R Ultra Low ON-Resistance,  1.1V to  4.5V Single Supply, SPST Analog Switches; Temperature Range: -40°C to 85°C; Package: 5-SC-70 T&R Ultra Low ON-Resistance, Low Voltage, Single Supply, Single SPST/1:2 Distribution Analog Switch; Temperature Range: -40°C to 85°C; Package: 6-uTDFN T&R Low Voltage, Dual SPDT, USB/Audio Switches with Negative Signal Capability; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40°C to 85°C; Package: 16-uTQFN T&R Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Rail-to-Rail, Low Power Op Amp; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Precision 0.600V Low Voltage FGA™ References; Temperature Range: Power Supply; Package: 3-SOT-23 T&R Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Low Power Op Amp; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPST Analog Switch; Temperature Range: -40°C to 85°C; Package: 10-uTQFN T&R Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70°C; Package: 14-SOIC T&R High Voltage Input Precision, Low Noise FGA™ Voltage References; Temperature Range: Full-Range Ind; Package: 8-SOIC T&R Four-Phase Buck PWM Controller with Integrated MOSFET Drivers and I2C Interface for Intel VR10, VR11, and AMD Applications; Temperature Range: -40°C to 85°C; Package: 48-QFN T&R 2.5V to 5V Dual Power Supply Controller with 0.6A Integrated Current Regulation and Timed Delay to Latch-off; Temperature Range: Hi-Temp Comm; Package: 8-SOIC T&R Triple Output, Low-Noise LDO Regulator with Integrated Reset Circuit; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R Single Output LNB Supply and Control Voltage Regulator with I2C Interface for Advanced Satellite Set-top Box Designs; Temperature Range: Extended Comm; Package: 32-QFN T&R Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R Buck and Synchronous Rectifier Pulse-Width Modulator (PWM) Controller; Temperature Range: 0&degC to 70°C; Package: 16-QFN T&R Li-ion/Li-Polymer Battery Charger Accepting Two Power Sources; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R Li-ion/Li-Polymer Battery Charger; Temperature Range: See Datasheet; Package: 16-QFN T&R LCD Module Calibrator; Temperature Range: -40°C to 85°C; Package: 8-TDFN T&R TFT-LCD I2C Programmable VCOM Calibrator; Temperature Range: -40°C to 85°C; Package: 8-TDFN T&R ±15kV ESD Protected, 1/8 Unit Load, 5V, Low Power, 15Mbps, Full Duplex, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R I2C-Bus™ Real Time Clock with Two Interrupts, Alarm, and Timer Low Power RTC with Battery ReSeal™, 2 IRQs, Hundredths of a Second Time, and Crystal Compensation; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R I2C® Real Time Clock/Calendar, Low Power RTC with Battery Backed SRAM; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R I2C® Real Time Clock/Calendar, Low Power RTC with Battery Backed SRAM; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R Ultra Low ON-Resistance, Low-Voltage, Single Supply, Dual 4 to 1 Analog Multiplexer; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R Ultra Low ON-Resistance, Low-Voltage, Single Supply, Dual 4 to 1 Analog Multiplexer; Temperature Range: -40°C to 85°C; Package: 16-TSSOP T&R Ultra Low ON-Resistance, Low-Voltage, Single Supply, Differential 4 to 1 Analog Multiplexer; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R Buck and Synchronous Rectifier Pulse-Width Modulator (PWM) Controller; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R FlexiHash™ For Battery Authentication; Temperature Range: Extended Comm; Package: 5-SOT-23 T&R Buck and Synchronous Rectifier Pulse-Width Modulator (PWM) Controller; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R Li-ion/Li-Polymer Battery Charger; Temperature Range: See Datasheet; Package: 10-DFN T&R Real Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R Li-ion/Li Polymer Battery Charger; Temperature Range: 0&degC to 70°C; Package: 16-QFN T&R Li-ion/Li Polymer Battery Charger; Temperature Range: See Datasheet; Package: 16-QFN T&R Ultra Low ON-Resistance,  1.1V to  4.5V Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R Ultra-high bandwidth 6-Phase PWM Controller with 8 Bit VID Code Capable of Precision RDS(ON) or DCR Differential Current Sensing; Temperature Range: 0&degC to 70°C; Package: 48-QFN Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: 0&degC to 70°C; Package: 8-SOIC Low Power RTC with 8 Bytes of Battery Backed SRAM and Separate FOUT; Temperature Range: -40°C to 85°C; Package: 10-MSOP Buck and Synchronous Rectifier Pulse-Width Modulator (PWM) Controller; Temperature Range: 0&degC to 70°C; Package: 14-SOIC T&R 14-Bit,  3.3V, 260 MSPS, High Speed D/A Converter; Temperature Range: -40°C to 85°C; Package: 28-TSSOP 32x32 Video Crosspoint; Temperature Range: -40°C to 85°C; Package: 356-BGA Differential Video Amplifier with Common Mode Sync Encoder and Serial Digital Interface; Temperature Range: -40°C to 85°C; Package: 32-QFN QFN Packaged, ±15kV ESD Protected,  2.7V to  5.5V, 10nA, 250kbps/1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: -40°C to 85°C; Package: 32-QFN T&R Low-Voltage, Dual Supply, SPST, High Performance Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-SOIC Low-Voltage, Dual Supply, SPST, High Performance Analog Switches; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R QFN Packaged, ±15kV ESD Protected,  3V to  5.5V, 150nA, 250kbps, RS-232 Transmitters/Receivers with Separate Logic Supply; Temperature Range: -40°C to 85°C; Package: 32-QFN CMOS Serial Controller Interface; Temperature Range: -40°C to 85°C; Package: 28-PDIP CMOS Programmable Interval Timer; Temperature Range: -40°C to 85°C; Package: 24-PDIP Low Jitter Clock Generators for Set-Top Box; Temperature Range: -40°C to 85°C; Package: 16-QFN 16-Bit Long-Reach Video SERDES with Bidirectional Side-Channel; Temperature Range: -40°C to 85°C; Package: 48-EPTQFP Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -40°C to 85°C; Package: 8-SOIC 3.3 Volt Ringing SLIC Family for Voice Over Broadband (VOB); Temperature Range: -40°C to 85°C; Package: 28-PLCC 12-Bit,  3.3V, 130MSPS, CommLinkTM High Speed D/A Converter (TSSOP); Temperature Range: -40°C to 85°C; Package: 28-SOIC Low-Power Single-/Dual-Level Battery Monitors with Hysteresis and Integrated µ.P Reset Real Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 14-TSSOP T&R 10-Bit,  3.3V, 130MSPS, CommLink™ High Speed D/A Converter (TSSOP); Temperature Range: -40°C to 85°C; Package: 28-TSSOP Low-Power / Single-/Dual-Level Battery Monitors with Hysteresis and Integrated P Reset Low-Power Single-/Dual-Level Battery Monitors with Hysteresis and Integrated ?P Reset Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated ?P Reset Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated µP Reset 
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	Part No.	MAX6439 MAX6439UT MAX6439UTA MAX6439UTB MAX6439UTC MAX6439UTD MAX6439UTF MAX6439UTK MAX6439UTL MAX6439UTM MAX6439UTN MAX6439UTO MAX6439UTP MAX6440UTP MAX6441UTP MAX6441UTO MAX6441UTN MAX6441UTM MAX6441UTL MAX6441UTK MAX6440UTO MAX6441UTE MAX6442KA MAX6440UT MAX6440UTA MAX6440UTB MAX6440UTC MAX6440UTD MAX6440UTE MAX6440UTF MAX6440UTK  

	Description	   Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated uP Reset 
 I2C&#174; Real Time Clock/Calendar, Low Power RTC with Battery Backed SRAM; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R
14-Channel Programmable Switchable I2C TFT-LCD Reference Voltage Generator with Integrated 4-Channel Static Gamma Drivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 38-QFN T&amp;R
Low Power Ringing SLIC for Home Gateways; Temperature Range: 0&degC to 70&deg;C; Package: 28-PLCC
Single Sync Buck PWM Controller for Broadband Gateway Applications; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
3.3V, Half Duplex, 30Mbps, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Multi-Channel Buffers Plus VCOM Driver; Temperature Range: -40&deg;C to 85&deg;C; Package: 44-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
High Voltage ORing MOSFET Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Negative Voltage Hot Plug Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
10-bit,  3.3V, 260 MSPS, High Speed D/AConverter; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
14-Bit,  3.3V, 210MSPS, CommLink&#153; High Speed D/A Converter (TSSOP); Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
True Single Supply Video Driver; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Triple Differential Receiver/Equalizer; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
400MHz Multiplexing Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
8-Digit, Microprocessor-Compatible, LED Display Decoder Driver; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
8-Digit, Microprocessor-Compatible, LED Display Decoder Driver; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
14-Bit,  3.3V, 260 MSPS, High Speed D/A Converter; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
14-Bit,  3.3V, 210MSPS, CommLink&#153; High Speed D/A Converter (TSSOP); Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70&deg;C; Package: 14-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Single Synchronous Buck Pulse-Width Modulation (PWM) controller ISL6520A; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
12-Bit,  3.3V, 130MSPS, CommLinkTM High Speed D/A Converter (TSSOP); Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Dual 8-bit,  3.3V, 130/210 MSPS, CommLink&#153; High Speed D/A Converter; Temperature Range: -40&deg;C to 85&deg;C; Package: 48-MQFP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
10-Bit,  3.3V, 130MSPS, CommLink&#153; High Speed D/A Converter (TSSOP); Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
High Voltage Input Precision, Low Noise FGA&#153; Voltage References; Temperature Range: Full-Range Ind; Package: 8-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Multiple Linear Power Controller with ACPI Control Interface; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-TSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Li-ion/Li Polymer Battery Charger; Temperature Range: 0&degC to 70&deg;C; Package: 16-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Low Power Op Amp; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-DFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Buck and Synchronous Rectifier Pulse-Width Modulator (PWM) Controller; Temperature Range: 0&degC to 70&deg;C; Package: 14-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
3.3 Volt Ringing SLIC Family for Voice Over Broadband (VOB); Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PLCC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Single-Phase Buck PWM Controller with Integrated MOSFET Drivers for Intel VR11 and AMD Applications; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
CommLink&#153; Direct Digital Synthesizer; Temperature Range: -40&deg;C to 85&deg;C; Package: 48-MQFP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Power Distribution Controllers; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
5V, Full Duplex, 250kbps Slew Rate Limited With Enable, &#177;15kV ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Low Voltage, Dual SPDT, USB/CVBS/Audio Switches, with Negative Signal Capability; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Multiple Voltage Supervisory ICs; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Multiple Voltage Supervisory ICs; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Power Sequencing Controllers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Power Sequencing Controllers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Single Supply Integrated Current Limiting Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Power Distribution Controllers; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
USB Dual Port Power Supply Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
VR11.1, 4-Phase PWM Controller with Light Load Efficiency Enhancement and Load Current Monitoring Features; Temperature Range: -40&deg;C to 85&deg;C; Package: 40-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Li-ion/Li Polymer Linear Battery Charger; Temperature Range: 0&degC to 70&deg;C; Package: 16-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Low-Voltage, Single and Dual Supply, Quad SPST, High Performance Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Ultra Low ON-Resistance,  1.1V to  4.5V Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOT-23 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
QFN Packaged, &#177;15kV ESD Protected,  2.7V to  5.5V, 10nA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Ultra Low ON-Resistance, Low Voltage, Single Supply, DPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Low-Power Single-/Dual-Level Battery Monitors with Hysteresis and Integrated &#181.P Reset 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Precision Low Power FGA&#153; Voltage References; Temperature Range: -40&deg;C to 85&deg;C; Package: 3-SOT-23 T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Precision Low Power FGA&#153; Voltage References; Temperature Range: -40&deg;C to 85&deg;C; Package: 3-SOT-23 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
5.0 AMP POSITIVE VOLTAGE REGULATOR 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
PWM Controller with Wide VIN, Start-Up into Pre-Bias Load; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-QSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
39&#181;A Micropower Single and Dual Precision Rail-to-Rail Input-Output (RRIO) Low Input Bias Current Op Amps; Temperature Range: Full-Range; Package: 8-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Low-Voltage, Single Supply, SPST, High Performance Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Enhanced Product (EP) Advanced Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -55&deg;C to 125&deg;C; Package: 20-QSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Auto-Adjusting Sync Separator for HD and SD Video; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
QFN Packaged, &#177;15kV ESD Protected,  2.7V to  5.5V, 150nA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Light-to-Digital Sensor; Temperature Range: -40&deg;C to 85&deg;C; Package: 6-DFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
PWM Controller, IMVP License Required, CPU Power for Centrino; Temperature Range: 0&degC to 70&deg;C; Package: 38-TSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Multiple Linear Power Controller with ACPI Control Interface; Temperature Range: 0&degC to 70&deg;C; Package: 8-EPSOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Single Sync Buck PWM Controller for Broadband Gateway Applications; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Single Output LNB Supply and Control Voltage Regulator with I2C Interface for Advanced Satellite Set-Top Box Designs; Temperature Range: Extended Comm; Package: 28-EPTSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Low-Power Single-/Dual-Level Battery Monitors with Hysteresis and Integrated &#181.P Reset 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated &#181;P Reset 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated &#181;P Reset 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Low Power Op Amp; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOT-23 T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Real Time Clock/Calendar with I2C Bus&#153; and EEPROM; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Ultra Low ON-Resistance,  1.1V to  4.5V Single Supply, SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 6-SC-70 T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Ultra Low ON-Resistance,  1.1V to  4.5V Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
High Voltage Synchronous Rectified Buck MOSFET Driver; Temperature Range: 0&degC to 70&deg;C; Package: 8-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
High Voltage Synchronous Rectified Buck MOSFET Driver; Temperature Range: 0&degC to 70&deg;C; Package: 8-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Single Supply Ultra-Low Noise, Ultra-Low Distortion, Rail-to-Rail Output, Op Amp; Temperature Range: Full-Range Ind; Package: 6-SOT-23 T&amp;R
Light-to-Digital I2C Sensor; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-DFN T&amp;R
High Voltage Synchronous Rectified Buck MOSFET Driver; Temperature Range: 0&degC to 70°C; Package: 8-QFN T&R
1GHz, 4x1 Multiplexing Amplifier; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
14-Channel Programmable Switchable I2C TFT-LCD Reference Voltage Generator with Integrated 4-Channel Static Gamma Drivers; Temperature Range: -40°C to 85°C; Package: 38-QFN T&R
1GHz, 4 x 1 Video Crosspoint Switch with Synchronous Controls; Temperature Range: -40°C to 85°C; Package: 16-SOIC T&R
500MHz Triple 4:1 Gain-of-2, Multiplexing Amplifier; Temperature Range: -40°C to 85°C; Package: 32-QFN T&R
Multiple Linear Power Controller with ACPI Control Interface; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R
500MHz Triple 2:1 Gain-of-2, Multiplexing Amplifier; Temperature Range: -40°C to 85°C; Package: 24-QSOP T&R
Quad Digitally Controlled Potentiometers (XDCP™); Low Noise, Low Power I2C® Bus, 128 Taps; Temperature Range: Full-Range Ind; Package: 20-TSSOP
14-Bit,  3.3V, 260 MSPS, High Speed D/A Converter; Temperature Range: -40°C to 85°C; Package: 28-SOIC
14-Bit,  3.3V, 210MSPS, CommLink™ High Speed D/A Converter (TSSOP); Temperature Range: -40°C to 85°C; Package: 28-SOIC
14-Bit,  3.3V, 210MSPS, CommLink™ High Speed D/A Converter (TSSOP); Temperature Range: -40°C to 85°C; Package: 28-TSSOP
Advanced Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -40°C to 85°C; Package: 20-QSOP T&R
Single Synchronous Buck Regulator with Integrated FET for WLAN Chipsets; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R
Single Synchronous Buck Regulator with Integrated FET for WLAN Chipsets; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R
Li-ion/Li Polymer Battery Charger; Temperature Range: 0&degC to 70°C; Package: 10-DFN
Li-ion/Li Polymer Linear Battery Charger; Temperature Range: 0&degC to 70°C; Package: 16-QFN T&R
Li-ion/Li Polymer Battery Charger; Temperature Range: See Datasheet; Package: 10-DFN T&R
Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70°C; Package: 16-QFN T&R
VRM8.5 PWM and Triple Linear Power System Controller; Temperature Range: 0&degC to 70°C; Package: 28-SOIC T&R
YC (S-video) to Composite Video Driver with LPF; Temperature Range: -40°C to 85°C; Package: 10-uTQFN T&R
High-Performance Notebook PWM Controller; Temperature Range: Hi-Temp Comm; Package: 16-QSOP T&R
High-Performance Notebook PWM Controller; Temperature Range: 0&degC to 70°C; Package: 16-QFN T&R
40MHz Rail-to-Rail Video Buffer; Temperature Range: -40°C to 85°C; Package: 6-SC-70 T&R
Quad Digitally Controlled Potentiometers (XDCP™), Low Noise, Low Power I2C® Bus, 128 Taps; Temperature Range: -55°C to 125°C; Package: 20-TSSOP T&R
Triple Channel Video Driver with LPF; Temperature Range: -40°C to 85°C; Package: 10-uTQFN T&R
400MHz Multiplexing Amplifier; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R
1GHz Triple Multiplexing Amplifiers; Temperature Range: -40°C to 85°C; Package: 24-QFN T&R
PWM Buck DC/DC and Triple Linear Power Controller; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R
1.4MHz Dual, 180° Out-of-Phase, Step-Down PWM Controller; Temperature Range: -40°C to 85°C; Package: 24-QSOP T&R
Multiphase PWM Controller; Temperature Range: 0&degC to 70°C; Package: 32-QFN T&R
Low Cost Multi-Chemistry Battery Charger Controller; Temperature Range: Hi-Temp Comm; Package: 28-QFN T&R
Low Cost Multi-Chemistry Battery Charger Controller; Temperature Range: Hi-Temp Comm; Package: 24-QSOP T&R
High-Efficiency, Quad-Output, Main Power Supply Controllers for Notebook Computers; Temperature Range: -40°C to 85°C; Package: 32-QFN T&R
PWM Buck DC/DC and Triple Linear Power Controller; Temperature Range: -40°C to 85°C; Package: 16-SOIC T&R
Dual Mobile-Friendly PWM Controller with DDR Memory Option; Temperature Range: 0&degC to 70°C; Package: 28-QSOP T&R
High Voltage Synchronous Rectified Buck MOSFET Driver with Programmable Deadtime; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R
Negative Voltage Hot Plug Controller; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Negative Voltage Hot Plug Controller; Temperature Range: 0&degC to 70°C; Package: 14-SOIC T&R
12-bit,  3.3V, 260 MSPS, High Speed D/A Converter; Temperature Range: -40°C to 85°C; Package: 28-SOIC
12-Bit,  3.3V, 130MSPS, CommLinkTM High Speed D/A Converter (TSSOP); Temperature Range: -40°C to 85°C; Package: 28-TSSOP
Multiple Linear Power Controller with ACPI Control Interface; Temperature Range: 0&degC to 70°C; Package: 20-QFN
400MHz Multiplexing Amplifier; Temperature Range: -40°C to 85°C; Package: 16-QSOP T&R
Enhanced 6-Phase PWM Controller with 8-Bit VID Code and Differential Inductor DCR or Resistor Current Sensing; Temperature Range: -40°C to 85°C; Package: 48-QFN T&R
Enhanced 6-Phase PWM Controller with 8-Bit VID Code and Differential Inductor DCR or Resistor Current Sensing; Temperature Range: 0&degC to 70°C; Package: 48-QFN T&R
Integrated XScale Regulator; Temperature Range: 0&degC to 70°C; Package: 20-QFN T&R
PWM Controller with Wide VIN, Start-Up into Pre-Bias Load; Temperature Range: -40°C to 85°C; Package: 20-QSOP T&R
VRM8.5 Dual PWM and Dual Linear Power System Controller; Temperature Range: 0&degC to 70°C; Package: 28-SOIC T&R
5V Half Duplex, 115kbps Slew Rate Limited, IEC61000 ESD Protected with 2.4V Vod RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-MSOP
5V Half Duplex, 115kbps Slew Rate Limited, IEC61000 ESD Protected with 2.4V Vod RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-SOIC
5V Full Duplex, 115kbps Slew Rate Limited, IEC61000 ESD Protected with 2.4V Vod RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 10-MSOP
Low Power Ringing SLIC for Home Gateways; Temperature Range: -40°C to 85°C; Package: 28-PLCC
5V Full Duplex, 115kbps Slew Rate Limited, IEC61000 ESD Protected with 2.4V Vod RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 14-SOIC
6-Phase VR11 PWM Controller with 8-Bit VID Code Capable of Precision RDS(ON) or DCR Differential Current Sensing for Applications in Which Supply Voltage is Higher than 5V; Temperature Range: -40°C to 85°C; Package: 48-QFN
6-Phase VR11 PWM Controller with 8-Bit VID Code Capable of Precision RDS(ON) or DCR Differential Current Sensing for Applications in Which Supply Voltage is Higher than 5V; Temperature Range: 0&degC to 70°C; Package: 48-QFN
4-Phase PWM Controller with 8-Bit DAC Code Capable of Precision DCR Differential Current Sensing; Temperature Range: -40°C to 85°C; Package: 40-QFN T&R
Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Rail-to-Rail, Low Power Op Amp; Temperature Range: -40°C to 85°C; Package: 8-DFN
USB 2.0 High/Full Speed Multiplexer; Temperature Range: -40°C to 85°C; Package: 10-TDFN T&R
USB 2.0 High/Full Speed Multiplexer; Temperature Range: -40°C to 85°C; Package: 10-uTQFN T&R
Light-to-Digital Output Sensor with High Sensitivity, Gain Selection, Interrupt Function and I2C Interface; Temperature Range: -40°C to 85°C; Package: 6-ODFN T&R
Low Voltage, Dual SPDT, USB/CVBS/Audio Switches with Negative Signal Capability; Temperature Range: -40°C to 85°C; Package: 10-QFN T&R
Low Voltage, Dual SPDT, USB/Audio Switches with Negative Signal Capability; Temperature Range: -40°C to 85°C; Package: 10-QFN T&R
MP3/USB 2.0 High Speed Switch with Negative Signal Handling; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R
3.3 Volt Ringing SLIC Family for Voice Over Broadband (VOB); Temperature Range: 0&degC to 70°C; Package: 32-QFN
High Supply Voltage 200MHz Unity-Gain Stable Operational Amplifier; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
High Supply Voltage 220MHz Unity-Gain Stable Operational Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
MP3/USB 2.0 High Speed Switch with Negative Signal Handling and Low Power Shutdown; Temperature Range: -40°C to 85°C; Package: 10-uTQFN T&R
MP3/USB 2.0 High Speed Switch with Negative Signal Handling and Low Power Shutdown; Temperature Range: -40°C to 85°C; Package: 10-TDFN T&R
Low Voltage, Dual SPDT, USB/CVBS/Audio Switches, with Negative Signal Capability; Temperature Range: -40°C to 85°C; Package: 10-TDFN T&R
Wideband, Low Distortion, Differential Amplifier; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R
High Supply Voltage 200MHz Unity-Gain Stable Operational Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Quad 18V Pin Electronics Driver/Window Comparator; Temperature Range: -40°C to 85°C; Package: 72-QFN
MMIC Silicon Bipolar Broadband Amplifier; Temperature Range: -40°C to 85°C; Package: 6-SC-70 T&R
Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Rail-to-Rail, Low Power Op Amp; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R
Ultra Low ON-Resistance, Low-Voltage, Single Supply, Dual 4 to 1 Analog Multiplexer; Temperature Range: -40°C to 85°C; Package: 16-uTQFN T&R
Ultra Low ON-Resistance, Low Voltage, Single Supply, Single SPST Analog Switches; Temperature Range: -40°C to 85°C; Package: 6-uTDFN T&R
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40°C to 85°C; Package: 10-uTQFN T&R
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-SOT-23 T&R
Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R
Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R
Low-Voltage, Single Supply, Single SPDT Analog Switch; Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R
Ultra Low ON-Resistance, Single Supply, Dual SPST Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-TDFN T&R
Low-Voltage, Single Supply, 4 to 1 Multiplexer, High Performance Analog Switch; Temperature Range: -40°C to 85°C; Package: 16-QFN
Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated P Reset
DC-Restored Video Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
±15kV ESD Protected, 5V, Two Port, Dual Protocol (RS-232/RS-485) Transceivers; Temperature Range: -40°C to 85°C; Package: 40-QFN T&R
Single Digitally Controlled Potentiometer (XDCP™), Low Noise, Low Power I2C® Bus, 128 Taps; Temperature Range: -55°C to 125°C; Package: 10-MSOP T&R
QFN Packaged, ±15kV ESD Protected,  2.7V to  5.5V, 150nA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R
Ultra Low ON-Resistance, Single Supply, Dual SPST Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
Dual Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Precision Op Amp; Temperature Range: -40°C to 85°C; Package: 16-QSOP T&R
Single and Dual Ultra-Low Noise, Rail-to-Rail, Op Amp; Temperature Range: Full-Range Ind; Package: 10-MSOP T&R
Dual Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Op-Amp; Temperature Range: Full-Range Ind; Package: 16-QSOP T&R
Dual Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Precision Op Amp; Temperature Range: Full-Range Ind; Package: 10-MSOP T&R
Dual and Quad Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Op Amp; Temperature Range: Full-Range Ind; Package: 10-MSOP T&R
Single and Dual Ultra-Low Noise, Rail-to-Rail, Op Amp; Temperature Range: Full-Range Ind; Package: 10-uTQFN T&R
Micropower, Single Supply, Rail-to-Rail Input-Output Instrumentation Amplifier and Precision Operational Amplifier; Temperature Range: Full-Range Ind; Package: 16-QSOP T&R
Quad Channel Micro-power, Single Supply, Rail-to-Rail Input and Output (RRIO) Instrumentation Amplifier; Temperature Range: Full-Range Ind; Package: 28-QSOP T&R
Micropower, Single Supply, Rail-to-Rail Input-Output Instrumentation Amplifier and Precision Operational Amplifier; Temperature Range: Full-Range; Package: 24-QSOP T&R
Quad Precision Micropower Single Supply Rail-to-Rail Input and Output Precision Op Amps; Temperature Range: Full-Range Ind; Package: 16-QSOP T&R
Quad Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Op-Amp; Temperature Range: Full-Range Ind; Package: 16-QSOP T&R
Quad Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Precision Op Amp; Temperature Range: Full-Range Ind; Package: 16-QSOP T&R
Ambient Light Photo Detect IC; Temperature Range: -40°C to 85°C; Package: 5-DFN T&R
Single Sync Buck PWM Controller for Broadband Gateway Applications; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R
1.4MHz Dual, 180° Out-of-Phase, Step-Down PWM and Single Linear Controller; Temperature Range: -40°C to 85°C; Package: 28-QFN T&R
300kHz Dual, 180° Out-of-Phase, Step-Down PWM Controller; Temperature Range: -40°C to 85°C; Package: 24-QSOP T&R
3.3V Full Duplex, 250kbps Slew Rate Limited, IEC61000 ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-SOIC
900MHz Multiplexing Amplifiers; Temperature Range: -40°C to 85°C; Package: 16-QSOP T&R
8MHz Rail-to-Rail Composite Video Driver; Temperature Range: -40°C to 85°C; Package: 6-SC-70 T&R
Single Event Hardened High Speed, Current Mode PWM; Temperature Range: -55°C to 125°C; Package: 18-FlatPack
3.3V Full Duplex, 250kbps Slew Rate Limited, IEC61000 ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-MSOP
865MHz Multiplexing Amplifier; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R
5V Half Duplex, 1Mbps Slew Rate Limited, IEC61000 ESD Protected with 2.4V Vod RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-MSOP
General Purpose Timers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
3.3V Full Duplex, 20Mbps, IEC61000 ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-MSOP
Automatic Battery Back-Up Switch; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R
USB Dual Port Power Supply Controller; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
1GHz Triple Multiplexing Amplifiers; Temperature Range: -40°C to 85°C; Package: 32-QFN T&R
Single Event Hardened High-Speed, Dual Output PWM; Temperature Range: -55°C to 125°C; Package: 20-FlatPack
Real Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Precision Low Power FGA™ Voltage References; Temperature Range: -40°C to 85°C; Package: 3-SOT-23 T&R
CMOS Priority Interrupt Controller; Temperature Range: -40°C to 85°C; Package: 28-PLCC T&R
Dual Output LNB Supply and Control Voltage Regulator with I2C Interface for Advanced Satellite Set-Top Box Designs; Temperature Range: Extended Comm; Package: 38-EPTSSOP T&R
Super Voltage Converter; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
3.3V Full Duplex, 250kbps Slew Rate Limited With Enable, IEC61000 ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 10-MSOP
Real-Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Dual, 500MHz Triple, Multiplexing Amplifiers; Temperature Range: -40°C to 85°C; Package: 48-QFN T&R
Real Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 8-TSSOP T&R
General Purpose Timers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R
Real Time Clock/Calendar with EEPROM; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
3.3V Full Duplex, 250kbps Slew Rate Limited With Enable, IEC61000 ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 14-SOIC
Dual Output LNB Supply and Control Voltage Regulator with I2C Interface for Advanced Satellite Set-Top Box Designs; Temperature Range: Extended Comm; Package: 32-QFN T&R
5V Half Duplex, 1Mbps Slew Rate Limited, IEC61000 ESD Protected with 2.4V Vod RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-SOIC
Dual Output LNB Supply and Control Voltage Regulator with I2C Interface for Advanced Satellite Set-Top Box Designs; Temperature Range: Extended Comm; Package: 40-QFN T&R
Dual Low Voltage Hot Swap Controller; Temperature Range: See Datasheet; Package: 28-QFN T&R
Negative Voltage Hot Plug Controller; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R
Ultra Low ON-Resistance,  1.1V to  4.5V Single Supply, SPST Analog Switches; Temperature Range: -40°C to 85°C; Package: 5-SC-70 T&R
Ultra Low ON-Resistance, Low Voltage, Single Supply, Single SPST/1:2 Distribution Analog Switch; Temperature Range: -40°C to 85°C; Package: 6-uTDFN T&R
Low Voltage, Dual SPDT, USB/Audio Switches with Negative Signal Capability; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40°C to 85°C; Package: 16-uTQFN T&R
Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Rail-to-Rail, Low Power Op Amp; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Precision 0.600V Low Voltage FGA™ References; Temperature Range: Power Supply; Package: 3-SOT-23 T&R
Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Low Power Op Amp; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPST Analog Switch; Temperature Range: -40°C to 85°C; Package: 10-uTQFN T&R
Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70°C; Package: 14-SOIC T&R
High Voltage Input Precision, Low Noise FGA™ Voltage References; Temperature Range: Full-Range Ind; Package: 8-SOIC T&R
Four-Phase Buck PWM Controller with Integrated MOSFET Drivers and I2C Interface for Intel VR10, VR11, and AMD Applications; Temperature Range: -40°C to 85°C; Package: 48-QFN T&R
2.5V to 5V Dual Power Supply Controller with 0.6A Integrated Current Regulation and Timed Delay to Latch-off; Temperature Range: Hi-Temp Comm; Package: 8-SOIC T&R
Triple Output, Low-Noise LDO Regulator with Integrated Reset Circuit; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R
Single Output LNB Supply and Control Voltage Regulator with I2C Interface for Advanced Satellite Set-top Box Designs; Temperature Range: Extended Comm; Package: 32-QFN T&R
Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
Buck and Synchronous Rectifier Pulse-Width Modulator (PWM) Controller; Temperature Range: 0&degC to 70°C; Package: 16-QFN T&R
Li-ion/Li-Polymer Battery Charger Accepting Two Power Sources; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R
Li-ion/Li-Polymer Battery Charger; Temperature Range: See Datasheet; Package: 16-QFN T&R
LCD Module Calibrator; Temperature Range: -40°C to 85°C; Package: 8-TDFN T&R
TFT-LCD I2C Programmable VCOM Calibrator; Temperature Range: -40°C to 85°C; Package: 8-TDFN T&R
±15kV ESD Protected, 1/8 Unit Load, 5V, Low Power, 15Mbps, Full Duplex, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
I2C-Bus™ Real Time Clock with Two Interrupts, Alarm, and Timer Low Power RTC with Battery ReSeal™, 2 IRQs, Hundredths of a Second Time, and Crystal Compensation; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R
I2C® Real Time Clock/Calendar, Low Power RTC with Battery Backed SRAM; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
I2C® Real Time Clock/Calendar, Low Power RTC with Battery Backed SRAM; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
Ultra Low ON-Resistance, Low-Voltage, Single Supply, Dual 4 to 1 Analog Multiplexer; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R
Ultra Low ON-Resistance, Low-Voltage, Single Supply, Dual 4 to 1 Analog Multiplexer; Temperature Range: -40°C to 85°C; Package: 16-TSSOP T&R
Ultra Low ON-Resistance, Low-Voltage, Single Supply, Differential 4 to 1 Analog Multiplexer; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R
Buck and Synchronous Rectifier Pulse-Width Modulator (PWM) Controller; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R
FlexiHash™ For Battery Authentication; Temperature Range: Extended Comm; Package: 5-SOT-23 T&R
Buck and Synchronous Rectifier Pulse-Width Modulator (PWM) Controller; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
Li-ion/Li-Polymer Battery Charger; Temperature Range: See Datasheet; Package: 10-DFN T&R
Real Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
Li-ion/Li Polymer Battery Charger; Temperature Range: 0&degC to 70°C; Package: 16-QFN T&R
Li-ion/Li Polymer Battery Charger; Temperature Range: See Datasheet; Package: 16-QFN T&R
Ultra Low ON-Resistance,  1.1V to  4.5V Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R
Ultra-high bandwidth 6-Phase PWM Controller with 8 Bit VID Code Capable of Precision RDS(ON) or DCR Differential Current Sensing; Temperature Range: 0&degC to 70°C; Package: 48-QFN
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Low Power RTC with 8 Bytes of Battery Backed SRAM and Separate FOUT; Temperature Range: -40°C to 85°C; Package: 10-MSOP
Buck and Synchronous Rectifier Pulse-Width Modulator (PWM) Controller; Temperature Range: 0&degC to 70°C; Package: 14-SOIC T&R
14-Bit,  3.3V, 260 MSPS, High Speed D/A Converter; Temperature Range: -40°C to 85°C; Package: 28-TSSOP
32x32 Video Crosspoint; Temperature Range: -40°C to 85°C; Package: 356-BGA
Differential Video Amplifier with Common Mode Sync Encoder and Serial Digital Interface; Temperature Range: -40°C to 85°C; Package: 32-QFN
QFN Packaged, ±15kV ESD Protected,  2.7V to  5.5V, 10nA, 250kbps/1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: -40°C to 85°C; Package: 32-QFN T&R
Low-Voltage, Dual Supply, SPST, High Performance Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-SOIC
Low-Voltage, Dual Supply, SPST, High Performance Analog Switches; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R
QFN Packaged, ±15kV ESD Protected,  3V to  5.5V, 150nA, 250kbps, RS-232 Transmitters/Receivers with Separate Logic Supply; Temperature Range: -40°C to 85°C; Package: 32-QFN
CMOS Serial Controller Interface; Temperature Range: -40°C to 85°C; Package: 28-PDIP
CMOS Programmable Interval Timer; Temperature Range: -40°C to 85°C; Package: 24-PDIP
Low Jitter Clock Generators for Set-Top Box; Temperature Range: -40°C to 85°C; Package: 16-QFN
16-Bit Long-Reach Video SERDES with Bidirectional Side-Channel; Temperature Range: -40°C to 85°C; Package: 48-EPTQFP
Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -40°C to 85°C; Package: 8-SOIC
3.3 Volt Ringing SLIC Family for Voice Over Broadband (VOB); Temperature Range: -40°C to 85°C; Package: 28-PLCC
12-Bit,  3.3V, 130MSPS, CommLinkTM High Speed D/A Converter (TSSOP); Temperature Range: -40°C to 85°C; Package: 28-SOIC
Low-Power Single-/Dual-Level Battery Monitors with Hysteresis and Integrated µ.P Reset
Real Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 14-TSSOP T&R
10-Bit,  3.3V, 130MSPS, CommLink™ High Speed D/A Converter (TSSOP); Temperature Range: -40°C to 85°C; Package: 28-TSSOP
Low-Power / Single-/Dual-Level Battery Monitors with Hysteresis and Integrated P Reset
Low-Power Single-/Dual-Level Battery Monitors with Hysteresis and Integrated ?P Reset
Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated ?P Reset
Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated µP Reset
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 			 Full text search :    Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated uP Reset I2C&#174; Real Time Clock/Calendar, Low Power RTC with Battery Backed SRAM; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 14-Channel Programmable Switchable I2C TFT-LCD Reference Voltage Generator with Integrated 4-Channel Static Gamma Drivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 38-QFN T&amp;R Low Power Ringing SLIC for Home Gateways; Temperature Range: 0&degC to 70&deg;C; Package: 28-PLCC Single Sync Buck PWM Controller for Broadband Gateway Applications; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 3.3V, Half Duplex, 30Mbps, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Multi-Channel Buffers Plus VCOM Driver; Temperature Range: -40&deg;C to 85&deg;C; Package: 44-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 High Voltage ORing MOSFET Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Negative Voltage Hot Plug Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 10-bit,  3.3V, 260 MSPS, High Speed D/AConverter; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 14-Bit,  3.3V, 210MSPS, CommLink&#153; High Speed D/A Converter (TSSOP); Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 True Single Supply Video Driver; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Triple Differential Receiver/Equalizer; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 400MHz Multiplexing Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 8-Digit, Microprocessor-Compatible, LED Display Decoder Driver; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 8-Digit, Microprocessor-Compatible, LED Display Decoder Driver; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 14-Bit,  3.3V, 260 MSPS, High Speed D/A Converter; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 14-Bit,  3.3V, 210MSPS, CommLink&#153; High Speed D/A Converter (TSSOP); Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70&deg;C; Package: 14-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single Synchronous Buck Pulse-Width Modulation (PWM) controller ISL6520A; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 12-Bit,  3.3V, 130MSPS, CommLinkTM High Speed D/A Converter (TSSOP); Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Dual 8-bit,  3.3V, 130/210 MSPS, CommLink&#153; High Speed D/A Converter; Temperature Range: -40&deg;C to 85&deg;C; Package: 48-MQFP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 10-Bit,  3.3V, 130MSPS, CommLink&#153; High Speed D/A Converter (TSSOP); Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 High Voltage Input Precision, Low Noise FGA&#153; Voltage References; Temperature Range: Full-Range Ind; Package: 8-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Multiple Linear Power Controller with ACPI Control Interface; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-TSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Li-ion/Li Polymer Battery Charger; Temperature Range: 0&degC to 70&deg;C; Package: 16-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Low Power Op Amp; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-DFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Buck and Synchronous Rectifier Pulse-Width Modulator (PWM) Controller; Temperature Range: 0&degC to 70&deg;C; Package: 14-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 3.3 Volt Ringing SLIC Family for Voice Over Broadband (VOB); Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PLCC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Single-Phase Buck PWM Controller with Integrated MOSFET Drivers for Intel VR11 and AMD Applications; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 CommLink&#153; Direct Digital Synthesizer; Temperature Range: -40&deg;C to 85&deg;C; Package: 48-MQFP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Power Distribution Controllers; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 5V, Full Duplex, 250kbps Slew Rate Limited With Enable, &#177;15kV ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Low Voltage, Dual SPDT, USB/CVBS/Audio Switches, with Negative Signal Capability; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Multiple Voltage Supervisory ICs; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Multiple Voltage Supervisory ICs; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Power Sequencing Controllers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Power Sequencing Controllers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single Supply Integrated Current Limiting Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Power Distribution Controllers; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 USB Dual Port Power Supply Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 VR11.1, 4-Phase PWM Controller with Light Load Efficiency Enhancement and Load Current Monitoring Features; Temperature Range: -40&deg;C to 85&deg;C; Package: 40-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Li-ion/Li Polymer Linear Battery Charger; Temperature Range: 0&degC to 70&deg;C; Package: 16-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Low-Voltage, Single and Dual Supply, Quad SPST, High Performance Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Ultra Low ON-Resistance,  1.1V to  4.5V Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOT-23 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 QFN Packaged, &#177;15kV ESD Protected,  2.7V to  5.5V, 10nA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Ultra Low ON-Resistance, Low Voltage, Single Supply, DPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Low-Power Single-/Dual-Level Battery Monitors with Hysteresis and Integrated &#181.P Reset 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Precision Low Power FGA&#153; Voltage References; Temperature Range: -40&deg;C to 85&deg;C; Package: 3-SOT-23 T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Precision Low Power FGA&#153; Voltage References; Temperature Range: -40&deg;C to 85&deg;C; Package: 3-SOT-23 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 5.0 AMP POSITIVE VOLTAGE REGULATOR 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 PWM Controller with Wide VIN, Start-Up into Pre-Bias Load; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-QSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 39&#181;A Micropower Single and Dual Precision Rail-to-Rail Input-Output (RRIO) Low Input Bias Current Op Amps; Temperature Range: Full-Range; Package: 8-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Low-Voltage, Single Supply, SPST, High Performance Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Enhanced Product (EP) Advanced Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -55&deg;C to 125&deg;C; Package: 20-QSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Auto-Adjusting Sync Separator for HD and SD Video; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 QFN Packaged, &#177;15kV ESD Protected,  2.7V to  5.5V, 150nA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Light-to-Digital Sensor; Temperature Range: -40&deg;C to 85&deg;C; Package: 6-DFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 PWM Controller, IMVP License Required, CPU Power for Centrino; Temperature Range: 0&degC to 70&deg;C; Package: 38-TSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Multiple Linear Power Controller with ACPI Control Interface; Temperature Range: 0&degC to 70&deg;C; Package: 8-EPSOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single Sync Buck PWM Controller for Broadband Gateway Applications; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single Output LNB Supply and Control Voltage Regulator with I2C Interface for Advanced Satellite Set-Top Box Designs; Temperature Range: Extended Comm; Package: 28-EPTSSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Low-Power Single-/Dual-Level Battery Monitors with Hysteresis and Integrated &#181.P Reset 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated &#181;P Reset 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated &#181;P Reset 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Low Power Op Amp; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOT-23 T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Real Time Clock/Calendar with I2C Bus&#153; and EEPROM; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Ultra Low ON-Resistance,  1.1V to  4.5V Single Supply, SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 6-SC-70 T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Ultra Low ON-Resistance,  1.1V to  4.5V Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 High Voltage Synchronous Rectified Buck MOSFET Driver; Temperature Range: 0&degC to 70&deg;C; Package: 8-QFN 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 High Voltage Synchronous Rectified Buck MOSFET Driver; Temperature Range: 0&degC to 70&deg;C; Package: 8-QFN T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 Single Supply Ultra-Low Noise, Ultra-Low Distortion, Rail-to-Rail Output, Op Amp; Temperature Range: Full-Range Ind; Package: 6-SOT-23 T&amp;R Light-to-Digital I2C Sensor; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-DFN T&amp;R High Voltage Synchronous Rectified Buck MOSFET Driver; Temperature Range: 0&degC to 70°C; Package: 8-QFN T&R 1GHz, 4x1 Multiplexing Amplifier; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R 14-Channel Programmable Switchable I2C TFT-LCD Reference Voltage Generator with Integrated 4-Channel Static Gamma Drivers; Temperature Range: -40°C to 85°C; Package: 38-QFN T&R 1GHz, 4 x 1 Video Crosspoint Switch with Synchronous Controls; Temperature Range: -40°C to 85°C; Package: 16-SOIC T&R 500MHz Triple 4:1 Gain-of-2, Multiplexing Amplifier; Temperature Range: -40°C to 85°C; Package: 32-QFN T&R Multiple Linear Power Controller with ACPI Control Interface; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R 500MHz Triple 2:1 Gain-of-2, Multiplexing Amplifier; Temperature Range: -40°C to 85°C; Package: 24-QSOP T&R Quad Digitally Controlled Potentiometers (XDCP™); Low Noise, Low Power I2C® Bus, 128 Taps; Temperature Range: Full-Range Ind; Package: 20-TSSOP 14-Bit,  3.3V, 260 MSPS, High Speed D/A Converter; Temperature Range: -40°C to 85°C; Package: 28-SOIC 14-Bit,  3.3V, 210MSPS, CommLink™ High Speed D/A Converter (TSSOP); Temperature Range: -40°C to 85°C; Package: 28-SOIC 14-Bit,  3.3V, 210MSPS, CommLink™ High Speed D/A Converter (TSSOP); Temperature Range: -40°C to 85°C; Package: 28-TSSOP Advanced Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -40°C to 85°C; Package: 20-QSOP T&R Single Synchronous Buck Regulator with Integrated FET for WLAN Chipsets; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R Single Synchronous Buck Regulator with Integrated FET for WLAN Chipsets; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R Li-ion/Li Polymer Battery Charger; Temperature Range: 0&degC to 70°C; Package: 10-DFN Li-ion/Li Polymer Linear Battery Charger; Temperature Range: 0&degC to 70°C; Package: 16-QFN T&R Li-ion/Li Polymer Battery Charger; Temperature Range: See Datasheet; Package: 10-DFN T&R Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70°C; Package: 16-QFN T&R VRM8.5 PWM and Triple Linear Power System Controller; Temperature Range: 0&degC to 70°C; Package: 28-SOIC T&R YC (S-video) to Composite Video Driver with LPF; Temperature Range: -40°C to 85°C; Package: 10-uTQFN T&R High-Performance Notebook PWM Controller; Temperature Range: Hi-Temp Comm; Package: 16-QSOP T&R High-Performance Notebook PWM Controller; Temperature Range: 0&degC to 70°C; Package: 16-QFN T&R 40MHz Rail-to-Rail Video Buffer; Temperature Range: -40°C to 85°C; Package: 6-SC-70 T&R Quad Digitally Controlled Potentiometers (XDCP™), Low Noise, Low Power I2C® Bus, 128 Taps; Temperature Range: -55°C to 125°C; Package: 20-TSSOP T&R Triple Channel Video Driver with LPF; Temperature Range: -40°C to 85°C; Package: 10-uTQFN T&R 400MHz Multiplexing Amplifier; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R 1GHz Triple Multiplexing Amplifiers; Temperature Range: -40°C to 85°C; Package: 24-QFN T&R PWM Buck DC/DC and Triple Linear Power Controller; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R 1.4MHz Dual, 180° Out-of-Phase, Step-Down PWM Controller; Temperature Range: -40°C to 85°C; Package: 24-QSOP T&R Multiphase PWM Controller; Temperature Range: 0&degC to 70°C; Package: 32-QFN T&R Low Cost Multi-Chemistry Battery Charger Controller; Temperature Range: Hi-Temp Comm; Package: 28-QFN T&R Low Cost Multi-Chemistry Battery Charger Controller; Temperature Range: Hi-Temp Comm; Package: 24-QSOP T&R High-Efficiency, Quad-Output, Main Power Supply Controllers for Notebook Computers; Temperature Range: -40°C to 85°C; Package: 32-QFN T&R PWM Buck DC/DC and Triple Linear Power Controller; Temperature Range: -40°C to 85°C; Package: 16-SOIC T&R Dual Mobile-Friendly PWM Controller with DDR Memory Option; Temperature Range: 0&degC to 70°C; Package: 28-QSOP T&R High Voltage Synchronous Rectified Buck MOSFET Driver with Programmable Deadtime; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R Negative Voltage Hot Plug Controller; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Negative Voltage Hot Plug Controller; Temperature Range: 0&degC to 70°C; Package: 14-SOIC T&R 12-bit,  3.3V, 260 MSPS, High Speed D/A Converter; Temperature Range: -40°C to 85°C; Package: 28-SOIC 12-Bit,  3.3V, 130MSPS, CommLinkTM High Speed D/A Converter (TSSOP); Temperature Range: -40°C to 85°C; Package: 28-TSSOP Multiple Linear Power Controller with ACPI Control Interface; Temperature Range: 0&degC to 70°C; Package: 20-QFN 400MHz Multiplexing Amplifier; Temperature Range: -40°C to 85°C; Package: 16-QSOP T&R Enhanced 6-Phase PWM Controller with 8-Bit VID Code and Differential Inductor DCR or Resistor Current Sensing; Temperature Range: -40°C to 85°C; Package: 48-QFN T&R Enhanced 6-Phase PWM Controller with 8-Bit VID Code and Differential Inductor DCR or Resistor Current Sensing; Temperature Range: 0&degC to 70°C; Package: 48-QFN T&R Integrated XScale Regulator; Temperature Range: 0&degC to 70°C; Package: 20-QFN T&R PWM Controller with Wide VIN, Start-Up into Pre-Bias Load; Temperature Range: -40°C to 85°C; Package: 20-QSOP T&R VRM8.5 Dual PWM and Dual Linear Power System Controller; Temperature Range: 0&degC to 70°C; Package: 28-SOIC T&R 5V Half Duplex, 115kbps Slew Rate Limited, IEC61000 ESD Protected with 2.4V Vod RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-MSOP 5V Half Duplex, 115kbps Slew Rate Limited, IEC61000 ESD Protected with 2.4V Vod RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-SOIC 5V Full Duplex, 115kbps Slew Rate Limited, IEC61000 ESD Protected with 2.4V Vod RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 10-MSOP Low Power Ringing SLIC for Home Gateways; Temperature Range: -40°C to 85°C; Package: 28-PLCC 5V Full Duplex, 115kbps Slew Rate Limited, IEC61000 ESD Protected with 2.4V Vod RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 14-SOIC 6-Phase VR11 PWM Controller with 8-Bit VID Code Capable of Precision RDS(ON) or DCR Differential Current Sensing for Applications in Which Supply Voltage is Higher than 5V; Temperature Range: -40°C to 85°C; Package: 48-QFN 6-Phase VR11 PWM Controller with 8-Bit VID Code Capable of Precision RDS(ON) or DCR Differential Current Sensing for Applications in Which Supply Voltage is Higher than 5V; Temperature Range: 0&degC to 70°C; Package: 48-QFN 4-Phase PWM Controller with 8-Bit DAC Code Capable of Precision DCR Differential Current Sensing; Temperature Range: -40°C to 85°C; Package: 40-QFN T&R Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Rail-to-Rail, Low Power Op Amp; Temperature Range: -40°C to 85°C; Package: 8-DFN USB 2.0 High/Full Speed Multiplexer; Temperature Range: -40°C to 85°C; Package: 10-TDFN T&R USB 2.0 High/Full Speed Multiplexer; Temperature Range: -40°C to 85°C; Package: 10-uTQFN T&R Light-to-Digital Output Sensor with High Sensitivity, Gain Selection, Interrupt Function and I2C Interface; Temperature Range: -40°C to 85°C; Package: 6-ODFN T&R Low Voltage, Dual SPDT, USB/CVBS/Audio Switches with Negative Signal Capability; Temperature Range: -40°C to 85°C; Package: 10-QFN T&R Low Voltage, Dual SPDT, USB/Audio Switches with Negative Signal Capability; Temperature Range: -40°C to 85°C; Package: 10-QFN T&R MP3/USB 2.0 High Speed Switch with Negative Signal Handling; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R 3.3 Volt Ringing SLIC Family for Voice Over Broadband (VOB); Temperature Range: 0&degC to 70°C; Package: 32-QFN High Supply Voltage 200MHz Unity-Gain Stable Operational Amplifier; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R High Supply Voltage 220MHz Unity-Gain Stable Operational Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R MP3/USB 2.0 High Speed Switch with Negative Signal Handling and Low Power Shutdown; Temperature Range: -40°C to 85°C; Package: 10-uTQFN T&R MP3/USB 2.0 High Speed Switch with Negative Signal Handling and Low Power Shutdown; Temperature Range: -40°C to 85°C; Package: 10-TDFN T&R Low Voltage, Dual SPDT, USB/CVBS/Audio Switches, with Negative Signal Capability; Temperature Range: -40°C to 85°C; Package: 10-TDFN T&R Wideband, Low Distortion, Differential Amplifier; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R High Supply Voltage 200MHz Unity-Gain Stable Operational Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Quad 18V Pin Electronics Driver/Window Comparator; Temperature Range: -40°C to 85°C; Package: 72-QFN MMIC Silicon Bipolar Broadband Amplifier; Temperature Range: -40°C to 85°C; Package: 6-SC-70 T&R Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Rail-to-Rail, Low Power Op Amp; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R Ultra Low ON-Resistance, Low-Voltage, Single Supply, Dual 4 to 1 Analog Multiplexer; Temperature Range: -40°C to 85°C; Package: 16-uTQFN T&R Ultra Low ON-Resistance, Low Voltage, Single Supply, Single SPST Analog Switches; Temperature Range: -40°C to 85°C; Package: 6-uTDFN T&R Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40°C to 85°C; Package: 10-uTQFN T&R Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-SOT-23 T&R Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R Low-Voltage, Single Supply, Single SPDT Analog Switch; Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R Ultra Low ON-Resistance, Single Supply, Dual SPST Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-TDFN T&R Low-Voltage, Single Supply, 4 to 1 Multiplexer, High Performance Analog Switch; Temperature Range: -40°C to 85°C; Package: 16-QFN Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated P Reset DC-Restored Video Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R ±15kV ESD Protected, 5V, Two Port, Dual Protocol (RS-232/RS-485) Transceivers; Temperature Range: -40°C to 85°C; Package: 40-QFN T&R Single Digitally Controlled Potentiometer (XDCP™), Low Noise, Low Power I2C® Bus, 128 Taps; Temperature Range: -55°C to 125°C; Package: 10-MSOP T&R QFN Packaged, ±15kV ESD Protected,  2.7V to  5.5V, 150nA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R Ultra Low ON-Resistance, Single Supply, Dual SPST Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R Dual Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Precision Op Amp; Temperature Range: -40°C to 85°C; Package: 16-QSOP T&R Single and Dual Ultra-Low Noise, Rail-to-Rail, Op Amp; Temperature Range: Full-Range Ind; Package: 10-MSOP T&R Dual Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Op-Amp; Temperature Range: Full-Range Ind; Package: 16-QSOP T&R Dual Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Precision Op Amp; Temperature Range: Full-Range Ind; Package: 10-MSOP T&R Dual and Quad Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Op Amp; Temperature Range: Full-Range Ind; Package: 10-MSOP T&R Single and Dual Ultra-Low Noise, Rail-to-Rail, Op Amp; Temperature Range: Full-Range Ind; Package: 10-uTQFN T&R Micropower, Single Supply, Rail-to-Rail Input-Output Instrumentation Amplifier and Precision Operational Amplifier; Temperature Range: Full-Range Ind; Package: 16-QSOP T&R Quad Channel Micro-power, Single Supply, Rail-to-Rail Input and Output (RRIO) Instrumentation Amplifier; Temperature Range: Full-Range Ind; Package: 28-QSOP T&R Micropower, Single Supply, Rail-to-Rail Input-Output Instrumentation Amplifier and Precision Operational Amplifier; Temperature Range: Full-Range; Package: 24-QSOP T&R Quad Precision Micropower Single Supply Rail-to-Rail Input and Output Precision Op Amps; Temperature Range: Full-Range Ind; Package: 16-QSOP T&R Quad Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Op-Amp; Temperature Range: Full-Range Ind; Package: 16-QSOP T&R Quad Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Precision Op Amp; Temperature Range: Full-Range Ind; Package: 16-QSOP T&R Ambient Light Photo Detect IC; Temperature Range: -40°C to 85°C; Package: 5-DFN T&R Single Sync Buck PWM Controller for Broadband Gateway Applications; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R 1.4MHz Dual, 180° Out-of-Phase, Step-Down PWM and Single Linear Controller; Temperature Range: -40°C to 85°C; Package: 28-QFN T&R 300kHz Dual, 180° Out-of-Phase, Step-Down PWM Controller; Temperature Range: -40°C to 85°C; Package: 24-QSOP T&R 3.3V Full Duplex, 250kbps Slew Rate Limited, IEC61000 ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-SOIC 900MHz Multiplexing Amplifiers; Temperature Range: -40°C to 85°C; Package: 16-QSOP T&R 8MHz Rail-to-Rail Composite Video Driver; Temperature Range: -40°C to 85°C; Package: 6-SC-70 T&R Single Event Hardened High Speed, Current Mode PWM; Temperature Range: -55°C to 125°C; Package: 18-FlatPack 3.3V Full Duplex, 250kbps Slew Rate Limited, IEC61000 ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-MSOP 865MHz Multiplexing Amplifier; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R 5V Half Duplex, 1Mbps Slew Rate Limited, IEC61000 ESD Protected with 2.4V Vod RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-MSOP General Purpose Timers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R 3.3V Full Duplex, 20Mbps, IEC61000 ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-MSOP Automatic Battery Back-Up Switch; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R USB Dual Port Power Supply Controller; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R 1GHz Triple Multiplexing Amplifiers; Temperature Range: -40°C to 85°C; Package: 32-QFN T&R Single Event Hardened High-Speed, Dual Output PWM; Temperature Range: -55°C to 125°C; Package: 20-FlatPack Real Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Precision Low Power FGA™ Voltage References; Temperature Range: -40°C to 85°C; Package: 3-SOT-23 T&R CMOS Priority Interrupt Controller; Temperature Range: -40°C to 85°C; Package: 28-PLCC T&R Dual Output LNB Supply and Control Voltage Regulator with I2C Interface for Advanced Satellite Set-Top Box Designs; Temperature Range: Extended Comm; Package: 38-EPTSSOP T&R Super Voltage Converter; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R 3.3V Full Duplex, 250kbps Slew Rate Limited With Enable, IEC61000 ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 10-MSOP Real-Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Dual, 500MHz Triple, Multiplexing Amplifiers; Temperature Range: -40°C to 85°C; Package: 48-QFN T&R Real Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 8-TSSOP T&R General Purpose Timers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R Real Time Clock/Calendar with EEPROM; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R 3.3V Full Duplex, 250kbps Slew Rate Limited With Enable, IEC61000 ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 14-SOIC Dual Output LNB Supply and Control Voltage Regulator with I2C Interface for Advanced Satellite Set-Top Box Designs; Temperature Range: Extended Comm; Package: 32-QFN T&R 5V Half Duplex, 1Mbps Slew Rate Limited, IEC61000 ESD Protected with 2.4V Vod RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-SOIC Dual Output LNB Supply and Control Voltage Regulator with I2C Interface for Advanced Satellite Set-Top Box Designs; Temperature Range: Extended Comm; Package: 40-QFN T&R Dual Low Voltage Hot Swap Controller; Temperature Range: See Datasheet; Package: 28-QFN T&R Negative Voltage Hot Plug Controller; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R Ultra Low ON-Resistance,  1.1V to  4.5V Single Supply, SPST Analog Switches; Temperature Range: -40°C to 85°C; Package: 5-SC-70 T&R Ultra Low ON-Resistance, Low Voltage, Single Supply, Single SPST/1:2 Distribution Analog Switch; Temperature Range: -40°C to 85°C; Package: 6-uTDFN T&R Low Voltage, Dual SPDT, USB/Audio Switches with Negative Signal Capability; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40°C to 85°C; Package: 16-uTQFN T&R Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Rail-to-Rail, Low Power Op Amp; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Precision 0.600V Low Voltage FGA™ References; Temperature Range: Power Supply; Package: 3-SOT-23 T&R Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Low Power Op Amp; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPST Analog Switch; Temperature Range: -40°C to 85°C; Package: 10-uTQFN T&R Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70°C; Package: 14-SOIC T&R High Voltage Input Precision, Low Noise FGA™ Voltage References; Temperature Range: Full-Range Ind; Package: 8-SOIC T&R Four-Phase Buck PWM Controller with Integrated MOSFET Drivers and I2C Interface for Intel VR10, VR11, and AMD Applications; Temperature Range: -40°C to 85°C; Package: 48-QFN T&R 2.5V to 5V Dual Power Supply Controller with 0.6A Integrated Current Regulation and Timed Delay to Latch-off; Temperature Range: Hi-Temp Comm; Package: 8-SOIC T&R Triple Output, Low-Noise LDO Regulator with Integrated Reset Circuit; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R Single Output LNB Supply and Control Voltage Regulator with I2C Interface for Advanced Satellite Set-top Box Designs; Temperature Range: Extended Comm; Package: 32-QFN T&R Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R Buck and Synchronous Rectifier Pulse-Width Modulator (PWM) Controller; Temperature Range: 0&degC to 70°C; Package: 16-QFN T&R Li-ion/Li-Polymer Battery Charger Accepting Two Power Sources; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R Li-ion/Li-Polymer Battery Charger; Temperature Range: See Datasheet; Package: 16-QFN T&R LCD Module Calibrator; Temperature Range: -40°C to 85°C; Package: 8-TDFN T&R TFT-LCD I2C Programmable VCOM Calibrator; Temperature Range: -40°C to 85°C; Package: 8-TDFN T&R ±15kV ESD Protected, 1/8 Unit Load, 5V, Low Power, 15Mbps, Full Duplex, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R I2C-Bus™ Real Time Clock with Two Interrupts, Alarm, and Timer Low Power RTC with Battery ReSeal™, 2 IRQs, Hundredths of a Second Time, and Crystal Compensation; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R I2C® Real Time Clock/Calendar, Low Power RTC with Battery Backed SRAM; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R I2C® Real Time Clock/Calendar, Low Power RTC with Battery Backed SRAM; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R Ultra Low ON-Resistance, Low-Voltage, Single Supply, Dual 4 to 1 Analog Multiplexer; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R Ultra Low ON-Resistance, Low-Voltage, Single Supply, Dual 4 to 1 Analog Multiplexer; Temperature Range: -40°C to 85°C; Package: 16-TSSOP T&R Ultra Low ON-Resistance, Low-Voltage, Single Supply, Differential 4 to 1 Analog Multiplexer; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R Buck and Synchronous Rectifier Pulse-Width Modulator (PWM) Controller; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R FlexiHash™ For Battery Authentication; Temperature Range: Extended Comm; Package: 5-SOT-23 T&R Buck and Synchronous Rectifier Pulse-Width Modulator (PWM) Controller; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R Li-ion/Li-Polymer Battery Charger; Temperature Range: See Datasheet; Package: 10-DFN T&R Real Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R Li-ion/Li Polymer Battery Charger; Temperature Range: 0&degC to 70°C; Package: 16-QFN T&R Li-ion/Li Polymer Battery Charger; Temperature Range: See Datasheet; Package: 16-QFN T&R Ultra Low ON-Resistance,  1.1V to  4.5V Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R Ultra-high bandwidth 6-Phase PWM Controller with 8 Bit VID Code Capable of Precision RDS(ON) or DCR Differential Current Sensing; Temperature Range: 0&degC to 70°C; Package: 48-QFN Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: 0&degC to 70°C; Package: 8-SOIC Low Power RTC with 8 Bytes of Battery Backed SRAM and Separate FOUT; Temperature Range: -40°C to 85°C; Package: 10-MSOP Buck and Synchronous Rectifier Pulse-Width Modulator (PWM) Controller; Temperature Range: 0&degC to 70°C; Package: 14-SOIC T&R 14-Bit,  3.3V, 260 MSPS, High Speed D/A Converter; Temperature Range: -40°C to 85°C; Package: 28-TSSOP 32x32 Video Crosspoint; Temperature Range: -40°C to 85°C; Package: 356-BGA Differential Video Amplifier with Common Mode Sync Encoder and Serial Digital Interface; Temperature Range: -40°C to 85°C; Package: 32-QFN QFN Packaged, ±15kV ESD Protected,  2.7V to  5.5V, 10nA, 250kbps/1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: -40°C to 85°C; Package: 32-QFN T&R Low-Voltage, Dual Supply, SPST, High Performance Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-SOIC Low-Voltage, Dual Supply, SPST, High Performance Analog Switches; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R QFN Packaged, ±15kV ESD Protected,  3V to  5.5V, 150nA, 250kbps, RS-232 Transmitters/Receivers with Separate Logic Supply; Temperature Range: -40°C to 85°C; Package: 32-QFN CMOS Serial Controller Interface; Temperature Range: -40°C to 85°C; Package: 28-PDIP CMOS Programmable Interval Timer; Temperature Range: -40°C to 85°C; Package: 24-PDIP Low Jitter Clock Generators for Set-Top Box; Temperature Range: -40°C to 85°C; Package: 16-QFN 16-Bit Long-Reach Video SERDES with Bidirectional Side-Channel; Temperature Range: -40°C to 85°C; Package: 48-EPTQFP Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: -40°C to 85°C; Package: 8-SOIC 3.3 Volt Ringing SLIC Family for Voice Over Broadband (VOB); Temperature Range: -40°C to 85°C; Package: 28-PLCC 12-Bit,  3.3V, 130MSPS, CommLinkTM High Speed D/A Converter (TSSOP); Temperature Range: -40°C to 85°C; Package: 28-SOIC Low-Power Single-/Dual-Level Battery Monitors with Hysteresis and Integrated µ.P Reset Real Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 14-TSSOP T&R 10-Bit,  3.3V, 130MSPS, CommLink™ High Speed D/A Converter (TSSOP); Temperature Range: -40°C to 85°C; Package: 28-TSSOP Low-Power / Single-/Dual-Level Battery Monitors with Hysteresis and Integrated P Reset Low-Power Single-/Dual-Level Battery Monitors with Hysteresis and Integrated ?P Reset Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated ?P Reset Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated µP Reset   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	DPC-24-1000B20 DPC-10-1000B3 DPC-10-440B2 DPC-16-7	POWER TRANSFORMER, 24 VA
POWER TRANSFORMER, 10 VA
POWER TRANSFORMER, 4.4 VA
POWER TRANSFORMER, 1.2 VA
POWER TRANSFORMER, 1 VA
Low Frequency, Open-Style Laminated Concentric Vertical Profile, PC Plug-In Series
	Pulse Electronics, Corp.
PULSE ELECTRONICS CORP
Pulse A Technitrol Company
Pulse A Technitrol Comp...

	45912-0030 0459120030 	12.90mm (.508) Pitch EXTreme PowerEdge? Mixed Power/Signal Card Edge Connector, Double Sided, 4 Segments (Power, Signal, Power, Power Sequence), Press-Fit
	Molex Electronics Ltd.

	AT73C202 	Power Management for Mobiles (PM) 2-CHANNEL POWER SUPPLY SUPPORT CKT, PBGA49
The AT73C202 is a low-cost, ultra low-power, power and battery management IC designed to interface directly with state-of-the-art cellular phones, for example with 2.5G GSM phones. It includes all required power supplies tailored to be ful
	Atmel, Corp.
Atmel Corp.
ATMEL[ATMEL Corporation]

	TDA4863-2 TDA4863-2G Q67040-S4620 Q67040-S4621 	Power Control ICs - PFC-IC for high Output Power in SMD-Package
Power Factor Controller IC for High Power Factor and Low THD
	INFINEON[Infineon Technologies AG]

	MJE2955T03 MJE34003 MJE52103 MJE585203 MJE80203 MR	   COMPLEMENTARY SILICON POWER TRANSISTORS
COMPLEMETARY SILICON POWER TRANSISTORS
SILICON NPN TRANSISTOR
HIGH VOLTAGE PNP POWER TRANSISTOR
SILICON NPN POWER DARLINGTON TRANSISTOR
RF Power Field Effect Transistors
880 MHz, 40 W AVG. 26 V SINGLE N-CDMA N-Channel Enhancement-Mode Lateral MOSFETs
RF LDMOS Wideband Integrated Power Amplifiers
GENERAL PURPOSE L TO X-BAND GaAs MESFET
10 A, 60 V, PNP, Si, POWER TRANSISTOR, TO-220AB
	FREESCALE
NEC
STMICROELECTRONICS[STMicroelectronics]

	FSB147HNY 	Meets 2013 ErP Standby Power Regulation (Less than 0.5 W Consumption with 0.25 W Load) for ATX Power and LCD TV Power
	List of Unclassifed Manufacturers

	TDA16846 TDA16847 TDA1684603 TDA16846-2 TDA16847-2	Controller for Switch Mode Power Supplies Supporting Low Power Standby and Power Factor
	Infineon Technologies AG

	ICE1QS01G 	Controller for Switch Mode Power Supplies Supporting Low Power Standby and Power Factor Correction (PFC)
	Infineon Technologies AG

	TB2959HQ 	Maximum Power 47W BTL 4-ch Audio Power IC
Power amplifier ICs
	Toshiba Semiconductor

	2SD1445A 	Power Device - Power Transistors - General-Purpose power amplification
	Panasonic
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