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			ENC2J-B16-L00050 - CAP 6.8UF 35V 10% TANT SMD-6032-28 TR-7-PL C-FAILURE 光学INTREMNETA ENCDES SUB-MINIATURE TOGGLE SWITCH 光学INTREMNETA ENCDES SWITCH, PCB PUSH IP67SWITCH, PCB PUSH IP67; Switch function type:NO; Voltage, contact AC max:30V ac; Voltage, contact DC max:42V dc; Temp, op. max:85(degree C); Temp, op. min:-40(degree C); Length / Height, external:4.8mm; Width, 光学INTREMNETA ENCDES Safety Sign; Legend:Caution Fire Door Keep Closed; External Height:10"; External Width:14"; Body Material:Plastic; Color:Yellow/Black RoHS Compliant: NA 光学INTREMNETA ENCDES CONN,HDR,.100,2 PIN 光学INTREMNETA ENCDES Grooved Taper Pin; For Use With:Han Connectors; Series:Han 光学INTREMNETA ENCDES Tactile Switch; Switch Operation:On-(On); Leaded Process Compatible:Yes; Mounting Type: PCB; Peak Reflow Compatible (260 C):Yes; Switch Features:Non-Illuminated 光学INTREMNETA ENCDES SWITCH, SPNO ROUNDGREENSWITCH, SPNO ROUNDGREEN; Switch function type:SPNO momentary; Voltage, contact DC max:48V; Temp, op. max:60(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:13mm; Length / Height, 光学INTREMNETA ENCDES SOLDER BAR 1.66LB SN96.5AG3CU0.5 光学INTREMNETA ENCDES CABLCASTR DARTS-4 PK 光学INTREMNETA ENCDES SM RES/0.1 OHM 1W 1% 2512 光学INTREMNETA ENCDES Pushbutton Switch,STRAIGHT,SPST,OFF-(ON),SURFACE MOUNTTerminal,PCB Hole Count:0 光学INTREMNETA ENCDES Pin Header; Number of Contacts:6; Pitch Spacing:10mm; Number of Rows:1; Gender:Header; Series:42820; Body Material:PA Polyamide (Nylon) 4/6; Color:Black; Connecting Termination:Thru-Hole; Contact Plating:Tin-Lead Over Nickel 光学INTREMNETA ENCDES RES CHP .02 1W 1% 光学INTREMNETA ENCDES screw down bolt 光学INTREMNETA ENCDES Standoff; Spacing Height:0.25&quot;; Spacer Style:Round; Spacer Material:Aluminum; Thread Size:#4; Body Diameter:0.25&quot;; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes 光学INTREMNETA ENCDES Vandal Resistant Pushbutton Switch; Circuitry:SPST; Contact Current Max:0.1A; Contact Rating:0.1A; Leaded Process Compatible:No; Mounting Type: Panel; Peak Reflow Compatible (260 C):No; Switch Features: Piezo Electric 光学INTREMNETA ENCDES OPTICAL INTREMNETA ENCDES 光学INTREMNETA ENCDES .25 OHM 75PPM PWR MT CAP 33UF 35V 10% TANT SMD-7343-43 TR-7-PL LOW-ESR B-FAILURE SURGE-TEST CAP 4.7UF 16V 10% TANT SMD-3528-21 TR-7-PL B-FAILURE CAP 22UF 35V 10% TANT SMD-7343-43 TR-7-PL LOW-ESR B-FAILURE SURGE-TEST CAP 1UF 50V 10% TANT SMD-6032-28 TR-7-PL B-FAILURE Vandal Resistant Pushbutton Switch; Actuator Diameter:27mm; Circuitry:SPST-NO; Switch Operation:Momentary; Contact Current Max:2.6A; Mounting Type: PCB; Switch Function:SPST-NO Vandal Resistant Pushbutton Switch; Actuator Diameter:16mm; Circuitry:SPST-NO; Contact Current Max:2.6A; Leaded Process Compatible:Yes; Mounting Type: PCB; Peak Reflow Compatible (260 C):Yes; Switch Function:SPST-NO CAP 4.7UF 50V 10% TANT SMD-7343-31 TR-7-PL C-FAILURE CAP 47UF 20V 10% TANT SMD-7343-31 TR-7-PL B-FAILURE Vandal Resistant Pushbutton Switch; Actuator Diameter:14mm; Circuitry:SPST-NO; Contact Current Max:125mA; Leaded Process Compatible:Yes; Mounting Type: PCB; Peak Reflow Compatible (260 C):Yes; Switch Function:SPST-NO Circular Connector; Body Material:Aluminum Alloy; Series:MS3110; Number of Contacts:30; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin SWITCH, SPNO SQUAREGREENSWITCH, SPNO SQUAREGREEN; Switch function type:SPNO momentary; Voltage, contact DC max:48V; Temp, op. max:60(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:13mm; Length / Height, SWITCH, PUSH PIEZO M16 NATURALSWITCH, PUSH PIEZO M16 NATURAL; Switch function type:SPNO; Voltage, contact AC max:42V; Voltage, contact DC max:60V; Temp, op. max:60(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:27mm; Tactile Switch; Switch Operation:On-(On); Leaded Process Compatible:Yes; Mounting Type: PCB; Peak Reflow Compatible (260 C):Yes; Switch Features:Short Actuator Circular Connector; MIL SPEC:MIL-C-5015 A/B/C; Body Material:Metal; Series:MS3107A; Number of Contacts:8; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Quick Disconnect Plug; Body Style:Straight SWITCH, SMD PUSH IP40SWITCH, SMD PUSH IP40; Switch function type:Momentary; Voltage, contact AC max:30V ac; Voltage, contact DC max:42V dc; Temp, op. max:85(degree C); Temp, op. min:-40(degree C); Length / Height, external:4.7mm; Tactile Switch; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes CAP 33UF 20V 10% TANT SMD-6032-28 TR-7-PL C-FAILURE Pushbutton Switch,STRAIGHT,SPST,OFF-(ON),PCTAIL, W/RETNNTerminal,PCB Hole Count:4 0.010 OHM 1% 2W SMD THICK FILM RESISTOR ELEVATED SOCKET STRIPS SWITCH, SPNO ROUND BLACKSWITCH, SPNO ROUND BLACK; Switch function type:SPNO momentary; Voltage, contact DC max:48V; Temp, op. max:60(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:13mm; Length / Height, SWITCH, PUSH PIEZO M16GREENSWITCH, PUSH PIEZO M16GREEN; Switch function type:SPNO; Voltage, contact AC max:42V; Voltage, contact DC max:60V; Temp, op. max:60(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:16mm; SEALED SUB-MINIATURE TOGGLE SWITCH SWITCH, PUSH PIEZO M27 RED; Switch function type:SPNO; Voltage, contact AC max:42V; Voltage, contact DC max:60V; Temperature, operating max:60 C; Temperature, operating min:-20 C; Diameter, panel cut-out:16mm; Colour:Red; Current, Power Distribution Unit; Snap-in mounting from front; solder terminals; protection class I; 7 IEC Outlets; Voltage Rating: 250 VAC; Current Rating: 10A; Metal Strip Resistor; Series:WSL; Resistance:0.36ohm; Resistance Tolerance: /- 1 %; Power Rating:0.5W; Temperature Coefficient: /-75 ppm; Package/Case:2010; Terminal Type:PCB Surface Mount; Leaded Process Compatible:Yes Tactile Switch; Operating Force Max:2.5N; Actuator Style:Button; Contact Current Max:2.4A; Contact Rating:2.4 A; Leaded Process Compatible:Yes; Mounting Type: PCB Surface Mount; Peak Reflow Compatible (260 C):Yes SWITCH, SPNO SQUARE YELLOWSWITCH, SPNO SQUARE YELLOW; Switch function type:SPNO momentary; Voltage, contact DC max:48V; Temp, op. max:60(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:13mm; Length / Height, KPT01F16-26P Touch Key, Switch, Contact Resistance 100To 115 Milliohms, Number of Mechanical Ops. 1000000 Ops SWITCH, METALLIC PUSH BUTTONSWITCH, METALLIC PUSH BUTTON; Switch function type:SPNO; Voltage, contact DC max:48V dc; Temp, op. max:60(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:19mm; Width, external:21.5mm; SWITCH, PUSH PIEZO M16 NATURALSWITCH, PUSH PIEZO M16 NATURAL; Switch function type:SPNO; Voltage, contact AC max:42V; Voltage, contact DC max:60V; Temp, op. max:60(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:16mm; Switches, Electronic; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes Global Limit Switches Series GLL: Side Rotary, Fixed Length Lever with metal roller, 2NC Direct Opening Slow Action, 1/2 in conduit Vandal Resistant Pushbutton Switch; Leaded Process Compatible:No; Mounting Type:Solder Lug; Peak Reflow Compatible (260 C):No; Switch Features: Pulse Actuation Standoff; Spacing Height:0.25"; Spacer Style:Round; Spacer Material:Aluminum; Thread Size:#4; Body Diameter:0.25"; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes BOARD EVAL STM STR9 SERIES BOARD EVAL STM STR71X SERIES KPT01F16-8SF85 CAP 6.8UF 50V 10% TANT SMD-7343-31 TR-7-PL B-FAILURE Han Coding System Bushing 
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	Description	CAP 6.8UF 35V 10% TANT SMD-6032-28 TR-7-PL C-FAILURE 光学INTREMNETA ENCDES 
 SUB-MINIATURE TOGGLE SWITCH 光学INTREMNETA ENCDES
SWITCH, PCB PUSH IP67SWITCH, PCB PUSH IP67; Switch function type:NO; Voltage, contact AC max:30V ac; Voltage, contact DC max:42V dc; Temp, op. max:85(degree C); Temp, op. min:-40(degree C); Length / Height, external:4.8mm; Width, 光学INTREMNETA ENCDES
Safety Sign; Legend:Caution Fire Door Keep Closed; External Height:10"; External Width:14"; Body Material:Plastic; Color:Yellow/Black RoHS Compliant: NA 光学INTREMNETA ENCDES
CONN,HDR,.100,2 PIN 光学INTREMNETA ENCDES
Grooved Taper Pin; For Use With:Han Connectors; Series:Han 光学INTREMNETA ENCDES
Tactile Switch; Switch Operation:On-(On); Leaded Process Compatible:Yes; Mounting Type: PCB; Peak Reflow Compatible (260 C):Yes; Switch Features:Non-Illuminated 光学INTREMNETA ENCDES
SWITCH, SPNO ROUNDGREENSWITCH, SPNO ROUNDGREEN; Switch function type:SPNO momentary; Voltage, contact DC max:48V; Temp, op. max:60(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:13mm; Length / Height, 光学INTREMNETA ENCDES
SOLDER BAR 1.66LB SN96.5AG3CU0.5 光学INTREMNETA ENCDES
CABLCASTR DARTS-4 PK 光学INTREMNETA ENCDES
SM RES/0.1 OHM 1W 1% 2512 光学INTREMNETA ENCDES
Pushbutton Switch,STRAIGHT,SPST,OFF-(ON),SURFACE MOUNTTerminal,PCB Hole Count:0 光学INTREMNETA ENCDES
Pin Header; Number of Contacts:6; Pitch Spacing:10mm; Number of Rows:1; Gender:Header; Series:42820; Body Material:PA Polyamide (Nylon) 4/6; Color:Black; Connecting Termination:Thru-Hole; Contact Plating:Tin-Lead Over Nickel 光学INTREMNETA ENCDES
RES CHP .02 1W 1% 光学INTREMNETA ENCDES
screw down bolt 光学INTREMNETA ENCDES
Standoff; Spacing Height:0.25&quot;; Spacer Style:Round; Spacer Material:Aluminum; Thread Size:#4; Body Diameter:0.25&quot;; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes 光学INTREMNETA ENCDES
Vandal Resistant Pushbutton Switch; Circuitry:SPST; Contact Current Max:0.1A; Contact Rating:0.1A; Leaded Process Compatible:No; Mounting Type: Panel; Peak Reflow Compatible (260 C):No; Switch Features: Piezo Electric 光学INTREMNETA ENCDES
OPTICAL INTREMNETA ENCDES 光学INTREMNETA ENCDES
.25 OHM 75PPM PWR MT
CAP 33UF 35V 10% TANT SMD-7343-43 TR-7-PL LOW-ESR B-FAILURE SURGE-TEST
CAP 4.7UF 16V 10% TANT SMD-3528-21 TR-7-PL B-FAILURE
CAP 22UF 35V 10% TANT SMD-7343-43 TR-7-PL LOW-ESR B-FAILURE SURGE-TEST
CAP 1UF 50V 10% TANT SMD-6032-28 TR-7-PL B-FAILURE
Vandal Resistant Pushbutton Switch; Actuator Diameter:27mm; Circuitry:SPST-NO; Switch Operation:Momentary; Contact Current Max:2.6A; Mounting Type: PCB; Switch Function:SPST-NO
Vandal Resistant Pushbutton Switch; Actuator Diameter:16mm; Circuitry:SPST-NO; Contact Current Max:2.6A; Leaded Process Compatible:Yes; Mounting Type: PCB; Peak Reflow Compatible (260 C):Yes; Switch Function:SPST-NO
CAP 4.7UF 50V 10% TANT SMD-7343-31 TR-7-PL C-FAILURE
CAP 47UF 20V 10% TANT SMD-7343-31 TR-7-PL B-FAILURE
Vandal Resistant Pushbutton Switch; Actuator Diameter:14mm; Circuitry:SPST-NO; Contact Current Max:125mA; Leaded Process Compatible:Yes; Mounting Type: PCB; Peak Reflow Compatible (260 C):Yes; Switch Function:SPST-NO
Circular Connector; Body Material:Aluminum Alloy; Series:MS3110; Number of Contacts:30; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin
SWITCH, SPNO SQUAREGREENSWITCH, SPNO SQUAREGREEN; Switch function type:SPNO momentary; Voltage, contact DC max:48V; Temp, op. max:60(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:13mm; Length / Height,
SWITCH, PUSH PIEZO M16 NATURALSWITCH, PUSH PIEZO M16 NATURAL; Switch function type:SPNO; Voltage, contact AC max:42V; Voltage, contact DC max:60V; Temp, op. max:60(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:27mm;
Tactile Switch; Switch Operation:On-(On); Leaded Process Compatible:Yes; Mounting Type: PCB; Peak Reflow Compatible (260 C):Yes; Switch Features:Short Actuator
Circular Connector; MIL SPEC:MIL-C-5015 A/B/C; Body Material:Metal; Series:MS3107A; Number of Contacts:8; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Quick Disconnect Plug; Body Style:Straight
SWITCH, SMD PUSH IP40SWITCH, SMD PUSH IP40; Switch function type:Momentary; Voltage, contact AC max:30V ac; Voltage, contact DC max:42V dc; Temp, op. max:85(degree C); Temp, op. min:-40(degree C); Length / Height, external:4.7mm;
Tactile Switch; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
CAP 33UF 20V 10% TANT SMD-6032-28 TR-7-PL C-FAILURE
Pushbutton Switch,STRAIGHT,SPST,OFF-(ON),PCTAIL, W/RETNNTerminal,PCB Hole Count:4
0.010 OHM 1% 2W SMD THICK FILM RESISTOR
ELEVATED SOCKET STRIPS
SWITCH, SPNO ROUND BLACKSWITCH, SPNO ROUND BLACK; Switch function type:SPNO momentary; Voltage, contact DC max:48V; Temp, op. max:60(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:13mm; Length / Height,
SWITCH, PUSH PIEZO M16GREENSWITCH, PUSH PIEZO M16GREEN; Switch function type:SPNO; Voltage, contact AC max:42V; Voltage, contact DC max:60V; Temp, op. max:60(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:16mm;
SEALED SUB-MINIATURE TOGGLE SWITCH
SWITCH, PUSH PIEZO M27 RED; Switch function type:SPNO; Voltage, contact AC max:42V; Voltage, contact DC max:60V; Temperature, operating max:60 C; Temperature, operating min:-20 C; Diameter, panel cut-out:16mm; Colour:Red; Current,
Power Distribution Unit; Snap-in mounting from front; solder terminals; protection class I; 7 IEC Outlets; Voltage Rating: 250 VAC; Current Rating: 10A;
Metal Strip Resistor; Series:WSL; Resistance:0.36ohm; Resistance Tolerance: /- 1 %; Power Rating:0.5W; Temperature Coefficient: /-75 ppm; Package/Case:2010; Terminal Type:PCB Surface Mount; Leaded Process Compatible:Yes
Tactile Switch; Operating Force Max:2.5N; Actuator Style:Button; Contact Current Max:2.4A; Contact Rating:2.4 A; Leaded Process Compatible:Yes; Mounting Type: PCB Surface Mount; Peak Reflow Compatible (260 C):Yes
SWITCH, SPNO SQUARE YELLOWSWITCH, SPNO SQUARE YELLOW; Switch function type:SPNO momentary; Voltage, contact DC max:48V; Temp, op. max:60(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:13mm; Length / Height,
KPT01F16-26P
Touch Key, Switch, Contact Resistance 100To 115 Milliohms, Number of Mechanical Ops. 1000000 Ops
SWITCH, METALLIC PUSH BUTTONSWITCH, METALLIC PUSH BUTTON; Switch function type:SPNO; Voltage, contact DC max:48V dc; Temp, op. max:60(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:19mm; Width, external:21.5mm;
SWITCH, PUSH PIEZO M16 NATURALSWITCH, PUSH PIEZO M16 NATURAL; Switch function type:SPNO; Voltage, contact AC max:42V; Voltage, contact DC max:60V; Temp, op. max:60(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:16mm;
Switches, Electronic; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Global Limit Switches Series GLL: Side Rotary, Fixed Length Lever with metal roller, 2NC Direct Opening Slow Action, 1/2 in conduit
Vandal Resistant Pushbutton Switch; Leaded Process Compatible:No; Mounting Type:Solder Lug; Peak Reflow Compatible (260 C):No; Switch Features: Pulse Actuation
Standoff; Spacing Height:0.25"; Spacer Style:Round; Spacer Material:Aluminum; Thread Size:#4; Body Diameter:0.25"; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
BOARD EVAL STM STR9 SERIES
BOARD EVAL STM STR71X SERIES
KPT01F16-8SF85
CAP 6.8UF 50V 10% TANT SMD-7343-31 TR-7-PL B-FAILURE
Han Coding System Bushing
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 			 Full text search : CAP 6.8UF 35V 10% TANT SMD-6032-28 TR-7-PL C-FAILURE 光学INTREMNETA ENCDES SUB-MINIATURE TOGGLE SWITCH 光学INTREMNETA ENCDES SWITCH, PCB PUSH IP67SWITCH, PCB PUSH IP67; Switch function type:NO; Voltage, contact AC max:30V ac; Voltage, contact DC max:42V dc; Temp, op. max:85(degree C); Temp, op. min:-40(degree C); Length / Height, external:4.8mm; Width, 光学INTREMNETA ENCDES Safety Sign; Legend:Caution Fire Door Keep Closed; External Height:10"; External Width:14"; Body Material:Plastic; Color:Yellow/Black RoHS Compliant: NA 光学INTREMNETA ENCDES CONN,HDR,.100,2 PIN 光学INTREMNETA ENCDES Grooved Taper Pin; For Use With:Han Connectors; Series:Han 光学INTREMNETA ENCDES Tactile Switch; Switch Operation:On-(On); Leaded Process Compatible:Yes; Mounting Type: PCB; Peak Reflow Compatible (260 C):Yes; Switch Features:Non-Illuminated 光学INTREMNETA ENCDES SWITCH, SPNO ROUNDGREENSWITCH, SPNO ROUNDGREEN; Switch function type:SPNO momentary; Voltage, contact DC max:48V; Temp, op. max:60(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:13mm; Length / Height, 光学INTREMNETA ENCDES SOLDER BAR 1.66LB SN96.5AG3CU0.5 光学INTREMNETA ENCDES CABLCASTR DARTS-4 PK 光学INTREMNETA ENCDES SM RES/0.1 OHM 1W 1% 2512 光学INTREMNETA ENCDES Pushbutton Switch,STRAIGHT,SPST,OFF-(ON),SURFACE MOUNTTerminal,PCB Hole Count:0 光学INTREMNETA ENCDES Pin Header; Number of Contacts:6; Pitch Spacing:10mm; Number of Rows:1; Gender:Header; Series:42820; Body Material:PA Polyamide (Nylon) 4/6; Color:Black; Connecting Termination:Thru-Hole; Contact Plating:Tin-Lead Over Nickel 光学INTREMNETA ENCDES RES CHP .02 1W 1% 光学INTREMNETA ENCDES screw down bolt 光学INTREMNETA ENCDES Standoff; Spacing Height:0.25&quot;; Spacer Style:Round; Spacer Material:Aluminum; Thread Size:#4; Body Diameter:0.25&quot;; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes 光学INTREMNETA ENCDES Vandal Resistant Pushbutton Switch; Circuitry:SPST; Contact Current Max:0.1A; Contact Rating:0.1A; Leaded Process Compatible:No; Mounting Type: Panel; Peak Reflow Compatible (260 C):No; Switch Features: Piezo Electric 光学INTREMNETA ENCDES OPTICAL INTREMNETA ENCDES 光学INTREMNETA ENCDES .25 OHM 75PPM PWR MT CAP 33UF 35V 10% TANT SMD-7343-43 TR-7-PL LOW-ESR B-FAILURE SURGE-TEST CAP 4.7UF 16V 10% TANT SMD-3528-21 TR-7-PL B-FAILURE CAP 22UF 35V 10% TANT SMD-7343-43 TR-7-PL LOW-ESR B-FAILURE SURGE-TEST CAP 1UF 50V 10% TANT SMD-6032-28 TR-7-PL B-FAILURE Vandal Resistant Pushbutton Switch; Actuator Diameter:27mm; Circuitry:SPST-NO; Switch Operation:Momentary; Contact Current Max:2.6A; Mounting Type: PCB; Switch Function:SPST-NO Vandal Resistant Pushbutton Switch; Actuator Diameter:16mm; Circuitry:SPST-NO; Contact Current Max:2.6A; Leaded Process Compatible:Yes; Mounting Type: PCB; Peak Reflow Compatible (260 C):Yes; Switch Function:SPST-NO CAP 4.7UF 50V 10% TANT SMD-7343-31 TR-7-PL C-FAILURE CAP 47UF 20V 10% TANT SMD-7343-31 TR-7-PL B-FAILURE Vandal Resistant Pushbutton Switch; Actuator Diameter:14mm; Circuitry:SPST-NO; Contact Current Max:125mA; Leaded Process Compatible:Yes; Mounting Type: PCB; Peak Reflow Compatible (260 C):Yes; Switch Function:SPST-NO Circular Connector; Body Material:Aluminum Alloy; Series:MS3110; Number of Contacts:30; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin SWITCH, SPNO SQUAREGREENSWITCH, SPNO SQUAREGREEN; Switch function type:SPNO momentary; Voltage, contact DC max:48V; Temp, op. max:60(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:13mm; Length / Height, SWITCH, PUSH PIEZO M16 NATURALSWITCH, PUSH PIEZO M16 NATURAL; Switch function type:SPNO; Voltage, contact AC max:42V; Voltage, contact DC max:60V; Temp, op. max:60(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:27mm; Tactile Switch; Switch Operation:On-(On); Leaded Process Compatible:Yes; Mounting Type: PCB; Peak Reflow Compatible (260 C):Yes; Switch Features:Short Actuator Circular Connector; MIL SPEC:MIL-C-5015 A/B/C; Body Material:Metal; Series:MS3107A; Number of Contacts:8; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Quick Disconnect Plug; Body Style:Straight SWITCH, SMD PUSH IP40SWITCH, SMD PUSH IP40; Switch function type:Momentary; Voltage, contact AC max:30V ac; Voltage, contact DC max:42V dc; Temp, op. max:85(degree C); Temp, op. min:-40(degree C); Length / Height, external:4.7mm; Tactile Switch; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes CAP 33UF 20V 10% TANT SMD-6032-28 TR-7-PL C-FAILURE Pushbutton Switch,STRAIGHT,SPST,OFF-(ON),PCTAIL, W/RETNNTerminal,PCB Hole Count:4 0.010 OHM 1% 2W SMD THICK FILM RESISTOR ELEVATED SOCKET STRIPS SWITCH, SPNO ROUND BLACKSWITCH, SPNO ROUND BLACK; Switch function type:SPNO momentary; Voltage, contact DC max:48V; Temp, op. max:60(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:13mm; Length / Height, SWITCH, PUSH PIEZO M16GREENSWITCH, PUSH PIEZO M16GREEN; Switch function type:SPNO; Voltage, contact AC max:42V; Voltage, contact DC max:60V; Temp, op. max:60(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:16mm; SEALED SUB-MINIATURE TOGGLE SWITCH SWITCH, PUSH PIEZO M27 RED; Switch function type:SPNO; Voltage, contact AC max:42V; Voltage, contact DC max:60V; Temperature, operating max:60 C; Temperature, operating min:-20 C; Diameter, panel cut-out:16mm; Colour:Red; Current, Power Distribution Unit; Snap-in mounting from front; solder terminals; protection class I; 7 IEC Outlets; Voltage Rating: 250 VAC; Current Rating: 10A; Metal Strip Resistor; Series:WSL; Resistance:0.36ohm; Resistance Tolerance: /- 1 %; Power Rating:0.5W; Temperature Coefficient: /-75 ppm; Package/Case:2010; Terminal Type:PCB Surface Mount; Leaded Process Compatible:Yes Tactile Switch; Operating Force Max:2.5N; Actuator Style:Button; Contact Current Max:2.4A; Contact Rating:2.4 A; Leaded Process Compatible:Yes; Mounting Type: PCB Surface Mount; Peak Reflow Compatible (260 C):Yes SWITCH, SPNO SQUARE YELLOWSWITCH, SPNO SQUARE YELLOW; Switch function type:SPNO momentary; Voltage, contact DC max:48V; Temp, op. max:60(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:13mm; Length / Height, KPT01F16-26P Touch Key, Switch, Contact Resistance 100To 115 Milliohms, Number of Mechanical Ops. 1000000 Ops SWITCH, METALLIC PUSH BUTTONSWITCH, METALLIC PUSH BUTTON; Switch function type:SPNO; Voltage, contact DC max:48V dc; Temp, op. max:60(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:19mm; Width, external:21.5mm; SWITCH, PUSH PIEZO M16 NATURALSWITCH, PUSH PIEZO M16 NATURAL; Switch function type:SPNO; Voltage, contact AC max:42V; Voltage, contact DC max:60V; Temp, op. max:60(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:16mm; Switches, Electronic; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes Global Limit Switches Series GLL: Side Rotary, Fixed Length Lever with metal roller, 2NC Direct Opening Slow Action, 1/2 in conduit Vandal Resistant Pushbutton Switch; Leaded Process Compatible:No; Mounting Type:Solder Lug; Peak Reflow Compatible (260 C):No; Switch Features: Pulse Actuation Standoff; Spacing Height:0.25"; Spacer Style:Round; Spacer Material:Aluminum; Thread Size:#4; Body Diameter:0.25"; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes BOARD EVAL STM STR9 SERIES BOARD EVAL STM STR71X SERIES KPT01F16-8SF85 CAP 6.8UF 50V 10% TANT SMD-7343-31 TR-7-PL B-FAILURE Han Coding System Bushing   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	IDT74FCT16260ATPA IDT74FCT16260ATPAB IDT74FCT16260	CAP 10UF 35V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-400 快速CMOS 12位的三端口总线交换
Tantalum Electrolytic Capacitor; Capacitance:10uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:25V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:0.4ohm; Dielectric Material:Tantalum; Features:Low ESR, Industrial Grade 快速CMOS 12位的三端口总线交换
CAP 10UF 35V 10% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-400 快速CMOS 12位的三端口总线交换
CAP 68UF 10V 20% TANT SMD-6032-28 TR-7-PL SN/PB5% LOWESR-300 快速CMOS 12位的三端口总线交换
CAP 2.2UF 50V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-1500 快速CMOS 12位的三端口总线交换
CAP 2.2UF 50V 10% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-1500
CAP 2.2UF 25V 20% TANT SMD-6032-28 TR-7-PL SN/PB5% LOWESR-2200
CAP 22UF 10V 10% TANT SMD-3528-12 TR-7-PL SN/PB5% LOWESR-6000
CAP 22UF 10V 10% TANT SMD-3528-12 TR-7-PL GOLD LOWESR-6000
CAP 22UF 6V 10% TANT SMD-3528-12 TR-7-PL SN100% LOWESR-3500 ROHS-GUARANTEED
CAP 680UF 4V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-150 ROHS-GUARANTEED
CAP 680UF 4V 10% TANT SMD-7343-31 TR-7-PL SN/PB5% LOWESR-150
CAP 68UF 20V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-200
CAP 68UF 20V 20% TANT SMD-7343-31 TR-7-PL SN/PB5% LOWESR-200
CAP 2.2UF 25V 10% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-2200
FAST CMOS 12-BIT TRI-PORT BUS EXCHANGER
	Integrated Device Technology, Inc.
IDT[Integrated Device Technology]

	15102E 15102X 15104X 15108S 15102P 15116P 15102S 1	CAP 6.8UF 35V 20% TANT SMD-7343-30 TR-7
CAP 4.7UF 25V 20% TANT SMD-3528-21 TR-7
SINGLE-CHIP 1 TO 16 MINUTES DURATION VOICE RECORD/PLAYBACK DEVICES WITH DIGITAL STORAGE CAPABILITY 单芯6分钟的语音记播放设备数字存储能力
SINGLE-CHIP 1 TO 16 MINUTES DURATION VOICE RECORD/PLAYBACK DEVICES WITH DIGITAL STORAGE CAPABILITY 单芯16分钟的语音记播放设备数字存储能力
	Winbond Electronics Corp
Winbond Electronics, Corp.

	HIF3H-16PA-2.54DS HIF3H-16PA-2.54DSA HIF3H-16PA-2.	OSCILLATORS 100PPM -40 85 3.3V 4 156.250MHZ TS HCMOS 5X7MM 4PAD SMD 2.54mm间距板对板连接器
16 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor 2.54mm间距板对板连接器
CAP 4.7UF 3V 20% TANT SMD-1005-07 TR-7-PA 2.54mm间距板对板连接器
2.54mm Pitch Board to Board Connector 2.54mm间距板对板连接器
CA-BAYONET 24#16
PQ27E  A   W/O TALITOS
BEAD
AUTO SS - SHELB
INTEGRATED HOST PROC
CANCA3106E36-10SBA176
CAP TANT 1.0UF 16V 10% 0603 SMD
CAP TANT 1.5UF 6.3V 20% 0603 SMD
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.

	LC372100PM LC372100PM-10LV LC372100PM-20LV LC37210	CAP 10UF 16V 10% TANT SMD-6032-28 TR 2迈可262144字8位）掩模ROM内部时钟硅门
CAP 10UF 16V 10% TANT SMD-6032-28 TR-13 2迈可262144字8位）掩模ROM内部时钟硅门
CAP 10UF 16V 20% TANT SMD-3528-21 TR-13 2迈可262144字8位）掩模ROM内部时钟硅门
2 MEG (262144 words x 8 bits) Mask ROM Internal Clocked Silicon Gate
	Sanyo Electric Co., Ltd.
Sanyo Electric Co.,Ltd.
SANYO[Sanyo Semicon Device]

	IDT74FCT162H272CTPA IDT74FCT162H272CTPAB IDT74FCT1	FAST CMOS 12-BIT SYNCHRONOUS BUS EXCHANGER FCT SERIES, 12-BIT EXCHANGER, TRUE OUTPUT, CDFP56
FAST CMOS 12-BIT SYNCHRONOUS BUS EXCHANGER FCT SERIES, 12-BIT EXCHANGER, TRUE OUTPUT, PDSO56
FAST CMOS 12-BIT SYNCHRONOUS BUS EXCHANGER 快速CMOS 12位同步总线交换
CAP 47UF 6V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-220
CAP 4.7UF 35V 20% TANT SMD-7343-31 TR-7-PL SN/PB5% LOWESR-700
	Integrated Device Technology, Inc.
IDT[Integrated Device Technology]

	TAJC107M006R TAJC107M010R TAJC226K025B TAJC226K025	CAP 100UF 6V 20% TANT SMD-6032-28 TR-7 CAPACITOR, TANTALUM, SOLID, POLARIZED, 6.3 V, 100 uF, SURFACE MOUNT, 2412
CAP 100UF 10V 20% TANT SMD-6032-28 TR-7 CAPACITOR, TANTALUM, SOLID, POLARIZED, 10 V, 100 uF, SURFACE MOUNT, 2412
CAPACITOR, TANTALUM, SOLID, POLARIZED, 25 V, 22 uF, SURFACE MOUNT, 2412 CHIP, LEAD FREE
CAP 10UF 50V 10% TANT SMD-7343-31 TR-7 GOLD CAPACITOR, TANTALUM, SOLID, POLARIZED, 50 V, 10 uF, SURFACE MOUNT, 2917
CAP 330UF 6V 10% TANT SMD-7343-31 TR-7 CAPACITOR, TANTALUM, SOLID, POLARIZED, 6.3 V, 330 uF, SURFACE MOUNT, 2917
	AVX, Corp.

	LT1575CN8-2.8 LT1577CS-ADJ/ADJ LT1575CS8-3.5 LT157	Ultrafast Transient Response, Low Dropout Regulators Adjustable and Fixed
CAP ELECT 22UF 35V HC SMD 3.3 V FIXED POSITIVE LDO REGULATOR, PDIP8
CAP 3.3UF 50V ELECT VS BI-POLAR 2.8 V FIXED POSITIVE LDO REGULATOR, PDSO8
Cap-Free, NMOS, 150mA Low Dropout Regulator with Reverse Current Protection
CAP ELECT 220UF 35V HC SMD
CAP 100UF 10V ELECT TG SMD
CAP 220UF 10V ELECT TG SMD
Circular Connector; MIL SPEC:MIL-DTL-38999 Series I; Body Material:Metal; Series:LJT; No. of Contacts:19; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight RoHS Compliant: No
CAP ELECT 47UF 25V HC SMD
	http://
Linear Technology, Corp.
固定正电压单路输出LDO稳压
Linear Technology Corporation

	MG10Q6ES51A 	CAP 68UF 35V 20% TANT SMD-7361-38 TR-7 N通道IGBT的（高PWER开关，发动机控制应用）
N CHANNEL IGBT (HIGH PWER SWITCHING, MOTOR CONTROL APPLICATIONS)
N CHANNEL IGBT (HIGH PWER SWITCHING / MOTOR CONTROL APPLICATIONS)
	Toshiba, Corp.
Toshiba Corporation
TOSHIBA[Toshiba Semiconductor]

	IDT74FCT16 IDT74FCT16374TPVB IDT74FCT16374TPV IDT7	FAST CMOS 16-BIT REGISTER (3-STATE)
CAP 10UF 6V 20% TANT SMD-2012-12 TR-7-PL SN100% LOWESR-6000
	IDT[Integrated Device Technology]
Integrated Device Technology, Inc.

	M7020R M7020R-066ZA1T M7020R-050ZA1T 	32K x 68-bit Entry NETWORK SEARCH ENGINE
CAP TANT 22UF 10V 20% POLY SMD 32K的68位进入网络搜索引
	ST Microelectronics
意法半导
STMicroelectronics N.V.

	NEZ6472-15B NEZ5258-4BD NEZ4450-8BD NEZ4450-8B NEZ	C-BAND POWER GAAS MESFET C波段功率GaAs MESFET
CAP 100UF 6V 20% TANT SMD-6032-28 TR-7
	NEC, Corp.
NEC Corp.
NEC[NEC]
http://
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