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			 Related Part Number
	
					PART	Description	Maker
	FF-1199-6B 	Operating Voltage: 125 / 250 v~ Operating Current (Max): 6.0 AMP
	JMK Inc.

	FF-1319-13C 	Operating Voltage = DC to 250 Vac Operating Current (Max)= 13A
	JMK Inc.

	ZA-1193-3C 	Operating Voltage: 60 Vdc Operating Current (max): 3 AMPERES
	JMK Inc.

	HH-1902-4B 	Operating Voltage= 50 Vdc Operating Current Max= 4.0 amp
	JMK Inc.

	KK-1222-32 	Operating voltage = 18 - 36 VDC Operating current (max) = 32 amperes
	JMK Inc.

	SLD323V-3 SLD323V SLD323V-1 SLD323V-2 SLD323V-21 S	Audio CODEC IC; IC Function:Audio CODEC IC; Package/Case:24-TSSOP; IC Generic Number:4270; Leaded Process Compatible:No; Number of Bits:24; Number of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C 1W的高功率密度激光二极管
Stereo CODEC IC; IC Function:Stereo CODEC IC; Package/Case:28-TSSOP; Leaded Process Compatible:No; Operating Temp. Max:-40 C; Operating Temp. Min:85 C; Peak Reflow Compatible (260 C):No; Supply Voltage:3.1V RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:24-TSSOP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:64-LQFP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:6; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
24BIT CODEC AUDIO, 4271, TSSOP28; Resolution, Bits:24bit; Sample Rate:192kHz; DACs, No. of:2; Interface Type:Serial; Output Type:Differential; Voltage, Supply Min:2.37V; Voltage, Supply Max:5.25V; Termination Type:SMD;
A/D Converter (A-D) IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
High Power Density 1W Laser Diode
	Sony, Corp.
SONY[Sony Corporation]

	24101 24100 24S101 24S100 24680 24220 24S6R8 2400 	IC CODEC SPKRPHONE 2CH 20-SOIC 1 ELEMENT, 15 uH, GENERAL PURPOSE INDUCTOR, SMD
Bobbin Wound Surface Mount Inductors 1 ELEMENT, 22 uH, GENERAL PURPOSE INDUCTOR, SMD
Receiver IC; Supply Voltage:5V; Package/Case:28-TSSOP; Frequency:192GHz; Leaded Process Compatible:No; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Peak Reflow Compatible (260 C):No; Supply Voltage Max:5V RoHS Compliant: Yes
Receiver IC; Supply Voltage:5V; Package/Case:28-SOIC; Frequency:192GHz; Leaded Process Compatible:No; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Peak Reflow Compatible (260 C):No; Supply Voltage Max:5V RoHS Compliant: Yes
:108GHz; Frequency Min:8GHz; Leaded Process Compatible:No; No. of Channels:2 RoHS Compliant: Yes
; Frequency Min:8GHz; Interface Type:Serial; Leaded Process Compatible:No RoHS Compliant: No
A/D Converter (A-D) IC; Resolution (Bits):24; Sample Rate:4000SPS; Input Channels Per ADC:2; Input Channel Type:Differential; Data Interface:Serial
Full Duplex Analog to Analog Spkrphone Codec -free
Transceiver IC; Transceiver Type:Digital Audio; Supply Voltage:5V; Package/Case:28-TSSOP; Frequency:96GHz; Leaded Process Compatible:Yes; No. of Receivers:1; Operating Temp. Max:85 C; Operating Temp. Min:-40 C RoHS Compliant: Yes
BobbinWoundSurfaceMountInductors
	C&D TECHNOLOGIES INC
C&DTechnologies
CANDD[C&D Technologies]

	CS4953XX08 CS495303-CVZ CS495303-DVZ CS495313-CQZ 	Audio DSP IC; Series:CS49500; DSP Type:Floating Point; Package/Case:144-LQFP; Leaded Process Compatible:Yes; MIPS:200; Operating Temp. Max:85 C; Operating Temp. Min:-40 C RoHS Compliant: Yes COLOR SIGNAL DECODER, PQFP144
Audio DSP IC; Series:CS49500; DSP Type:Floating Point; Supply Voltage Max:3.3V; Package/Case:144-LQFP; Leaded Process Compatible:Yes; MIPS:200; Operating Temp. Max:85 C; Operating Temp. Min:-40 C RoHS Compliant: Yes COLOR SIGNAL DECODER, PQFP128
32-bit Audio Decoder DSP Family
	CIRRUS LOGIC INC
Cirrus Logic, Inc.

	LL-1138-10 LL-1138-15 	Operating Voltage = 250/480 V~, 50 / 60 Hz Operating Voltage = 125/208 V~, 50 - 400 Hz
	JMK Inc.

	AT49LV010 AT49LV010- AT49LV010-12TI AT49LV010-12TC	RESISTOR, PTC, CAP CHARGE, 650VDC; Series:B5920; Thermistor type:PTC; Resistance:56R; Tolerance,  resistance: /-30%; Temp, op. max: 125(degree C); Voltage, operating:650V; Case style:Radial; Depth, external:12.5mm; Diameter, RoHS Compliant: Yes
THERMISTOR, PTC; Series:B59155; Thermistor type:PTC; Resistance:100R; Temp, op. max:180(degree C); Voltage, operating:30V; Diameter, body:4mm; Length / Height, external:14mm; Length, lead:500mm; Resistance at temperature:100R; RoHS Compliant: Yes
THERMISTOR, PTC; Series:B591; Thermistor type:PTC; Resistance:100R; Temp, op. max:180(degree C); Voltage, operating:30V; Diameter, body:4mm; Length / Height, external:14mm; Length, lead:500mm; Resistance at temperature:100R; RoHS Compliant: Yes
1-Megabit 128K x 8 Single 2.7-volt Battery-Voltage Flash Memory 128K X 8 FLASH 3V PROM, 55 ns, PDSO32
LM431 Adjustable Precision Zener Shunt Regulator; Package: TO-92; No of Pins: 3 128K X 8 FLASH 2.7V PROM, 150 ns, PDSO32
	ATMEL[ATMEL Corporation]
Atmel Corp.
Atmel, Corp.

	X2784AG-08TT I2781A-08SR I2781A-08ST I2781A-08TR I	PS MEDICAL SWITCHER 15V .73A 156 MHz, OTHER CLOCK GENERATOR, PDSO8
General Purpose EMI Reduction IC 156 MHz, OTHER CLOCK GENERATOR, PDSO8
General Purpose EMI Reduction IC 312 MHz, OTHER CLOCK GENERATOR, PDSO8
General Purpose EMI Reduction IC 78 MHz, OTHER CLOCK GENERATOR, PDSO8
PS LINEAR DUAL 5V@6A 9-15@2.5A
ICs for Inductive Proximity Switches; Package: P-DSO-14; VCC (min): 5.0 V; VCC (max): 30.0 V; ICC (max): 0.9 mA; IQ (max): 50.0 mA; Operating Temperature (min): -25.0 degC;
ICs for Inductive Proximity Switches; VCC (min): 5.0 V; VCC (max): 30.0 V; ICC (max): 0.9 mA; IQ (max): 50.0 mA; Operating Temperature (min): -25.0 degC;
ICs for Inductive Proximity Switches; Package: P-DSO-8; VCC (min): 5.0 V; VCC (max): 30.0 V; ICC (max): 1.0 mA; IQ (max): 50.0 mA; Operating Temperature (min): -25.0 degC;
ICs for Inductive Proximity Switches; Package: P-DSO-8; VCC (min): 5.0 V; VCC (max): 30.0 V; ICC (max): 1.0 mA; IQ (max): 50.0 mA; Operating Temperature (min): -25.0 degC;
	Alliance Semiconductor ...
Alliance Semiconductor, Corp.
ALSC[Alliance Semiconductor Corporation]
http://
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