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			 Related Part Number
	
					PART	Description	Maker
	PC3-5-5 PC3-12-3.3 PC3-5-3.3 PC3-5-12 PC1R5-24-5 P	   Single output DC-DC converter 1.5W ~ 6W
Single Dual output DC-DC converter 1.5W ~ 25W
Single/ Dual output DC-DC converter 1.5W ~ 25W
LED Panel Indicator; LED Color:Green; Luminous Intensity:300foot lambert; Forward Current:8.5mA; Forward Voltage:125V; Operating Temperature Range:-25 C to  85 C; Color:Green; Leaded Process Compatible:No RoHS Compliant: No
LED Panel Indicator; LED Color:Red; Luminous Intensity:1500foot lambert; Forward Current:40mA; Forward Voltage:24V; Operating Temperature Range:-25 C to  85 C; Color:Red; Leaded Process Compatible:No RoHS Compliant: No
OSC 5V 8PIN CMOS
Single, Dual output DC-DC converter 1.5W ~ 25W 单，双输DC - DC转换.5W25
Single, Dual output DC-DC converter 1.5W ~ 25W 单，双输DC - DC转换1.5W25
MICRO 31 P 30" RBW JACKS 单，双输出DC - DC转换.5W25
Single, Dual output DC-DC converter 1.5W ~ 25W 单，双输出DC - DC转换.5W25
Single output DC-DC converter 1.5W ~ 6W 单输出DC - DC转换1.5W6W
Single output DC-DC converter 1.5W ~ 6W 单输出DC - DC转换.5W6W
Single, Dual output DC-DC converter 1.5W ~ 25W 单，双输出DC - DC转换1.5W25
MICRO 31 PIN 36" RBW
	LAMBDA[DENSEI-LAMBDA]
Struthers-Dunn
Advanced Analogic Technologies, Inc.
Ecliptek, Corp.
NXP Semiconductors N.V.
Micrel Semiconductor, Inc.
TE Connectivity, Ltd.

	UWR-121250-D24A UWR-151000-D48A UWR-1.56000-D48A U	12V  9-15W, single output DC/DC converter
15V  9-15W, single output DC/DC converter
1.5V  9-15W, single output DC/DC converter
	Datel

	UWR-121650-D48A UWR-151300-D48A UWR-121650-D12A 	12V  14-20W, single output DC/DC converter
15V  14-20W, single output DC/DC converter
	Datel

	P4KE11 P4KE10 P4KE100 P4KE100A P4KE20 P4KE20C P4KE	Reverse stand-off voltage: 138.00V transient voltage suppressor
16-Bit, Ultralow Glitch, Voltage Output, Digital to Analog Converter 8-MSOP -40 to 105
Low Power, Rail-to-Rail Output, 16-Bit, Serial Input Digital-to-Analog Converter 8-MSOP -40 to 105
14-Bit, Single Channel, Parallel Interface, Multiplying Digital-to-Analog Converter 28-SSOP -40 to 85
Single Output LDO, 750mA, Fixed(2.5V), Fast Transient Response,  SVS 8-SOIC -40 to 125
8-bit, Quad, Digital-to-Analog Converter with I<sup>2</sup>C interface 10-MSOP -40 to 85 400W瞬态BOLTAGE抑制
400W TRANSIENT BOLTAGE SUPPRESSORS 400W瞬态BOLTAGE抑制
	WTE[Won-Top Electronics]
Won-Top Electronics Co., Ltd.

	HEC100-48S3P3 HEC100-48S3P3-K HEC100-48S3P3-L HEC1	Input range:36-75 VDC;output voltage:3.3 VDC; output current:25 A;input current:2.022 A; 100 W  single output DC-DC converter
Input range:36-75 VDC;output voltage:5/2.5 VDC; output current:20/25 A;input current:2.45 A; 100 W  dual output DC-DC converter
Input range:36-75 VDC;output voltage:2.5 VDC; output current:25 A;input current:1.608 A; 100 W  single output DC-DC converter
Input range:36-75 VDC;output voltage:1.8 VDC; output current:25 A;input current:1.157 A; 100 W  single output DC-DC converter
	Power Mate Technology

	VEFT1-S3.3-S3.3-SMT VEFT1-S3.3-S5-SMT VEFT1-S5-S9-	1-OUTPUT 1 W DC-DC UNREG PWR SUPPLY MODULE
single output series dc-dc converter
	CUI INC,

	POLS16-05T-P POLS16-05TA-P 	16A Output Current Rating DC/DC Open Frame Power Converter Single Output
	Wall Industries,Inc.

	WPN30R48S15 WPN30R WPN30R48S03 WPN30R48S05 WPN30R4	30 WATT SINGLE OUTPUT HALF BRICK DC/DC CONVERTER 1-OUTPUT 30 W DC-DC REG PWR SUPPLY MODULE
	CANDD[C&D Technologies]

	RA-XX3.3D RA-XX3.3S RA-XX1.8D RA-XX1.8S RA-XX09D R	1W DC/DC converter with 1.8V input,  -12/ -42mA output, 2kV isolation
RA Series 1 Watt DIP14 (Single & Dual Output)
	RECOM[Recom International Power]

	QEB100-48S05-K QEB100-48S1P8-L 	Input range:36-75 VDC;output voltage:5 VDC; output current:20 A; 100 W single output DC-DC converter
Input range:36-75 VDC;output voltage:1.8 VDC; output current:30 A; 100 W single output DC-DC converter
	Power Mate Technology

	5962-05238 5962-05240 5962-05241 5962-05242 5962-0	30W Total Output Power 28 Vin  1.5 Vout Single DC-DC Radiation Hardened Converter in a LS Package. DLA Number 5962-05238
30W Total Output Power 28 Vin  5 Vout Single DC-DC Radiation Hardened Converter in a LS Package. DLA Number 5962-05240
30W Total Output Power 28 Vin  /-12 Vout Dual DC-DC Radiation Hardened Converter in a LS Package. DLA Number 5962-05241
30W Total Output Power 28 Vin  /-15 Vout Dual DC-DC Radiation Hardened Converter in a LS Package. DLA Number 5962-05242
30W Total Output Power 28 Vin  12 Vout Single DC-DC Radiation Hardened Converter in a LS Package. DLA Number 5962-06241
30W Total Output Power 28 Vin  2.5 Vout Single DC-DC Radiation Hardened Converter in a LS Package.
	International Rectifier

	WRB2412MT-3W WRB2403MT-3W WRB4803MT-3W WRB2424MT-3	SINGLE OUTPUT , DC-DC CONVERTER
	MORNSUN Science& Technology Ltd.
MORNSUN Science& Techno...
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