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			516D105M100JL6A - CAP 4.7UF 20V 20% TANT SMD-3528-21 TR-13 铝电容器85℃，微型，轴向引 Aluminum Capacitors   85C, Miniature, Axial Lead 铝电容器85℃，微型，轴向引 CAP 33PF 100V 10% X7R AXIAL TR-14 CAP 39PF 100V 10% X7R AXIAL TR-14 IND 15.0UH 5% THIN-FILM SMD-0805 TR-7 NI/SN-PB RF Pressure Transducer, Series 19 mm, Compensated, Pressure Range: 0 psi to 100 psi, Absolute, Cell with body o-ring, 10 Vdc excitation IND 10.0UH 5% THIN-FILM SMD-0805 TR-7 NI/SN-PB RF IND 5.6UH 0.2UH THIN-FILM SMD-0603 TR-7 NI/SN-PB RF IND 1.2UH 0.2UH THIN-FILM SMD-0805 TR-7 NI/SN-PB RF CAP 0.022UF 16V 10% X7R SMD-0402 TR-7 5%-MIN-PB CAP 4.7UF 35V 20% TANT RAD.10 TR-14 Aluminum Capacitors   85 °C,
Miniature, Radial Lead; 
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	Description	CAP 4.7UF 20V 20% TANT SMD-3528-21 TR-13 铝电容器85℃，微型，轴向引 
 Aluminum Capacitors   85C, Miniature, Axial Lead 铝电容器85℃，微型，轴向引
CAP 33PF 100V 10% X7R AXIAL TR-14
CAP 39PF 100V 10% X7R AXIAL TR-14
IND 15.0UH 5% THIN-FILM SMD-0805 TR-7 NI/SN-PB RF
Pressure Transducer, Series 19 mm, Compensated, Pressure Range: 0 psi to 100 psi, Absolute, Cell with body o-ring, 10 Vdc excitation
IND 10.0UH 5% THIN-FILM SMD-0805 TR-7 NI/SN-PB RF
IND 5.6UH 0.2UH THIN-FILM SMD-0603 TR-7 NI/SN-PB RF
IND 1.2UH 0.2UH THIN-FILM SMD-0805 TR-7 NI/SN-PB RF
CAP 0.022UF 16V 10% X7R SMD-0402 TR-7 5%-MIN-PB
CAP 4.7UF 35V 20% TANT RAD.10 TR-14
Aluminum Capacitors   85 °C,
Miniature, Radial Lead;
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 			 Full text search : CAP 4.7UF 20V 20% TANT SMD-3528-21 TR-13 铝电容器85℃，微型，轴向引 Aluminum Capacitors   85C, Miniature, Axial Lead 铝电容器85℃，微型，轴向引 CAP 33PF 100V 10% X7R AXIAL TR-14 CAP 39PF 100V 10% X7R AXIAL TR-14 IND 15.0UH 5% THIN-FILM SMD-0805 TR-7 NI/SN-PB RF Pressure Transducer, Series 19 mm, Compensated, Pressure Range: 0 psi to 100 psi, Absolute, Cell with body o-ring, 10 Vdc excitation IND 10.0UH 5% THIN-FILM SMD-0805 TR-7 NI/SN-PB RF IND 5.6UH 0.2UH THIN-FILM SMD-0603 TR-7 NI/SN-PB RF IND 1.2UH 0.2UH THIN-FILM SMD-0805 TR-7 NI/SN-PB RF CAP 0.022UF 16V 10% X7R SMD-0402 TR-7 5%-MIN-PB CAP 4.7UF 35V 20% TANT RAD.10 TR-14 Aluminum Capacitors   85 °C,
Miniature, Radial Lead;   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	DSPIC30F6013CT-30E_W DSPIC30F6011BT-20E/PF DSPIC30	CAP 100UF 4V 10% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-200 高性能数字信号控制
DIO ZMM5230B LITEON T/R 1 高性能数字信号控制
High Voltage Chip Divider 高电压芯片分压器
CAP 10UF 10V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-600
CAP 100UF 6V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-300
CAP 100UF 4V 20% TANT SMD-6032-28 TR-7-PL SN/PB5% LOWESR-200
CAP 10UF 35V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-1200
CAP 100UF 10V 10% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-200
CAP 10UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-600
CAP 100UF 4V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-200
CAP 10UF 25V 10% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-600
CAP 10UF 20V 10% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-500
6.0V, 5% AT 20MA, 500MW, ZENER LL5233B,  LL-34
DIODE, ZNR DIODE VZ=5.6V
DIODE ZENER 6.2V 0.5W 5% IZT=20MA DO-2
CAP 10UF 16V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-600
SWITCH,20A,3P,HAND-AUTO,FLUSH MTGSWITCH,20A,3P,HAND-AUTO,FLUSH MTG; Poles, No. of:3; Current rating:20A
GT 10C 10#16 SKT RECP BOX RM
CAP 10UF 20V 10% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-500
CAP 100UF 6V 10% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-300
CAP 100UF 4V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-200
CAP 100UF 6V 20% TANT SMD-6032-28 TR-7-PL SN/PB5% LOWESR-300
DUMB TERM ADAPT DB25M DTEFOR ADV CONSOLE SERVERS
High Performance Digital Signal Controllers
	Microchip Technology, Inc.
Microchip Technology Inc.

	IDT74FCT16260ATPA IDT74FCT16260ATPAB IDT74FCT16260	CAP 10UF 35V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-400 快速CMOS 12位的三端口总线交换
Tantalum Electrolytic Capacitor; Capacitance:10uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:25V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:0.4ohm; Dielectric Material:Tantalum; Features:Low ESR, Industrial Grade 快速CMOS 12位的三端口总线交换
CAP 10UF 35V 10% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-400 快速CMOS 12位的三端口总线交换
CAP 68UF 10V 20% TANT SMD-6032-28 TR-7-PL SN/PB5% LOWESR-300 快速CMOS 12位的三端口总线交换
CAP 2.2UF 50V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-1500 快速CMOS 12位的三端口总线交换
CAP 2.2UF 50V 10% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-1500
CAP 2.2UF 25V 20% TANT SMD-6032-28 TR-7-PL SN/PB5% LOWESR-2200
CAP 22UF 10V 10% TANT SMD-3528-12 TR-7-PL SN/PB5% LOWESR-6000
CAP 22UF 10V 10% TANT SMD-3528-12 TR-7-PL GOLD LOWESR-6000
CAP 22UF 6V 10% TANT SMD-3528-12 TR-7-PL SN100% LOWESR-3500 ROHS-GUARANTEED
CAP 680UF 4V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-150 ROHS-GUARANTEED
CAP 680UF 4V 10% TANT SMD-7343-31 TR-7-PL SN/PB5% LOWESR-150
CAP 68UF 20V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-200
CAP 68UF 20V 20% TANT SMD-7343-31 TR-7-PL SN/PB5% LOWESR-200
CAP 2.2UF 25V 10% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-2200
FAST CMOS 12-BIT TRI-PORT BUS EXCHANGER
	Integrated Device Technology, Inc.
IDT[Integrated Device Technology]

	TAJR475M010R 	CAP 4.7UF 4V 10V TANT SMD-2012-12 TR-7 CAPACITOR, TANTALUM, SOLID, POLARIZED, 10 V, 4.7 uF, SURFACE MOUNT, 0805
	AVX, Corp.

	H_MS08A18-10S-DT10D H/MSA3057A18-10SZ-C H/MSA3057B	CAP 150UF 10V 20% TANT SMD-7343-31 TR-13
CAP 22UF 25V 10% TANT SMD-7343-31 TR
CAP 47UF 16V 10% TANT SMD-6032-28 TR-13
40 Characters x 1 Lines, 5x7 Dot Matrix Character and Cursor
CAP 150UF 16V 20% TANT SMD-7343-31 TR-13
CAP, 22UF 16V TANT TE SERIES, EIA7343 D-CASE
CAP 47UF 16V 10% TANT SMD-6032-28 TR-7
KPT 26C 26#20 PIN RECP
KPT 41C 27#41 14#16 SKT RECP
KPT 8C 8#16 PIN PLUG
MS type Lower Profile Plug(Circular connector conforming to MIL-C-5015) 质谱类型低调插头（圆形连接器符合与MIL - C - 5015
Quiet Series Quad 2-Input NAND Gate 质谱类型低调插头（圆形连接器符合与MIL - C - 5015
24 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor 24字符X2行，5X7点矩阵字符和光标
40 characters x 2 Lines, 5x7 Dot Matric Character and Cursor 质谱类型低调插头（圆形连接器符合与MIL - C - 5015
   MS type Lower Profile Plug(Circular connector conforming to MIL-C-5015)
	Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.

	PSD4135F1V-B-12B81 PSD4135G1V-A-12B81 PSD4135F1-C-	Tantalum Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:35V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496
CAP 6.8UF 10V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 68UF 4V 20% TANT SMD-3216-18 TR-13-PL GOLD
Tantalum Electrolytic Capacitor; Capacitance:680uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:4V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.03ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
CAP 47UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 100UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 5600PF 50V 2% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
CAP 0.33UF 35V 10% TANT SMD-3216-18 TR-7-PL GOLD
Tantalum Capacitor; Capacitance:6.8uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:3062-28; Terminal Type:PCB SMT; ESR:2ohm; Leaded Process Compatible:Yes; Operating Temp. Max:85 C
4M X 1 FLASH, 52 I/O, PIA-GENERAL PURPOSE, PQFP80
CAP 6.8UF 35V 10% TANT SOLID FUSED SMD-7343-31 BULK
CAP 3300PF 50V 10% NP0(C0G) SMD-1808 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制
CAP 0.1UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 10UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED Flash在系统可编程外设6位微控制
CAP 1.5UF 10V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
Segmented Alphanumeric LED; Display Technology:LED; No. of Digits/Alpha:1; Body Material:GaP; LED Color:Green; Leaded Process Compatible:Yes; Luminous Intensity:3.3mcd RoHS Compliant: Yes Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:680uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:6.3V; Package/Case:7260-38; Terminal Type:PCB SMT; ESR:0.03ohm; Leaded Process Compatible:Yes Flash在系统可编程外设6位微控制
Tantalum Capacitor; Capacitance:15uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:35V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.9ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496 Flash在系统可编程外设6位微控制
MMS5Z5240B, ZENER, 10V, 1/2W Flash在系统可编程外设16位微控制
Tantalum Electrolytic Capacitor; Capacitance:100uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:7343-20; Terminal Type:PCB SMT; ESR:0.0045ohm; Operating Temp. Max:105 C; Operating Temp. Min:-55 C Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:68uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:7343-20; Terminal Type:PCB SMT; ESR:0.006ohm; Dielectric Material:Tantalum; Operating Temp. Max:105 C Flash在系统可编程外设6位微控制
CAP 0.33UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP,CHIP,TANT,POLYME 470 UF,20%,4V Flash在系统可编程外设6位微控制
High Speed CMOS Logic 3-to-8 Line Decoder/Demultiplexer with Address Latches 16-SOIC -55 to 125 Flash在系统可编程外设6位微控制
CAP 15UF 10V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制
Segmented Alphanumeric LED; Display Technology:LED; No. of Digits/Alpha:1; Body Material:GaAsP/GaP; LED Color:Red; Leaded Process Compatible:Yes; Luminous Intensity:3.8mcd RoHS Compliant: Yes Flash在系统可编程外设6位微控制
CAP 3.3UF 6.3V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制
Tantalum Capacitor; Voltage Rating:4VDC; Capacitance:330uF; Capacitance Tolerance: 20%; ESR:0.0025ohm; Package/Case:7343-20; Series:T520; Termination:SMD; Working Voltage, DC:4V Flash在系统可编程外设6位微控制
CAP 47UF 6.3V 20% TANT SMD-3216-18 TR-7-PL GOLD Flash在系统可编程外设6位微控制
CAP 3.3UF 4V 20% TANT SMD-3216-18 TR-7-PL GOLD Flash在系统可编程外设6位微控制
CAP 1UF 25V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 1UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 47UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0550 Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:680uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:4V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.03ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes Flash在系统可编程外设6位微控制
High Speed CMOS Logic 3-to-8 Line Decoder/Demultiplexer Inverting and Non-Inverting 16-PDIP -55 to 125 Flash在系统可编程外设6位微控制
CAP 100UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 47UF 4V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设16位微控制
CAP 6800PF 50V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:150uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6V; Package/Case:7343-20; Terminal Type:PCB SMT; ESR:0.0025ohm; Dielectric Material:Tantalum; Packaging:Cut Tape; Series:T520 Flash在系统可编程外设6位微控制
Tantalum Capacitor; Capacitance:6.8uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:20V; Package/Case:3062-28; Terminal Type:PCB SMT; ESR:2ohm; Leaded Process Compatible:Yes; Operating Temp. Max:85 C Flash在系统可编程外设16位微控制
CAP 4.7UF 4V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制
CAP 4.7UF 20V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制
CAP 4.7UF 25V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 1UF 16V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 82PF 100V 5% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制
Current Mode PWM Controller 8-PDIP 0 to 70 Flash在系统可编程外设6位微控制
CAP 10UF 4V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制
CAP 10UF 4V 20% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制
CAP 1UF 16V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制
CAP 10UF 16V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设16位微控制
DIODE SCHOTTKY SINGLE 30V 200mW 0.39V-vf 15mA-IFM 1mA-IF 0.2uA-IR SOD-323 3K/REEL Flash在系统可编程外设16位微控制
CAP 3.3UF 16V 10% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制
CAP 4.7UF 10V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 0.47UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:330uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:4V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:0.0045ohm; Dielectric Material:Tantalum; Packaging:Cut Tape; Series:T520 Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:470uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.004ohm; Dielectric Material:Tantalum; Leaded Process Compatible:No Flash在系统可编程外设6位微控制
CAP 10PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制
Flash In-System-Programmable Peripherals for 16-Bit MCUs Flash在系统可编程外设6位微控制
CAP 1UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100% SPECIAL-PKG Flash在系统可编程外设6位微控制
CAP 0.1UF 35V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 0.1UF 35V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制
CAP 22UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 4.7UF 35V 20% TANT SOLID FUSED SMD-7343-31 BULK Flash在系统可编程外设6位微控制
CAP 68UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 22UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 0.15UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
Flash In-System-Programmable Peripherals for 16-Bit MCUs Flash在系统可编程外设16位微控制
CAP 15UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 15UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 10UF 4V 10% TANT SMD-3216-18 TR-7-PL GOLD Flash在系统可编程外设6位微控制
CAP 4700PF 100V 5% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制
CAP 10UF 10V 20% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制
CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL GOLD
CAP 2.2UF 20V 10% TANT SMD-3216-18 TR-7-PL SN100%
CAP 4.7UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 4.7UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 6.8PF 50V 10% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
CAP 10UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 4700PF 100V 10% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
Tantalum Capacitor; Capacitance:33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:20V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.9ohm; Leaded Process Compatible:Yes; Operating Temp. Max:85 C
LCD Display Panel; Signal Input Type:Digital 6-bit interface; Display Technology:LCD; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Voltage:3.3V RoHS Compliant: No
CAP 0.033UF 50V 5% NP0(C0G) SMD-2225 TR-7-PL SN-NIBAR
CAP 100UF 4V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 4.7UF 4V 10% TANT SMD-3216-18 TR-7-PL SN/PB5%
CAP 2.2UF 10V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 0.01UF 50V 2% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR
CAP 1000PF 100V 10% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR
CAP 1000PF 100V 5% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR
CAP 6.8UF 20V 10% TANT SMD-3216-18 TR-7-PL SN/PB5%
CAP 0.47UF 25V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 0.033UF 50V 1% NP0(C0G) SMD-2225 TR-7-PL SN-NIBAR
CAP 0.68UF 25V 10% TANT SMD-3216-18 TR-7-PL SN100%
CAP 3.3UF 10V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 15UF 10V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 15UF 4V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 15UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED
CAP 1UF 25V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 1UF 25V 10% TANT SMD-3216-18 TR-13-PL GOLD
Tantalum Capacitor; Capacitance:47uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:16V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:0.8ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496
Tantalum Capacitor; Capacitance:33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:16V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496
CAP 1.5UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100%
100V 100kRad Hi-Rel Single N-Channel TID Hardened MOSFET in a Low Ohmic TO-257AA package. Also available with 300kRad Total Dose Rating.; A IRHYS67130CM with Standard Packaging
CAP 1000UF 4V 20% TANT SMD-7260-38 TR-7-PL SN100% LOWESR-0180
CAP 0.027UF 50V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
Current Mode PWM Controller 16-CDIP 0 to 70
Tantalum Electrolytic Capacitor; Capacitance:33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6.3V; Package/Case:3528-21; Terminal Type:PCB SMT; ESR:0.004ohm; Dielectric Material:Tantalum; Operating Temp. Max:105 C
Current Mode PWM Controller 16-SOIC 0 to 70
Current Mode PWM Controller 20-PLCC 0 to 70
CAP 1.5UF 25V 20% TANT SMD-3216-18 TR-7-PL SN/PB5%
CAP 3.3UF 10V 10% TANT SMD-3216-18 TR-7-PL SN100%
CAP 3.3UF 10V 10% TANT SMD-3216-18 TR-7-PL GOLD
130V 100kRad Hi-Rel Single N-Channel SEE Hardened MOSFET in a TO-254AA package; IRHMS57163SE JANS Certified Part Number
CAPS,TA-P,V,150.000 UF,4.000V, /- 20%
CAP 4700PF 50V 5% NP0(C0G) SMD-1808 TR-7-PL SN-NIBAR
Header; No. of Contacts:80; Pitch Spacing:2.54mm; No. of Rows:2; Series:C-Grid III; Connector Body Material:Polyester; Mounting Type:PC Board; Terminal Type:Straight Pin RoHS Compliant: Yes
CAP 0.012UF 100V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
CAP 1500PF 50V 5% NP0(C0G) SMD-1808 TR-7-PL SN-NIBAR
CAP 470PF 200V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
CAP 3900PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
CAP 8200PF 25V 5% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
CAP 2700PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
CAP 2200PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
Ceramic Multilayer Capacitor; Capacitor Type:General Purpose; Capacitance:3300pF; Capacitance Tolerance: /- 5%; Voltage Rating:50VDC; Capacitor Dielectric Material:Multilayer Ceramic; Package/Case:1210; Termination:SMD RoHS Compliant: Yes
LCD Display Panel; Signal Input Type:Digital 6/8-bit interface; Display Technology:LCD; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Voltage:3.3V RoHS Compliant: No
CAP 330UF 6V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0450
LCD Module; Leaded Process Compatible:Yes RoHS Compliant: Yes
CAP 47UF 16V 10% TANT SOLID FUSED SMD-7343-43 BULK
CAP 10UF 25V 10% TANT SOLID FUSED SMD-7343-31 BULK
CAP, TANT 2.2MF 16V 10% SMD
CAP 2.2UF 6.3V 10% TANT SMD-3216-18 TR-7-PL GOLD
CAP 2.2UF 16V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 0.22UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 2.2UF 16V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 0.22UF 35V 10% TANT SMD-3216-18 TR-7-PL GOLD
CAP 0.01UF 50V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
Tantalum Electrolytic Capacitor; Capacitance:470uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.03ohm; Mounting Type:Surface Mount; Operating Temp. Max:85 C
LCD Module; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
CAP 0.01UF 100V 10% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
CAP 820PF 50V 1% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
CAP 820PF 100V 10% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
CAP 5600PF 100V 1% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
; Signal Input Type:LVDS 6-Bit Interface; Display Technology:LCD
CAP 0.015UF 50V 1% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
CAP CERAMIC 9.1PF 50V NP0 1206
Tantalum Capacitor; Capacitance:47uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496
CAP 0.018UF 100V 1% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
CAP 6800PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
Tantalum Electrolytic Capacitor; Capacitance:10uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:25V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1.2ohm; Features:Fail-Safe Fused; Mounting Type:Surface Mount
CAP 470UF 4V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0400
CAP 100UF 4V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 15UF 4V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 15UF 6.3V 10% TANT SMD-3216-18 TR-13-PL GOLD
CAP 0.01UF 50V 20% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR
CAP 0.47UF 25V 10% TANT SMD-3216-18 TR-13-PL GOLD
CAP 3.3UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED
CAP 3.3UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED
CAP 0.47UF 35V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 0.47UF 25V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 3.3UF 16V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 0.47UF 35V 10% TANT SMD-3216-18 TR-7-PL SN100%
CAP 4.7UF 6.3V 10% TANT SMD-3216-18 TR-13-PL GOLD
CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 4.7UF 6.3V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 4.7UF 4V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 3.3UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 22UF 10V 10% TANT SMD-3216-18 TR-7-PL GOLD
CAP 2.2UF 35V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 6800PF 100V 10% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR
Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:35V; Package/Case:3216-18; Terminal Type:PCB SMT; ESR:15ohm; Dielectric Material:Tantalum; Leaded Process Compatible:No
CAP 2.2UF 10V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 68UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 68UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 6.8UF 4V 10% TANT SMD-3216-18 TR-7-PL GOLD
CAP 0.68UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 0.68UF 35V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 0.68UF 25V 20% TANT SMD-3216-18 TR-7-PL SN/PB5%
CAP 0.68UF 20V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 0.68UF 20V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 0.68UF 20V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 0.68UF 35V 10% TANT SMD-3216-18 TR-13-PL GOLD
MM5Z5245BT1, ZENER, 15V, 1/2W
DIODE ZENER SINGLE 500mW 13Vz 9.5mA-Izt 0.05 0.5uA-Ir 9.9 SOD-123 3K/REEL
CAP 47UF 4V 10% TANT SMD-3216-18 TR-7-PL GOLD
CAP 4.7UF 25V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP,Ceramic,6.8nF,50VDC,1-% Tol,1 % Tol,C0G-TC Code,-30,30ppm-TC RoHS Compliant: Yes
High Speed CMOS Logic Dual 2-to-4 Line Decoders/Demultiplexers 16-SOIC -55 to 125
High Speed CMOS Logic 3-to-8 Line Decoder/Demultiplexer Inverting and Non-Inverting 16-SOIC -55 to 125
Tantalum Electrolytic Capacitor; Capacitance:330uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:4V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:0.0015ohm; Dielectric Material:Tantalum; Packaging:Cut Tape; Series:T520
	STMicroelectronics N.V.
意法半导

	IDT54FCT162952CTEB IDT74FCT162952BTPV IDT73720 IDT	CAP 6.8UF 20V 20% TANT SMD-6032-15 TR-7-PL SN/PB5% LOWESR-1400 FCT SERIES, DUAL 8-BIT REGISTERED TRANSCEIVER, TRUE OUTPUT, PDSO56
16-BIT TRI-PORT BUS EXCHANGER
	Integrated Device Technology, Inc.
IDT[Integrated Device Technology]

	IDT74FCT652T IDT74FCT646ATP IDT74FCT652ATSO IDT74F	   FAST CMOS OCTAL TRANSCEIVER/ REGISTERS (3-STATE)
FAST CMOS OCTAL TRANSCEIVER/ REGISTERS (3-STATE) FCT SERIES, 8-BIT REGISTERED TRANSCEIVER, TRUE OUTPUT, CDIP24
FAST CMOS OCTAL TRANSCEIVER/ REGISTERS (3-STATE) 快速CMOS八端口收发器/寄存器（3态）
CAP 4.7UF 10V  80-20% Y5V SMD-1206 TR-7-PL SN-NIBAR 快速CMOS八端口收发器/寄存器（3态）
CAP 2.2UF 10V 10% X7R SMD-0805 TR-7-PL SNPB-NIBAR 快速CMOS八端口收发器/寄存器（3态）
CAP 2.2UF 25V 20% X7R SMD-1210 TR-7-PL SN-NIBAR 快CMOS八端口收发器/寄存器（3态）
CAP 4.7UF 16V  80-20% Y5V SMD-1210 TR-7-PL SN-NIBAR 快CMOS八端口收发器/寄存器（3态）
CAP 0.1UF 25V 5% X7R SMD-0603 TR-7-PA SNPB-NIBAR 快速CMOS八端口收发器/寄存器（3态）
CAP 0.33UF 25V  80-20% Y5V SMD-1206 TR-7-PL SN-NIBAR
CAP 0.22UF 100V 20% Z5U SMD-1825 TR-7-PL SN-NIBAR
CONNECTOR ACCESSORY
; ESR:26ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
	Integrated Device Technology, Inc.
IDT[Integrated Device Technology]
Integrated Device Techn...

	TS39152CM5 TS39152CZ550 TS39151 TS39151CM5 TS39151	1.5A Ultra Low Dropout Positive Voltage Regulator
5.0 AMP POSITIVE VOLTAGE REGULATOR 5.0放大器正电压稳压
CAP 4.7UF 16V 10% TANT RAD.10 AMMO-PAK
	Taiwan Semiconductor Co...
TSC[Taiwan Semiconductor Company, Ltd]
Taiwan Semiconductor Co., Ltd.

	IDT74FCT377TSOB IDT74FCT377TQB IDT74FCT377TQ IDT74	FAST CMOS OCTAL D FLIP-FLOP WITH CLOCK ENABLE
CAP 33UF 20V 10% TANT SOLID C-CASE HERMETIC BULK D-MIL-PRF-39003/09
	IDT[Integrated Device Technology]
Integrated Device Technology, Inc.

	IDT74FCT16 IDT74FCT16374TPVB IDT74FCT16374TPV IDT7	FAST CMOS 16-BIT REGISTER (3-STATE)
CAP 10UF 6V 20% TANT SMD-2012-12 TR-7-PL SN100% LOWESR-6000
	IDT[Integrated Device Technology]
Integrated Device Technology, Inc.
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