

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						16A60			1215730			MBR16100			N03LA			EMK12H2			N301489			MAX17075			MAN3900A			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			BL-XA1361-F8 - Silver Mica Capacitor; Capacitance:36pF; Capacitance Tolerance: /- 2%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:No RoHS Compliant: No Film Capacitor; Capacitor Type:Motor Start/Motor Run; Voltage Rating:370VAC; Capacitor Dielectric Material:Polypropylene; Capacitance:2uF; Capacitance Tolerance: /- 10%; Lead Pitch:20.6mm; Leaded Process Compatible:No RoHS Compliant: No DSUB CONN 9POS (DB9) 轴向LED节能灯与轭铅 AXIAL LED LAMPS WITH YOKE LEAD 轴向LED节能灯与轭铅 
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	Part No.	BL-XA1361-F8 BL-XF0361-F8 BL-XJB361-F8 BL-XJD361-F8 BL-XJF361-F8 BL-XUB361-F8 BL-XY0361-F8 BL-XG0361-F8 BL-XB3361-F8 BL-XD0316-F8 BL-XE1361-F8 BL-XW1361-F8 BL-XG4361-F8 BL-XG6361-F8 BL-XGE361-F8 BL-XKB361-F8 BL-XKD361-F8 BL-XS1361-F8 BL-XB5361-F8 BL-XX1361-F8 BL-XXX61-F8   

	Description	Silver Mica Capacitor; Capacitance:36pF; Capacitance Tolerance: /- 2%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:No RoHS Compliant: No 
 Film Capacitor; Capacitor Type:Motor Start/Motor Run; Voltage Rating:370VAC; Capacitor Dielectric Material:Polypropylene; Capacitance:2uF; Capacitance Tolerance: /- 10%; Lead Pitch:20.6mm; Leaded Process Compatible:No RoHS Compliant: No
DSUB CONN 9POS (DB9) 轴向LED节能灯与轭铅
AXIAL LED LAMPS WITH YOKE LEAD 轴向LED节能灯与轭铅
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						 Yellow Stone Corp 
 早安股份有限公司
Yellow Stone, Corp.
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 			 Full text search : Silver Mica Capacitor; Capacitance:36pF; Capacitance Tolerance: /- 2%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:No RoHS Compliant: No Film Capacitor; Capacitor Type:Motor Start/Motor Run; Voltage Rating:370VAC; Capacitor Dielectric Material:Polypropylene; Capacitance:2uF; Capacitance Tolerance: /- 10%; Lead Pitch:20.6mm; Leaded Process Compatible:No RoHS Compliant: No DSUB CONN 9POS (DB9) 轴向LED节能灯与轭铅 AXIAL LED LAMPS WITH YOKE LEAD 轴向LED节能灯与轭铅   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	TN2-L2-H-9 TN2-L2-H-9V TN2-12 TN2-L2-H-12V TN2-L2-	SLIM POLARIZED RELAY
Silver Mica Capacitor; Capacitance:300pF; Capacitance Tolerance: /- 5%; Series:CD5; Voltage Rating:50VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
SLIM的极化继电器
	http://
NAIS[Nais(Matsushita Electric Works)]
NAIS[Matsushita Electric Works(Nais)]

	CWB201 CWB201CP CWB201CY XCWB201 	Silver Mica Capacitor; Capacitance:470pF; Capacitance Tolerance: /- 2%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:No RoHS Compliant: No
100MHz CMOS/DMOS Wideband Quad Analog Switch
	Calogic LLC
Calogic  LLC
CALOGIC[Calogic, LLC]

	MC74VHC04 MC74VHC04D MC74VHC04DT MC74VHC04M MX74VH	Silver Mica Capacitor; Capacitance:4300pF; Capacitance Tolerance: /- 5%; Series:CD18; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
CERAMIC CHIP/MIL-PRF-55681
From old datasheet system
Hex Inverter
	Motorola, Inc.
MOTOROLA[Motorola Inc]
ON Semiconductor
MOTOROLA[Motorola, Inc]

	SM5002LDS SM5002LFS CF5002LA CF5002LB CF5002LC CF5	Datamate L-Tek DIL Female Crimp Hood Kit, for 5 5-way connector
Crystal Oscillator Module ICs 晶体振荡器模块集成电
Silver Mica Capacitor; Capacitance:1000pF; Capacitance Tolerance: 5%; Series:CDV30; Voltage Rating:1500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No 晶体振荡器模块集成电
	Nippon Precision Circuits I...
NPC[Nippon Precision Circuits Inc]
Seiko NPC Corporation
Seiko NPC, Corp.
Nippon Precision Circui...

	AD842KH AD842KN AD842KQ AD842SH AD842JN AD842JH AD	Wideband, High Output Current, Fast Settling Op Amp
Wideband/ High Output Current/ Fast Settling Op Amp
XTAL MTL T/H HC49/U
Silver Mica Capacitor; Capacitance:270pF; Capacitance Tolerance: /- 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:240pF; Capacitance Tolerance: 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
	AD[Analog Devices]
Analog Devices, Inc.

	2KBP02 2KBP04 2KBP10 2KBP 2KBP005 2KBP01 2KBP06 2K	800V Bridge in a D-44 package
600V Bridge in a D-44 package
1000V Bridge in a D-44 package
400V Bridge in a D-44 package
200V Bridge in a D-44 package
100V Bridge in a D-44 package
50V Bridge in a D-44 package
Silver Mica Capacitor; Capacitance:10000pF; Capacitance Tolerance: /- 1%; Series:CD30; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica
2A single phase rectifier bridge 2A单相整流
	IRF[International Rectifier]
International Rectifier, Corp.

	AD53032 AD53032JSTP 	Silver Mica Capacitor; Capacitance:12pF; Capacitance Tolerance: /- 5%; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
High Performance Driver/Comparator Active Load on a Single Chip
DRIVER/COMPARATOR/LOAD: A Single Chip that Performs the Pin Electronics Functions of Driver, Comparator and Active Load in ATE VLSI and Memory Testers
	Analog Devices, Inc.
AD[Analog Devices]

	BL-XA1361 BL-XF0361 BL-XJB361 BL-XJD361 BL-XJF361 	D-Subminiature Connector; Gender:Male; No. of Contacts:9; Contact Termination:Through Hole; D Sub Shell Size:DB9; Body Material:Steel; Contact Plating:Gold Flash; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:33pF; Capacitance Tolerance: 5%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:No RoHS Compliant: No
BRACKET RoHS Compliant: Yes
AXIAL LED LAMPS 轴向LED节能
	Yellow Stone Corp
早安股份有限公司
Yellow Stone, Corp.

	MX29LV160BBTC-70G MX29LV160BBTC-90G MX29LV160BBTI-	   16M-BIT [2Mx8/1Mx16] CMOS SINGLE VOLTAGE 3V ONLY FLASH MEMORY
10A 45V Schottky Rectifier; Package: TO-220AC 2 LEAD; No of Pins: 2; Container: Rail; Qty per Container: 50
10A 60V Schottky Rectifier; Package: TO-220AC 2 LEAD; No of Pins: 2; Container: Rail; Qty per Container: 50
10A 80V Schottky Rectifier; Package: TO-220AC 2 LEAD; No of Pins: 2; Container: Rail; Qty per Container: 50
MICA RoHS Compliant: No
1 A 20 V Schottky Rectifier; Package: SOD-123FL 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 3000
1 A 20 V Schottky Rectifier; Package: SOD-123FL 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 10000
Silver Mica Capacitor; Capacitance:7pF; Capacitance Tolerance: 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:3pF; Capacitance Tolerance: /- 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:8pF; Capacitance Tolerance: /- 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
1A 100V Schottky Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
10A 90V Schottky Rectifier; Package: TO-220AC 2 LEAD; No of Pins: 2; Container: Rail; Qty per Container: 50
10A 100V H-Series Schottky Rectifier; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50
16M-BIT [2Mx8/1Mx16] CMOS SINGLE VOLTAGE 3V ONLY FLASH MEMORY 1M X 16 FLASH 3V PROM, 90 ns, PBGA48
16M-BIT [2Mx8/1Mx16] CMOS SINGLE VOLTAGE 3V ONLY FLASH MEMORY 1M X 16 FLASH 3V PROM, 70 ns, PDSO44
16M-BIT [2Mx8/1Mx16] CMOS SINGLE VOLTAGE 3V ONLY FLASH MEMORY 1,600位[2Mx8/1Mx16] CMOS单电V时仅闪存
16M-BIT [2Mx8/1Mx16] CMOS SINGLE VOLTAGE 3V ONLY FLASH MEMORY 1M X 16 FLASH 3V PROM, 70 ns, PBGA48
	Macronix International Co., Ltd.
http://

	SFH409-2 Q62702-P1001 Q62702-P1002 Q62702-P860 SFH	From old datasheet system
GaAs Infrared Emitter
Mica Film Capacitor; Capacitance:47pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:300V
CAP MICA 43PF 300V SMD 砷化镓红外发射器
	Siemens Semiconductor G...
SIEMENS[Siemens Semiconductor Group]
SIEMENS AG

	CAS1A4.7PF/-0.5PF300V CAS1B6.8PF/-0.5PF300V CAS1B4	CAPACITOR, MICA, 300 V, 0.0000047 uF, SURFACE MOUNT CHIP
CAPACITOR, MICA, 300 V, 0.0000068 uF, SURFACE MOUNT CHIP
	SPC Technology
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