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			ISPGDX160-7Q208 - Aluminum Electrolytic Radial Lead High Ripple, Long Life Capacitor; Capacitance: 22uF; Voltage: 400V; Case Size: 12.5x20 mm; Packaging: Bulk Aluminum Electrolytic Radial Lead High Ripple, Long Life Capacitor; Capacitance: 15uF; Voltage: 400V; Case Size: 12.5x20 mm; Packaging: Bulk JT 100C 100#22D PIN RECP In-System Programmable Generic Digital CrosspointTM DSP-CROSSBAR SWITCH, PQFP100 Electrical Outlet Connector; Contact Plating:Nickel; Current Rating:30A RoHS Compliant: Yes DSP-CROSSBAR SWITCH, PQFP208 In-System Programmable Generic Digital CrosspointTM DSP-CROSSBAR SWITCH, PQFP208 Aluminum Electrolytic Radial Lead High Ripple, Long Life Capacitor; Capacitance: 33uF; Voltage: 400V; Case Size: 16x20 mm; Packaging: Bulk DSP-CROSSBAR SWITCH, PBGA272 In-System Programmable Generic Digital CrosspointTM DSP-CROSSBAR SWITCH, PQFP160 In-System Programmable Generic Digital CrosspointTM DSP-CROSSBAR SWITCH, PBGA272 
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	Part No.	ISPGDX160-7Q208 ISPGDX160A-7Q208 ISPGDX120A-7Q160 ISPGDX120A-5Q160 ISPGDX160A-5Q208 ISPGDX120A-7T176 ISPGDX120A-5T176 ISPGDXTMFAMILY ISPGDX80A-7T100 ISPGDX80A-5T100 ISPGDX160-5B272 ISPGDX160A-7B272 ISPGDX160-5Q208   

	Description	Aluminum Electrolytic Radial Lead High Ripple, Long Life Capacitor; Capacitance: 22uF; Voltage: 400V; Case Size: 12.5x20 mm; Packaging: Bulk 
 Aluminum Electrolytic Radial Lead High Ripple, Long Life Capacitor; Capacitance: 15uF; Voltage: 400V; Case Size: 12.5x20 mm; Packaging: Bulk
JT 100C 100#22D PIN RECP
In-System Programmable Generic Digital CrosspointTM DSP-CROSSBAR SWITCH, PQFP100
Electrical Outlet Connector; Contact Plating:Nickel; Current Rating:30A RoHS Compliant: Yes DSP-CROSSBAR SWITCH, PQFP208
In-System Programmable Generic Digital CrosspointTM DSP-CROSSBAR SWITCH, PQFP208
Aluminum Electrolytic Radial Lead High Ripple, Long Life Capacitor; Capacitance: 33uF; Voltage: 400V; Case Size: 16x20 mm; Packaging: Bulk DSP-CROSSBAR SWITCH, PBGA272
In-System Programmable Generic Digital CrosspointTM DSP-CROSSBAR SWITCH, PQFP160
In-System Programmable Generic Digital CrosspointTM DSP-CROSSBAR SWITCH, PBGA272


	File Size	325.82K  / 
						25 Page	 
	

						Maker	
						

						 Lattice Semiconductor Corporation 
 Lattice Semiconductor, Corp.
JDS Uniphase, Corp.
 
						










	
						
						




						

	Homepage	
						
	Download	[ 
						ISPGDX160-7Q208 ISPGDX160A-7Q208 ISPGDX120A-7Q160 ISPGDX120A-5Q160 ISPGDX160A-5Q208 ISPGDX120A-7T176 Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						ISPGDX160-7Q208 ISPGDX160A-7Q208 ISPGDX120A-7Q160 ISPGDX120A-5Q160 ISPGDX160A-5Q208 ISPGDX120A-7T176 Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[ISPGDX160-7Q208 ISPGDX160A-7Q208 ISPGDX120A-7Q160 ISPGDX120A-5Q160 ISPGDX160A-5Q208 ISPGDX120A-7T176 Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for ISPGDX160-7Q208 ] 


					[ Price & Availability of ISPGDX160-7Q208 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Aluminum Electrolytic Radial Lead High Ripple, Long Life Capacitor; Capacitance: 22uF; Voltage: 400V; Case Size: 12.5x20 mm; Packaging: Bulk Aluminum Electrolytic Radial Lead High Ripple, Long Life Capacitor; Capacitance: 15uF; Voltage: 400V; Case Size: 12.5x20 mm; Packaging: Bulk JT 100C 100#22D PIN RECP In-System Programmable Generic Digital CrosspointTM DSP-CROSSBAR SWITCH, PQFP100 Electrical Outlet Connector; Contact Plating:Nickel; Current Rating:30A RoHS Compliant: Yes DSP-CROSSBAR SWITCH, PQFP208 In-System Programmable Generic Digital CrosspointTM DSP-CROSSBAR SWITCH, PQFP208 Aluminum Electrolytic Radial Lead High Ripple, Long Life Capacitor; Capacitance: 33uF; Voltage: 400V; Case Size: 16x20 mm; Packaging: Bulk DSP-CROSSBAR SWITCH, PBGA272 In-System Programmable Generic Digital CrosspointTM DSP-CROSSBAR SWITCH, PQFP160 In-System Programmable Generic Digital CrosspointTM DSP-CROSSBAR SWITCH, PBGA272   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	678D667H010DG5J 678D337M016CD3D 678D108M010DM3D 67	RADIAL,HIGH RIPPLE,10V,660UF,20%,-55- 105,13X23,BULK - Bulk
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 16 V, 330 uF, THROUGH HOLE MOUNT, CAN, RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 10 V, 1000 uF, THROUGH HOLE MOUNT, CAN, RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 50 V, 220 uF, THROUGH HOLE MOUNT, CAN, RADIAL LEADED
	Vishay Sprague

	NRSZ122M25V12.5X25TR NRSZ561M35V12.5X20TR NRSZ562M	CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 25 V, 1200 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 35 V, 560 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 5600 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 35 V, 680 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 4700 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 330 uF, THROUGH HOLE MOUNT RADIAL LEADED
	NIC Components, Corp.

	420C182M400AF8L 420C512M200AF8L 420C212M350AF8L 	CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 400 V, 1800 uF, THROUGH HOLE MOUNT RADIAL LEADED, CAN
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 200 V, 5100 uF, THROUGH HOLE MOUNT RADIAL LEADED, CAN
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 350 V, 2100 uF, THROUGH HOLE MOUNT RADIAL LEADED, CAN
	Cornell Dubilier Electronics, Inc.

	420C212T350AF8L 420C512U200AF8L 420C182U400AF8L 42	CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 350 V, 2100 uF, THROUGH HOLE MOUNT RADIAL LEADED, CAN
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 200 V, 5100 uF, THROUGH HOLE MOUNT RADIAL LEADED, CAN
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 400 V, 1800 uF, THROUGH HOLE MOUNT RADIAL LEADED, CAN
	Cornell Dubilier Electronics, Inc.

	TRU050-GCLCA TRU050-GCLFA TRU050-GCLGA TRU050-TECH	SINGLE DROP IN QUARTZ STABILIZED PLL SOLUTUION 单稳定下降，石英锁相环SOLUTUION
CAP CER 1.5UF 10V Y5V 0805
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 470uF; Voltage: 16V; Case Size: 8x11.5 mm; Packaging: Bulk
Aluminum Electrolytic Radial Lead 5mm Length Low Impedance Capacitor; Capacitance: 10uF; Voltage: 25V; Case Size: 5x5 mm; Packaging: Bulk
Aluminum Electrolytic Radial Lead 5mm Length Low Impedance Capacitor; Capacitance: 47uF; Voltage: 16V; Case Size: 6.3x5 mm; Packaging: Bulk
R8C Series, 20 Group, WDTO 48P6Q-A
Aluminum Electrolytic Radial Lead 5mm Length Capacitor; Capacitance: 10uF; Voltage: 50V; Case Size: 6.3x5 mm; Packaging: Tape & Ammo
	Electronic Theatre Controls, Inc.
ETC
List of Unclassifed Manufacturers

	NP6.3V101MTR8X11 NP6.3V330MTA5X11 NP6.3V222M13X26 	CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, NON-POLARIZED, 6.3 V, 100 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, NON-POLARIZED, 6.3 V, 33 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, NON-POLARIZED, 6.3 V, 2200 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, NON-POLARIZED, 6.3 V, 330 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, NON-POLARIZED, 6.3 V, 1000 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, NON-POLARIZED, 6.3 V, 47 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, NON-POLARIZED, 6.3 V, 220 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
	MERITEK Electronics, Corp.

	687KXM010M 688KXM010M 227KXM010M 228KXM010M 107KXM	 105隆?C Low Impedance Radial Lead Aluminum Electrolytic Capacitors
 105掳C Low Impedance Radial Lead Aluminum Electrolytic Capacitors
 105°C Low Impedance Radial Lead Aluminum Electrolytic Capacitors
	Illinois Capacitor, Inc...

	KZG6.3VB182M8X20LL KZG6.3VB182M10X16LL KZG6.3VB821	CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 1800 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 820 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 1500 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 1200 uF, THROUGH HOLE MOUNT RADIAL LEADED
	Nippon Chemi-con, Corp.

	KZG6.3VB182M8X20LLPS KZG6.3VB122M8X15LLPS KZG6.3VB	CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 1800 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 1200 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 820 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 1500 uF, THROUGH HOLE MOUNT RADIAL LEADED
	Nippon Chemi-con, Corp.

	225BPS100M 226BPS100M 227BPS100M 105BPS100M 106BPS	 85隆?C Non-Polar Radial Lead Aluminum Electrolytic Capacitors
 85掳C Non-Polar Radial Lead Aluminum Electrolytic Capacitors
 85°C Non-Polar Radial Lead Aluminum Electrolytic Capacitors
    85°C Non-Polar Radial Lead Aluminum Electrolytic Capacitors
	Illinois Capacitor, Inc.
Illinois Capacitor, Inc...

	UFW1E101MED1TA 	Aluminum Electrolytic Radial Lead Audio Grade Capacitor; Capacitance: 100uF; Voltage: 25V; Case Size: 6.3x11 mm; Packaging: Tape & Ammo CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 25 V, 100 uF, THROUGH HOLE MOUNT
	Nichicon, Corp.

	UPW1A272MHD UPW0J221MED 	Aluminum Electrolytic Radial Lead Low Impedance High Reliability Capacitor; Capacitance: 2700uF; Voltage: 10V; Case Size: 12.5x25 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 10 V, 2700 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Low Impedance High Reliability Capacitor; Capacitance: 220uF; Voltage: 6.3V; Case Size: 6.3x11 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 220 uF, THROUGH HOLE MOUNT
	Nichicon, Corp.
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