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			 Related Part Number
	
					PART	Description	Maker
	534-4461 	Coil Form, Unshielded, Vertical, .210 (5,33) Winding Diameter
	CAMBION Electronic Components

	534-3618 	Coil Form, Unshielded, Vertical, .210 (5,33) Winding Diameter
	CAMBION Electronic Components

	DSP1-DC9V DSP1-L2-DC3V DSP1-L2-DC9V DSP1-DC24-R-F 	Polarized Power Relay, 1 Form A 1 Form B, 8A 250VAC 5A 30VDC POWER/SIGNAL RELAY, DPST, MOMENTARY, 0.033A (COIL), 9VDC (COIL), 300mW (COIL), 5A (CONTACT), 30VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
Polarized Power Relay, 1 Form A 1 Form B, 8A 250VAC 5A 30VDC, 2 Coil Latching POWER/SIGNAL RELAY, DPST, LATCHED, 0.1A (COIL), 3VDC (COIL), 300mW (COIL), 5A (CONTACT), 30VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
Polarized Power Relay, 1 Form A 1 Form B, 8A 250VAC 5A 30VDC, 2 Coil Latching POWER/SIGNAL RELAY, DPST, LATCHED, 0.033A (COIL), 9VDC (COIL), 300mW (COIL), 5A (CONTACT), 30VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
POWER/SIGNAL RELAY, DPST, MOMENTARY, 0.013A (COIL), 24VDC (COIL), 300mW (COIL), 5A (CONTACT), 30VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
	Panasonic, Corp.
PANASONIC CORP

	ACT512 ACT212 ACT112 	CT-relay. Ultra small automotive relay. 1 form C. Coil voltage 12 V.
CT-relay. Ultra small automotive relay. 1 form C x 2 (8 terminal type). Coil voltage 12 V.
CT-relay. Ultra small automotive relay. 1 form C x 2 (10 terminals type). Coil voltage 12 V.
	Nais(Matsushita Electri...
Nais(Matsushita Electric Wo...
NAIS[Nais(Matsushita Electric Works)]
Aeroflex Circuit Technology
Matsushita Electric Works(Nais)

	1025R-06K 1026R-80K 1025R-10K 1025R-12K 1025R-14K 	Molded Unshielded RF Coils
COIL 4.7UH MOLDED UNSHIELDED 1 ELEMENT, 4.7 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
COIL 220.UH MOLDED UNSHIELDED 1 ELEMENT, 220 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
COIL 2.7UH MOLDED UNSHIELDED 1 ELEMENT, 2.7 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
COIL 330.UH MOLDED UNSHIELDED 1 ELEMENT, 330 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 18 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 47 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 56 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 2.2 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
   Molded Unshielded RF Coils
	API Delevan

	HE2AN-S-DC6V HE2AN-SW-DC12C HE1AN-SW-DC12C HE1AN-P	POWER/SIGNAL RELAY, SPST, MOMENTARY, 0.321A (COIL), 6VDC (COIL), 1920mW (COIL), 30A (CONTACT), 30VDC (CONTACT), PANEL MOUNT
POWER/SIGNAL RELAY, SPST, MOMENTARY, 0.04A (COIL), 48VDC (COIL), 1920mW (COIL), 30A (CONTACT), 30VDC (CONTACT), PANEL MOUNT
TV-15, 30 AMP (1 Form A) Power Relay
POWER/SIGNAL RELAY, SPST, MOMENTARY, 0.018A (COIL), 100VDC (COIL), 1920mW (COIL), 30A (CONTACT), 30VDC (CONTACT), PANEL MOUNT
POWER/SIGNAL RELAY, SPST, MOMENTARY, 0.08A (COIL), 24VDC (COIL), 1920mW (COIL), 30A (CONTACT), 30VDC (CONTACT), PANEL MOUNT
From old datasheet system
	Amphenol, Corp.
Panasonic, Corp.
PANASONIC ELECTRIC WORKS CORP OF AMERICA

	JV1-12V JV1PF-S-100V JV1PF-S-12V JV1PF-S-18V JV1PF	JV-relay. Flat type power relay. 1 form C. Coil voltage 100 V DC. Sealed type.
JV-relay. Flat type power relay. 1 form A, standard type. Coil voltage 100 V DC. Sealed type.
JV-relay. Flat type power relay. 1 form A, standard type. Coil voltage 100 V DC. Flux-resistant type.
JV-relay. Flat type power relay. 1 form A, hing capacity type. Coil voltage 100 V DC. Sealed type.
JV-relay. Flat type power relay. 1 form A, hing capacity type. Coil voltage 100 V DC. Flux-resistant type.
JV-relay. Flat type power relay. 1 form C. Coil voltage 100 V DC. Flux-resistant type.
	Nais(Matsushita Electri...
Mitsubishi Electric, Corp.
Honeywell International, Inc.
Nais(Matsushita Electric Works)
Matsushita Electric Works(Nais)

	NL6EBX-DC110V NL6EBX-DC110V-1 NL6EBX-L2-DC110V NL6	NL-relay. 6PDT, 2 Amp, dil. relay. 6 form C. Coil voltage 110 V DC. Amber sealed type. Single side stable. Contact material: gold-clad silver.
NL-relay. 6PDT, 2 Amp, dil. relay. 6 form C. Coil voltage 110 V DC. Amber sealed type. Single side stable. Contact material: gold-cap over silver palladium.
NL-relay. 6PDT, 2 Amp, dil. relay. 6 form C. Coil voltage 110 V DC. Amber sealed type. 2 coil latching. Contact material: gold-clad silver.
NL-relay. 6PDT, 2 Amp, dil. relay. 6 form C. Coil voltage 110 V DC. Amber sealed type. 2 coil latching. Contact material: gold-cap over silver palladium.
	Matsushita Electric Works(Nais)

	533-1187 	Coil Form, Shielded, Vertical, .192 (4,88) Winding Diameter
	CAMBION Electronic Components

	HF9516-028L-22-1 HF9516-028L-22-2 HF9516-028L-24-1	1 CUBIC INCH 3 FORM C HERMETICALLY SEALED RELAY WITH COIL TRANSIENT SUPPRESSION
	Hongfa Technology

	ASX20009 ASX20012 ASX2001H ASX20003 ASX20006 ASX22	SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 4.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 6 V DC.
HIGH SENSITIVITY RELAY WITH GUARANTEED LOW LEVEL SWITCHING CAPACITY 高灵敏度继电器低级交换机容量有保
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 4.5 V DC.
	Matsushita Electric Works(Nais)
AME, Inc.
Panasonic, Corp.
NAIS[Nais(Matsushita Electric Works)]
Nais(Matsushita Electric Wo...
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