

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						76333			4016B			H60N60			5KE43			MUR554M2			10N60			A12BB			22120			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			CF5015 - Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 55; Supply voltage (V): 2.7 to 3.6; Operating temperature (°C): 0 to 70; Package: FBGA (48) Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 85; Supply voltage (V): 2.7 to 3.6; Operating temperature (°C): -40 to 85; Package: FBGA (48) Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 70; Supply voltage (V): 2.7 to 3.6; Operating temperature (°C): 0 to 70; Package: FBGA (48) Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 85; Supply voltage (V): 2.7 to 3.6; Operating temperature (°C): 0 to 70; Package: FBGA (48) Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 70; Supply voltage (V): 2.7 to 3.6; Operating temperature (°C): -40 to 85; Package: FBGA (48) Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 85; Supply voltage (V): 2.7 to 3.6; Operating temperature (&#176;C): 0 to 70; Package: FBGA (48) Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 70; Supply voltage (V): 2.7 to 3.6; Operating temperature (&#176;C): 0 to 70; Package: FBGA (48) Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 70; Supply voltage (V): 2.7 to 3.6; Operating temperature (&#176;C): -40 to 85; Package: FBGA (48) 
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	Part No.	CF5015 CF5015AL2 CF5015AL1-2 CF5015AL2-2   

	Description	Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 55; Supply voltage (V): 2.7 to 3.6; Operating temperature (°C): 0 to 70; Package: FBGA (48) 
 Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 85; Supply voltage (V): 2.7 to 3.6; Operating temperature (°C): -40 to 85; Package: FBGA (48)
Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 70; Supply voltage (V): 2.7 to 3.6; Operating temperature (°C): 0 to 70; Package: FBGA (48)
Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 85; Supply voltage (V): 2.7 to 3.6; Operating temperature (°C): 0 to 70; Package: FBGA (48)
Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 70; Supply voltage (V): 2.7 to 3.6; Operating temperature (°C): -40 to 85; Package: FBGA (48)
Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 85; Supply voltage (V): 2.7 to 3.6; Operating temperature (&#176;C): 0 to 70; Package: FBGA (48)
Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 70; Supply voltage (V): 2.7 to 3.6; Operating temperature (&#176;C): 0 to 70; Package: FBGA (48)
Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 70; Supply voltage (V): 2.7 to 3.6; Operating temperature (&#176;C): -40 to 85; Package: FBGA (48)
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	Part: CF42204PC
	Maker: TEXAS
	Pack: LQFP
	Stock: 502
	Unit price 
									for :
	    
									50: $26.40
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	1000: 
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 			 Full text search : Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 55; Supply voltage (V): 2.7 to 3.6; Operating temperature (°C): 0 to 70; Package: FBGA (48) Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 85; Supply voltage (V): 2.7 to 3.6; Operating temperature (°C): -40 to 85; Package: FBGA (48) Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 70; Supply voltage (V): 2.7 to 3.6; Operating temperature (°C): 0 to 70; Package: FBGA (48) Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 85; Supply voltage (V): 2.7 to 3.6; Operating temperature (°C): 0 to 70; Package: FBGA (48) Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 70; Supply voltage (V): 2.7 to 3.6; Operating temperature (°C): -40 to 85; Package: FBGA (48) Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 85; Supply voltage (V): 2.7 to 3.6; Operating temperature (&#176;C): 0 to 70; Package: FBGA (48) Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 70; Supply voltage (V): 2.7 to 3.6; Operating temperature (&#176;C): 0 to 70; Package: FBGA (48) Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 70; Supply voltage (V): 2.7 to 3.6; Operating temperature (&#176;C): -40 to 85; Package: FBGA (48)   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	CF5015 CF5015AL2 CF5015AL1-2 CF5015AL2-2 	Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 55; Supply voltage (V): 2.7 to 3.6; Operating temperature (°C): 0 to 70; Package: FBGA (48)
Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 85; Supply voltage (V): 2.7 to 3.6; Operating temperature (°C): -40 to 85; Package: FBGA (48)
Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 70; Supply voltage (V): 2.7 to 3.6; Operating temperature (°C): 0 to 70; Package: FBGA (48)
Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 85; Supply voltage (V): 2.7 to 3.6; Operating temperature (°C): 0 to 70; Package: FBGA (48)
Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 70; Supply voltage (V): 2.7 to 3.6; Operating temperature (°C): -40 to 85; Package: FBGA (48)
Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 85; Supply voltage (V): 2.7 to 3.6; Operating temperature (&#176;C): 0 to 70; Package: FBGA (48)
Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 70; Supply voltage (V): 2.7 to 3.6; Operating temperature (&#176;C): 0 to 70; Package: FBGA (48)
Low Power SRAM; Organization (word): 1M; Organization (bit): x 16; Memory capacity (bit): 16M; Access time (ns): 70; Supply voltage (V): 2.7 to 3.6; Operating temperature (&#176;C): -40 to 85; Package: FBGA (48)
	Seiko NPC Corporation

	N64S818HA N64S818HAS21I N64S818HAS21IT N64S818HAT2	64Kb Low Power Serial SRAMs 8K 隆驴 8 bit Organization
64Kb Low Power Serial SRAMs 8K × 8 bit Organization
	ON Semiconductor

	N64S818HA 	64Kb Low Power Serial SRAMs 8K X 8 bit Organization
	ON Semiconductor

	N25S830HA 	256Kb Low Power Serial SRAMs 32K X 8 bit Organization
	ON Semiconductor

	N25S818HAT21I N25S818HAT21IT N25S818HAS21I N25S818	256Kb Low Power Serial SRAMs 32K 隆驴 8 bit Organization
256Kb Low Power Serial SRAMs 32K ? 8 bit Organization
256Kb Low Power Serial SRAMs 32K × 8 bit Organization
	ON Semiconductor

	N25S830HAT22I N25S830HAT22IT N25S830HA N25S830HAS2	256Kb Low Power Serial SRAMs 32K 隆驴 8 bit Organization
256Kb Low Power Serial SRAMs 32K ? 8 bit Organization
256Kb Low Power Serial SRAMs 32K × 8 bit Organization
	ON Semiconductor

	CY7C1550KV18-450BZC CY7C1550KV18-400BZC CY7C1548KV	Sync SRAM; Architecture: DDR-II  CIO, 2 Word Burst; Density: 72 Mb; Organization: 2Mb x 36; Vcc (V): 1.7 to 1.9 V 2M X 36 DDR SRAM, 0.45 ns, PBGA165
72-Mbit DDR II  SRAM 2-Word Burst Architecture (2.0 Cycle Read Latency)
	Cypress Semiconductor, Corp.

	HY62LF16404C 	Super Low Power Slow SRAM - 4Mb
High speed, super low power and 4M bit full CMOS SRAM organized as 256K words by 16bits
	Hynix Semiconductor

	CY7C1568KV18-500BZXC CY7C1568KV18-500BZC CY7C1570K	72-Mbit DDR-II  SRAM 2-Word Burst Architecture (2.5 Cycle Read Latency); Architecture: DDR-II  CIO, 2 Word Burst; Density: 72 Mb; Organization: 4Mb x 18; Vcc (V): 1.7 to 1.9 V 4M X 18 DDR SRAM, 0.45 ns, PBGA165
72-Mbit DDR-II  SRAM 2-Word Burst Architecture (2.5 Cycle Read Latency); Architecture: DDR-II  CIO, 2 Word Burst; Density: 72 Mb; Organization: 2Mb x 36; Vcc (V): 1.7 to 1.9 V 2M X 36 DDR SRAM, 0.45 ns, PBGA165
	Cypress Semiconductor, Corp.
CYPRESS SEMICONDUCTOR CORP

	CY14B104LA-ZS25XIT CY14B104NA-BA20XI CY14B104NA-BA	4 Mbit (512K x 8/256K x 16) nvSRAM; Organization: 512Kb x 8; Vcc (V): 2.7 to 3.6 V; Density: 4 Mb; Package: TSOP 512K X 8 NON-VOLATILE SRAM, 25 ns, PDSO44
4 Mbit (512K x 8/256K x 16) nvSRAM;  Organization:  256Kb x 16;  Vcc (V):  2.7 to 3.6 V;  Density:  4 Mb;  Package:  FBGA
	Cypress Semiconductor, Corp.
CYPRESS SEMICONDUCTOR CORP

	CXK77B1840GB 	4Mb Late Write HSTL High Speed Synchronous SRAM (256K x 18 Organization)
From old datasheet system
	Sony
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