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			FM10A125V12A - Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:19 x 36; Jacket Color:Black; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes Military Fuses and Fuseholders - Fuses 军事保险丝和保险保险 Approved to MIL-PRF-15160    Approved to MIL-PRF-15160 
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	Part No.	FM10A125V1/2A 340267 FM08A25V21/2A FM10A125V11/2A FM10A125V1/8A FM10A125V3/8A 0277.125M 0277.125V 0279.500V 0277007.M 0277007.V 0279.250V 0277.250M 0277.250V 0277015.M 0277015.V 0277.062M 0277.062V 0277.375M 0277.500M 0277.500V 0277.750M 0277001.M 0277001.V 0277002.M 0277002.NRT1 0277002.V 0277003.M 0277003.V 0277004.M 0277004.V  

	Description	Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:19 x 36; Jacket Color:Black; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes 
 Military Fuses and Fuseholders - Fuses 军事保险丝和保险保险
Approved to MIL-PRF-15160
   Approved to MIL-PRF-15160
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			 Related Part Number
	
					PART	Description	Maker
	TLYU124 TLOU124 TLSU124 	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:White/Black/Orange; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
TOSHIBA INGAALP LED
	Toshiba Corporation
TOSHIBA[Toshiba Semiconductor]

	BYX132G 	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Brown; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 3173; CSA Type CL1251; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
High-voltage car ignition diode
	Philips Semiconductors
NXP Semiconductors

	BYX132GL 	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 3173; CSA Type CL1251; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
High-voltage car ignition diode
	Philips Semiconductors
NXP Semiconductors

	DF12D-20DP-0.5V DF12D-20DS-0.5V DF12D-30DP-0.5V DF	   0.5mm Pitch SMT Board to Board Connector
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:26 x 30; Jacket Color:Brown; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:26 x 30; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:26 x 30; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:26 x 30; Jacket Color:Gray; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:26 x 30; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
0.5mm Pitch SMT Board to Board Connector 0.5mm间距表面贴装板对板连接器
WIRE, 14, GRN/YEL, 1015, 41X30, 600V, 105C, PCV, CU/TN 0.5mm间距表面贴装板对板连接器
RES 19.1 OHM 1/8W 1% 0805 SMD
36 CONTACT(S), FEMALE, STRAIGHT BOARD STACKING CONNECTOR, SURFACE MOUNT, RECEPTACLE
	HIROSE[Hirose Electric]
Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.

	ESCO11M-15 ESC011M-15 	FAST RECOVERY DIODE
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:White/Blue; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:White/Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
	FUJI[Fuji Electric]
etc
N.A.
FUJI ELECTRIC HOLDINGS CO., LTD.
Electronic Theatre Controls, Inc.

	SPX385AM1- SPX385AS-2 SPX385AN-2.5 SPX385AM1-2.5 S	Micropower Voltage Reference
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Color:Orange; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
	http://
Sipexoration
SIPEX[Sipex Corporation]

	BYX133GPL BYX133GPL_2 	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 3173; CSA Type CL1251; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
From old datasheet system
High-voltage car ignition diode
	NXP Semiconductors N.V.
Philips Semiconductors

	EVAL-ADF411XEB1 	   Evaluation Board For PLL Frequency Synthesizer
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Orange; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
	AD[Analog Devices]
Analog Devices, Inc.

	W24L11S-70L W24L11S-70LL W24L11T-70LL W24L11 W24L1	128K X 8 High Speed CMOS Static RAM
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:White/Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:White/Blue; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
TRANS NPN W/RES 210 HFE NS-B1 128K X 8 STANDARD SRAM, 70 ns, PDIP32
TRANS NPN W/RES 30 HFE NS-B1 128K X 8 STANDARD SRAM, 70 ns, PDSO32
	WINBOND[Winbond]
Winbond Electronics Corp
Winbond Electronics, Corp.

	1307033 	Hook-Up Wire; Conductor Size AWG:10; No. Strands x Strand Size:65 x 28; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
OnBoard Micro GPS Patch Antennas
	Tyco Electronics

	R3111Q231C R3111Q191A R3111Q191C R3111N521A R3111N	Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
PHOTODIODE 850NM 5MM CLEAR TO-92
PHOTODIODE 900NM 3MM W/FILTER
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Orange; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Thick Film Chip Resistor  - RMC 1/2 2.2 5% R
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:White; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Purple; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
PHOTODIODE 900NM 5MM W/FILTER
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
LOW VOLTAGE DETECTOR 低电压检
Analog IC 模拟IC
SCREW, #12-24 X 1/2 低电压检
Thick Film Chip Resistor - RMC 1/2 36K 5% R 模拟IC
Thick Film Chip Resistor - RMC 1/2 383 1% R 模拟IC
Thick Film Chip Resistor - RMC 1/2 37.4 1% R 模拟IC
ER 14C 14#16 PIN RECP BOX 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBCY3
LOW VOLTAGE DETECTOR 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBCY3
LOW VOLTAGE DETECTOR 1-CHANNEL POWER SUPPLY SUPPORT CKT, PSSO3
Time-Delay Relay; Contacts:SPDT; Time Range:2 to 60 Sec; Mounting Type:Plug In; Timing Function:On-Delay; Contact Carry Current:5A; Contact Carrying Power:3VA; Relay Mounting:Plug-In; Relay Terminals:8-Pin Octal; Supply Voltage:120V 低电压检
   LOW VOLTAGE DETECTOR
	Mitsubishi Electric, Corp.
RICOH electronics devices division
http://
Ricoh Co., Ltd.
Infineon Technologies AG
Cooper Bussmann, Inc.
Yageo, Corp.
ZETTLER electronics GmbH
ITT, Corp.
Jameco Electronics
Kingbright, Corp.
California Eastern Laboratories, Inc.
Electronic Theatre Controls, Inc.
Marktech Optoelectronics
RICOH electronics devices d...
RICOH electronics devic...

	C21062106 C2106.21.06 	Hook-Up Wire, UL 1015, CSA TEW, Gauge Size (AWG): 12, Conductor/Strands: 65/30
	General Cable Technologies Corporation
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