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			 Related Part Number
	
					PART	Description	Maker
	TC1047A TC1047VNB TC1047AVNB TC1047 TC1047AVNBTR 	   Precision Temperature-to-Voltage Converter
The TC1047A is a linear output temperature sensor whose output voltage is directly proportional to measured temperature. The TC1047A can accurately measure temperature from -40C to  125C. For the TC1047A, the output voltage range is typica
The TC1047 is a linear output temperature sensor whose output voltage is directly proportional to measured temperature. The TC1047 can accurately measure temperature from -40C to  125C. For the TC1047, the output voltage range is typically
The TC1047A is a linear output temperature sensor whose output voltage is directly proportional to measured temperature. The TC1047A ...
IC,TEMPERATURE SENSOR,TO-236,3PIN,PLASTI
Precision Temperature-to-Voltage Converter 精密温度至电压转换器
	MICROCHIP[Microchip Technology]
Microchip Technology Inc.
Microchip Technology, Inc.

	AD22103 AD22103K AD22103KCHIPS AD22103KR AD22103KT	Voltage Output 3.3 V Temperature Sensor withSignal Conditioning
3.3 V Supply Voltage Output Temperature Sensor with Signal Conditioning
3.3 V Supply, Voltage Output Temperature Sensor with Signal Conditioning
ANALOG TEMP SENSOR-VOLTAGE, 0.95V, RECTANGULAR, SURFACE MOUNT SOIC-8
3.3 V Supply/ Voltage Output Temperature Sensor with Signal Conditioning
	AD[Analog Devices]
Analog Devices, Inc.

	TMP36GT9Z TMP37FS-REEL TMP35FS-REEL TMP37GRTZ-REEL	Voltage Output Temperature Sensors; Package: TO-92; No of Pins: 3; Temperature Range: Industrial ANALOG TEMP SENSOR-VOLTAGE, 0.1-2V, 4Cel, RECTANGULAR, THROUGH HOLE MOUNT
Low Voltage Temperature Sensor Vo=500; Package: SOIC; No of Pins: 8; Temperature Range: Industrial ANALOG TEMP SENSOR-VOLTAGE, 0.1-2V, 4Cel, RECTANGULAR, SURFACE MOUNT
	Analog Devices, Inc.
ANALOG DEVICES INC

	AD5541AR-REEL7 AD5541CRZ-REEL7 AD5541ARZ-REEL7 AD5	16-Bit Voltage-Output DAC in SO-8 Package SERIAL INPUT LOADING, 1 us SETTLING TIME, 16-BIT DAC, PDSO8
16-Bit Voltage-Output DAC in SO-8 Package; Package: SOIC; No of Pins: 8; Temperature Range: Industrial
16-Bit Voltage-Output DAC in SO-8 Package; Package: SOIC; No of Pins: 8; Temperature Range: Commercial
	Analog Devices, Inc.
ANALOG DEVICES INC

	MAX6177BASA-T 	High-Precision Voltage References with Temperature Sensor 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 3.3 V, PDSO8
	Maxim Integrated Products, Inc.

	2900313 	PLC-RPIT- 24DC/ 1AU/SEN
	PHOENIX CONTACT

	MAX5253 MAX5253ACAP MAX5253ACPP MAX5253AEAP MAX525	Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C SERIAL INPUT LOADING, 16 us SETTLING TIME, 12-BIT DAC, PDIP20
 3V / Quad / 12-Bit Voltage-Output DAC with Serial Interface
 3V, Quad, 12-Bit Voltage-Output DAC with Serial Interface
 3V Quad 12-Bit Voltage-Output DAC with Serial Interface
	MAXIM - Dallas Semiconductor
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]

	LTC3424 LTC3423 LTC3424EMS LTC3423EMS 	Low Output Voltage, 3MHz Micropower Synchronous Boost Converters; Package: MSOP; No of Pins: 10; Temperature Range: -40&deg;C to  125&deg;C 2.8 A SWITCHING REGULATOR, 3000 kHz SWITCHING FREQ-MAX, PDSO10
3MHz, 2A Low Output Voltage Micropower Synchronous Boost Converters
3MHz, 1A Low Output Voltage Micropower Synchronous Boost Converters
LOW OUTPUT VOLTAGE 3MHZ MICROPOWER SYNCHRONOUS BOOST CONVERTERS
	Linear Technology, Corp.
LINEAR[Linear Integrated Systems]

	EVAL-ADT7516EB ADT7516ARQ-REEL ADT7517ARQ-REEL7 AD	SPI/I
Temperature Sensor Four Channel ADC and Quad Voltage Output DAC
	Analog Devices

	MDU28C MDU28C-20MD1 MDU28C-20MD4 MDU28C-20A1 MDU28	ACTIVE DELAY LINE, TRUE OUTPUT, DSO14
ACTIVE DELAY LINE, TRUE OUTPUT, DFP14
ACTIVE DELAY LINE, TRUE OUTPUT, DSO8
DUAL, HCMOS-INTERFACED FIXED DELAY LINE 双，HCMOS界面的固定延迟线
CRYSTAL, SM, CX-49G, 20MHZ; Frequency, output:20000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:2200pF; Capacitance Tolerance: /- 5%; Series:CM06; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
CRYSTAL, SM, CX-49G, 10MHZ; Frequency, output:10000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
MICA RoHS Compliant: No
CRYSTAL, SM, CX-49G, 16MHZ; Frequency, output:16000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
CRYSTAL, SM, CX-49G, 12MHZ; Frequency, output:12000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
	DATA DELAY DEVICES INC
Electronic Theatre Controls, Inc.

	MAX1729 	ECB and LCD Display Bias Supply with Accurate Output Voltage and Temperature Compensation
	Maxim Integrated Produc...
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