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			EP20K30EFC324-3ES - Monolithic 1A Step-Down Regulator with Low Quiescent Current; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 8-MSOP Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 14-SOIC White LED Driver with PWM Dimming; Temperature Range: -40°C to 85°C; Package: 8-TDFN T&R High Input Voltage Charger; Temperature Range: -40°C to 85°C; Package: 8-DFN 5V, Byte Alterable E2PROM; Temperature Range: -55°C to 125°C; Package: 32-CerDIP Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 8-TSSOP Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 14-SOIC Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 14-TSSOP Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 8-SOIC Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 8-TSSOP 4-Channel Integrated LCD Supply with Dual VCOM Amplifiers; Temperature Range: -40°C to 85°C; Package: 48-QFN T&R Li-ion Battery Charger; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R 5V, Byte Alterable E2PROM; Temperature Range: -40°C to 85°C; Package: 32-FlatPack 5V, Byte Alterable E2PROM; Temperature Range: -55°C to 125°C; Package: 36-PGA 5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-CerDIP 5V, Byte Alterable EEPROM; Temperature Range: 0&degC to 70°C; Package: 32-CerDIP 5V, Byte Alterable E2PROM; Temperature Range: -55°C to 125°C; Package: 32-FlatPack 5V, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 32-PLCC RTC Module With CPU Supervisor Charging System Safety Circuit; Temperature Range: -40°C to 85°C; Package: 12-DFN 5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-PLCC 5V, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 36-PGA 5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-CLCC 5V, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 32-CLCC 64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 28-PDIP Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP FPGA Li-ion Battery Charger; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN T&amp;R 现场可编程门阵列（FPGA FPGA FPGA 4-Channel Integrated LCD Supply; Temperature Range: -25&deg;C to 85&deg;C; Package: 36-QFN T&amp;R 现场可编程门阵列（FPGA Dual Voltage Monitor with Intergrated CPU Supervisor 双电压监视器集成CPU监控 Field Programmable Gate Array (FPGA) 现场可编程门阵列（FPGA Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 20-TSSOP FPGA Advanced 140MHz Triple Video Digitizer with Digital PLL; Temperature Range: -40&deg;C to 85&deg;C; Package: 128-MQFP 现场可编程门阵列（FPGA 64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 28-PGA 4-Channel Integrated LCD Supply with Dual VCOM Amplifiers; Temperature Range: -40&deg;C to 85&deg;C; Package: 48-QFN T&amp;R Digitally Controlled Potentiometer (XDCP&#153;), Terminal Voltage &#177;2.7V to &#177;5V, 128 Taps, Up/Down Interface; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 
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	Part No.	EP20K30EFC324-3ES EP20K100TI144-3ES EP20K200FI484-3ES EP20K200FC484-3ES EP20K30EFI144-3ES EP20K100FC324-3ES EP20K60EBI356-3ES EP20K400GI655-3ES EP20K30EFC144-3ES EP20K200BC356-3ES EP20K100FI324-3ES EP20K30EFI324-3ES EP20K400GC655-3ES EP20K100BC356-3ES EP20K60EBC356-3ES EP20K100TC144-3ES EP20K600EFC1020-3ES EP20K600EFI1020-3ES EP20K1000EFI1020-3ES EP20K1000EFC1020-3ES EP20K1500EFC1020-3ES EP20K1500EFI1020-3ES EP20K600EBI652-3ES EP20K30ERC208-3ES EP20K60EFC324-3ES EP20K400BI652-3ES EP20K400BC652-3ES EP20K400FI672-3ES EP20K400FC672-3ES EP20K100QC208-3ES EP20K200QC208-3ES  

	Description	Monolithic 1A Step-Down Regulator with Low Quiescent Current; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R 
 CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 8-MSOP
Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 14-SOIC
White LED Driver with PWM Dimming; Temperature Range: -40°C to 85°C; Package: 8-TDFN T&R
High Input Voltage Charger; Temperature Range: -40°C to 85°C; Package: 8-DFN
5V, Byte Alterable E2PROM; Temperature Range: -55°C to 125°C; Package: 32-CerDIP
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 8-TSSOP
Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 14-SOIC
Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 14-TSSOP
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 8-SOIC
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 8-TSSOP
4-Channel Integrated LCD Supply with Dual VCOM Amplifiers; Temperature Range: -40°C to 85°C; Package: 48-QFN T&R
Li-ion Battery Charger; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R
5V, Byte Alterable E2PROM; Temperature Range: -40°C to 85°C; Package: 32-FlatPack
5V, Byte Alterable E2PROM; Temperature Range: -55°C to 125°C; Package: 36-PGA
5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-CerDIP
5V, Byte Alterable EEPROM; Temperature Range: 0&degC to 70°C; Package: 32-CerDIP
5V, Byte Alterable E2PROM; Temperature Range: -55°C to 125°C; Package: 32-FlatPack
5V, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 32-PLCC
RTC Module With CPU Supervisor
Charging System Safety Circuit; Temperature Range: -40°C to 85°C; Package: 12-DFN
5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-PLCC
5V, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 36-PGA
5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-CLCC
5V, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 32-CLCC
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 28-PDIP
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP FPGA
Li-ion Battery Charger; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN T&amp;R 现场可编程门阵列（FPGA
FPGA FPGA
4-Channel Integrated LCD Supply; Temperature Range: -25&deg;C to 85&deg;C; Package: 36-QFN T&amp;R 现场可编程门阵列（FPGA
Dual Voltage Monitor with Intergrated CPU Supervisor 双电压监视器集成CPU监控
Field Programmable Gate Array (FPGA) 现场可编程门阵列（FPGA
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 20-TSSOP FPGA
Advanced 140MHz Triple Video Digitizer with Digital PLL; Temperature Range: -40&deg;C to 85&deg;C; Package: 128-MQFP 现场可编程门阵列（FPGA
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 28-PGA
4-Channel Integrated LCD Supply with Dual VCOM Amplifiers; Temperature Range: -40&deg;C to 85&deg;C; Package: 48-QFN T&amp;R
Digitally Controlled Potentiometer (XDCP&#153;), Terminal Voltage &#177;2.7V to &#177;5V, 128 Taps, Up/Down Interface; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R
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						 Nihon Dempa Kogyo Co., Ltd. 
 Nippon Chemi-con, Corp.
Ecliptek, Corp.
Hynix Semiconductor, Inc.
Merrimac Industries, Inc.
Maxwell Technologies, Inc
Altera, Corp.
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 			 Full text search : Monolithic 1A Step-Down Regulator with Low Quiescent Current; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 8-MSOP Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 14-SOIC White LED Driver with PWM Dimming; Temperature Range: -40°C to 85°C; Package: 8-TDFN T&R High Input Voltage Charger; Temperature Range: -40°C to 85°C; Package: 8-DFN 5V, Byte Alterable E2PROM; Temperature Range: -55°C to 125°C; Package: 32-CerDIP Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 8-TSSOP Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 14-SOIC Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 14-TSSOP Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 8-SOIC Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 8-TSSOP 4-Channel Integrated LCD Supply with Dual VCOM Amplifiers; Temperature Range: -40°C to 85°C; Package: 48-QFN T&R Li-ion Battery Charger; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R 5V, Byte Alterable E2PROM; Temperature Range: -40°C to 85°C; Package: 32-FlatPack 5V, Byte Alterable E2PROM; Temperature Range: -55°C to 125°C; Package: 36-PGA 5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-CerDIP 5V, Byte Alterable EEPROM; Temperature Range: 0&degC to 70°C; Package: 32-CerDIP 5V, Byte Alterable E2PROM; Temperature Range: -55°C to 125°C; Package: 32-FlatPack 5V, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 32-PLCC RTC Module With CPU Supervisor Charging System Safety Circuit; Temperature Range: -40°C to 85°C; Package: 12-DFN 5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-PLCC 5V, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 36-PGA 5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-CLCC 5V, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 32-CLCC 64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 28-PDIP Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP FPGA Li-ion Battery Charger; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN T&amp;R 现场可编程门阵列（FPGA FPGA FPGA 4-Channel Integrated LCD Supply; Temperature Range: -25&deg;C to 85&deg;C; Package: 36-QFN T&amp;R 现场可编程门阵列（FPGA Dual Voltage Monitor with Intergrated CPU Supervisor 双电压监视器集成CPU监控 Field Programmable Gate Array (FPGA) 现场可编程门阵列（FPGA Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 20-TSSOP FPGA Advanced 140MHz Triple Video Digitizer with Digital PLL; Temperature Range: -40&deg;C to 85&deg;C; Package: 128-MQFP 现场可编程门阵列（FPGA 64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 28-PGA 4-Channel Integrated LCD Supply with Dual VCOM Amplifiers; Temperature Range: -40&deg;C to 85&deg;C; Package: 48-QFN T&amp;R Digitally Controlled Potentiometer (XDCP&#153;), Terminal Voltage &#177;2.7V to &#177;5V, 128 Taps, Up/Down Interface; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	LTC3404 LTC3404EMS8 	1.4MHZ HIGH EFFICIENCY MONOLITHIC SYNCHRONOUS STEP-DOWN REGULATOR
LTC3404, 1.4MHz 600mA High Efficiency Monolithic Synchronous Step-down Regulator
	LINER[Linear Technology]

	L6926 L6926D L6926D013TR 9302 	   HIGH EFFICIENCY MONOLITHIC SYNCHRONOUS STEP DOWN REGULATOR
From old datasheet system
HIGH EFFICIENCY MONOLITHIC SYNCHRONOUS STEP DOWN REGULATOR 高效率单片同步降压调
	ST Microelectronics
STMICROELECTRONICS[STMicroelectronics]
STMicroelectronics N.V.

	SM2123 	Voltage Regula tor
	SeCoS Halbleitertechnol...

	SM2113 	Voltage Regula tor
	SeCoS Halbleitertechnol...

	SM6201 	Voltage Regula tor
	SeCoS Halbleitertechnologie GmbH

	S62FP 	CMOS Positive Voltage Regula tor
	SeCoS Halbleitertechnologie GmbH

	SQ2123 	CMOS Positive Voltage Regula tor
	SeCoS Halbleitertechnologie GmbH

	SQ2113 	CMOS Positive Voltage Regula tor
	SeCoS Halbleitertechnologie GmbH

	S5U2179 	CMOS Low Dropout Voltage Regula tor
	SeCoS Halbleitertechnologie GmbH

	PM8903 PM8903TR 	3 A step-down monolithic switching regulator
	STMicroelectronics

	EL7564CRE-T7 	Monolithic 4 Amp DC:DC Step-down Regulator
	Elantec Semiconductor

	EL7534IY EL7534IY-T7 EL7534IYZ-T13 EL7534IYZ-T7 EL	Monolithic 600mA Step-Down Regulator
	INTERSIL[Intersil Corporation]
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