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			M36W108T100ZN5T - TV 5C 5#16 PIN RECP Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Copper; Jacket Color:Light Blue; Leaded Process Compatible:Yes RoHS Compliant: Yes Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Blue; Leaded Process Compatible:Yes; Voltage Nom.:30V RoHS Compliant: Yes Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Leaded Process Compatible:Yes RoHS Compliant: Yes Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes TV 6C 6#20 PIN WALL RECP 8兆8，启动块闪存兆位128KB的x8 SRAM的低电压多媒体存储产 Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 8兆8，启动块闪存兆位128KB的x8 SRAM的低电压多媒体存储产 
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	Part No.	M36W108T100ZN5T M36W108T100ZM6T M36W108T120ZM6T M36W108B100ZM6T M36W108B120ZM6T M36W108T120ZN6T M36W108T100ZM1T   

	Description	TV 5C 5#16 PIN RECP 
 Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Copper; Jacket Color:Light Blue; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Blue; Leaded Process Compatible:Yes; Voltage Nom.:30V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
TV 6C 6#20 PIN WALL RECP 8兆8，启动块闪存兆位128KB的x8 SRAM的低电压多媒体存储产
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 8兆8，启动块闪存兆位128KB的x8 SRAM的低电压多媒体存储产
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 			 Full text search : TV 5C 5#16 PIN RECP Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Copper; Jacket Color:Light Blue; Leaded Process Compatible:Yes RoHS Compliant: Yes Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Blue; Leaded Process Compatible:Yes; Voltage Nom.:30V RoHS Compliant: Yes Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Leaded Process Compatible:Yes RoHS Compliant: Yes Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes TV 6C 6#20 PIN WALL RECP 8兆8，启动块闪存兆位128KB的x8 SRAM的低电压多媒体存储产 Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 8兆8，启动块闪存兆位128KB的x8 SRAM的低电压多媒体存储产   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AMS05BS AMS04 AMS04AN AMS04AS AMS04BN AMS04BS AMS0	JT 18C 18#20 PIN WALL RECP
JT 15C 14#20 1#16 PIN WALL REC
JT 12C 8#20 4#16 PIN RECP
JT 37C 37#22D PIN RECP
VOLTAGE REFERENCES
	Advanced Monolithic Systems, Inc.
ADMOS[Advanced Monolithic Systems]

	AN1358 AN1358S AN6562 AN6562S 	JT 7C 7#20 PIN RECP RoHS Compliant: No
JT 5C 5#20 PIN RECP
Dual Operational Amplifiers
	PANASONIC CORP
PANASONIC[Panasonic Semiconductor]

	24LC02BTI/MS 24LC02BTI/MSG 24LC02BTI/OT 24LC02BTI/	BUSS FUSEBLOCK RoHS Compliant: Yes 2K的I2C串行EEPROM
MB 12C 8#20 4#16 SKT RECP 2K的I2C串行EEPROM
2K I2C Serial EEPROM 2K的I2C串行EEPROM
MB 12C 8#20 4#16 PIN RECP
MB 8C 8#20 PIN RECP
MB 8C 8#20 SKT RECP
Connectors, Cable Assemblies,
Fuse Holder; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
PLUG,PUSH ON
Connector Adapter; Convert From:F Plug; Convert To:Belden 1694
	Microchip Technology, Inc.
Microchip Technology Inc.

	JAN7805K JAN7805T JAN7815K JAN7815T SG7815AIG_DESC	   POSITIVE FIXED VOLTAGE REGULATOR
Positive Fixed Linear Voltage Regulators
THREE-TERMINAL POSITIVE FIXED VOLTAGE REGULATORS 12 V FIXED POSITIVE REGULATOR, SFM3
THREE-TERMINAL POSITIVE FIXED VOLTAGE REGULATORS 12 V FIXED POSITIVE REGULATOR, MBCY3
THREE-TERMINAL POSITIVE FIXED VOLTAGE REGULATORS 12 V FIXED POSITIVE REGULATOR, MBFM2
SINGLEMODE FIBER PATCH CABLE, PLEM ST-SC 30M 15 V FIXED POSITIVE REGULATOR, CSFM3
THREE-TERMINAL POSITIVE FIXED VOLTAGE REGULATORS 15 V FIXED POSITIVE REGULATOR, MBFM2
Circular Connector; No. of Contacts:23; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:16-99 RoHS Compliant: No
JT 26C 26#20 SKT WALL RECP
JT 55C 55#22D PIN PLUG
JT 10C 10#20 SKT RECP
JT 23C 21#20 2#16 SKT PLUG
Coaxial Cable; Coaxial RG/U Type:8; Impedance:50ohm; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
JT 10C 10#20 PIN RECP
From old datasheet system
	Microsemi, Corp.
MICROSEMI[Microsemi Corporation]
http://

	08003GOA 08003GOB 08003GOC 08003GOD 08004GOB 08004	TV 32C 32#20 SKT PLUG
TV 32C 32#20 PIN PLUG RECP
TV 15C 15MIX PIN PLUG RECP
TV 28C 26#20 2#16 PIN PLUG REC
Silicon Controlled Rectifier
	Microsemi Corporation

	AT-108TR AT-108RTR 	Voltage Variable Absorptive Attenuator 40 dB/ 0.5-3.0 GHz
ER 3C 3#8 SKT RECP BOX
ER 5C 2#16 3#12 PIN RECP
	Tyco Electronics

	AD704SE/883B AD704TQ/883B AD704AR AD704AQ AD704JR-	   Quad Picoampere Input Current Bipolar Op Amp
MB 3C 3#20 SKT RECP
MB 55C 55#20 SKT RECP
MB 8C 8#12 PIN RECP
	ANALOG DEVICES INC
Analog Devices, Inc.

	MR301-12 MR301-12E MR301-12EL MR301-12ES MR301-12E	Switch Mode Power Supply; Series:ZWS; Output Voltage:36VDC; Output Power Max:32.4W; Output Current:0.9A; Number of Outputs:1; Supply Voltage Max:265V; Supply Voltage Min:85V 双继电器可逆电机和电磁阀控制
PSU, 30W 24VPSU, 30W 24V; Voltage, output:24V; Current, output:1.3A; Power rating:30W; Voltage, supply min:85V; Voltage, supply max:265V; Length / Height, external:26mm; Width, external:55mm; Depth, external:133mm; Approval 双继电器可逆电机和电磁阀控制
RESISTOR, 680R 2 WATT 5%RESISTOR, 680R 2 WATT 5%; Resistor element type:Wirewound Ceramic; Resistance:680R; Series:WP2S; Power rating:2W; Tolerance,  :5%; Tolerance, -:5%; Temp, op. max:155(degree C); Temp, op. min:-55(degree C); 双继电器可逆电机和电磁阀控制
ER 4C 4#16S PIN RECP 双继电器可逆电机和电磁阀控制
ER 5C 5#12 PIN RECP WALL 双继电器可逆电机和电磁阀控制
ER 4C 4#12 SKT RECP WALL 双继电器可逆电机和电磁阀控制
RESISTOR, 2K2 4 WATT 5%RESISTOR, 2K2 4 WATT 5%; Resistor element type:Wirewound Ceramic; Resistance:2.2kR; Series:WP4S; Power rating:4W; Tolerance,  :5%; Tolerance, -:5%; Temp, op. max:155(degree C); Temp, op. min:-55(degree C); 双继电器可逆电机和电磁阀控制
Nonvolatile, Quad, 8-Bit DACs 双继电器可逆电机和电磁阀控制
ER 4C 4#12 SKT RECP 双继电器可逆电机和电磁阀控制
ER 4C 4#12 PIN RECP 双继电器可逆电机和电磁阀控制
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Copper; Jacket Color:Ivory; Leaded Process Compatible:Yes RoHS Compliant: Yes 双继电器可逆电机和电磁阀控制
CAP CER 27000PF 50V 5% C0G 1206 双继电器可逆电机和电磁阀控制
Twin relay for motor and solenoid reversible control 双继电器可逆电机和电磁阀控制
ER 3C 1#16 2#12 SKT RECP WALL
SMA FEMALE POWER DIVIDER; NUMBER OF OUTPUT PORTS: 2; FREQUENCY RANGE: 0.5 - 1 GHz; MINIMUM ISOLATION: 22 dB; VSWR: 1.20 MAXIMUM; MAXIMUM INSERTION LOSS: .20 dB
ER 8C 7#16 1#12 PIN RECP WALL
RECT BRIDGE 50A 800V WIRE LEADS
AUTOMOTIVE RELAYS (Twin, Single) Relays
	NEC, Corp.
NEC Corp.
NEC[NEC]
http://

	AME1085DCBT AME1085ACDT AME1085DCDT AME1085ACBT AM	   3A Low Dropout Positive Voltage Regulator
JT 6C 6#12 SKT WALL RECP
JT 6C 6#12 PIN RECP
JT 6C 6#12 SKT RECP
	Analog Microelectronics
AME, Inc.

	HAL516 HAL516A HAL516E HAL517 HAL517A HAL517E HAL5	JT 6C 6#22D SKT RECP
JT 6C 6#22D PIN RECP
Hall Effect Sensor Family
	Micronas
Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
List of Unclassifed Man...

	AT804S16 	ER 3C 3#8 SKT RECP 相位控制晶闸
ER 4C 3#12 1#4 PIN RECP 相位控制晶闸
PHASE CONTROL THYRISTOR
	POSEICO SPA

	UPD78310AGQ-36 UPD78310AGQA-36 UPD78310AGF-3BE UPD	LJT 5C 5#20 PIN RECP 16 / 8位单片机
16/8 BIT SINGLE-CHIP MICROCOMPUTER 16 / 8位单片机
Circular Connector; No. of Contacts:61; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:25; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:25-61 RoHS Compliant: No
LJT 6C 6#20 SKT RECP
	http://
NEC, Corp.
NEC Corp.
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