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			 Related Part Number
	
					PART	Description	Maker
	CXK581000AYM-55LL CXK581000AYM-55SL CXK581000A CXK	Circular Connector; Body Material:Thermoplastic; Series:C016; No. of Contacts:6; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Features:Strain Relief with Clamping Ring; Leaded Process Compatible:Yes RoHS Compliant: Yes
Rectangular Industrial Connector Housing; Series:C-146; No. of Contacts:10; Gender:Female; Body Material:Aluminum Alloy; Connecting Termination:Screw; Features:Spring Cover; For Use With:C146 Rectangular Circular Connectors RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Aluminum Alloy; Series:MS3106; No. of Contacts:10; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Female RoHS Compliant: No
C091D
ER 10C 10#16 PIN PLUG RoHS Compliant: No
Rectangular Industrial Connector Housing; Series:C-146; No. of Contacts:24; Gender:Female; Body Material:Aluminum Alloy; Connecting Termination:Screw; Features:Spring Cover; For Use With:C146 Rectangular Circular Connectors RoHS Compliant: Yes
10-474618-01P
ER 5C 5#16 PIN PLUG
Top Entry Connector Hood; Enclosure Material:Aluminum Alloy; For Use With:C146 Rectangular Circular Connectors; Thread Size:PG 21; Connecting Termination:Screw; No. of Contacts:10; Operating Voltage:400V; Series:C-146 RoHS Compliant: Yes
DIN Audio Connector; No. of Contacts:3; Contact Termination:Solder; Mounting Type:Cable; Gender:Female; Terminal Type:Solder RoHS Compliant: Yes
Rectangular Industrial Connector Housing; Series:C-146; No. of Contacts:16; Body Material:Aluminum Alloy; Connecting Termination:Screw; For Use With:C146 Rectangular Circular Connectors; Operating Voltage:400V RoHS Compliant: Yes
Rectangular Industrial Connector Housing; Series:C-146; No. of Contacts:48; Gender:Female; Body Material:Aluminum Alloy; Connecting Termination:Screw; For Use With:C146 Rectangular Circular Connectors; Operating Voltage:400V RoHS Compliant: Yes
Circular Connector; Body Material:Thermoplastic; Series:C016; No. of Contacts:6; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug; Features:Strain Relief with Clamping Ring RoHS Compliant: Yes
Circular Connector; Body Material:Thermoplastic; Series:C016; No. of Contacts:6; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Features:Strain Relief with Clamping Ring RoHS Compliant: Yes
Top Entry Connector Hood; Enclosure Material:Aluminum Alloy; For Use With:C146 Rectangular Circular Connectors; Thread Size:PG 16; Connecting Termination:Screw; No. of Contacts:10; Operating Voltage:400V; Series:C-146 RoHS Compliant: Yes
Circular Connector; Body Material:Thermoplastic; Series:C016; No. of Contacts:6; Connecting Termination:Solder; Circular Shell Style:Cable Plug; Features:Internal Strain Relief with Clamping Ring RoHS Compliant: Yes
131072-word x 8-bit High Speed CMOS Static RAM 131072字8位高速CMOS静态RAM
	http://
SONY[Sony Corporation]
Sony, Corp.

	ADF4107BCP ADF4107BRU-REEL ADF4107BRU-REEL7 	Circular Connector; No. of Contacts:61; Series:LJT02R; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:25; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:25-61
Circular Connector; No. of Contacts:61; Series:LJT02R; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:25; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle
16-9 (4 Contacts) Pin Insert; For Use With:Amphenol MIL-C-5015 97 Series Circular Connectors; No. of Contacts:4 PLL FREQUENCY SYNTHESIZER, 7000 MHz, QCC20
	Analog Devices, Inc.

	ADSP-BF532SBBC400 ADSP-BF531 ADSP-BF531SBBC400 ADS	Blackfin Embedded Processor
Metal Connector Backshell
Circular Connector Series:97
28-2 (14 Contacts) Pin Insert; For Use With:Amphenol MIL-C-5015 97 Series Circular Connectors; No. of Contacts:14; Gender:Male; Operating Voltage:1250V
	Analog Devices, Inc.

	AT40K10-2DQC AT40K10-2DQI AT40K10-2EQC AT40K20-2EQ	ER 2C 2#16S PIN RECP BOX FPGA, 256 CLBS, 5000 GATES, PQFP160
5K - 50K Gates Coprocessor FPGA with FreeRAM FPGA, 576 CLBS, 10000 GATES, PQFP144
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Aluminum Alloy; Series:MS3102; No. of Contacts:4; Connector Shell Size:14S; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Gender:Female RoHS Compliant: No
ER 2C 2#16S SKT RECP BOX RoHS Compliant: No
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Aluminum Alloy; Series:MS3102; No. of Contacts:4; Connector Shell Size:14S; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Gender:Male RoHS Compliant: No
Circular Connector; No. of Contacts:3; Series:; Body Material:Aluminum Alloy; Connecting Termination:Solder; Connector Shell Size:14S; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No
Rectangular Connector; Body Material:Polyester; Series:8016; Number of Contacts:20; Contact Material:Phosphor Bronze; Contact Plating:Gold Over Nickel; Gender:Female; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Ultra-Low Profile Battery Connnector; Leaded Process Compatible:Yes; Number of Contacts:2; Peak Reflow Compatible (260 C):Yes; Terminal Type:Surface Mount
Cap, 199D ser, Tantalum Electro,
CAPACITOR; THR; CERAMIC; 100.0PF; 1.0KV
ER 1C 1#16S PIN RECP WALL
CAP 3300PF 4KVAC 20% CER-DISC-SAFETY RAD10MM 13MM-DIA TAPE-STRIP
CONN CODING KEY FEMALE 3.3V YEL
CONN CODING KEY MALE 3.3V YELLOW
	http://
Atmel, Corp.
聚兴科技股份有限公司
Atmel Corp.

	P600K P600M P600M-T3 P600A P600D-T3 P600D P600A-T3	6.0A SILICON RECTIFIER 整流.0a
Circular Connector; Body Material:Aluminum Alloy; Series:MS3116; Number of Contacts:30; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin
Circular Connector; No. of Contacts:41; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:21-41
	Won-Top Electronics Co., Ltd.
WTE[Won-Top Electronics]

	TSMBJ1005C-072 MICROCOMMERCIALCOMPONENTS-TSMBJ1005	Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:5; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:18-5
	Micro Commercial Components Corp.

	MH8V7245BWZTJ-5 	Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:14-5
	Mitsubishi Electric Corporation

	TC1072 TC1073 TC1073-33VCH TC1073-30VCH TC1073-285	Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-55
Circular Connector; No. of Contacts:55; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:22-55
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-55
Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:22-41
PTSE 55C 55#20 SKT RECP
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:7; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-78
50mA and 100mA CMOS LDOs with Shutdown, ERROR Output and VREF Bypass 0mA00mA的CMOS低压降稳压器具有关断功能，错误输出和VREF绕道
	Microchip Technology Inc.
Microchip Technology, Inc.

	AN4003 	Circular Connector; No. of Contacts:37; Series:MS27656; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:15; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No PC电源设计KA3511
	Fairchild Semiconductor, Corp.

	UPD72850AGK-9EU 	Circular Connector; No. of Contacts:56; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:25; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:25-4 RoHS Compliant: No
	NEC Corp.

	UPD17006AGF-011-3B9 	Circular Connector; No. of Contacts:56; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:25; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:25-4 RoHS Compliant: No
	NEC Corp.

	AK7712 AK7712A-VT 	Circular Connector; No. of Contacts:8; Series:MS27484; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:16-8 RoHS Compliant: No
	Asahi Kasei Microsystems Co.,Ltd
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