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	Part No.	NCV3063DR2G NCP3063BDR2G NCP3063PG NCP3063DR2G NCP3063BPG NCP3063BMNTXG NCP3063MNTXG NCV3063PG NCV3063MNTXG   

	Description	500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 1.5 A SWITCHING REGULATOR, 190 kHz SWITCHING FREQ-MAX, PDSO8 
 1.5 A, Step-Up/Down/ Inverting Switching Regulators
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?掳C to  85?掳C
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	Part: NCV3063DR2G
	Maker: ON
	Pack: SOP8
	Stock: Reserved
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			 Related Part Number
	
					PART	Description	Maker
	NCV3063DR2G NCP3063BDR2G NCP3063PG NCP3063DR2G NCP	500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 1.5 A SWITCHING REGULATOR, 190 kHz SWITCHING FREQ-MAX, PDSO8
1.5 A, Step-Up/Down/ Inverting Switching Regulators
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?掳C to  85?掳C
	ON Semiconductor

	MC33167TVG MC33167D2TR4G 	500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 8 A SWITCHING REGULATOR, 81 kHz SWITCHING FREQ-MAX, PSSO5
	ON Semiconductor

	LT1372 LT1372CN8 LT1372CS8 LT1372HV LT1372HVCN8 LT	500kHz and 1MHz High Efficiency 1.5A Switching Regulators
From old datasheet system
	Linear Technology Corporation
LINER[Linear Technology]

	MSK5030-5.0B 	500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?掳C to  85?掳C
	MS KENNEDY CORP

	AM2149-70PCB AM2149-70DCB AM2149-70LCB AM21L48-55D	x4 SRAM
Dual 100MHz Current Feedback Amplifiers; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Quad 100MHz Current Feedback Amplifiers; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
500kHz High Efficiency 3A Switching Regulator; Package: SO; No of Pins: 20; Temperature Range: -40°C to  85°C
500kHz High Efficiency 3A Switching Regulator; Package: DD PAK; No of Pins: 7; Temperature Range: -40°C to  85°C
4-Input Video Multiplexer with 75MHz Current Feedback Amplifier; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
150MHz Video Multiplexers; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
500mA Negative Low Dropout Micropower Regulator; Package: DD PAK; No of Pins: 5; Temperature Range: -40°C to  85°C
500mA Negative Low Dropout Micropower Regulator; Package: TO-220; No of Pins: 5; Temperature Range: -40°C to  85°C
500MHz, 3nV/rtHz, AV >=10 Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
100MHz Current Feedback Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Very High Speed Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
500kHz High Efficiency 3A Switching Regulator; Package: SO; No of Pins: 20; Temperature Range: 0°C to  70°C
Low Dropout Regulator; Package: DD PAK; No of Pins: 5; Temperature Range: -40°C to  85°C
14MHz, 7V/µs, Single Supply Dual and Quad Precision Op Amps; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
17µA Max, Dual and Quad, Single Supply, Precision Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
14MHz, 7V/µs, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
500kHz High Efficiency 3A Switching Regulator; Package: TO-220; No of Pins: 7; Temperature Range: -40°C to  85°C
14MHz, 7V/µs, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
1.1A, 35MHz Current Feedback Amplifier (CFA); Package: DD PAK; No of Pins: 7; Temperature Range: 0°C to  70°C
14MHz, 7V/µs, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
140MHz Video Current Feedback Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual and Quad 45MHz, 400V/µs Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Noise Very High Speed Operational Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
17µA Max, Dual and Quad, Single Supply, Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
28MHz, 12V/µs, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
23MHz, 50V/µs, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C
Low Power, High Speed Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
250kHz Low Supply Current High Efficiency 1.5A Switching Regulator; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
500kHz High Efficiency 3A Switching Regulator; Package: SO; No of Pins: 20; Temperature Range: -40&deg;C to  85&deg;C x4的SRAM
500kHz High Efficiency 3A Switching Regulator; Package: DD PAK; No of Pins: 7; Temperature Range: -40&deg;C to  85&deg;C x4的SRAM
500mA Negative Low Dropout Micropower Regulator; Package: TO-220; No of Pins: 5; Temperature Range: -40&deg;C to  85&deg;C x4的SRAM
500mA Negative Low Dropout Micropower Regulator; Package: DD PAK; No of Pins: 5; Temperature Range: -40&deg;C to  85&deg;C x4的SRAM
500kHz High Efficiency 3A Switching Regulator; Package: SO; No of Pins: 20; Temperature Range: 0&deg;C to  70&deg;C x4的SRAM
500MHz, 3nV/rtHz, AV >=10 Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C
Very High Speed Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
4.5A, 500kHz Step-Down Switching Regulator; Package: TO-220; No of Pins: 7; Temperature Range: -40&deg;C to  85&deg;C
	Advanced Micro Devices, Inc.
Amphenol, Corp.
Glenair, Inc.

	LT1376HVCSTR LT1376CSTRPBF LT1376HVCSPBF LT1375IS8	RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS 3 A SWITCHING REGULATOR, 570 kHz SWITCHING FREQ-MAX, PDSO16
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 3 A SWITCHING REGULATOR, 570 kHz SWITCHING FREQ-MAX, PDSO8
3 A SWITCHING REGULATOR, 570 kHz SWITCHING FREQ-MAX, PDIP8
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	AM27C040-120/BUA AM27C040-120/BXA AM27C040-120LIB 	Dual PowerPath Switch Driver; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Single and Dual Protected High Side Switches; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Differential Bus Transceiver; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Low Noise, Switched Capacitor-Regulated Voltage Inverters; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
SIM Power Supplyand Level Translator; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Single and Dual PCMCIA Protected 3.3V/5V VCC Switches; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
1MHz/500kHz Continuous Time Low Noise, Lowpass Elliptic Filter; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Low Power RS485 Transceiver with Receiver Fail-Safe; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Very Low Noise, Low Distortion Active RC Quad Universal Filter; Package: SSOP; No of Pins: 20; Temperature Range: 0°C to  70°C
Low Power RS485 Transceiver with Receiver Fail-Safe; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C x8存储
1MHz/500kHz Continuous Time Low Noise, Lowpass Elliptic Filter; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x8存储
x8 EPROM x8存储
	Samsung Semiconductor Co., Ltd.
Advanced Micro Devices, Inc.

	LT1371HVIT7PBF 	500kHz High Efficiency 3A Switching Regulator
	Linear Technology

	LT1370CR LT1370CR-PBF LT1370-15 	500kHz High Efficiency
6A Switching Regulator
500kHz High Efficiency 6A Switching Regulator
	Linear Technology

	SC46166S 	300mA ,500KHZ HIGH EFFICIENCY STEP-UP DC/DC CONVERTER
	Silan Microelectronics Joint-stock

	NB632EL-LF-Z 	High Effeciency 4A, 24V, 500kHz Synchronous Step-down Converter
	MPS Industries, Inc.
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