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			 Related Part Number
	
					PART	Description	Maker
	507-4757-3331-500 	LED PANEL MOUNT INDICATORS, Red 5 VDC
	Dialight Corp.

	606-1415-110F 606-2415-120F 606-2415-130F 606-2415	LED Panel Mount Indicators for 6mm Mounting Hole
	Dialight Corporation

	616-1132-130F 616-1132-140F 616-1332-120F 616-1332	LED Panel Mount Indicators for 16mm Mounting Hole
Panel Mount Indicators; LED Color:Green; Luminous Intensity:110ucd; Forward Current:15mA; Forward Voltage:12VDC; Operating Temperature Range:-25 C to  C; Color:Green; Luminous Intensity (MSCP):110; Voltage Rating:12VDC RoHS Compliant: Yes
Panel Mount Indicators; LED Color:Green; Luminous Intensity:110ucd; Forward Current:15mA; Forward Voltage:6VDC; Operating Temperature Range:-25 C to  85 C; Color:Green; Luminous Intensity (MSCP):110; Voltage Rating:6VDC RoHS Compliant: Yes
	Dialight Corporation

	080-1235-303 031-0137-300 051-0111-303 080-0537-30	Lens Cap; For Use With:031 Series Large Panel Mount Indicators; Lens Color:Clear; Color:Clear; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes SINGLE COLOR LED, WHITE
SINGLE COLOR LED, RED
Lens Cap; For Use With:080 Series Large Panel Mount Indicators; Lens Color:Clear; Color:Clear; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes SINGLE COLOR LED, WHITE
Lens Cap; For Use With:080 Series Large Panel Mount Indicators; Lens Color:Yellow; Color:Yellow; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No SINGLE COLOR LED, AMBER
SINGLE COLOR LED, GREEN
	Dialight PLC
DIALIGHT CORP

	CPE-755S 	panel mount piezo indicators
	CUI INC,

	CPE-757 	panel mount piezo indicators
	CUI INC,

	TLRE60T 	InGaAlP LED - Panel Circuit Indicators
	TOSHIBA

	558-0803-001F 558-0803-003F 558-0803-007F 558-0401	Low Current & High Efficiency Snap-in LED Panel Mount Indicators
SINGLE COLOR LED, BLUE ROHS COMPLIANT PACKAGE-2
T-1 SINGLE COLOR LED, GREEN, 3 mm ROHS COMPLIANT PACKAGE-2
	Dialight Corporation
Dialight PLC

	TLYE33CP TLYE33CPF TLPYE33CP TLPYE33CPF TLOE33CP T	SINGLE COLOR LED, YELLOW, 5 mm
Panel Circuit Indicators
	Toshiba Semiconductor

	MV60539.MP5 MV60539.MP6 MV60539.MP7 MV60539.MP8 MV	Variable Frequency Drive Composite Cable; Composite Conductor Types:3 Conductors   1 Pair; Number of Conductors:5; Conductor Size AWG:16-10; No. Strands x Strand Size:26 x 30, 105 x 30; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
RECTIFIER SCHOTTKY DUAL 15A 30V 150A-ifsm 0.84V-vf 0.1mA-ir TO-220AB 50/TUBE
N-Channel MOSFETs (20V…250V); Package: PG-TO263-3; Package: D2PAK (TO-263); VDS (max): 100.0 V; RDS (on) (max) (@10V): 33.0 mOhm; RDS (on) (max) (@4.5V): -; ID  (max): 27.0 A;
TRANS PREBIASED PNP 200MW SOT23
Circular Connector; No. of Contacts:55; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:17; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:17-35
Circular Connector; No. of Contacts:26; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:17; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:17-26
PC PARALLEL ADAPTER, DB25F
N-Channel MOSFETs (20V…250V); Package: PG-TO263-3; Package: D2PAK (TO-263); VDS (max): 100.0 V; RDS (on) (max) (@10V): 33.0 mOhm; RDS (on) (max) (@4.5V): -; ID  (max): 27.0 A;
SLIMLINE DIN 8 M TO      DB9 MALE
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED ARRAY, YELLOW, 5 mm
PCB MOUNT LED INDICATORS T-1 3/4 DUAL COLOR LED ARRAY, RED/GREEN, 5 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm
PCB MOUNT LED INDICATORS T-1 SINGLE COLOR LED, GREEN, 3 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED, YELLOW, 5 mm
PTSE 5C 5#16 PIN PLUG T-1 SINGLE COLOR LED, RED, 3 mm
PCB MOUNT LED INDICATORS T-1 SINGLE COLOR LED, HIGH EFFICIENCY RED, 3 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED ARRAY, GREEN, 5 mm
TV 26C 26#20 PIN WALL RECP T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED ARRAY, RED, 5 mm
PCB MOUNT LED INDICATORS T-1 DUAL COLOR LED ARRAY, BRIGHT RED/GREEN, 3 mm
CAP POLYPROPYLENE .0082UF 50V 2% T-1 3/4 SINGLE COLOR LED, RED, 5 mm
RECTIFIER SCHOTTKY DUAL 10A 80V 120A-ifsm 0.85V-vf 0.1mA-ir TO-220AB 50/TUBE T-1 3/4 SINGLE COLOR LED, RED, 5 mm
RECTIFIER SCHOTTKY SINGLE 16A 30V 150A-ifsm 0.63V-vf 0.2mA-ir TO220AC 50/TUBE T-1 3/4 SINGLE COLOR LED, RED, 5 mm
PCB MOUNT LED INDICATORS T-1 SINGLE COLOR LED ARRAY, YELLOW, 3 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED, HIGH EFFICIENCY RED, 5 mm
PCB MOUNT LED INDICATORS T-1 SINGLE COLOR LED, YELLOW, 3 mm
Filter Unit Analog P/H/G 400 cfm 115VAC RoHS Compliant: Yes T-1 3/4 SINGLE COLOR LED ARRAY, RED, 5 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED, RED, 5 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED ARRAY, HIGH EFFICIENCY RED, 5 mm
Variable Frequency Drive Composite Cable; Composite Conductor Types:3 Conductors  1 Pair; Number of Conductors:5; Conductor Size AWG:16-12; No. Strands x Strand Size:26 x 30, 65 x 30; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
   PCB MOUNT LED INDICATORS
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor Corporation
Fairchild Semiconductor, Corp.
QT Optoelectronics

	HSMX-A3XX-XXXXX 	Surface Mount LED Indicators, PLCC-4 SMT LEDs
	AVAGO TECHNOLOGIES LIMITED
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