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			 Related Part Number
	
					PART	Description	Maker
	6249-12-0 6249-24-0 6249-48-0 6249-24-2 6249-12-2 	Test Clip To Multi-Stacking Banana Plug Test Lead
	Pomona Electronics

	5523 3781 	Connector assemblies, Hooks Test; RoHS Compliant: Yes INTERCONNECTION DEVICE
Minigrabber Test Clip Patch Cord
	Pomona Electronics

	NTE5296A NTE5240A NTE5241A NTE5242A NTE5243A NTE52	50 watt zener diode,  -5% tolerance. Nominal zener voltage Vz = 52.0V. Zener test current Izt = 240mA.
50 watt zener diode,  -5% tolerance. Nominal zener voltage Vz = 33.0V. Zener test current Izt = 380mA.
50 watt zener diode,  -5% tolerance. Nominal zener voltage Vz = 180.0V. Zener test current Izt = 68mA.
50 Watt Zener Diodes ±5% Tolerance
50 Watt Zener Diodes 5% Tolerance
50 WATT ZENER DIODES 【5% TOLERANCE
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) 50μA低电流操作，低反向漏，低噪声稳压二极管（250μA工作电流，小反向漏电流，低噪声，齐纳二极管）
50 watt zener diode,  -5% tolerance. Nominal zener voltage Vz = 13.0V. Zener test current Izt = 960mA.
50 watt zener diode,  -5% tolerance. Nominal zener voltage Vz = 43.0V. Zener test current Izt = 290mA.
	NTE[NTE Electronics]
Fujitsu, Ltd.
NTE Electronics, Inc.

	44281-0001 44281-0002 44281-0003 44281-0004 44281-	Mini-Fit Test Plugs
Mini-Fit垄芒 Test Plugs
	Molex Electronics Ltd.

	AP160L AP160 	   8-BIT MICROCONTROLLER WITH 8KB OTP
ECONOLINE: REC3-S_DRW(Z)/H4,H6 - Safety standards and approval: EN 60950 certified, rated for 250VAV (LVD test report)- Applied for Ul 1950 Component
Zener Diode; Zener Voltage Typ, Vz:5.1V; Vz Test Current, Izt:20mA; Power Dissipation, Pd:500mW; Package/Case:41-MiniDIP; Leaded Process Compatible
	AMIC Technology Corporation

	HCTS393MS HCTS393KMSR HCTS393K HCTS393HMSR HCTS393	Radiation Hardened Dual 4-Input NOR Gate
Test Bus Controllers 68-CPGA -55 to 125
Test Bus Controllers 68-CFP -55 to 125
Radiation Hardened Octal D-Type Flip-Flop/ Three-State/ Positive Edge Triggered
Radiation Hardened Dual 4-Stage Binary Counter
From old datasheet system
	INTERSIL[Intersil Corporation]

	2249-C-48 2249-E-240 2249-C-12 2249-C-96 2249-K-12	Pomona Stress Relieved/BNCCable Assemblies, Color: Black, Length: 48 , Contact Plating: Nickel, Contact Material: Brass, Features: BNC to BNC, weatherproof molded construction, ideal for use with test instruments INTERCONNECTION DEVICE
Connector assemblies, RF Test; Connector Type A:BNC Male; Connector Type B:BNC Male; Cable Length:20ft; Approval Bodies:CE; Body Material:Brass; Contact Material:Brass; Features:75 Ohm impedance; For Use With:RG59B/U INTERCONNECTION DEVICE
Connector assemblies, RF Test; Connector Type A:BNC Male; Connector Type B:BNC Male; Cable Length:1ft; Approval Bodies:CE; Body Material:Brass; Contact Material:Brass; For Use With:RG58C/U; Leaded Process Compatible:Yes INTERCONNECTION DEVICE
Connector; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes INTERCONNECTION DEVICE
BNC (M), RG174/U INTERCONNECTION DEVICE
BNC (M) RG223/U RoHS Compliant: Yes INTERCONNECTION DEVICE
TEST , 50R RG58 2M
	Pomona Electronics

	MD9765ASZ-0 	Electrical Characteristics Test Condition (Vs= 3 . 0 V, RL= 2 . 2 k ohm, Ta=20隆?C, RH=65%)
Electrical Characteristics Test Condition (Vs= 3 . 0 V, RL= 2 . 2 k ohm, Ta=20°C, RH=65%)
	Knowles Electronics

	1N5524 1N5532 1N5540C 1N5541C 1N5539C 1N5543C 1N55	0.4 W, low voltage avalanche diode. Nominal zener voltage 9.1 V. Test current 1.0 mAdc.  -5% tolerance.
   0.4W LOW VOLTAGE AVALANCHE DIODES
0.4 W, low voltage avalanche diode. Nominal zener voltage 17.0 V. Test current 1.0 mAdc.  -10% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 33.0 V. Test current 1.0 mAdc.  -5% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 22.0 V. Test current 1.0 mAdc.  -5% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 13.0 V. Test current 1.0 mAdc.  -5% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 18.0 V. Test current 1.0 mAdc.  -1% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 18.0 V. Test current 1.0 mAdc.  -5% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 20.0 V. Test current 1.0 mAdc.  -10% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 14.0 V. Test current 1.0 mAdc.  -10% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 16.0 V. Test current 1.0 mAdc.  -5% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 16.0 V. Test current 1.0 mAdc.  -20% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 5.6 V. Test current 3.0 mAdc.  -2% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 11.0 V. Test current 1.0 mAdc.  -5% tolerance.
0.4W LOW VOLTAGE AVALANCHE DIODES 0.4瓦，低电压雪崩二极管
0.4 W, low voltage avalanche diode. Nominal zener voltage 5.6 V. Test current 3.0 mAdc.  -10% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 8.2 V. Test current 1.0 mAdc.  -10% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 16.0 V. Test current 1.0 mAdc.  -10% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 16.0 V. Test current 1.0 mAdc.  -2% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 24.0 V. Test current 1.0 mAdc.  -10% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 20.0 V. Test current 1.0 mAdc.  -5% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 18.0 V. Test current 1.0 mAdc.  -2% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 13.0 V. Test current 1.0 mAdc.  -10% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 22.0 V. Test current 1.0 mAdc.  -10% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 28.0 V. Test current 1.0 mAdc.  -10% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 30.0 V. Test current 1.0 mAdc.  -5% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 15.0 V. Test current 1.0 mAdc.  -5% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 9.1 V. Test current 1.0 mAdc.  -10% tolerance.
	Jinan Gude Electronic D...
娴???洪??靛??ㄤ欢??????
Jinan Gude Electronic Device Co., Ltd.
济南固锝电子器件有限公司
JGD[Jinan Gude Electronic Device]

	2SC941 2SC941-O 2SC941-R 2SC941TM 2SC941-Y 2SC942 	TRANSISTOR SILICON NPN EPIITAXIAL TYPE 晶体管型硅npn型EPIITAXIAL
SMA MALE TO TNC MALE; 18GHz PRECISION TEST CABLE ASSEMBLY; WIDEBAND COVERAGE DC - 18 GHZ TEST CABLES. FLEXIBLE FOR EASY CONNECTION AND BEND RADIUS
NPN EPITAXIAL TYPE (HIGH/ AM/ AM HIGH FREQUENCY AMPLIFIER CONVERTER APPLICATIONS)
NPN EPITAXIAL TYPE (HIGH, AM, AM HIGH  FREQUENCY AMPLIFIER CONVERTER APPLICATIONS)
From old datasheet system
	Toshiba, Corp.
Toshiba Corporation
TOSHIBA[Toshiba Semiconductor]



				
	 
	 Related keyword From Full Text Search System
	

					
						DK-28210-M2-UL gate threshold	
						DK-28210-M2-UL m85049	
						DK-28210-M2-UL schottky	
						DK-28210-M2-UL ic查尋	
						DK-28210-M2-UL Resistor
	
						DK-28210-M2-UL Resistor	
						DK-28210-M2-UL specifications	
						DK-28210-M2-UL Shunt	
						DK-28210-M2-UL Shunt	
						DK-28210-M2-UL power


				
	 



		 


	
		
Price & Availability of DK-28210-M2-UL 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.28077793121338















