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			 Related Part Number
	
					PART	Description	Maker
	Q62705-K274 KPY33-RK 	Standard Recovery Rectifier; Forward Current:20A; Forward Current Average:12.7A; Forward Current Avg Rectified, IF(AV):12.7A; Forward Surge Current Max, Ifsm:300A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
Silicon Piezoresistive Relative Pressure Sensor
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	CLY32-00 CLY32-05 CLY32-10 CLY32 	Standard Recovery Rectifier; Forward Current:25A; Forward Current Average:15.9A; Forward Current Avg Rectified, IF(AV):15.9A; Forward Surge Current Max, Ifsm:350A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes 伊雷尔C波段砷化镓功率场效应
HiRel C-Band GaAs Power-MESFET
	INFINEON[Infineon Technologies AG]

	FS1UM-18A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
MITSUBISHI Nch POWER MOSFET HIGH-SPEED SWITCHING USE
	POWEREX[Powerex Power Semiconductors]
Mitsubishi Electric Corporation

	Q62705-K151 KPY33-R 	Advanced PFC/PWM Combination Controllers 20-PDIP -40 to 105 相对硅压阻压力传感器
Standard Recovery Rectifier; Forward Current:20A; Forward Current Average:12.7A; Forward Current Avg Rectified, IF(AV):12.7A; Forward Surge Current Max, Ifsm:300A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
Silicon Piezoresistive Relative Pressure Sensor
Silicon Piezoresistive Relative Press...
	Siemens Semiconductor G...
SIEMENS AG
SIEMENS[Siemens Semiconductor Group]
Infineon

	BYW29-200 	Epoxy Meets UL 94 V-0 125 in Low Forward Voltage Low Leakage Current
	TY Semiconductor Co., Ltd

	1N542 1N500 1N454 1N448 1N571 1N418 1N452 1N478 1N	GOLD BONDED DIODES(Low forward voltage, low power consumption)
	List of Unclassifed Manufacturers
List of Unclassifed Manufac...
List of Unclassifed Man...

	SDM1060LCS 	Ultra low forward voltage drop, low power loss
	Pan Jit International Inc.

	SBM3060VDC 	Ultra Low forward voltage drop, low power losses
	Pan Jit International Inc.

	WSL3637L5000FEA WSL3637L5000FEK WSL3637L5000JEA WS	LED Indicator; LED Color:Red; Forward Current:20mA; Forward Voltage:28V; Color:Red; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Power Metal Strip shunts, very low R-val
very low R-value, very low TCR;
low thermal EMF
LED Indicator; Color:Green; Luminous Intensity (MSCP):1000foot lambert; Voltage Rating:24V; LED Color:Green; Leaded Process Compatible:No; Lens Style:(H x Dia) 35.6 x 19.80 mm; Lens Width:17.8; Mounting Type:Through Hole
Power Metal Strip Resistors, Low Value, Surface Mount
	Vishay Intertechnology,Inc.
Vishay Siliconix

	SHD114523A SHD114523B 	HERMETIC POWER SCHOTTKY RECTIFIER Low Reverse Leakage Low Forward Voltage Drop
	Sensitron
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