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			 Related Part Number
	
					PART	Description	Maker
	AD708 AD708SH/883B AD708JGRADECHIPS AD708SGRADECHI	   Ultralow Offset Voltage Dual Op Amp
Ultralow Offset Voltage Dual Op Amp DUAL OP-AMP, 65 uV OFFSET-MAX, 0.9 MHz BAND WIDTH, MBCY8
Ultralow Offset Voltage Dual Op Amp DUAL OP-AMP, 65 uV OFFSET-MAX, 0.9 MHz BAND WIDTH, CDIP8
	ANALOG DEVICES INC
Analog Devices, Inc.

	LT1208CS8PBF LT1230CS14 LT1125MJ14 LT1127MJ14 LT12	Dual and Quad 45MHz, 400V/&#181;s Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 3000 uV OFFSET-MAX, 45 MHz BAND WIDTH, PDSO8
QUAD OP-AMP, 10000 uV OFFSET-MAX, 100 MHz BAND WIDTH, PDSO14
QUAD OP-AMP, 140 uV OFFSET-MAX, 12.5 MHz BAND WIDTH, CDIP14
QUAD OP-AMP, 140 uV OFFSET-MAX, 45 MHz BAND WIDTH, CDIP14
QUAD OP-AMP, 10000 uV OFFSET-MAX, 100 MHz BAND WIDTH, CDIP14
QUAD OP-AMP, 90 uV OFFSET-MAX, 12.5 MHz BAND WIDTH, CDIP14
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	OP07D OP07DN OP07DR-REEL OP07DR-REEL7 OP07DR OP07D	Ultralow Offset Voltage Operational Amplifier; Package: SOIC 150 MIL; No of Pins: 8; Temperature Range: Industrial OP-AMP, 350 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, PDSO8
150 μV Maximum Offset Voltage Op Amp
150 渭V Maximum Offset Voltage Op Amp
150 レV Maximum Offset Voltage Op Amp
	Analog Devices, Inc.

	LT1457ACN8PBF 	Dual, Precision JFET Input Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 45000 uV OFFSET-MAX, 1.7 MHz BAND WIDTH, PDIP8
	Linear Technology, Corp.

	M5218AFP M5218AL M5218AP M5218FP M5218P M5218 M521	DUAL OP-AMP, 6000 uV OFFSET-MAX, 7 MHz BAND WIDTH, PDIP8
DUAL OP-AMP, 6000 uV OFFSET-MAX, 7 MHz BAND WIDTH, PSIP8
From old datasheet system
DUAL LOW-NOISE OPERATIONAL AMPLIFIERS(DUAL POWER SUPPLY TYPE)
Dual Low Noise Operational Amplifier
	MITSUBISHI[Mitsubishi Electric Semiconductor]
Mitsubishi Electric Corporation

	OP-270A OP-270AJ8 OP-270E OP-270EJ8 OP-270G OP-270	From old datasheet system
Dual/Quad Low Noise / Precision Operational Amplifiers
Dual/Quad Low Noise, Precision Operational Amplifiers DUAL OP-AMP, 75 uV OFFSET-MAX, 6 MHz BAND WIDTH, CDIP8
Dual/Quad Low Noise, Precision Operational Amplifiers QUAD OP-AMP, 400 uV OFFSET-MAX, 6 MHz BAND WIDTH, CDIP14
Dual/Quad Low Noise, Precision Operational Amplifiers DUAL OP-AMP, 250 uV OFFSET-MAX, 6 MHz BAND WIDTH, PDIP8
Dual/Quad Low Noise, Precision Operational Amplifiers QUAD OP-AMP, 1000 uV OFFSET-MAX, 6 MHz BAND WIDTH, PDIP14
Dual/Quad Low Noise, Precision Operational Amplifiers QUAD OP-AMP, 1000 uV OFFSET-MAX, 6 MHz BAND WIDTH, PDSO16
Dual/Quad Low Noise, Precision Operational Amplifiers 四低噪声，高精度运算放大
	LINER[Linear Technology]
Linear Technology Corporation
Linear Technology, Corp.

	OP-227 OP-227AY OP-227BY_883 OP-227EY OP-227FY OP-	Dual Low Offset,Instrument OP AMP(低噪低偏移双测量运算放大
DUAL, LOW-NOISE LOW OFFSET INSTRUMENTATION OPERATIONAL AMPLIFIER
	Analog Devices, Inc.

	AD746SQ/883B 	Dual Precision, 500 ns Settling, BiFET Op Amp; Package: CerDIP; No of Pins: 8; Temperature Range: Military DUAL OP-AMP, 1500 uV OFFSET-MAX, 13 MHz BAND WIDTH, CDIP8
	Analog Devices, Inc.

	MAX406AEPA MAX406BEPA MAX407EPA MAX409BEPA MAX409A	Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 1100 uV OFFSET-MAX, 0.04 MHz BAND WIDTH, PDIP8
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 3000 uV OFFSET-MAX, 0.04 MHz BAND WIDTH, PDIP8
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps DUAL OP-AMP, 4000 uV OFFSET-MAX, 0.008 MHz BAND WIDTH, PDIP8
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 3000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDIP8
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 950 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDSO8
	Maxim Integrated Products, Inc.

	LT6001CMS8PBF LT6000IDCBTR LT6000CDCBPBF LINEARTEC	Dual 1.8V, 13uA Precision Rail-to-Rail Op Amp; Package: MSOP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 800 uV OFFSET-MAX, 0.05 MHz BAND WIDTH, PDSO8
Single 1.8V, 13&#181;A Precision Rail-to-Rail Op Amp; Package: DFN; No of Pins: 6; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 1200 uV OFFSET-MAX, 0.05 MHz BAND WIDTH, PDSO6
Single 1.8V, 13&#181;A Precision Rail-to-Rail Op Amp; Package: DFN; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
Single 1.8V, 13&#181;A Precision Rail-to-Rail Op Amp; Package: DFN; No of Pins: 6; Temperature Range: 0&deg;C to  70&deg;C
QUAD OP-AMP, 1300 uV OFFSET-MAX, 0.05 MHz BAND WIDTH, PDSO16
QUAD OP-AMP, 1200 uV OFFSET-MAX, 0.05 MHz BAND WIDTH, PDSO16
Single, Dual and Quad, 1.8V, 13A Precision Rail-to-Rail Op Amps
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	MC33502PG 	1.0 V, Rail&#8722;to&#8722;Rail, Dual Operational Amplifier DUAL OP-AMP, 7000 uV OFFSET-MAX, 5 MHz BAND WIDTH, PDIP8
	ON Semiconductor

	TS971 TS971I TS971ID TS971ILT TS972 TS972I TS972ID	DUAL OP-AMP, 7000 uV OFFSET-MAX, 12 MHz BAND WIDTH, PDIP8
DUAL OP-AMP, 7000 uV OFFSET-MAX, 12 MHz BAND WIDTH, PDSO8
OUTPUT RAIL TO RAIL VERY LOWNOISE OPERATIONAL AMPLIFIERS
From old datasheet system
	STMICROELECTRONICS[STMicroelectronics]
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