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			 Related Part Number
	
					PART	Description	Maker
	5221980-1 	Multiple Coaxial Contacts ( COAXICON ); PIN,STRAIGHT,SIZE 8,50 OHM ( AMP )
	Tyco Electronics

	RT1608 RT1608K100CS RT1608K100GS RT1608M100CS RC32	CA BAYONET
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
CACOM 35C 35#16 PIN PLUG
CA06COME28-15PWBF97
CA06COME28-15SWBF97
CANCA06COME28-15PBF80G12
CANCA06COME28-15SBF80G12
NITRON LIN
CA-BAYONET
CACOMB 35C 35#16 SKT PLUG 贴片电阻
CACOM 35C 35#16 SKT PLUG 贴片电阻
THICK FILM CHIP RESISTORS 贴片电阻
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; No. of Contacts:12; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 贴片电阻
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:FEP; Leaded Process Compatible:Yes RoHS Compliant: Yes 贴片电阻
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes 贴片电阻
Coaxial Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes
	List of Unclassifed Man...
ETC[ETC]
List of Unclassifed Manufacturers
Samsung Electronics
Electronic Theatre Controls, Inc.
Infineon Technologies AG

	10B-2001 	Military-Grade 10BASE-T interface module
Coaxial Cable; Coaxial RG/U Type:8; Impedance:52ohm; Conductor Size AWG:13; No. Strands x Strand Size:7 x 21; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
	Aeroflex Circuit Techno...
AEROFLEX[Aeroflex Circuit Technology]
Aeroflex Inc.

	MB84VA2107-10 MB84VA2106-10 	Coaxial Cable; Coaxial RG/U Type:8; Impedance:50ohm; Conductor Size AWG:11; No. Strands x Strand Size:7 x 19; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
16M (x16) FLASH MEMORY & 1M (x 8) STATIC RAM
	Fujitsu Limited
Fujitsu Component Limited.
Fujitsu Component Limit...

	A29512L-90 A29512L-70 A29512L-55 A29512V-55 A29512	Coaxial Cable; Coaxial RG/U Type:174; Impedance:50ohm; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
64K X 8 Bit CMOS 5.0 Volt-only, Uniform Sector Flash Memory 64K的8位CMOS 5.0伏只，统一部门快闪记忆
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes 64K的8位CMOS 5.0伏只，统一部门快闪记忆
	AMIC Technology Corporation
AMIC Technology, Corp.

	SG7905AT_883B SG7905IG SG7915AL_DESC SG7915AT SG79	SINGLEMODE FIBER PATCH CABLE, PLEM ST-ST 30M 15 V FIXED NEGATIVE REGULATOR, SFM3
NEGATIVE FIXED VOLTAGE REGULATOR 5 V FIXED NEGATIVE REGULATOR, MBCY3
Circular Connector; No. of Contacts:55; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:16-35 RoHS Compliant: No
JT 26C 26#20 PIN WALL RECP
Coaxial Cable; Coaxial RG/U Type:8; Impedance:50ohm; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
JT 22C 22#22M PIN RECP
JT 55C 55#22D PIN WALL RECP
JT 10C 10#20 SKT RECP
Circular Connector; No. of Contacts:10; Series:MS27497; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:12; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
Negative Fixed Linear Voltage Regulators
15 V FIXED NEGATIVE REGULATOR, MBCY3
	Microsemi, Corp.
Microsemi Corporation
MICRO-ELECTRONICS[Micro Electronics]

	TBA12-11EGWA TBA12-12EGWA TBA12-22EGWA TA12-11 TA1	Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:25; No. Strands x Strand Size:Solid; Jacket Material:Polyethylene; Capacitance:16.9pF/ft; Conductor Material:Copper; Jacket Color:Red RoHS Compliant: Yes
30 MM 5 X 7 DOT MATRIX DISPLAYS 5X7 DOT MATRIX DISPLAY, GREEN, 30 mm
	KINGBRIGHT[Kingbright Corporation]
Kingbright Electronic
Kingbright Corporation.
Kingbright, Corp.

	MCP1701T-25021/TO MCP1701T-25021/MB MCP1701T-25021	5 V FIXED POSITIVE LDO REGULATOR, 0.63 V DROPOUT, PBCY3
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:56pF/ft; Conductor Material:Copper RoHS Compliant: Yes
5015 RR 3#8 3#16 SKT RECP
Multiconductor Security and Alarm Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.3pF/ft; Conductor Material:Copper; Leaded Process Compatible:Yes RoHS Compliant: Yes
2uA Low Dropoout Positive Voltage Refulator 五成低Dropoout正电压Refulator
5015 RR 2#8 2#16 PIN RECPT 五成低Dropoout正电压Refulator
	Microchip Technology Inc.
Microchip Technology, Inc.

	GT12M-20_1DP-CV8.7R GT12M-20_1DPP-HU GT12M-20_1DS-	21 CONTACT(S), MALE, TELECOM AND DATACOM CONNECTOR, SOLDER
Coaxial Cable; Coaxial RG/U Type:62A; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Jacket Color:Black; Leaded Process Compatible:No RoHS Compliant: Yes
2 mm Pitch, Miniature ECU Connectors
2 mm Pitch/ Miniature ECU Connectors
	Hirose Electric USA, INC.
http://
HIROSE[Hirose Electric]

	1600 1600-9A 1045 1045-9A 1088 1150 1088-9A 1089 1	   T-1 Lamps, Visible-Infrared
T-1 Lamps, Visible-Infrared 的T 1灯，可见光，红外
TV 22C 22#22D PIN RECP 的T 1灯，可见光，红外
Shielded Paired Cable; Number of Conductors:10; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Number of Pairs:5; Leaded Process Compatible:Yes; Drop Ship:Yes RoHS Compliant: Yes 的T 1灯，可见光，红外
Coaxial Cable; Coaxial RG/U Type:174; Impedance:50ohm; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:1400V RoHS Compliant: Yes
of Pairs:5; Drop Ship:Yes; Features:Alumunium Foil Polyester/Tinned Copper Braid RoHS Compliant: Yes
IGBT MODULE, 1200V, 167A; Transistor type:3-phase bridge invertor; Current, Ic continuous a max:169A; Voltage, Vce sat max:2.05V; Case style:miniSKiiP-3; Current, Ic continuous b max:137A; Temperature, current:25(degree C); Time, RoHS Compliant: Yes
T-1 Lamps/ Visible-Infrared
	International Light Technologies, Inc.
International Light Technologies Inc.
Gilway Technical Lamp

	R5312L001A 	Coaxial Cable; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V; RG Cable Type:59 RoHS Compliant: Yes
Multi LDOs for Cellular-phone
	Ricoh Co., Ltd.
RICOH electronics devic...
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