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			 Related Part Number
	
					PART	Description	Maker
	RNR/RNNRESISTORSMIL-PRF-55182 	Established Reliability ''S'' Level, MIL-PRF-55182, Characteristics E and C, Excellent long-term stability, Impervious to harmful environments, Inert gas filled, Low noise
	Vishay

	BD9A301MUV-LB 	This is the product guarantees long time support in Industrial market
	Rohm

	SAWX5X0X-1F SAWX5X0X-1D SAWX5X0X-1C SAWX5X0X-1B SA	Binning and Labeling Connect directly in AC Power Saving Long Life Time
	Seoul Semiconductor

	OSLA03X3RGB 	Offer long life time, high efficiency , eco-friendly products.
	OptoSupply International

	VSMP1206 	Z-Based Bulk Metal Foil Technology Discrete High Precision Surface Mount Chip Resistor High Power - Excellent Long Term Stabilty Z -基大块金属箔技术离散高精度表面贴装芯片电阻，高功率-卓越的长期稳
Resistors, fixed discrete
	Vishay Intertechnology, Inc.
VISAY[Vishay Siliconix]

	S593005 S5931-1024S S5931-512S S5930-512S S5930-25	NMOS linear image sensor Built-in thermoelectric cooler ensures long exposure time and stable operation.
	Hamamatsu Corporation

	OSLA03X3M00 	Replaceable for conventional halogen lamp, offer long life time, high efficiency, eco-friendly products.
	OptoSupply International

	16285 16285-A 	Slim Power Relay, 1 Form A, 6A 250VAC, Silver Alloy Contact
HTSNK, C LONG. .4H LOW FLOW, THREADED
HTSNK C LONG. .4H LOW FLOW THREADED
	VICOR[Vicor Corporation]

	IPD040N03LG IPS040N03LG 	OptiMOS?3 Power-Transistor Features Excellent gate charge x R DS(on) product (FOM)
OptiMOS庐3 Power-Transistor Features Excellent gate charge x R DS(on) product (FOM)
	Infineon Technologies AG

	HIF7-80PA-1.27DSAL HIF7-80PA-1.27DSL HIF7-100DA-1.	1.27mm (.050) MINIATURE CONNECTORS 1.27毫米050）微型连接器
Time-Delay Relay; Time Range:; Mounting Type:Plug In; Timing Function:Interval; Leaded Process Compatible:Yes; Load Current Max:1A; Relay Mounting:Plug-In; Supply Voltage:12VDC; Time Range Max:30s; Time Range Min:0.1s RoHS Compliant: Yes
   1.27mm (.050) MINIATURE CONNECTORS
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	AM29LV800DB-120SD AM29LV800DB-120ED AM29LV800DB-12	8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory
Time-Delay Relay; Time Range:0.1 sec. to 30 sec.; Mounting Type:Plug In; Timing Function:Delay-On-Make; Relay Mounting:Plug-In; Supply Voltage AC, Max:230V; Supply Voltage AC, Min:115V; Supply Voltage DC, Max:230V RoHS Compliant: Yes
Time-Delay Relay; Contacts:NO; Time Range:0.1 to 102.4s; Timing Function:Delay-On-Make; Supply Voltage Max:288V; Supply Voltage Min:100V; Time Range Max:102.4s; Time Range Min:0.1s RoHS Compliant: Yes
Low Voltage, Active Transmission Line Termination Clamp (4 Terminations)
Time-Delay Relay; Time Range:0.1 - 30; Timing Function:Delay-On-Make; Time Range Max:30s; Time Range Min:0.1s
Time-Delay Relay; Time Range:0.1 sec. to 30 sec.; Mounting Type:Plug-In; Timing Function:Delay-On-Make; Supply Voltage:115V RoHS Compliant: Yes
Time-Delay Relay; Time Range:1sec. to 1024 sec.; Mounting Type:Plug In; Timing Function:Delay-On-Make; Relay Mounting:Plug-In; Supply Voltage AC, Max:288V; Supply Voltage AC, Min:19V; Supply Voltage DC, Max:288V RoHS Compliant: Yes
2-Port PCI-X to PCI-X Bridge
Time-Delay Relay; Contacts:NO; Timing Function:Delay-On-Make; Supply Voltage Max:50V; Supply Voltage Min:18V; Time Range Max:102.4s; Time Range Min:0.1s RoHS Compliant: Yes 512K X 16 FLASH 3V PROM, 120 ns, PDSO48
	Advanced Micro Devices, Inc.
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