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		  Datasheet File OCR Text:


		 ~ Single winding for use where equipment is already isolated and only voltage change is required ~ Does not provide isolation ~ Input is circuit breaker protected ~ Hi-pot tested to 2 KV RMS ~ Standard 3-wire, grounded plug (can also be used with adaptors for proper grounding) ~ Input connected to a 5 foot cord & grounded North American 230V plug ~ Output connected to a standard N. American 115V - 3 wire grounded receptacle (NEMA 5-15R) ~ North American Mark of Safety: cUL & UL listed
230VA 115VA 230VAC to 115VAC Down (North American Step Down (Nor th Amer ican 230V Plug & 115V Receptacle)
Pa r t No. 175A-NA 175B-NA 175C-NA 175D-NA 175E-NA 175F-NA 175G-NA Capacity VA VA 100 200 300 500 750 1000 1500 Di mensi ons ( I nches) W 3.16 3.16 3.16 3.80 3.80 3.80 4.40 D 4.25 4.50 5.00 6.00 7.06 7.06 6.63 H 3.81 3.81 3.81 4.68 4.68 4.68 5.39 Mount i ng Hol e Centers (Inches) W D 2.50 2.94 2.50 3.19 2.50 3.69 3.00 4.38 3.00 5.38 3.00 538 3.50 6.09 Shipping We i g h t 3.5 4.5 6.0 10.0 14.0 14.5 22.0
~ Single winding for use where equipment is already isolated and only voltage change is required ~ Does not provide isolation ~ Input is circuit breaker protected ~ Hi-pot tested to 2 KV RMS ~ Standard 3-wire, grounded plug (can also be used with adaptors for proper grounding) ~ Input connected to a 5 foot cord & standard grounded European (Schuko) plug ~ Output connected to a standard N. American 115V - 3 wire grounded receptacle (NEMA 5-15R) ~ North American Mark of Safety: cUL & UL listed
230VA 115VA 230VAC to 115VAC Down North American Step Down (European Plug & Nor th Amer ican Receptacle)
Pa r t No. 175A-EU 175B-EU 175C-EU 175D-EU 175E-EU 175F-EU 175G-EU Capacity VA VA 100 200 300 500 750 1000 1500 Di mensi ons ( I nches) W 3.16 3.16 3.16 3.80 3.80 3.80 4.40 D 4.25 4.50 5.00 6.00 7.06 7.06 6.63 H 3.81 3.81 3.81 4.68 4.68 4.68 5.39 Mount i ng Hol e Centers (Inches) W D 2.50 2.94 2.50 3.19 2.50 3.69 3.00 4.38 3.00 5.38 3.00 538 3.50 6.09 Shipping We i g h t 3.5 4.5 6.0 10.0 14.0 14.5 22.0
28
(c)
Hammond Manufacturing Co. Ltd. 394 Edinburgh Rd. North Guelph, Ontario N1H 1E5 CANADA Phone: 519-822-2960 Fax: 519-822-0715
ww w.h am mo ndm fg.c om
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~ Single winding for use where equipment is already isolated and only voltage change is required ~ Does not provide isolation ~ Input is circuit breaker protected ~ Hi-pot tested to 2 KV RMS ~ Standard 3-wire, grounded plug (can also be used with adaptors for proper grounding) ~ Input is connected to a 5 foot cord & standard grounded North American plug (NEMA 5-15P) ~ Output is connected to a grounded European (Schuko) receptacle ~ North American Mark of Safety: cUL & UL listed
115VA 230VA ansfor ormer 115VAC to 230VAC Step Up Tr ansfor mer
Pa r t No. 176A 176B 176C 176D 176E 176F 176G Capacity VA VA 120 200 300 500 750 1000 1500 Di mensi ons ( I nches) W 3.16 3.16 3.16 3.80 3.80 3.80 4.40 D 4.25 4.50 5.00 6.00 7.06 7.06 6.63 H 3.81 3.81 3.81 4.68 4.68 4.68 5.39 Mount i ng Hol e Centers (Inches) W D 2.50 2.94 2.50 3.19 2.50 3.69 3.00 4.38 3.00 5.38 3.00 538 3.50 6.09 Shipping We i g h t 3.5 4.5 6.0 10.0 14.0 14.5 22.0
International Inter national - Grounded Adaptor Plugs
~ For use with our 171, 172, 175 & 176 series transformers. ~ Heavy duty design with plastic shell and double wipe contacts. ~ Allows for ground connection between equipment and international power sources. ~ With a set of all 4 adaptors, they will accept equipment with plugs from virtually every country except South Africa ~ Adaptors do not affect voltages they are a mechanical device only to match foreign "pinouts" of voltages, receptacles and/or plugs.
Pa r t No. 298G4 298G3 298G6 298G7 Grounded P l u g Ty p e Eur opean Br i t i sh Au s t ra l i a n N. Ame r i c a n Used in the Countr ies of: Au s t r i a , Be l g i u m, F i n l a n d , Fra n c e, Ge r ma ny, Mi d d l e Ea s t , Ne t h e r l a n d s, No r way, Pa r t s o f Af r i c a / As i a / So u t h Ame r i c a / Ch i n a / Ta h i t i & Ca r i bve a n , Swe d e n Ho n g Ko n g , I r e l a n d , Ma l ay s i a , Pa r t s o f Af r i c a / Ca r i bb e a n , Si n g a p o r e, U. K. Au s t ra l i a , Pe o p l e ' s Re p u bl i c o f Ch i n a , S. Pa c i f i c I s l a n d s, New Z e a l a n d Ca n a d a , Pa r t s o f t h e Ca r i bb e a n / So u t h Ame r i c a , Ph i l i p p i n e s, USA
Rear View of all adaptors
298G4
298G3
298G6
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