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		  Datasheet File OCR Text:


		  42 all products specifications are subject to change without notice. features specifcations computing system  chipset intel 945gme gmch/ich7m    cpu intel core duo processor 1.66 ghz/1.2 ghz front side bus 667 mhz/533 mhz memory supports up to 4 gb ddr2 533/667 mhz sdram* graphics controller intel 945gme integrated vram dynamic video memory technology (dvmt) 3.0 to dynamically allocate up to 224 mb of system memory for  graphics usage. expansion slot mini pci 1 x mini pci slot, supports type iiia mini pci mini pci-e 1 x mini pci-e slot storage hdd 1 x 2.5" sata device ethernet interface 2 x gigabit ethernet interfaces (rj-45) i/o ports 1 x rs-232/422/485 (by jumper option, isolated) serial port; 4 x usb ports; 1 x dvi-i port   speakers 2 x 1 w speakers; 1 x mic-in and 1 x line/headphone out display display type 19" tft lcd. max. resolution 1280 x 1024 max. colors 16.7 m (rgb 8-bit data) dot size (mm) 0.294 x 0.294 viewing angle 178/178 luminance 300 cd/m 2 contrast ratio 1300 : 1 lcd mtbf 50,000 hours backlight lifetime 50,000 hours power supply universal ac/dc adapter (sinpro model no. mpu100-107)  input voltage 100 ~ 240 v ac , 47 ~ 63 hz, 1.25 ~ 0.5 a output voltage +18 v dc , 5.55 a max. (100 watts)  optional touchscreen type analog resistive light transmission 75% controller rs-232 interface (use com3) durability 30 million touches environment temperature 0 ~ 40 c (operating) for  poc-s196-166 series   0 ~ 35 c (operating) for  poc-s196-120 series humidity 10 ~ 95% @ 40 c (non-condensing) shock resistance 20 g peak acceleration (11 ms duration) water/dust resistance ipx1 water resistant rating for poc-s196 with 1.66g cpu ip54 enclosure for poc-s196 with 1.2g cpu physical characteristics dimensions (w x h x d) 472 x 416 x 111 mm (18.58" x 16.38" x 4.37") weight 10 kg (22.05 lb) * for memory-mapped i/o (mmio) space reserved, 32-bit operating systems limit the total available memory to 3.12 gb to avoid potential driver compatibility issues. poc-s196 19" slim point-of-care terminal with intel ?  core? duo processor new 19" lcd display with 16.7 m colors intel ?  core? duo (low-power) processor fanless design with low audible noise isolated design provides unique electric leakage protection for com ports  and lan ports ip54/ipx1 enclosure with additional ip65 dust-tight front panel ul60601-1/en60601-1, ce & fcc class b certifed optional 802.11a/b/g/n wlan module and touchscreen  ? ? ? ? ? ? ?

 www.advantech.com/products online download 43 unit: mm mounting dimensions unit: mm poc-s196  1.  4-pin mini-din dc connector  2.  usb 2.0 ports x 2 3.  usb 2.0 ports x 2 4.  dvi port 5.  10/100/1000 mbps ethernet  interface (rj-45) 6.  10/100/1000 mbps ethernet interface  (rj-45) 7.  isolated rs-232/422/485 com port  (by jumper setting) vesa: 75 x 75 mm ; 100 x 100 mm     i/o drawing function keys ordering information part number cpu touch panel ip rating ram poc-s196-166-ae 1.66 ghz - ipx1 2 g poc-s196-166-ate 1.66 ghz res.ts ipx1 2 g poc-s196-120-ae 1.2 ghz - ip54 2 g POC-S196-120-ATE 1.2 ghz res ts ip54 2 g packing list description quantity ac 100w sps mpu100-107 w/pfc 100-240 1 user manual for poc-s196 model 1 advantech 2-year warranty card 1 startup manual 1 cd-rom for poc-s series driver & utility 1 china rohs report 1 hdd mounting accessories 1 accessories part number description 1702002600 power cable (usa) 1.83m 1702002605 power cable (europe) 1.8m * 802.11a/b/g/n wireless lan mini-pci module & external  antenna * this accessory goes with the t part number. please contact advantech sales for more  details. 472 416 111 100 75 100 75 149.9 1 2 3 4 5 6 7 power touchscreen  light indicator touchscreen  status control volume  up/down brightness increase/ decrease read light control *ip54 enclosure (no holes) model for poc-s196-120 series *ip54 enclosure (no holes) model for poc-s196-120 series
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