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		  Datasheet File OCR Text:


		  electrical characteristics ordering information dimensions curves rated i 2 t (a 2 s) carton see page current clearing   watts part carton weight figure or size rms-amps pre-arc at 500v loss number qty. (kg) number (bif #) 10 19 51 ? gbh-010a6f 12.5 20 60 3.53 gbh-12.5a6f 15 44 146 3.08 gbh-015a6f 16 48 177 4.48 gbh-016a6f 5           0.03           fig. 1               page 2          20 75 259 4.26 gbh-020a6f 6 ? 32mm 25 126 345 ? gbh-025a6f (? ? 1?) 30 145 430 ? gbh-030a6f 10 51 ?         ?  gbh-v-010a6f 12.5 20 ?              3.53       ?   gbh-v-12.5a6f 15 44 146             3.08       ?   gbh-v-015a6f 16 48 177             4.48           gbh-v-016a6f 4            0.03            fig. 2               page 2          20 75 259 4.26           gbh-v-020a6f 25 126 345 ?         ?  gbh-v-025a6f 30 145 430 ?         ?  gbh-v-030a6f ?  consult bussmann for ul recognitions n 10-30a 200% minimum opening current at rated voltage.                                                                                            n  interrupting rating: 10-30a 5ka at  3 20% pf n  consult bussmann for dc ratings. n   cold ohm resistance @ 25?c n   tube: cordierite n   package dimensions for gbh:  1.37 x 1.57 x 0.32 (34.9mm x 39.8mm x 8.2mm) n   caps: cartridge brass bright nickel plate n   file: e56412 guide: jfhr2 n   suggested holders for gbh: series 8000, no. 2499, no. 4405, no. 4406, no. 4574 n                  (trademark) n   gbh-v: 1. cap and lead assembly must withstand a pull force of 5 lbs. mimimum. 2. available in bulk quantities of 3000-in. example catalog symbol:  bk3/gbh-v 020a6f 8-15-01 sb01321 form no.gbh, gbh-v  page 1 of 2 bif doc #720042 bussmann  the only controlled copy of this bif document is the electronic read-only version located on the bussmann network drive. all ot her copies of this document are by definition uncontrolled. this bulletin is intended to clearly present comprehensive product data and provide technical information that will help the en d user with design applications. bussmann reserves the right, without notice, to change design or construction of any products and to discontinue or limit distribution of any products. buss mann also reserves the right to change or update, without notice, any technical information contained in this bulletin. once a product has been selected, it should be tested by the user  in all possible applications. ferrule gbh,  gbh-v  500v 10-30a   blow times current ratings 150% 200% 300% 10-30a < 30 min. < 30 min.  10 sec. 1 kg = 2.2 lbs.    1 lb = 0.45 kg dimension in mm. 1mm = 0.0394     1 = 25.4mm gbh & gbh-v - 010a6f        0.01450 - 0.01670    ohms      12.5a6f 0.01110 - 0.01360    ohms  15a6f 0.00861 - 0.00927    ohms 16a6f 0.00761 - 0.00913    ohms 20a6f 0.00605 - 0.00690    ohms 25a6f 0.00482 - 0.00575    ohms 30a6f 0.00417 - 0.00461    ohms ce logo denotes compliance with european union low voltage directive (50-1000 vac, 75-1500 vdc). refer to bif document #8002 or contact bussmann application engineering at 636-527-1270 for more information. .25" 6.35 mm .25" (?0.003) 6.35 mm 1.500" 38.10 mm (ref) 1.500" 38.10 mm (ref) .266" 6.76 mm 0?5 amp:                (ref)    .032"          .81 mm  16?0 amp:               (ref)   .040" 1.02 mm 1.25" (?0.031) 31.85 mm 1.292" (?.031) 32.82 mm (?.79) dimensions:  10-30 amp range figure 1 figure 2 19 

 form no.  gbh, gbh-v page 2 of 2 bif doc #720042 bussmann  the only controlled copy of this bif document is the electronic read-only version located on the bussmann network drive. all ot her copies of this document are by definition uncontrolled. this bulletin is intended to clearly present comprehensive product data and provide technical information that will help the end use r with design applications. bussmann reserves the right, without notice, to change design or construction of any products and to discontinue or limit distribution of any products. bussmann als o reserves the right to change or update, without notice, any technical information contained in this bulletin. once a product has been selected, it should be tested by the user in all poss ible applications. ferrule gbh,  gbh-v  500v 10-30a  pre-arcing    time-current characteristic curve 8-15-01 sb01321 
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