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		  Datasheet File OCR Text:


		   ? by semikron b 3 C 13 0895 thyristors skt 40 skt 50 features  hermetic metal cases with glass insulators  threaded studs iso m8  or  unf 1/4-28  international standard cases typical applications  dc motor control (e. g. for machine tools)  controlled rectifiers (e. g. for battery charging)  ac controllers (e. g. for temperature control) ? available in limited quantities v rsm v rrm ( dv ) i trms  (maximum values for continuous operation) v drm dt cr 63 a 78 a i tav  (sin. 180; t case  = . . .   c) vvv/ m s 40 a (80   c) 50 a (78   c)  500  400  500 skt 40/04 d      C  700  600  500 skt 40/06 d skt 50/06 d*  900  800  500 skt 40/08 d skt 50/08 d 1300 1200 1000 skt 40/12 e skt 50/12 e* 1500 1400 1000 skt 40/14 e skt 50/14 e* 1700 1600 1000 skt 40/16 e skt 50/16 e* 1900 1800 1000 skt 40/18 e ? skt 50/18 e ? symbol conditions skt 40 skt 50 units i tav sin. 180; t case  = 85   c3845 a i tsm t vj  =   25   c; 10 ms 700 1050 a t vj  = 130   c; 10 ms 600 900 a i 2 tt vj  =   25   c; 8,35 ... 10 ms 2500 5000 a 2 s t vj  = 130   c; 8,35 ... 10 ms 1800 4000 a 2 s t gd t vj  =   25   c; i g  = 1 a; di g /dt = 1 a/ m styp. 1 m s t gr v d  = 0,67  .  v drm typ. 1,5 m s (di/dt) cr f    =   50 . . . 60 hz 50 a/ m s i h t vj  =   25   c typ. 100; max. 200 ma i l t vj  =   25   c; r g  = 33  w typ. 250; max. 400 ma t q t vj  = 130   c; typ. 100 m s v t t vj  =   25   c; i t  = 120 a; max. 1,95 1,8 v v t(to) t vj  = 130   c 1,0 1,1 v r t t vj  = 130   c95m w i dd , i rd t vj  = 130   c; v dd  = v drm v rd  = v rrm 88ma v gt t vj  =   25   c3v i gt t vj  =   25   c150ma v gd t vj  = 130   c0,25v i gd t vj  = 130   c5ma r thjc cont. 0,60 0,57  c/w sin. 180 0,66 0,60  c/w rec. 120 0,70 0,65  c/w r thch 0,20  c/w t vj C 40 ... +130  c t stg C 55 ... +150  c m si units 4 (unf: 2,5) nm us units 35 (unf: 22)  lb. in. a5  .  9,81 m/s 2 w 2,2 g case b 3 * available with unf thread 1/4-28 unf2a, e.g. skt 50/06 d unf
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