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		  Datasheet File OCR Text:


		  antenna, sensor, and communications trunk line connections gt17 series  ?ideal as automotive usb connectors   < 2 mm pitch > features all surface shielded construction. ideal for use as automotive usb connectors. applications in-car data communications, etc. 99

 part number conductor size (awg) outer diameter material finish copper alloy copper alloy copper alloy tin plating tin plating tin plating 1.1 to 1.3 mm 0.7 to 1.0 mm 1.1 to 1.3 mm packaging 10,000 pcs. per reel 10,000 pcs. per reel 10,000 pcs. per reel #20 to 22 #24 to 28 #30 gt17-2022scf gt17-2428scf gt17-30scf cl no. 767-0009-0 767-0010-0 767-0064-9 note: the crimping conditions will differ depending on the construction and material of the cable. in view of this, please make  arrangements to ascertain whether crimping is possible for each cable.  note: applicable cable will have an insulator diameter of 0.7 to 1.3 mm. part number gt17v-6ds-2c cl no. 767-0026-0 material color dark gray packaging 1 pbt part number gt17v-6ds-5cf cl no. 767-0027-2 material finish tin plating packaging 1 copper alloy outer diameter 4.8 to 5.2 mm f connectors center terminals  (used with 6, 8, and 10 conductor cable) f connectors (6-conductor type) insulator outer terminals contact no.1 contact no.4 contact no.3 contact no.6 100

 gt17v-6ds-hu gt17va-6ds-hu part number key configurations material color pbt pbt light gray black 1 2 gt17v-6ds-hu gt17va-6ds-hu note 1: used with the separate retainer (gt17v-6ds-r).  note 2: applicable cable will have an outside sheath diameter of 4.8 to 5.2 mm. b shown with inserted retainer cl no. 767-0029-8 767-0030-7 part number material finish copper alloy tin plating gt17v-6ds-sc cl no. 767-0028-5 packaging 1 packaging 1 1 shield cover housing key configuration key configuration 101

 gt17v-6ds-sc note: applicable cable will have an insulator diameter of 4.8 to 5.2 mm. part number gt17v - 6ds - r cl no. 767 - 0031 - 0 material color dark gray packaging 1 pbt b f connector (6-conductor type) composition table inner terminal gt17-2022scf gt17-2428scf gt17-30scf insulator gt17v-6ds-2c outer terminal gt17v-6ds-5cf b 6-conductor type mating table f connector gt17v-6ds-hu gt17va-6ds-hu m connector gt17v-6dp-ds gt17vb-6dp-ds gt17va-6dp-ds gt17vc-6dp-ds color light gray black shield cover housing gt17v- 6ds-hu gt17va- 6ds-hu retainer gt17v-6ds-r retainer (used with gt17v-6ds-hu and gt17va-6ds-hu)  102

 gt17v - 6dp - ds part number gt17v-6dp-ds cl no. 767-0024-4 gt17va-6dp-ds 767-0025-7 material color light gray black packaging 1 1 brass (center terminal) copper alloy (outer terminals) pbt (housing) key configurations 1 2 direction of cable pull-off upward with respect to the mounting surface b panel insertion portion dimensions b mounted and fully mated connector assemblies b recommended pcb mounting pattern b recommended panel cut-out gt17va - 6dp - ds m connectors (6-conductor type) printed circuit board type key configuration key configuration panel board board panel board 103

 gt17vc-6dp-ds part number gt17vb-6dp-ds cl no. 767-0032-2 gt17vc-6dp-ds 767-0033-5 material color light gray black packaging 1 1 brass (center terminal) copper alloy (outer terminals) pbt (housing) key configurations 3 4 direction of cable pull-off downward with respect to the mounting surface b panel insertion portion dimensions gt17vb-6dp-ds key configuration key configuration key configuration b mounted and fully mated connector assemblies b recommended pcb mounting pattern b recommended panel cut-out panel board board panel board 104

 part number GT17-8DS-2C cl no. 767-0005-0 material packaging 1 pbt color dark gray part number gt17-8ds-sc cl no. 767-0006-2 material packaging 1 brass finish tin plating part number gt17-8ds-7cf cl no. 767-0007-5 material packaging 1 phosphor bronze finish tin plating outer diameter 6.8 to 7.2 mm note: the crimping conditions will differ depending on the construction and material of the cable. in view of this, please make  arrangements to ascertain whether crimping is possible for each cable.  note: applicable cable will have an insulator diameter of 0.7 to 1.3 mm.  f connectors (8-conductor type) insulator outer terminals shield cover 105

 gt17-8ds-hu gt17a-8ds-hu part number gt17-8ds-hu cl no. 767-0003-4 material color light gray packaging 1 pbt key configurations 1 gt17a-8ds-hu 767-0004-7 black 1 pbt 2 note 1: used with the separate retainer (gt17-8ds-r).  note 2: applicable cable will have an outside sheath diameter of 6.8 to 7.2 mm. part number gt17-8ds-r cl no. 767-0008-8 material color dark gray pbt packaging 1 note: applicable cables will have an outside sheath diameter of 6.8 to 7.2 mm. b shown with inserted retainer housing key configuration key configuration retainer 106

 107 b f connector (8-conductor type) composition table inner terminal gt17-2022scf gt17-2428scf gt17-30scf insulator GT17-8DS-2C outer terminal shield cover gt17-8ds-sc retainer gt17-8ds-r gt17-8ds-7cf housing gt17-8ds-hu gt17a-8ds-hu b 8-conductor type mating table f connector gt17-8ds-hu gt17a-8ds-hu m connector gt17-8dp-ds gt17b-8dp-ds gt17a-8dp-ds gt17c-8dp-ds color light gray black

 108 gt17-8dp-ds gt17a-8dp-ds part number gt17-8dp-ds cl no. 767-0001-9 gt17a-8dp-ds 767-0002-1 material color light gray black packaging 1 1 brass (center terminal) key configurations 1 direction of cable pull-off upward with respect to the mounting surface 2 phosphor bronze (outer terminals) pbt (housing) m connectors (8-conductor type) printed circuit board type b panel insertion portion dimensions key configuration key configuration panel board board panel board b mounted and fully mated connector assemblies b recommended pcb mounting pattern b recommended panel cut-out

 109 gt17b-8dp-ds gt17c-8dp-ds b panel insertion portion dimensions key configuration key configuration b mounted and fully mated connector assemblies b recommended pcb mounting pattern b recommended panel cut-out panel board board panel board part number gt17b-8dp-ds cl no. 767-0020-3 gt17c-8dp-ds 767-0021-6 material color light gray black packaging 1 1 brass (center terminal) key configurations 3 direction of cable pull-off downward with respect to the mounting surface 4 phosphor bronze (outer terminals) pbt (housing)

 110 z?/p z?/p    z?/p z?/p  
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( ?        	  
 note: applicable cable will have an insulator diameter of 0.7 to 1.3 mm.  note: the crimping conditions will differ depending on the construction and material of the cable. in view of this, please make  arrangements to ascertain whether crimping is possible for each cable.  part number gt17v-10ds-sc cl no. 767-0038-9 material copper alloy finish tin plating packaging 1 f connectors (10-conductor type) insulator (used for both right-angle and straight types) part number gt17v-10ds-2c cl no. 767-0036-3 material packaging 1 pbt color dark gray outer terminals (right angle) part number gt17v-10ds-8cf cl no. 767-0037-6 material finish tin plating packaging 1 copper alloy outer diameter 7.5 to 8.0 mm shield cover (right angle)

 part number gt17v-10ds-hu cl no. 767-0039-1 material color light gray key configurations 1 packaging 1 pbt gt17va-10ds-hu 767-0040-0 black 2 1 pbt part number gt17v-10ds-r cl no. 767-0041-3 material color dark gray packaging 1 pbt note: applicable cable will have an outside sheath diameter of 7.5 to 8.0 mm. b shown with inserted retainer note: used with the separate retainer (gt17-10ds-r). gt17v-10ds-hu gt17va-10ds-hu housing (right-angle type) key configuration key configuration retainer (right-angle type) 111

      	  
      note: the crimping conditions will differ depending on the construction and material of the cable. in view of this, please make  arrangements to ascertain whether crimping is possible for each cable.  part number gt17vs-10ds-sc cl no. 767-0060-8 material copper alloy finish tin plating packaging 1 note: applicable cables will have an outside sheath diameter of 7.5 to 8.0 mm.      ? (574%4 note: applicable cables will have an outside sheath diameter of 7.5 to 8.0 mm. outer terminals (straight type) part number gt17vs-10ds-8cf cl no. 767-0059-9 material finish tin plating packaging 1 copper alloy outer diameter 7.5 to 8.0 mm shield cover (straight type) retainer (straight type) part number gt17vs-10ds-r cl no. 767-0063-6 material color dark gray packaging 1 pbt 112

 113 note 1: used with the separate retainer (gt17-10ds-r).  note 2: applicable cable will have an outside sheath diameter of 7.5 to 8.0 mm.  b f connector (10-conductor type) composition table inner terminal gt17-2022scf gt17-2428scf gt17-30scf insulator gt17v-10ds-2c outer terminal shield cover gt17v-10ds-sc gt17vs-10ds-sc retainer gt17v-10ds-r gt17vs-10ds-r gt17v-10ds-8cf gt17vs-10ds-8cf housing gt17v-10ds-hu gt17v a-10ds-hu gt17vs-10ds-hu gt17vsa-10ds-hu b 10-conductor type mating table f connector gt17v-10ds-hu gt17vs-10ds-hu gt17va-10ds-hu gt17vsa-10ds-hu m connector gt17v-10dp-ds gt17v-10dp-dsa gt17v-10dp-ds -sb gt17va-10dp-ds gt17va-10dp-dsa gt17va-10p-ds-sb color light gray black b shown with inserted retainer gt17vs-10ds-hu gt17vsa-10ds-hu housing (straight type) part number gt17vs-10ds-hu cl no. 767-0061-0 material color light gray packaging 1 pbt key configurations 1 gt17vsa-10ds-hu 767-0062-3 black 1 pbt 2 key configuration key configuration

 part number gt17v-10dp-ds cl no. 767-0034-8 gt17va-10dp-ds 767-0035-0 material color light gray black packaging 1 1 brass (center terminal) key configurations 1 direction of cable pull-off upward with respect to the mounting surface 2 copper alloy (outer terminals) pbt (housing) b recommended pcb mounting pattern b recommended panel cut-out b mounted and fully mated connector assemblies b mounted and fully mated connector assemblies gt17v-10dp-ds gt17va-10dp-ds m connectors (10-conductor type) printed circuit board type (right-angle type) b panel insertion portion dimensions key configuration key configuration panel board panel board panel board 114

 gt17v-10dp-dsa gt17va-10dp-dsa b recommended pcb mounting pattern b recommended panel cut-out b mounted and fully mated connector assemblies b mounted and fully mated connector assemblies printed circuit board type (straight type) b panel insertion portion dimensions key configuration key configuration panel board board panel board part number gt17v-10dp-dsa cl no. 767-0067-7 gt17va-10dp-dsa 767-0068-0 material color light gray black packaging 1 1 brass (center terminal) key configurations 1 direction of cable pull-off upward with respect to the mounting surface 2 copper alloy (outer terminals) pbt (housing) 115

 part number gt17v-10dp-ds-sb cl no. 767-0069-2 gt17va-10dp-ds-sb 767-0070-1 material color light gray black packaging 1 1 brass (center terminal) key configurations 1 direction of cable pull-off upward with respect to the mounting surface 2 copper alloy (outer terminals) pbt (housing) brass (shield) b recommended panel cut-out b recommended pcb mounting pattern b mounted and fully mated connector assemblies b mounted and fully mated connector assemblies gt17v-10dp-ds-sb gt17va-10dp-ds-sb printed circuit board type (shield reinforced type) panel board key configuration key configuration panel board panel board panel board panel 116

 b wiring method 117 strip the outside sheath. outside shield outside sheath cut the shield and intermediate material to expose the wire and braid. bend back the drain wire over the sheath. wrap with copper tape. strip the wire leads. crimp the center terminals. insert the center terminals into the insulator. drain wire drain wire signal wires copper tape wire center terminal insulated case gt17v-10ds-hu harness finish insert the insulator into the outer terminal. outer terminal insert the shield cover. fold back the outer terminal. crimp the outer terminal. insert the outer terminal into the housing. insert the retainer. completion shield cover housing retainer

 118 automatic crimping machine item specification remarks specification 1.5ton stroke length 30mm number of strokes 200spm (50hz) 240spm (60hz) weight 75kg motor 0.2kw ac100v crimping speed 2000 to 4000 pcs. per day part number cm-105 b specifications hand press b te rmination tools user's manuals are available. please ask your hirose electric account representative. * crimp height setting tables are available for each cable type. please contact your nearest hirose electric account representa tive.  different cables will require different crimp height settings.  insert the insulator into the outer terminal. crimp the outer terminal. insert the shield cover. outer terminal gt17vs-10ds-hu harness finish shield cover insert the outer terminal into the housing. insert the retainer. completion housing retainer
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