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		  Datasheet File OCR Text:


		  nic components                    www.niccomp.com                            www.lowesr.com                        www.rfpassives.com 32 ? nic components                    www.niccomp.com                            www.lowesr.com                        www.rfpassives.com 33 ? solid polymer aluminum electrolytic capacitors nspz series ?  cylindrical leadless type for surface mounting ?  capacitance values up to 1500  f ?  low esr  & high ripple current at 100k hz ?  6.3x5.5mm ~ 10x12.7mm case sizes ?  compatible with reflow soldering standard case sizes and values (mm) characteristics features low esr component solid polymer electrolyte for performance data see www.lowesr.com 0.3mm max. d  l see page 38 for case size data see page 39 for taping/packaging data +  i i w p a b cap. (  f) code working voltage (vdc) 2.5 4 6.3 10 16 20 25 10 100 - - - - - - 6.3x6 22 220 - - - - - 6.3x5.5 6.3x6 8x7 33 330 - - - - 6.3x6.3 - - 39 390 - - - - 6.3x5.5 6.3x6 8x7 10x8 47 470 - - - 6.3x6.3 - 8x7 - 56 560 - - - 6.3x5.5 6.3x6 - - - 68 680 - - 6.3x6 - - - - 82 820 - 6.3x5.5 6.3x6 - 8x7 10x8 - 100 101 - 6.3x5.5 6.3x6 6.3x6.3 6.3x6 - - - - 120 121 - - 6.3x6 8x7 - - - 150 151 - 6.3x5.5 6.3x6 8x7 8x7 10x8 - - 180 181 - - - - 8x12.5 10x8 - - 220 221 6.3x5.5 6.3x6 8x7 8x7 - 10x12.7 - - 270 271 - - - 8x12.5 10x8 - - - 330 331 - 8x7 10x8 8x12.5 10x8 10x12.7 - - 390 391 - - 8x12.5 - - - - 470 471 - 10x8 8x12.5 10x8 10x12.7 - - - 560 561 8x7 8x12.5 - 10x12.7 - - - 680 681 8x12.5 10x8 10x12.7 - - - - 820 821 - 10x12.7 10x12.7 - - - - 1000 102 10x8 - - - - - - 1200 122 - 10x12.7 - - - - - 1500 152 10x12.7 - - - - - - nspz   101   m   6.3v   6.3x6   tr   15   f                                                                                 pb-free/rohs complaint                                                                                  97% sn (min.)                                                                       3% bi (max.)                                                                            380mm (15) reel                                                                     tape & reel                                                         size in mm                                            working voltage                                   tolerance code m=20%                           capacitance code in   f, f rst 2 digits are signif cant                           third digit is no. of zeros, r indicates decimal for                           values under 10  f             series *"f" suff x denotes rohs compliant parts part marking capacitance value voltage lot code series code 100     z16a 63v part number system rohs  compliant *see part number system for details  e g n a r e g a t l o v d e t a r c d v 5 2 ~ 5 . 2 e g n a r e c n a t i c a p a c d e t a r 0 0 5 1 ~ 0 1  f e g n a r . p m e t g n i t a r e p o c  5 0 1 + ~ 5 5 - e c n a r e l o t e c n a t i c a p a c  ) m ( % 0 2 t n e r r u c e g a k a e l . x a m c  0 2 @ s e t u n i m 2 r e t f a v c 2 . 0 n a h t s s e l s g n i t a r e g a t l o v e g r u s d n a g n i k r o w ) c d v ( . v . w 5 . 2 0 . 4 3 . 6 0 1 6 1 0 2 5 2 ) c d v ( . v . s 8 . 2 6 . 4 2 . 7 5 . 1 1 4 . 8 1 3 2 7 . 8 2 n a t  c  0 2 / z h 0 2 1 @ s e z i s e s a c l l a 2 1 . 0 c  5 0 1 @ t s e t e f i l d a o l s r u o h 0 0 0 , 2 e g n a h c e c n a t i c a p a c e u l a v d e r u s a e m l a i t i n i f o % 0 2  n i h t i w n a t  e u l a v . x a m d e i f i c e p s n a h t s s e l t n e r r u c e g a k a e l e u l a v . x a m d e i f i c e p s n a h t s s e l 

 nic components                    www.niccomp.com                            www.lowesr.com                        www.rfpassives.com 3 2 ? nic components                    www.niccomp.com                            www.lowesr.com                        www.rfpassives.com 3 3 ? solid polymer aluminum electrolytic capacitors nspz series case dimensions (mm) ?  ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? standard values and specifications ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? land pattern dim. (mm) ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? + - a a p b recommended reflow soldering profile time at 200c    50 100 150 200 250 300 peak temperature (240c for 5 sec.) time (seconds) temperature - deg. c 150c120 seconds soldering within 30 seconds frequency 1khz 10khz 100khz ~ 500khz multiplier 0.35 0.60 1.0 ripple current frequency correction factor




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of NSPZ821M4V10X127TR15F 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























