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		  Datasheet File OCR Text:


		  109 1 29 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 w w w . l u m e x . c o m www.lumex.com usa/canada  +1-800-278-5666 asia  +886-3-5821124   europe  +49-6081-964380 usa/canada  +1-847-359-8904 asia  +886-3-5821154   europe  +49-6081-964381 led indicators ~ panel ~ dome lens panel cutout: ?0.312? panel thickness: 0.03? min panel hole: ?0.250? panel thickness: 0.030 ~ 0.100? termination: 6? 24 awg leads ssi-lxh387xx-4 series t-4.7mm dome lens indicator ssi-lxh600xd-150 series t-5mm black panel indicator, protruded led, 6? leads lumex part number die  material emitted color peak  (nm) lens operating  current  (ma) operating  typ. vf  (v) brightness  typ. mcd @  ma view  angle 2  component           led used high brightness ssi-lxh387sid-4 alingap super high intensity red 636 red diffused 5-25 2 400 20 60 ssl-lx4073sid ssi-lxh387sod-4 alingap super orange 610 orange diffused 5-25 2 400 20 60 ssl-lx4073sod ssi-lxh387sugd-4 alingap super ultra green 574 green dif fused 5-25 2.2 150 20 60 ssl-lx4073sugd ssi-lxh387syd-4 alingap super yellow 590 yellow diffused 5-25 2 300 20 60 ssl-lx4073syd ssi-lxh387usbd-4 ingan/sic ultra super blue 470 blue diffused 5-25 3.5 150 20 60 ssl-lx4073usbd standard brightness ssi-lxh387gd-4 gap green 565 green diffused 5-25 2.2 30 20 60 ssl-lx4073gd ssi-lxh387id-4 gaasp high intensity red 635 red diffused 5-25 2.0 40 20 60 ssl-lx4073id ssi-lxh387srd-4 gaalas super red 660 red diffused 5-25 1.7 80 20 60 ssl-lx4073srd SSI-LXH387YD-4 gaasp yellow 585 yellow diffused 5-25 2.1 30 20 60 ssl-lx4073yd lumex part number die  material emitted color peak  (nm) lens operating  current  (ma) operating  typ. vf  (v) brightness  typ. mcd @  ma view  angle  2  component           led used high brightness ssi-lxh600sid-150 alingap super high intensity red 636 red diffused 5-25 2 700 20 60 ssl-lx509f3sid ssi-lxh600sod-150 alingap super orange 610 orange diffused 5-25 2 800 20 60 ssl-lx509f3sod ssi-lxh600sugd-150 alingap super ultra green 574 green dif fused 5-25 2.2 170 20 60 ssl-lx509f3sugd ssi-lxh600syd-150 alingap super yellow 590 yellow diffused 5-25 2 400 20 60 ssl-lx509f3syd ssi-lxh600usbd-150 ingan/sic ultra super blue 470 blue diffused 5-25 3.5 300 20 60 ssl-lx509f3usbd standard brightness ssi-lxh600gd-150 gap green 565 green diffused 5-25 2.2 30 20 60 ssl-lx509f3gd ssi-lxh600id-150 gaasp high intensity red 635 red diffused 5-25 2.0 30 20 60 ssl-lx509f3id ssi-lxh600srd-150 gaalas super red 660 red diffused 5-25 1.7 250 20 60 ssl-lx509f3srd ssi-lxh600yd-150 gaasp yellow 585 yellow diffused 5-25 2.1 30 20 60 ssl-lx509f3yd features / options ? state-of-the-art, high brightness led chip technology ? choice of led colors and lens finishes ? bi-color styles optional ? insulated lead lengths optional ? easy installation through panel ? small volumes acceptable ? available without insulated leads (bare led pins) ? blinking led  ? with internal resistor for 5v and 12v operation ? with connector  applications / uses ? front panel status indicators ? alarm/warning indicators ? front panel circuit fault indicators ? instrument control panels ? medical diagnostics indicators ? industrial automation control panels features / options ? state-of-the-art, high brightness led chip technology ? choice of led colors and lens finishes ? bi-color styles optional ? insulated lead lengths optional ? easy installation through panel ? small volumes acceptable ? available without insulated leads (bare led pins) ? popular style, fast delivery  ? blinking led  ? with internal resistor for 5v and 12v operation ? with connector  applications / uses ? front panel status indicators ? alarm/warning indicators ? front panel circuit fault indicators ? instrument control panels ? medical diagnostics indicators ? industrial automation control panels
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