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		  Datasheet File OCR Text:


		  general  note irc  reser v es  the  r i ght  to  make  changes  in  product  specification  without  notice  or  liability . all  inf o r m ation  is  subject  to  irc? s   own  data  and  is  considered  accur ate  at  time  of  going  to  p r int.   a   subsidiar y   o f   tt  electronics  plc issue  october 2008 5 5 g eneral purpose ?     ?     ?     ?     ?     flameproof ?     ?     ?     ?     ?     m eets  o v e r load  test  of  ul#1412 ?     ?     ?     ?     ?     meets  solv ent  test  of  method  215  of  mil-std-202 ?     ?     ?     ?     ?     l o w   cost  alter nativ e   f or  p o w er  carbon  composition      and wire wounds ? ? ? ? ?     tcr  200  ppm ? ? ? ? ?    coating meets ul-94v - 0 wirew ound  and  film  technologies  division      4222 south staples street      corpus christi texas 78411 usa t elephone:   361-992-7900      facsimile:  361-992-3377     website:  www.irctt.com noise  (v/v) n ominal  r esistanc e  (o hms) current  noise p ercent  rated  load ambi ent   t emperat ure   ( c ) p o wer  -  t emperature  derating mo  series met al  o xide  resist ors surface  t emperature  rise  vs  load load  f actor(%) temperaure rise (c) 0             25              50              75              100 150 100 5 0 0 mo1 mo2 mo3 mo1/2 dimensions  (inches  and  (mm)) : mo 1/2 mo  1 mo  2 mo  3 mo  5 a 1.100.08 (28.02.0) 1.100.08 (28.02.0) 1.500.12 (38.03.0) 1.500.12 (38.03.0) 1.500.12 (38.03.0) b 0.350.04 (9.01.0) 0.430.04 (11.01.0) 0.590.02 (15.00.5) 0.980.04 (25.02.0) 1.610.04 (41.01.0) c 0.0280.002 (0.700.05) 0.0280.002 (0.700.05) 0.0310.002 (0.800.05) 0.0310.002 (0.800.05) 0.0310.002 (0.800.05) d 0.120.02 (3.00.5) 0.160.02 (4.00.5) 0.220.04 (5.51.0) 0.340.04 (8.51.0) 0.340.04 (8.51.0) p a cka ging: mo 1:               2500/reel mo 2:               1000/reel mo 3:               1000/ammo box mo 5:               1000/bulk box all above:         1000/bulk box perform ance  chara ct eri st ics  (t ested  p er  mil-r-22684  re v .   c) : electrical p o w er  ratings  @  70c  (w atts) der at ed   to   0  loa d  at maxim um  w o r king  v o ltage  (v olts) oper ating  t emper ature  range resistance  range  (ohms) moisture  resistance ther mal  shoc k load  lif e   @  70c  -  1000  hrs. shoc k  and  vibr ation resistance  to  solder ing  heat t e r minal  strength dielectr i c  withstand  v oltage maxim um  pulse  v oltage insulation  resistance v oltage  coefficient shor t  time  ov er load mo 1/2 1/2 200c 250 -55c  to  +200c 0.1  -  75k  (5%) 0.1  -  75k  (1%) 1.5% 1% 2% 0.5% 0.55+0.05  0.5% 400v  rms 4 0 0 v 10,000  meg  min. 0.001%/v (0.5+0.05  ) m o   1 1 200c 350 -55c  to  +200c 0.1  -  120k  (5%) 0.1  -  100k  (1%)  1 . 5 % 1% 2%  0 . 5 % 0.55+0.05   0 . 5 % 700v  rms 7 5 0 v 10,000  meg  min. 0.001%/v (0.5+0.05  ) m o   2 2 200c 350 -55c  to  +200c 0.1  -  150k  (5%) 0.1  -  120k  (1%)  1 . 5 % 1% 2%  0 . 5 % 0.55+0.05   0 . 5 % 700v  rms 1000v 10,000  meg  min. 0.001%/v (0.5+0.05  ) m o   3 3 200c 500 -55c  to  +200c 1  -  150k  (5%) 10  -  10k  (1%)  1 . 5 % 1% 2%  0 . 5 % 0.55+0.05   0 . 5 % 800v  rms 1500v 10,000  meg  min. 0.001%/v (0.5+0.05  ) m o   5 5 200c 750 -55c  to  +200c 1  -  180k  (5%) 10  -  10k  (1%)  1.5% 1% 2%  0.5% 0.55+0.05   0.5% 800v  rms 1500v 10,000  meg  min. 0.001%/v (0.5+0.05  ) e n vir onmental  (oper ating  t emper ature  range:   -55c  to  +200c) ?     ?     ?     ?     ?     only available in rohs compliant version ho w  t o  order: sample  p a r t   no . : mo- 1   1001   j irc type size resistance value 3 digit range and 1 digit multiplier tolerance j = 5%, f = 1% rohs compliance  lf lf = rohs compliant construction
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