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		  Datasheet File OCR Text:


		  pt502-t pt502-w conical pt301-t pt301-w + .13 max [3.3] .32 [8.2] .250 mtg dia [6.35] .61 max [15.5] .10 [2.6] .30 min [7.7] hooded pt302-t pt302-w conical series pt502 = conical pt501 = hooded log # 1 15e  rev 09-2000 features ? panel mounting diameter                  1/4 in. (6.4mm) & 5/16 in. (8.0mm) � long life 100,000+ hrs (10 years) � solid-state,   high shock/vibration  resistant � maintenance free, easy installation  options � special voltages � sunlight-visible super bright or high-   efficiency leds �   bi-colors, tri-colors, rgb, ir �   flashing / blinking � low power consumption, high  intensity � major power savings � major reduction in heat generation � built-in current limiting resistor  series std. operating  voltage options t = terminal type  w6 = 6" wire leads 5v t cwr3k pt301 1/4" (6.4mm) panel led lamps with hardware available in black  housing cir881 = 880nm ir bolt-on panel mount led lamps led/lens type & color dc 2vf 3.5vf 5/6v 12/14v 24v 28v cwy3k = sp yellow cwo3k = sp orange cwr3k = sp red tr4/5 = he red tr6 = ul red to4/5 = orange ty4/5 = yellow tg4/5 = he green tpg4/5 = p. green cw900 = c. white cwag6k = a. green cwb1k = sp. blue cwg1k = ul. green diffused lens (std intensity) water clear lens (super intensity) twrg4 = bicolor red/green twyg4 = bicolor yel/green std. operating  voltage options t = terminal type  w6 = 6" wire leads 5v t pt501 5/16" (8.0mm) panel led lamps with hardware cwr3k dc 2vf 3.5vf 5/6v 12/14v 24v 28v cwy3k = sp yellow cwo3k = sp orange cwr3k = sp red tr4/5 = he red tr6 = ul red to4/5 = orange ty4/5 = yellow tg4/5 = he green tpg4/5 = p. green cw1k = c. white cwag6k = a. green cwb1k = sp. blue cwg1k = ul. green diffused lens (std intensity) water clear lens (super intensity) twrg4 = bicolor red/green twyg4 = bicolor yel/green led/lens type & color pt302 = conical pt301 = hooded cir881 = 880nm ir pt501-t pt501-w .10 [2.6] .30 min [7.7] + .16 max [4.1] .312 mtg dia [8.1] .40 [10.2] .73 max [18.6] hooded .020" sq. [.50] .020" sq. [.50] .020" sq. [.50] .020" sq. [.50] .32 [8.2] + .30 min [7.7] .10 [2.6] .15 max [3.9] .250 mtg dia [6.3] .65 max [16.0] .40 [10.2] .17 max [4.4] + .312 mtg dia [7.9] .79 max [20.1] .10 [2.6] .30 min [7.7] super intensity diffused leds available for special applications notes: ? led tronics, inc. ? phone: (310) 534-1505      fax: (310) 534-1424      website: http://www.ledtronics.com the future of light iso 9001 registered
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