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		  Datasheet File OCR Text:


		              fiber o ptic t echn o lo g y     calibr a tio n  labo rato r y       is registered trademark  of   optok o n  c o . ,   l t d.  oth e r  n a mes an d trademark s  men t i o n e d h e rein  ma y  be th e tra d emark s  of  t h eir respec t ive  owners.  c o n_ 03- 01 _e n  21/ 0 7 / 2 00 3    optokon  c o .,  ltd.,   c e rve n y  k r iz  25 0, 5 86  02 j i hla v a ,  c z e c h r e p u b l i c   tel.   + 4 2 0  5 6 7   21 1  1 9 6 ,   f a x  + 4 2 0  5 6 7   21 1  1 9 8 ,  + 4 20   56 7   3 1 1  29 2 ,  www. o p to k o n . c o m,  inf o @ o pto k o n . c z     1  lsh (e2000) patchcord    descriptio n:  the lsh con n ector s  are offered in mm or sm perfo rmances with  pc and apc  polishing method . lsh  integrated pr otectiv e  cap  protects f e rrule from du st  and rules out  any l a ser light emi s sion s. lsh  connector is  excelen t  fo r high packing density .       features:    ?   integrated pr otectiv e  cap  protect  ferrule from d u st and rules  out any  laser light em issi ons   ?   integrated  sp ring for a guaranteed  closing of  the  protective c a p   ?   single mode  and multimod e versions  available, pc  and apc polishing  ?   full ceramic f e rrule   ?   special ferrul e  preform for  short  polishing time   ?   adjustabl e  in 60 st eps   ?   excel ent for high packing density   ?   colour and m e chanic al cod i ng       specificat ions:       insertion l o ss (il)  typ. 0.10 db  return l o ss (rl)  > 60 db for jumper length  up to 5 m  strain relief  40 n  operating te mperature  -40c t o  +85 c, conditioned by type of  cable  durability  min 1000 cycles  assembly procedure  glue and polish  connecti o n   p h y s i c a l   c o n t a c t   lock mech ani s m  snap -on  standard s   e n   1 8 6 - 2 7 0   ferrule material  full ceramic zirconia  connector m a terial  ul 94-v0  adapter material  ul 94-v0 , slotted  ceramic sleeve      application:      ?   telec o m   ?   lan,  w a n   ?   catv  ?   sensor syste m s  ?   measuring technique   ?   utilities  ?   railways 

             fiber o ptic t echn o lo g y     calibr a tio n  labo rato r y       is registered trademark  of   optok o n  c o . ,   l t d.  oth e r  n a mes an d trademark s  men t i o n e d h e rein  ma y  be th e tra d emark s  of  t h eir respec t ive  owners.  c o n_ 03- 01 _e n  21/ 0 7 / 2 00 3    optokon  c o .,  ltd.,   c e rve n y  k r iz  25 0, 5 86  02 j i hla v a ,  c z e c h r e p u b l i c   tel.   + 4 2 0  5 6 7   21 1  1 9 6 ,   f a x  + 4 2 0  5 6 7   21 1  1 9 8 ,  + 4 20   56 7   3 1 1  29 2 ,  www. o p to k o n . c o m,  inf o @ o pto k o n . c z     2    ordering code:           a a a   - xx  xx - x   - x x x                                                                         aaa                xxx   - length [m]           connector  connector                         type  d e scriptio n           x - type (pigtail or jumper)         pe2  lsh (e2000)/pc (mm)          j  jumper        se2  lsh (e2000)/spc          p  pigtail         ne2s  lsh(e2000)/apc standard                     n e 2 p   lsh(e2000)/apc  p r e m i u m     xx - diameter of cable, fibre   xx - type of fibre            09  fibre ? 0.9 mm  m5  mm 50/125 m             17  cable ? 1.7 mm  m6  mm 62.5/125  m               20  cable ? 2.0 mm  sm  sm 9/125 m ( g .652)               24  cable ? 2.4 mm  ds  dispersion shifted                28  cable ? 2.8 mm  tw  truewave              rf  ribbon fibre  rs  truewave - rs          r c   r i b b o n   c a b l e   t l   t e r a l i g h t                            le  leaf    dimensions:  13 32 12 6 56       samples:     ne2s-28 s m -j-003  sp c-ne2s -28  sm-j-003     
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