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		  Datasheet File OCR Text:


		  17 w 0.6 (0.024) t 3.0 (0.118) 3-1.2 (0.047) 2.5 (0.098) 2.5 (0.098) 12 3 6-r0.2 (0.008) l 1. 3  input, output (no polarity) 2.     gnd standard tol. :   0.3 (0.012) mhz band ceramic resonators (smd)  pbrc-k, pbrc-h series c 1 c 2 resonator out 33pf 33pf r f v dd  = 5.0v 7 4 3 2 1 14 v dd : 5v  r : 1m ? ic : mc14069ub (2 to 8mhz)   mc74hc04 (8 to 20mhz) mc14069ub (motorola) features ?high reliability, high temperature withstanding ceramic case ?rectangular shape allows easy pick and placement ?small & low profile pbrc-a series = 2.0mm height max. ?reflow solderable ?excellent solderability (nickel barrier + au flush termination) applications ?power window car accessories ?cam-corder ?cellular phone/cordless phone ?fdd ?mouse, cpu-clock tolerance 2.00 to 8.00 8.01 to 20.00  ?.5% ?.7% 03 ?.3%  05  0.5% packaging  tape and reel, 2,000 pcs/reel k, h: terminals capacitor k = 2.00 to 3.57mhz h = 3.58 to 20.00mhz oscillating frequency (mhz) series how to order pbrc - 4.00 h r  test circuit dimensions millimeters (inches) note:  please refer to ic application guide book for ic matching series pbrc-k pbrc-h l 8.60 7.40 (0.339) (0.291) w 3.40 3.40 (0.134) (0.134) t 2.20 max. 2.00 max. (0.087) (0.079) # pin # 1 input 2 ground 3 output 1.7 (0.067) 1.5 (0.059) 1.7 (0.067) 4.0 (0.157) 2.5 (0.098) 2.5 (0.098) the thickness of solder paste : 0.2mm (0.008) recommended land pattern  recommended reflow profile packaging - taping specifications mm (inches) mm (inches) frequency temperature standard series range  tolerance stability ic frequencies (mhz) (25?) (-20 to 80?) pbrc-k 2.00 to 3.57 ?.5% ?.5% motorola 2.00, 3,00 (op. ?.3%) (-40 to 85?) mc14069ub 3.58 to 8.00 motorola 3.58, 4.00, 4.19 pbrc-h mc74hc04 6.00, 8.00 8.01 to 20.00 ?.7% ?.1% motorola 10.0, 12.0, (op. ?.5%) (-40 to 85?) mc14069ub 16.0, 20.0 temp  c 230  5 150 to 180 60 sec time - sec.  peak 230  5  c 200  c within 20 sec 4.0 (0.157) 2.0 (0.079)  1.5 (0.059) 3.8 (0.150) 16.0 (0.630) 7.5 (0.295) 1.75 (0.069) 8.0 (0.315) 2.1 (0.083) 0.3 (0.012) 7.8 (0.299)  1.5 (0.059) 2000 pcs/reel [  255 (10.04)]  
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