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		  Datasheet File OCR Text:


		  oc-82 traditional ferrule fuses - ferrule type description ? fast-acting, glass tube ? optional axial leads available ? 1/4 x 1-1/4 (6.3mm x 32mm) physical size ? glass tube, nickel-plated brass endcap construction ? ul listed product meets standard 248-14 agency information ? ul listed card: agc 1/500-10  ? ul recognition card: agc 11-45  ? csa component acceptance card (class no. 1422 30)  ? csa certification card (class no. 1422 01) environmental data ? shock: 1/100a thru 3/4a C mil-std-202,  method 213, test condition i; 1a thru 30a C  mil-std-202, method 207, (hi shock) ? vibration: 1/100a thru 30a C mil-std-202,  method 204, test condition a (except 5g, 500hz) ordering ? specify packaging, product, and option code dimensions  ( mm ? in ) drawing not to scale electrical characteristics % of amp rating opening time 100% none 135% 60 minutes maximum 200% 120 seconds maximum specifications voltage ac interrupting typical dc cold typical typical product code rating rating resistance**  melting i 2 t? voltage ac 250v 125v 32v (ohms) ac drop? agc-1/20 250v 35a 10000a - 4.500 0.00773 0.67 agc-1/16 250v 35a 10000a - 29.000 0.000181 10.41 agc-1/10 250v 35a 10000a - 12.565 0.000787 6.00 agc-1/8 250v 35a 10000a - 6.800 0.00131 4.67 agc-3/16 250v 35a 10000a - 4.900 0.00637 4.12 agc-2/10 250v 35a 10000a - 3.360 0.00435 4.51 agc-1/4 250v 35a 10000a - 2.300 0.0148 0.89 agc-3/10 250v 35a 10000a - 1.670 0.0208 2.88 agc-3/8 250v 35a 10000a - 1.203 0.0321 4.59 agc-1/2 250v 35a 10000a - 0.615 0.269 0.59 agc-3/4 250v 35a 10000a - 0.312 0.815 0.37 agc-1 250v 35a 10000a - 0.190 1.615 0.31 agc-1-1/4 250v 100a 10000a - 0.145 0.018 0.35 agc-1-1/2 250v 100a 10000a - 0.115 0.0149 0.27 agc-2 250v 100a 10000a - 0.078 0.00509 0.28 agc-2-1/4 250v 100a 10000a - 0.067 0.00588 0.26 agc-2-1/2 250v 100a 10000a - 0.057 0.00879 0.31 agc-3 250v 100a 10000a - 0.045 0.0167 0.25 agc-4 250v 200a 10000a - 0.030 0.0305 0.22 agc-5 250v 200a 10000a - 0.024 0.045 0.23 agc-6 250v 200a 10000a - 0.020 0.071 0.23 agc-7 250v 200a 10000a - 0.017 0.105 0.23 agc-7-1/2 250v 200a 10000a - 0.0146 - - agc-8 250v 200a 10000a - 0.014 0.152 0.19 agc-9 250v 200a 10000a - 0.012 0.21 0.18 agc-10 250v 200a 10000a - 0.008 0.492 0.20 agc-12 32v - - 1000a 0.0070 - - agc-14 32v - - 1000a 0.0062 - - agc-15 32v - - 1000a 0.006 0.566 0.14 agc-20 32v - - 1000a 0.004 1.438 0.12 agc-25 32v - - 1000a 0.003 2.109 0.11 agc-30 32v - - 1000a 0.002 3.807 0.12 agc-35 32v - - 70a 0.0014 - - agc-40 32v - - 80a 0.0019 - - ** dc cold resistance (measured at   10% of rated current) ? typical melting i 2 t (a 2 sec) (i 2 t was measured at listed interrupting rating and rated voltage.) ? typical voltage drop (voltage drop was measured at 25c ambient temperature at rated current) 1/4" x 1-1/4" fuses agc series, fast acting, glass tube rohs 2002/95/ec

 oc-83 traditional ferrule fuses - ferrule type current  in  amperes current  in  amperes time  in  seconds time  in  seconds 1/10 1/16 3/4 1/2 1/8 2/10 1/4 3/10 3/8 1 1-1/2 2 2-1/2 3 4 time current curve packaging code packaging code description bk 100 pieces of fuses packed into a cardboard carton with flaps folded bk1 1,000 pieces of fuses packed into a cardboard carton with flaps folded bk8 8,000 pieces of fuses packed into a cardboard carton with flaps folded option code option code description b board washable - hermetically sealed to withstand aqueous cleaning v axial leads - copper tinned wire with nickel plated brass overcaps -r rohs compliant version 1/4" x 1-1/4" fuses agc series, fast acting, glass tube visit us on the web at: www.cooperbussmann.com cooper electronic technologies 1225 broken sound parkway nw suite f boca raton, fl 33487-3533 tel: 1-561-998-4100 fax: 1-561-241-6640 toll free: 1-888-414-2645 cooper bussmann p.o. box 14460 st. louis, mo 63178-4460 tel: 1-636-394-2877 fax: 1-800-544-2570 cooper electronic technologies cooper (uk) limited burton-on-the-wolds leicestershire ? le12 5th uk tel: +44 (0) 1509 882 737 fax: +44 (0) 1509 882 786 cooper electronic technologies avda. santa eulalia, 290 08223 terrassa, (barcelona), spain tel: +34 937 362 812 +34 937 362 813 fax: +34 937 362 719 asia pacific cooper electronic technologies 1 jalan kilang timor #06-01 pacific tech centre singapore 159303 tel: +65 278 6151 fax: +65 270 4160 north america europe
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