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		  Datasheet File OCR Text:


		   phase-out varistors avtp www.schurter.com/pg0 3 fuses last order date: 31.10.2012 disc size: 7 mm disc size: 14 mm disc size: 25 mm 120 - 360  vac   800 - 13000  a  5 - 25  mm description -	radial 	leaded	 varistor -	low 	leackage	 current -	vde, 	ul,	csa	 approvals standards -	iec 	61051	-	 varistors	for	use	in	 electronic	equipment -	ul 	1414	-	 across-the-line	components -	ul 	1449	-	 transient	 voltage	surge	 suppressors -	csa 	c22.2	-	accessories	and	parts	for	 electronic	equipment approvals -	vde 	certificate	number:	40026011 -	ul 	file	number:	e340137	(ul	1449),	e325083	(ul	1414) -	csa 	file	number:	2088244 applications -	surge 	 protection -	primary 	 protection	single-phase -	surge 	 protection	 according	to	iec	61000-4-5 references packaging	detail s 	 weblinks pd f ,	 htm l ,	 general	 product	informatio n ,	 approval s ,	 roh s ,	 china-roh s ,	 e-sho p ,	 schurter-stock-chec k ,	 distributor-stock-chec k technical data rated	 voltage 120	-	360	 vac, 	160	-	470	 vdc disc	size 5	-	25	 mm peak	 current	8/20	s,	1	pulse 800	-	13000	a max.	energy	absorption	 10/1000	s 8	-	440	 j current/energy 	derating	above	 85	c -	2.5%	/	c	 voltage/temperature 	 coeffi - cient -	0.05%	/	c	 mounting pcb,tht admissible	ambient	air	 temp. -	40	 c	to	85	 c material:	 terminals tin-plated 	copper	alloy material:	 tube zinc	oxide storage	conditions 0	 c	to	60	 c	max.	70%	 r.h. product 	marking ,	 order	 number,	 approvals,	data	 code   soldering	methods wave solderability 235	 c	/	2	 sec	acc.	to	iec	60068-2-20	 test 	 ta,	method	1 resistance	to	soldering	heat 260	 c	/	5	 sec	acc.	to	iec	60068-2-20,	 test 	tb,	method	1a insulation	resistance >10'000	m  hipot	encapsulation 2500	vdc impulse	response	 time <	50	ns dc	leackage	 current <	200	a flammability ul	 94v-0 dimensions   25 a max e max b max c f d g d  +0.5 drilling diagram

  phase-out varistors avtp www.schurter.com/pg0 3 fuses dimensions rated  voltage disc size a max b max c d e f g order number [vac] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] 120 5 7 8.5 5 0.6 3.6 1.5 5.2 0071.1211.xx 120 7 9 11 5 0.6 3.6 1.5 5.2 0071.1221.xx 120 10 12 14.5 7.5 0.8 4.2 1.6 7.7 0071.1241.xx 120 14 15.5 18.5 7.5 0.8 4.2 1.6 7.7 0071.1261.xx 120 20 21.5 25.5 10 1 4.6 1.8 10.2 0071.1281.xx 130 5 7 8.5 5 0.6 3.6 1.6 5.2 0071.1311.xx 130 7 9 11 5 0.6 3.6 1.6 5.2 0071.1321.xx 130 10 12 14.5 7.5 0.8 4.2 1.8 7.7 0071.1341.xx 130 14 15.5 18.5 7.5 0.8 4.2 1.9 7.7 0071.1361.xx 130 20 21.5 25.5 10 1 4.7 2 10.2 0071.1381.xx 130 25 27.9 31.8 10 1 4.7 2 10.2 0071.1391.xx 140 5 7 8.5 5 0.6 3.7 1.7 5.3 0071.1411.xx 140 7 9 11 5 0.6 3.7 1.7 5.3 0071.1421.xx 140 10 12 14.5 7.5 0.8 4.3 1.9 7.7 0071.1441.xx 140 14 15.5 18.5 7.5 0.8 4.3 2 7.8 0071.1461.xx 140 20 21.5 25.5 10 1 4.8 2.1 10.2 0071.1481.xx 140 25 27.9 31.8 10 1 4.8 2.1 10.2 0071.1491.xx 150 5 7 8.5 5 0.6 3.8 1.8 5.3 0071.1511.xx 150 7 9 11 5 0.6 3.8 1.8 5.3 0071.1521.xx 150 10 12 14.5 7.5 0.8 4.4 2 7.8 0071.1541.xx 150 14 15.5 18.5 7.5 0.8 4.4 2.1 7.8 0071.1561.xx 150 20 21.5 25.5 10 1 4.9 2.2 10.2 0071.1581.xx 150 25 27.9 31.8 10 1 4.9 2.2 10.2 0071.1591.xx 180 5 7 8.5 5 0.6 3.9 2 5.4 0071.1811.xx 180 7 9 11 5 0.6 4 2 5.4 0071.1821.xx 180 10 12 14.5 7.5 0.8 4.6 2.2 7.8 0071.1841.xx 180 14 15.5 18.5 7.5 0.8 4.6 2.2 7.8 0071.1861.xx 180 20 21.5 25.5 10 1 5 2.3 10.3 0071.1881.xx 230 5 7 8.5 5 0.6 4 1.8 5.3 0071.2311.xx 230 7 9 11 5 0.6 4 1.8 5.3 0071.2321.xx 230 10 12 14.5 7.5 0.8 4.7 2 7.8 0071.2341.xx 230 14 15.5 18.5 7.5 0.8 4.7 2 7.8 0071.2361.xx 230 20 21.5 25.5 10 1 5.1 2.1 10.2 0071.2381.xx 250 5 7 8.5 5 0.6 4.2 1.8 5.3 0071.2511.xx 250 7 9 11 5 0.6 4.2 1.8 5.3 0071.2521.xx 250 10 12 14.5 7.5 0.8 4.8 2 7.8 0071.2541.xx 250 14 15.5 18.5 7.5 0.8 4.8 2 7.8 0071.2561.xx 250 20 21.5 25.5 10 1 5.3 2.2 10.2 0071.2581.xx 250 25 27.9 31.8 10 1 5.3 2.2 10.2 0071.2591.xx 270 5 7 8.5 5 0.6 4.3 2 5.4 0071.2711.xx 270 7 9 11 5 0.6 4.4 2 5.4 0071.2721.xx 270 10 12 14.5 7.5 0.8 4.4 2.2 7.8 0071.2741.xx 270 14 15.5 18.5 7.5 0.8 5 2.2 7.8 0071.2761.xx 270 20 21.5 25.5 10 1 5.4 2.3 10.3 0071.2781.xx 270 25 27.9 31.8 10 1 5.4 2.3 10.3 0071.2791.xx 300 5 7 8.5 5 0.6 4.5 2.1 5.4 0071.3011.xx 300 7 9 11 5 0.6 4.5 2.1 5.4 0071.3021.xx 300 10 12 14.5 7.5 0.8 5.1 2.3 7.8 0071.3041.xx 300 14 15.5 18.5 7.5 0.8 5.2 2.3 7.8 0071.3061.xx 300 20 21.5 25.5 10 1 5.6 2.4 10.3 0071.3081.xx 300 25 27.9 31.8 10 1 5.6 2.4 10.3 0071.3091.xx 320 10 12 14.5 7.5 0.8 5.4 2.4 7.9 0071.3241.xx 320 14 15.5 18.5 7.5 0.8 5.4 2.4 7.9 0071.3261.xx 320 20 21.5 25.5 10 1 5.8 2.6 10.3 0071.3281.xx

 3 phase-out varistors avtp www.schurter.com/pg0 3 fuses rated  voltage disc size a max b max c d e f g order number [vac] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] 320 25 27.9 31.8 10 1 5.8 2.6 10.3 0071.3291.xx 360 10 12 15 7.5 0.8 5.8 2.7 8.0 0071.3641.xx 360 14 15.5 19 7.5 0.8 5.9 2.7 8.0 0071.3661.xx 360 20 21.5 26 10 1 6.3 2.8 10.4 0071.3681.xx 360 25 27.9 31.8 10 1 6.3 2.8 10.4 0071.3691.xx electrical 	 parameters 	 can 	 be 	 found 	 in 	 the 	 table 	 of 	 variants 	 below. temperature derating curves rated voltage, peak current, energy absorption percentage of rated values [%] 0 10 20 30 40 50 60 70 80 90 100 110 -5 0 - 25 -0 25 50 75 100 125 15 0 ambient temperature [c] variants rated  voltage rated  voltage disc  size peak  current,  8/  0   s,    pulse peak  current,  8/  0   s,    pulses energy,   0/  000   s min. vol - tage @    ma dc max. vol - tage @    ma dc max.  clamping  voltage peak  current,  8/  0   s,  clamping typ. capa - city   @    khz order number [vac] [vdc] [mm] [a] [a] [j] [v] [v] [v] [a] [pf]  )  ) 120 160 5 800 600 8 170 207 310 5 118   l     0071.1211.xx 120 160 7 1750 1250 16 170 207 320 10 225   l l   0071.1221.xx 120 160 10 3500 2500 33 170 207 320 25 469   l l   0071.1241.xx 120 160 14 6000 5000 52 170 207 320 50 1019   l l   0071.1261.xx 120 160 20 10000 7000 130 170 207 320 100 2331   l l   0071.1281.xx 130 175 5 800 600 8.5 184 224 350 5 116 l l l   0071.1311.xx 130 175 7 1750 1250 17.5 184 224 340 10 250 l l l l 0071.1321.xx 130 175 10 3500 2500 45 184 224 340 25 438 l l l l 0071.1341.xx 130 175 14 6500 5000 70 184 224 340 50 890 l l l l 0071.1361.xx 130 175 20 12000 9000 150 184 224 340 100 2001 l l l l 0071.1381.xx 130 175 25 18000 13000 170 184 224 340 100 3634   l l l 0071.1391.xx 140 180 5 800 600 9 198 242 380 5 111 l l     0071.1411.xx 140 180 7 1750 1250 20 198 242 360 10 232 l l l l 0071.1421.xx 140 180 10 3500 2500 50 198 242 360 25 407 l l l l 0071.1441.xx 140 180 14 6500 5000 78 198 242 360 50 825 l l l l 0071.1461.xx 140 180 20 12000 9000 160 198 242 360 100 1855 l l l l 0071.1481.xx 140 180 25 18000 13000 180 198 242 360 100 3370   l   l 0071.1491.xx 150 200 5 800 600 10.5 212 259 430 5 101 l l     0071.1511.xx 150 200 7 1750 1250 21 212 259 395 10 212 l l l l 0071.1521.xx 150 200 10 3500 2500 55 212 259 395 25 373 l l l l 0071.1541.xx 150 200 14 6500 5000 84 212 259 395 50 756 l l l l 0071.1561.xx 150 200 20 12000 9000 170 212 259 395 100 1701 l l l l 0071.1581.xx 150 200 25 18000 13000 190 212 259 395 100 3089   l   l 0071.1591.xx 180 230 5 800 600 11 255 311 510 5 87 l l     0071.1811.xx 180 230 7 1750 1250 24 255 311 445 10 182 l l l l 0071.1821.xx 180 230 10 3500 2500 60 255 311 465 25 319 l l l l 0071.1841.xx 180 230 14 6000 5000 100 255 311 465 50 648 l l l l 0071.1861.xx

  phase-out varistors avtp www.schurter.com/pg0 3 fuses rated  voltage rated  voltage disc  size peak  current,  8/  0   s,    pulse peak  current,  8/  0   s,    pulses energy,   0/  000   s min. vol - tage @    ma dc max. vol - tage @    ma dc max.  clamping  voltage peak  current,  8/  0   s,  clamping typ. capa - city   @    khz order number [vac] [vdc] [mm] [a] [a] [j] [v] [v] [v] [a] [pf]  )  ) 180 230 20 10000 7000 190 255 311 465 100 1548 l l l l 0071.1881.xx 230 300 5 800 600 16 326 397 595 5 68   l     0071.2311.xx 230 300 7 1750 1250 32 326 397 595 10 141 l l l l 0071.2321.xx 230 300 10 3500 2500 65 326 397 595 25 248 l l l l 0071.2341.xx 230 300 14 6000 4500 135 326 397 595 50 504 l l l l 0071.2361.xx 230 300 20 10000 6500 270 326 397 595 100 1134 l l l l 0071.2381.xx 250 330 5 800 600 17 354 432 675 5 62   l     0071.2511.xx 250 330 7 1750 1250 35 354 432 650 10 131 l l l l 0071.2521.xx 250 330 10 3500 2500 70 354 432 650 25 229 l l l l 0071.2541.xx 250 330 14 6000 4500 145 354 432 650 50 465 l l l l 0071.2561.xx 250 330 20 10000 6500 300 354 432 650 100 1047 l l l l 0071.2581.xx 250 330 25 13000 9000 315 354 432 650 100 1901   l   l 0071.2591.xx 270 360 5 800 600 20 382 466 740 5 58   l     0071.2711.xx 270 360 7 1750 1250 40 382 466 710 10 121 l l l l 0071.2721.xx 270 360 10 3500 2500 80 382 466 710 25 213 l l l l 0071.2741.xx 270 360 14 6000 4500 160 382 466 710 50 432 l l l l 0071.2761.xx 270 360 20 10000 6500 325 382 466 710 100 972 l l l l 0071.2781.xx 270 360 25 13000 9000 340 382 466 710 100 1765   l   l 0071.2791.xx 300 390 5 800 600 21 425 518 810 5 52   l     0071.3011.xx 300 390 7 1750 1250 42 425 518 790 10 108 l l l l 0071.3021.xx 300 390 10 3500 2500 85 425 518 790 25 190 l l l l 0071.3041.xx 300 390 14 6000 4500 175 425 518 790 50 386 l l l l 0071.3061.xx 300 390 20 10000 6500 350 425 518 790 100 869 l l l l 0071.3081.xx 300 390 25 13000 9000 360 425 518 790 100 1577   l   l 0071.3091.xx 320 420 10 3500 2500 92 453 553 850 25 179 l l l l 0071.3241.xx 320 420 14 6000 4500 190 453 553 850 50 363 l l l l 0071.3261.xx 320 420 20 10000 6500 385 453 553 850 100 816 l l l l 0071.3281.xx 320 420 25 13000 9000 430 453 553 850 100 1483   l   l 0071.3291.xx 360 470 10 3500 2500 97 522 638 960 25 154 l l l l 0071.3641.xx 360 470 14 6000 4500 205 522 638 960 50 313 l l l l 0071.3661.xx 360 470 20 10000 6500 410 522 638 960 100 704 l l l l 0071.3681.xx 360 470 25 13000 9000 440 522 638 960 100 1278   l   l 0071.3691.xx 1) 	 ul 	 1449 	 - 	 transient 	 voltage 	 surge 	 suppressors 	 - 	 component 	 2) 	 ul 	 1414 	 - 	 across-the-line 	 capacitors, 	 antenna-coupling 	 and 	 line-bypass 	 components 	

  phase-out varistors avtp www.schurter.com/pg0 3 fuses packaging unit    .xx	=	 .b1	plastic	bag	(100	pcs.) .xx	=	 .t2	tape&reel: 	 	 120 	-	300	 vac,	5	+	7	mm	disc	size	1500	pieces 	 	 120 	-	180	 vac,	10	mm	disc	size	1000	pieces 	 	 230 	-	300	 vac,	10	mm	disc	size	500	pieces 	 	 120 	-	180	 vac,	14	mm	disc	size	1000	pieces 	 	 230 	-	300	 vac,	14	mm	disc	size	500	pieces 	 	 120 	-	180	 vac,	20	mm	disc	size	500	pieces 	 	 230 	-	300	 vac,	20	mm	disc	size	400	pieces	 .xx	=	 .a2	ammo	pack:	 	 	 120 	-	300	 vac,	5	+	7	mm	disc	size	1500	pieces 	 	 120 	-	180	 vac,	10	mm	disc	size	1000	pieces 	 	 230 	-	300	 vac,	10	mm	disc	size	500	pieces 	 	 120 	-	180	 vac,	14	mm	disc	size	1000	pieces 	 	 230 	-	300	 vac,	14	mm	disc	size	500	pieces 	 	 120 	-	180	 vac,	20	mm	disc	size	500	pieces 	 	 230 	-	300	 vac,	20	mm	disc	size	400	pieces	 voltage-current curves disc size: 5 mm varistor min. leakage voltage [v] 1000 100 5000   10 -6   10 -5   10 -4   10 -3   10 -2 0071.3011.xx 0071.2711.xx 0071.2511.xx 0071.2311.xx 0071.1811.xx 0071.1511.xx 0071.1411.xx 0071.1311.xx 0071.1211.xx leakage current dc [a] disc size: 5 mm varistor max. clamp voltage [v]     10 0   10 1   10 2   10 3   10 4 1000 100 5000 0071.1811.xx 0071.1511.xx 0071.1411.xx 0071.1311.xx 0071.1211.xx 0071.3011.xx 0071.2711.xx 0071.2511.xx 0071.2311.xx peak current (8/20 s) [a]

  phase-out varistors avtp www.schurter.com/pg0 3 fuses disc size: 7 mm min. leakage voltage [v] 1000 100 5000   10 -6   10 -5   10 -4   10 -3   10 -2 0071.3021.xx 0071.2721.xx 0071.2521.xx 0071.2321.xx 0071.1821.xx 0071.1521.xx 0071.1421.xx 0071.1321.xx 0071.1221.xx leakage current dc [a] disc size: 7 mm max. clamp voltage [v]     10 0   10 1   10 2   10 3   10 4 1000 100 5000 0071.3021.xx 0071.2721.xx 0071.2521.xx 0071.2321.xx 0071.1821.xx 0071.1521.xx 0071.1421.xx 0071.1321.xx 0071.1221.xx peak current (8/20 s) [a] disc size: 10 mm min. leakage voltage [v] 1000 100 5000   10 -6   10 -5   10 -4   10 -3   10 -2 0071.3641.xx 0071.3241.xx 0071.3041.xx 0071.2741.xx 0071.2541.xx 0071.2341.xx 0071.1841.xx 0071.1541.xx 0071.1441.xx 0071.1341.xx 0071.1241.xx leakage current dc [a] disc size: 10 mm max. clamp voltage [v]     10 0   10 1   10 2   10 3   10 4 1000 100 5000 0071.3641.xx 0071.3241.xx 0071.3041.xx 0071.2741.xx 0071.2541.xx 0071.2341.xx 0071.1841.xx 0071.1541.xx 0071.1441.xx 0071.1341.xx 0071.1241.xx 10 peak current (8/20 s) [a]

  phase-out varistors avtp www.schurter.com/pg0 3 fuses disc size: 14 mm min. leakage voltage [v] 1000 100 5000   10 -6   10 -5   10 -4   10 -3   10 -2 0071.3661.xx 0071.3261.xx 0071.3061.xx 0071.2761.xx 0071.2561.xx 0071.2361.xx 0071.1861.xx 0071.1561.xx 0071.1461.xx 0071.1361.xx 0071.1261.xx leakage current dc [a] disc size: 14 mm max. clamp voltage [v]     10 0   10 1   10 2   10 3   10 4 1000 100 5000 0071.3661.xx 0071.3261.xx 0071.3061.xx 0071.2761.xx 0071.2561.xx 0071.2361.xx 0071.1861.xx 0071.1561.xx 0071.1461.xx 0071.1361.xx 0071.1261.xx 50 peak current (8/20 s) [a] disc size: 20 mm min. leakage voltage [v] 1000 100 5000   10 -6   10 -5   10 -4   10 -3   10 -2 0071.3681.xx 0071.3281.xx 0071.3081.xx 0071.2781.xx 0071.2581.xx 0071.2381.xx 0071.1881.xx 0071.1581.xx 0071.1481.xx 0071.1381.xx 0071.1281.xx leakage current dc [a] disc size: 20 mm varistor max. clamp voltage [v]     10 0   10 1   10 2   10 3   10 4 1000 100 5000 0071.3681.xx 0071.3281.xx 0071.3081.xx 0071.2781.xx 0071.2581.xx 0071.2381.xx 0071.1881.xx 0071.1581.xx 0071.1481.xx 0071.1381.xx 0071.1281.xx 100 peak current (8/20 s) [a]

 8 phase-out varistors avtp www.schurter.com/pg0 3 fuses disc size: 25 mm min. leakage voltage [v] 1000 100 5000   10 -6   10 -5   10 -4   10 -3   10 -2 0071.3691.xx 0071.3291.xx 0071.3091.xx 0071.2791.xx 0071.2591.xx 0071.1591.xx 0071.1491.xx 0071.1391.xx leakage current dc [a] disc size: 25 mm max. clamp voltage [v]     10 0   10 1   10 2   10 3   10 4 1000 100 5000 100 0071.2591.xx 0071.1591.xx 0071.1491.xx 0071.1391.xx 0071.3691.xx 0071.3291.xx 0071.3091.xx 0071.2791.xx peak current (8/20 s) [a] pulse derating curves derating at quantity of pulses and pulse duration   1, 10, ... = quantity of pulses percentage of rated value [%]   (peak current, single pulse = 100%) 1 10 0.1 0.01 10 0 10 1000 100 20 10?00 0    1 10 10 2 10 3 10 4 10 5 10 6 pulse duration [s] the 	 specifications, 	 descriptions 	 and 	 illustrations 	 indicated 	 in 	 this 	 document 	 are 	 based 	 on 	 current 	 information. 	 all 	 content 	 is 	 subject 	 to 	 modifications 	 and 	 amendments. 27.06.2012
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