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		  Datasheet File OCR Text:


		  cage code 06324 ?2011 glenair, inc. printed in u.s.a. 20 series 72 guardian glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 metal guardian system bulkhead feed-thru ftting 712-852 metal  emi/rfi  e nvironmental bulkhead feed- t hru fitting  for series 72 annular convoluted  t ubing product  series basic no. finish (table ii) bulkhead  size (table i) b = band k  = precoiled (omit if not  required) shrink boot  option (see table iii, omit  if not required) entry size (table iii) 712 s 852 nf 16 12 b t d angle: s  = straight m = 45 n = 90 d hole  mounting flat (omit for none) how to order material and finish adapters, elbows: see table ii o-rings: silicone/na retaining clip: high grade engineering thermoplastic/na tools, accessories and assembly notes tubing shown for reference only. glenair 600 series backshell assembly tools are recommended for assembly and installation. glenair assembly procedure ap74-010 is recommended for adapter to conduit termination. conduit retaining clip and o-ring to be supplied unassembled. band option    (k option shown- see notes) symbol s straight f lat  for d  hole mounting  (see p/n  development) c  dia   typ o-ring  typ 1.00  max .380 ty p .060 ty p conduit  o-ring  2x  typ conduit    i.d. f ma x typ conduit   retaining clip accomm odates 600-052-1 band  typ tubing shown for ref . onl y shrink sleeve or boot  groove  typ a t hread  typ .135  typ .36 max  typ .125 max  panel   thickness  typ d  flats   typ recommended  panel   cutout b dia e  d-cut   

 cage code 06324 ?2011 glenair, inc. printed in u.s.a. 21 series 72 guardian glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 712-852 metal  emi/rfi  e nvironmental bulkhead feed- t hru fitting  for series 72 annular convoluted  t ubing t able i bulkhead  size a thread  class 2a b +.015  -.000 c   dia d  flats e  +.010  -.000 m ax e ntry  size 06 3/8-3f unef   0.380  (9.7)   0.188  (4.8)   0.6f5  (15.9)   0.3f3  (8.f) 09 08 7/16-f8 unef   0.443  (11.3)   0.f50  (6.4)   0.688  (17.5)   0.385  (9.8) 1f 09 1/f-f0 unf   0.505  (1f.8)   0.f81  (7.1)   0.750  (19.1)   0.448  (11.4) 1f 10 1/f-f0 unf   0.505  (1f.8)   0.31f  (7.9)   0.750  (19.1)   0.448  (11.4) 1f 1f 9/16-f4 unef   0.568  (14.4)   0.375  (9.5)   0.81f  (f0.6)   0.510  (13.0) 16 14 5/8-f4 unef   0.63  (16.0)   0.438  (11.1)   0.875  (ff.f)   0.573  (14.6) 16 16 11/16-f4 unef   0.693   (17.6)   0.500  (1f.7)   0.937  (f3.8)   0.635  (16.1) f0 f0 13/16-f0 unef   0.818  (f0.8)   0.6f5  (15.9)   1.06f  (f7.0)   0.760   (19.3) f0 f4 15/16-f0 unef   0.943   (f4.0)   0.750  (19.1)   1.f50  (31.8)   0.885  (ff.5) f4 f8 1 1/16-18 unef   1.068  (f7.1)   0.875  (ff.f)   1.375  (34.9)   1.010  (f5.7) 3f 3f 1 3/16-18 unef   1.193   (30.3)   1.000  (f5.4)   1.56f  (39.7)   1.135  (f8.8) 3f 40 1 7/16-18 unef   1.443  (36.7)   1.f50  (31.8)   1.875  (47.6)   1.385  (35.f) 40 t able iii e ntry size f   m ax conduit  i .d. g  m ax h   m ax j   m ax k   m ax shrink boot  ref m in m ax 06   0.53  (13.5)   0.16  (4.1)   0.19   (4.8)   0.50  (1f.7)   1.0f  (f5.9)   0.68  (17.3)   1.f0  (30.5) 770-001s103 09   0.63  (16.0)   0.f4   (6.1)   0.f8  (7.1)   0.53  (13.5)   1.04  (f6.4)   0.75  (19.1)   1.f6  (3f.0) 770-001s103 1f   0.73  (18.5)   0.33  (8.4)   0.37  (9.4)   0.53  (13.5)   1.04  (f6.4)   0.75  (19.1)   1.f6  (3f.0) 770-001s104 16   0.86  (f1.8)   0.45  (11.4)   0.50  (1f.7)   0.55  (14.0)   1.07  (f7.f)   0.81  (f0.6)   1.33  (33.8) 770-001s104 f0   0.98  (f4.9)   0.57  (14.5)   0.6f  (15.7)   0.61  (15.5)   1.1f  (f8.4)   0.93  (f3.6)   1.45  (36.8) 770-001s105 f4   1.15  (f9.f)   0.69   (17.5)   0.75  (19.1)   0.63  (16.0)   1.15  (f9.f)   1.00  (f5.4)   1.51  (38.4) 770-001s106 f8   1.f7  (3f.3)   0.81  (f0.6)   0.87  (ff.1)   0.68  (17.3)   1.f0  (30.5)   1.1f  (f8.4)   1.64  (41.7) 770-001s107 3f   1.40  (35.6)   0.93  (f3.6)   1.00  (f5.4)   0.71   (18.0)   1.ff   (31.0)   1.18  (30.0)   1.70  (43.f) 770-001s107 40   1.6f  (41.1)   1.18  (30.0)   1.f5  (31.8)   0.76   (19.3)   1.f8  (3f.5)   1.31  (33.3)   1.83  (46.5) 770-001s107 symbol m full-radius  profle   45 symbol n full-radius  profle   90 g h j k t able ii sym m aterial finish description m aluminum electroless nickel mt nickel-ptfe nf cad/olive drab over electroless  nickel zn zinc nickel/olive drab over  electroless nickel znu zinc nickel/black over  electroless nickel z1 stainless  steel passivate   
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