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		  Datasheet File OCR Text:


		  type ssq c & sst c  2410 size smd fuses, pre - assembled in smd clips rohs 6 compliant 2410 size smd fuses, pre - assembled in smd clips pb features - surface mount,2410 assembly   - allows solderless field replacement of open fuse - available in rating of ssqc 250ma to 8a and sstc 375ma to 7a ssqc_sstc june 2012d conflict free metals rohs6 compliant electrical specification applications 375ma to 7a - wide operating temperature range - tape and reel for automatic placment  - notebook  - lcd monitor - pc computer - office electronic equipment - industrial equipment - medical equipment - poe, poe+ - lcd / led monitor halogen free = hf these fuse/clip assemblies can be efficiently place d in a single  pass.once reflowed,fuse replacement requires no res oldering. maximum recommended fuse current rating 8amperes,12 5volts.   solderability mil-std-202g, method 208h  -55c to +125c mil-std-202g, method 213b, test condition i (100 g's peak for 6 milliseconds; sawtooth waveform ) mil-std-202g, method 201a (10-55 hz, 0.06 inch, tot al excursion).  operating temperature   shock resistance   vibration resistance - lcd / led monitor - power supply - lcd / led tv lead free =       pb rohs 6 compliant product environmental specification maximum recommended fuse current rating 8amperes,12 5volts. use of ssq fuses rated higher than 8a,i.e.10a,12a,1 5a may be  suitable with proper evaluation.(consult with bel e ngineering) ampere rating 375ma mil-std-202g, method 107g, test condition b (-65c to +125c).   thermal shock insulation resistance ssq square ceramic surface mount quick action fuse catalog number ampere rating       ssqc 250 mil-std-202, method 302,test condition a  (after opening) 10,000 ohms minimum. 250ma sst square ceramic surface mount slow blow fuse catalog number       sstc 375 500ma 625ma 750ma 1a       sstc 1.5 1.5a       sstc 2 2a       sstc 2.5 2.5a       sstc 3 3a       sstc 3.5 3.5a       sstc 4 4a       ssqc 375       ssqc 500       ssqc 750       ssqc 1       ssqc 1.25       ssqc 1.5       ssqc 2       ssqc 2.5       ssqc 3 375ma 500ma 750ma 1a 1.25a       ssqc 3.5       sstc 1 2.5a 3a 3.5a 1.5a 2a       sstc 500       sstc 625       sstc 750 t       sstc 4 4a 5a 7a consult manufacturer for other ratings    materials clipterminals: matte tin plated inconel alloy       ssqc 5       ssqc 6.3 5a 6.3a       ssqc 7       ssqc 8       ssqc 3.5       ssqc 4 3.5a 4a       sstc 5       sstc 7 7a 8a physical specification mechanical dimensions ssqc/sstc    materials clipterminals: matte tin plated inconel alloy specifications subject to change without notice. packaging bel fuse inc. 206 van vorst street, jersey city, nj  07302  ? tel: 201-432-0463  ? fax: 201-432-9542  ? e-mail: belfuse@belf.com website: www.belfuse.com  
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