

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						CX168			1N536			P0603			GZB33			A9668PC			20XC1T			06836			P0603			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				PM1210G-1R0K-RC Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  tel. (877) 426-8767 ?fax (951) 781-5006 www.bourns.com 4.15 ?   rohs compliant multilayer chip inductors special features ?monolithic construction provides high reliability ?high q characteristic ?high frequency application ?ferrite material construction provides   magnetic shielding to reduce radiation ?low pro le ?operating temperature -25 to +125 ? ?tape & reel packaged 2500 / reel typical applications ?personal computers ?notebook computers ?printers ?hard disk drivers ?computer peripherals ?digital tvs, vcrs ?consumer electronics pm1210g series part  number  l (h)  10 %  q  min  test  freq.  (mhz)  srf  (khz)  min  dcr  (?)  max  idc  (ma)  bourns equivalent pm1210g-r12k-rc 0.12  30  25.2  500  0.22  450  cm322522 pm1210g-r15k-rc 0.15  30  25.2  450  0.25  450  pm1210g-r18k-rc 0.18  30  25.2  400  0.28  450  pm1210g-r22k-rc 0.22  30  25.2  350  0.32  450  pm1210g-r27k-rc 0.27  30  25.2  320  0.36  450  pm1210g-r33k-rc 0.33  30  25.2  300  0.40  450  pm1210g-r39k-rc 0.39  30  25.2  250  0.45  450  pm1210g-r47k-rc 0.47  30  25.2  220  0.50  450  pm1210g-r56k-rc 0.56  30  25.2  180  0.55  450  pm1210g-r68k-rc 0.68  30  25.2  160  0.60  450  pm1210g-r82k-rc 0.82  30  25.2  140  0.65  450  PM1210G-1R0K-RC 1.0  30  7.96  120 0.70 400  pm1210g-1r2k-rc 1.2  30  7.96  100 0.75 390  pm1210g-1r5k-rc 1.5  30  7.96  85  0.85 370  pm1210g-1r8k-rc 1.8  30  7.96  80  0.90 350  pm1210g-2r2k-rc 2.2  30  7.96  75  1.0  320  pm1210g-2r7k-rc 2.7  30  7.96  70  1.1  290  pm1210g-3r3k-rc 3.3  30  7.96  60  1.2  260  pm1210g-3r9k-rc 3.9  30  7.96  55  1.3  250  pm1210g-4r7k-rc 4.7  30  7.96  50  1.5  220  pm1210g-5r6k-rc 5.6  30  7.96  47  1.6  200  pm1210g-6r8k-rc 6.8  30  7.96  43  1.8  180  pm1210g-8r2k-rc 8.2  30  7.96  40  2.0  170  pm1210g-100k-rc 10  30 2.52  36  2.1 150  pm1210g-120k-rc 12  30 2.52  33  2.5 140  pm1210g-150k-rc 15  30 2.52  30  2.8 130  pm1210g-180k-rc 18  30 2.52  27  3.3 120  pm1210g-220k-rc 22  30 2.52  25  3.7 110  pm1210g-270k-rc 27  30 2.52  20  5.0  80  pm1210g-330k-rc 33  30 2.52  17  5.6  70  pad layout 3.2 2.5 0.5 1.3 2.2 2.3 4.4 dimensions:  mm tolerance:  -/+ 0.2 ? rohs directive 2002/95/ec jan 27 2003  including annex. -rc su?   x indicates rohs compliance. rev. 12/09                     model pm1210g series is  obsolete           and  not recommended for           new designs.  model cm322522             is preferred.  obsolete
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