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		  Datasheet File OCR Text:


		  note: all specifications are subject to change without notice. 15-9 15 features specifications network appliances fws-7300 1u intel? pentium? m/ celeron? m network appliance with 8 lan & pci expansion slots system form factor 1u 8-port network appliance processor intel? pentium? m/ celeron? m (bga/socket co-lay) system memory  200-pin ddr2 400 sodimm x 2, up to 2 gb chipset intel? 910gmle + intel? 82801fbm (ich6m) ethernet 10/100/1000base-tx  x 2 (intel? 82574)  10/100/1000base-tx  x 4 (intel? 82541/82551 co-lay, with 2 port bypass) 10/100/1000base-tx  x 2 (intel? 82574) lan card for optional  bios award plug & play fwh bios C 8 mb rom ide interface ata 100 x 1 channel  serial ata sata 1.5gb/s x 2 ssd supports compactflash? type 2 connector (ata mode) expansion interface mini-pci type 3 socket; pci connector x 1 with 2 slots riser card watchdog timer 1~255 steps, can be set with software on super i/o rtc internal rtc storage internal: one 3.5" hard disk system fan 4cm ball bearing fan x 3 front i/o panel power led x 1 bypass led x 1 status led x 1 hdd active led x 1 usb x 2 lan with lan led x 6 db-9 connector x 1 lcm display x 1 software default switch x 1 rear i/o panel pci expansion slot x 2 color blue lcm 2x16 characters with 4 keypad control power supply atx 150w, auto range dimension  16.9 (w) x 13 (d) x 1.7 (h) (430mm x 335mm x 44mm)chassis 9.8 (w) x 11 (d) (250mm x 280mm)board power consumption 87w, intel? pentium? m 1.8 ghz mtbf (hours) 58,000 display vga controller integrated vga on intel? 910gmle, pin header connector i/o serial port  two com ports: (internal pin header x 1) com 1: rs-232 com 2: rs-232 (pin header) k/b and mouse  reserved pin header universal serial bus type-a connector x 2 on front panel 1u 8 lan ports network appliance   intel? pentium? m/ celeron? m 90nm processor, (bga/   socket co-lay) 200-pin dual-channel ddr2 400 sodimm up to 2 gb   intel? 910gmle integrated graphics accelerator   optional 10/100/1000base-tx ethernet x 8 (2-port bypass    function) ultra ata 100 and dom up to 2 gb x 1, sata 1.5gb/s x 2   compactflash? type 2 x 1   150w power with auto range input   usb2.0 x 6 (pin header x 4 and type a connector x 2)   parallel lcm with keypad and usb2.0 x 2 on the front panel   rs-232 console x 2 (front panel x 1, pin header x 1)   watchdog function 1~255 sec.   internal 3.5 disk drive bay x 1   reset usb x 2 pci expansion slot x 2 1u power supply lcm display  w/keypad console lan x 6 lan card for optional

 15-10 dimension unit: mm fws-7300 1u intel? pentium? m/ celeron? m network appliance with 8 lan & pci expansion slots 9761810006  ?	 ear bracket module 1702151200  ?	 hdd power cable x1 1700091803  ?	 d-sub 9-pin cable x1 1709070200  ?	 sata cable x 1 product cd ?	 fws-7300 ?	 packing list ordering information tf-fws-7300e6-h15-a10-00 ?	 firewall platform, 910gmle + ich6m, intel? celeron? m 600 mhz onboard, 6 gigabit ethernet, 2 pci riser  card, 1u atx 150w power, blue TF-FWS-7300E6-H15-A10-01 ?	 firewall platform, 910gmle + ich6m, socket 479 intel? pentium? m cpu, 6 gigabit ethernet, 2 pci riser  card, 1u atx 150w psu, blue optional accessories m026666000  ?	 slides x2, for rackmount usage 1701160201  ?	 vga cable 1700080204  ?	 ps2 kb/ms cable 1702031803 ?	 power cord, 3p-250v/10a, 180d, 1.8m, vde, yp22/yp12 1702031802 ?	 power cord, 3p-250v/10a, 180d, 1.8m, usa, yp22/yp12 170203180e ?	 power cord, 3p-25v/7a, 180d, 1.8m, pse, yp12/yp12 environment operating temperature 32f ~ 104f (0c ~ 40c) storage temperature -4f ~ 140f (-20c ~ 60c) operating humidity 10 ~ 80%  storage humidity 10 ~ 80% @ 40c, non-condensing vibration 0.5 g rms/ 5 ~ 500 hz/ operation (3.5 hard disk drive) 1.5 g rms/ 5 ~ 500 hz/ non operation shock 10 g peak acceleration (11 m sec. duration), operation 20 g peak acceleration (11 m sec. duration), non operation
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